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	Reason for change:
	To add and align the IE TDD-UL-DL-ConfigDedicated with core specification updates.


	
	

	Summary of change:
	The IE TDD-UL-DL-ConfigDedicated has been added.
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<Start of first modified section>
–
TDD-UL-DL-Config
Table 4.6.3-192: TDD-UL-DL-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TDD-UL-DL-ConfigCommon ::= SEQUENCE {
	
	
	

	  referenceSubcarrierSpacing
	SubcarrierSpacing
	
	

	  pattern1 SEQUENCE {
	
	
	

	    dl-UL-TransmissionPeriodicity
	ms5
	
	FR1

	
	ms0p625
	
	FR2

	    nrofDownlinkSlots
	7
	
	FR1_30kHz

	
	3
	
	FR1_15kHz,FR2

	
	14
	
	FR1_60kHz

	
	7
	
	

	    nrofDownlinkSymbols
	6
	
	FR1_30kHz

	
	10
	
	FR1_15kHz

	
	12
	
	FR1_60kHz

	
	10
	
	FR2

	
	6
	
	

	    nrofUplinkSlots
	2
	
	FR1_30kHz

	
	1
	
	FR1_15kHz,FR2

	
	4
	
	FR1_60kHz

	
	2
	
	

	    nrofUplinkSymbols
	4
	
	FR1_30kHz

	
	2
	
	FR1_15kHz,FR2

	
	8
	
	FR1_60kHz

	
	4
	
	

	  }
	
	
	

	  pattern2
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	FR1_15kHz
	FR1 is used under the test. SCS is set to 15kHz.

	FR1_30kHz
	FR1 is used under the test. SCS is set to 30kHz.

	FR1_60kHz
	FR1 is used under the test. SCS is set to 60kHz.


–
TDD-UL-DL-ConfigDedicated
Table 4.6.3-192A: TDD-UL-DL-ConfigDedicated
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TDD-UL-DL-ConfigDedicated ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


<End of modified section>
