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<Unchanged sections skipped>
6.4A.2
Transmit modulation quality for CA
6.4A.2.1
Error vector magnitude for CA
FFS.

6.4A.2.1.0
Minimum conformance requirements

The requirements in this subclause apply to UEs of all power classes. For intra-band contiguous carrier aggregation, the Error Vector Magnitude requirement of section 6.4.2.1 is defined for each component carrier. Requirements only apply with PRB allocation in one of the component carriers. Similar transmitter impairment removal procedures are applied for CA waveform before EVM calculation as is specified for non-CA waveform. 

6.4A.2.1.1
Error Vector magnitude for CA (2UL CA) 

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Measurement Uncertainty and Test Tolerance are FFS.

· 
· Power window for PUSCH is FFS
· Test configuration table is FFS.
· Applicability of UBF of single UL is FFS. 

· Applicability of Beam peak of single UL is FFS.

6.4A.2.1.1.1
Test Purpose

For 2UL carrier aggregation, the Error Vector Magnitude requirement should be defined for each component carrier. Requirement applies for the allocated component carrier, when all other component carriers are activated, but not allocated.

Similar transmitter impairment removal procedures are applied for CA waveform before EVM calculation as is specified for non-CA waveform in subsection 6.4.2.1.

6.4A.2.1.1.2
Test applicability

This test case applies to all types of NR UE release 15 and forward that supports FR2 2UL CA. 

6.4A.2.1.1.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.4A.2.1.0

6.4A.2.1.1.4
Test description

6.4A.2.1.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in Table 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, are shown in Table 6.4A.2.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.4A.2.1.1.4.1-1: Test Configuration Table for 2UL CA

FFS
1. 
Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, in Figure A.3.3.1.1 for TE diagram and section A.3.4.1.1 for UE diagram.

2.
The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1 and C.3, and uplink signals according to Annex G.0, G.1 and G.3.

4.
The UL Reference Measurement channels are set according to Table 6.4A.2.1.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.4A.2.1.1.4.3

6.4A.2.1.1.4.2
Test procedure

1.
Retrieve the LO position from the parameter txDirectCurrentLocation in UplinkTxDirectCurrent IE.

2.
Configure SCC according to Annex C.0, C.1, C.3 for all downlink physical channels.

3.
The SS shall configure SCC as per TS 38.508-1 [10] clause 5.5.1. Message contents are defined in clause 6.4A.2.1.1.4.3.

4.
SS activates SCC by sending the activation MAC CE (Refer TS 38.321 [TBD], clauses 5.9, 6.1.3.10). Wait for at least 2 seconds (Refer TS 38.133[25], clause9.2).

5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.4A.2.1.1.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

6.
Send continuously uplink power control "up" commands in the uplink scheduling information to the UE until the UE transmits at PUMAX level. Allow at least 200ms starting from the first TPC command in this step for the UE to reach PUMAX level.

7.
Set the UE in the Inband Tx beam peak direction found with a 3D EIRP scan as performed in Annex K.1.1. Allow at least BEAM_SELECT_WAIT_TIME (NOTE 2) for the UE Tx beam selection to complete.

8.
SS activates the UE Beamlock Function (UBF) by performing the procedure as specified in TS 38.508-1 [10] clause 4.9.2 using condition TxRx.

9.
Measure the EVMθ, EVMφ, 
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on PCC using Global In-Channel Tx-Test (Annex E) for the θ- and φ-polarizations, respectively. For TDD, only slots consisting of only UL symbols are under test. Calculate 
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10.
SS deactivates the UE Beamlock Function (UBF) by performing the procedure as specified in TS 38.508-1 [10] clause 4.9.3.

11.
Send the appropriate TPC commands in the uplink scheduling information to the UE until UE EIRP is in the range Preq + PW ± PW, where Preq is the power level specified in Tables 6.4A.2.1.1.4.2-1 and 6.4A.2.1.1.4.2-2 according to the modulation and power class. PW is the power window according to Table 6.4A.2.1.4.2-3 for the carrier frequency f and the channel bandwidth BW. 

12.
SS activates the UE Beamlock Function (UBF) by performing the procedure as specified in TS 38.508-1 [10] clause 4.9.2 using condition TxRx.

13.
Measure the EVMθ, EVMφ, 
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on PCC using Global In-Channel Tx-Test (Annex E) for the θ- and φ-polarizations, respectively. For TDD, only slots consisting of only UL symbols are under test. Calculate 
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14.
SS deactivates the UE Beamlock Function (UBF) by performing the procedure as specified in TS 38.508-1 [10] clause 4.9.3.

NOTE1:
When switching to DFT-s-OFDM waveform, as specified in the test configuration table 6.4A.2.1.1.4.1-1, send an NR RRCReconfiguration message according to TS 38.508-1 [10] clause 4.6.3 Table 4.6.3-118 PUSCH-Config with TRANSFORM_PRECODER_ENABLED condition.

NOTE 2:
The BEAM_SELECT_WAIT_TIME default value is defined in Annex K.1.1.

Table 6.4A.2.1.1.4.2-1: Parameters for Error Vector Magnitude for power class 1

	Parameter
	Unit
	Level

	UE Output Power
	dBm
	4

	UE output power for UL 16QAM
	dBm
	7

	UE output power for UL 64QAM
	dBm
	11


Table 6.4A.2.1.1.4.2-2: Parameters for Error Vector Magnitude for power class 2, 3, and 4

	Parameter
	Unit
	Level

	UE Output Power
	dBm
	-13

	UE output power for UL 16QAM
	dBm
	-10

	UE output power for UL 64QAM
	dBm
	-6


Table 6.4A.2.1.1.4.2-3: Power Window (dB) for EVM PUSCH

TBD
6.4A.2.1.1.4.3
Message contents

Message contents are according to TS 38.508-1 [10] subclause 4.6.

6.4A.2.1.1.5
Test requirement

The PUSCH EVM, derived in Annex E.4.2, shall not exceed the values in Table 6.4A.2.1.1.5-1.

The PUSCH
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EVM

, derived in Annex E.4.6.2, shall not exceed the values in Table 6.4A.2.1.1.5-1 when embedded with data symbols of the respective modulation scheme.

Table 6.4A.2.1.1.5-1: Test requirements for Error Vector Magnitude for CA

	Parameter
	Unit
	Average EVM Level
	Reference Signal EVM Level

	Pi/2 BPSK 
	%
	30+TT
	30+TT

	QPSK 
	%
	17.5+TT
	17.5+TT

	16 QAM 
	%
	12.5+TT
	12.5+TT

	64 QAM 
	%
	8+TT
	8+TT


Table 6.4A.2.1.1.5-2: Test Tolerance for Error Vector Magnitude for CA

	Test Metric
	FR2a
	FR2b

	Quiet Zone size ≤ 30 cm
	FFS
	FFS


6.4A.2.1.2
Error Vector magnitude for CA (3UL CA) 

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Measurement Uncertainty and Test Tolerance are FFS.

· 
· Power window for PUSCH is FFS.
· Test configuration table is FFS.
6.4A.2.1.2.1
Test Purpose

For 3UL carrier aggregation, the Error Vector Magnitude requirement should be defined for each component carrier. Requirement applies for the allocated component carrier, when all other component carriers are activated, but not allocated.

Similar transmitter impairment removal procedures are applied for CA waveform before EVM calculation as is specified for non-CA waveform in sub-section 6.4.2.1.

6.4A.2.1.2.2
Test applicability

This test case applies to all types of NR UE release 15 and forward that supports FR2 3UL CA. 

6.4A.2.1.2.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.4A.2.1.0

6.4A.2.1.2.4
Test description

Same as in clause 6.4A.2.1.1.4 with following exceptions: 

-
Instead of Table 6.4A.2.1.1.4.1-1 ( use Table 6.4A.2.1.2.4.1-1.

-
Instead of clause 6.4A.2.1.1.4.3 ( use clause 6.4A.2.1.2.4.3.

-
Instead of Table 6.4A.2.1.1.5-1 ( use Table 6.4A.2.1.2.5-1.

Table 6.4A.2.1.2.4.1-1: Test Configuration Table for 3UL CA

FFS
6.4A.2.1.2.4.3
Message contents

Message contents are according to TS 38.508-1 [10] subclause 4.6.

6.4A.2.1.2.5
Test requirement

The PUSCH EVM, derived in Annex E.4.2, shall not exceed the values in Table 6.4A.2.1.2.5-1.

The PUSCH
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EVM

, derived in Annex E.4.6.2, shall not exceed the values in Table 6.4A.2.1.2.5-1 when embedded with data symbols of the respective modulation scheme.

Table 6.4A.2.1.2.5-1: Test requirements for Error Vector Magnitude

	Parameter
	Unit
	Average EVM Level
	Reference Signal EVM Level

	Pi/2 BPSK 
	%
	30+TT
	30+TT

	QPSK 
	%
	17.5+TT
	17.5+TT

	16 QAM 
	%
	12.5+TT
	12.5+TT

	64 QAM 
	%
	8+TT
	8+TT


Table 6.4A.2.1.2.5-2: Test Tolerance for Error Vector Magnitude for CA

	Test Metric
	FR2a
	FR2b

	Quiet Zone size ≤ 30 cm
	FFS
	FFS


6.4A.2.1.3
Error Vector magnitude for CA (4UL CA)

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Measurement Uncertainty and Test Tolerance are FFS.

· 
· Power window for PUSCH is FFS.
· Test configuration table is FFS.
6.4A.2.1.3.1
Test Purpose

For 4UL carrier aggregation, the Error Vector Magnitude requirement should be defined for each component carrier. Requirement applies for the allocated component carrier, when all other component carriers are activated, but not allocated.

Similar transmitter impairment removal procedures are applied for CA waveform before EVM calculation as is specified for non-CA waveform in sub-section 6.4.2.1.

6.4A.2.1.3.2
Test applicability

This test case applies to all types of NR UE release 15 and forward that supports FR2 4UL CA. 

6.4A.2.1.3.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.4A.2.1.0

6.4A.2.1.3.4
Test description

Same as in clause 6.4A.2.1.1.4 with following exceptions: 

-
Instead of Table 6.4A.2.1.1.4.1-1 ( use Table 6.4A.2.1.3.4.1-1.

-
Instead of clause 6.4A.2.1.1.4.3 ( use clause 6.4A.2.1.3.4.3.

-
Instead of Table 6.4A.2.1.1.5-1 ( use Table 6.4A.2.1.3.5-1.

Table 6.4A.2.1.3.4.1-1: Test Configuration Table for 4UL CA

FFS

6.4A.2.1.3.4.3
Message contents

Message contents are according to TS 38.508-1 [10] subclause 4.6.

6.4A.2.1.3.5
Test requirement

The PUSCH EVM, derived in Annex E.4.2, shall not exceed the values in Table 6.4A.2.1.3.5-1.

The PUSCH
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EVM

, derived in Annex E.4.6.2, shall not exceed the values in Table 6.4A.2.1.3.5-1 when embedded with data symbols of the respective modulation scheme.

Table 6.4A.2.1.3.5-1: Test requirements for Error Vector Magnitude

	Parameter
	Unit
	Average EVM Level
	Reference Signal EVM Level

	Pi/2 BPSK 
	%
	30+TT
	30+TT

	QPSK 
	%
	17.5+TT
	17.5+TT

	16 QAM 
	%
	12.5+TT
	12.5+TT

	64 QAM 
	%
	8+TT
	8+TT


Table 6.4A.2.1.3.5-2: Test Tolerance for Error Vector Magnitude for CA

	Test Metric
	FR2a
	FR2b

	Quiet Zone size ≤ 30 cm
	FFS
	FFS
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