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<<Unchaged sections skipped>>
Common Serving Parameters
ServingCellConfigCommon

Table 5.4.2-1: ServingCellConfigCommon

	Derivation Path: Table 4.6.3-168

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommon ::= SEQUENCE {
	
	
	

	  physCellId
	PhysCellId
	
	

	  downlinkConfigCommon
	DownlinkConfigCommon
	
	

	  ssb-PositionsInBurst CHOICE {
	
	
	

	    shortBitmap
	1000
	
	(FREQ<=3GHz AND (FR1_FDD OR NOT CASE_C)) OR (FREQ<=2.4GHz AND FR1_TDD)

	    mediumBitmap
	10000000
	
	(FREQ>3GHz AND FR1) OR (FREQ>2.4GHz AND FR1_TDD AND CASE_C)

	  }
	
	
	

	  ssb-periodicityServingCell
	ms20
	
	

	  dmrs-TypeA-Position
	pos2
	
	

	  subcarrierSpacing
	SubcarrierSpacing according to test case id
	
	

	  tdd-UL-DL-ConfigurationCommon
	TDD-UL-DL-ConfigCommon
	
	

	
	Not present
	
	FR1.30-1A
FR2.120-1A
FR1.FDD

	  ss-PBCH-BlockPower
	0
	
	

	}
	
	
	


	Condition
	Explanation

	FREQ<=2.4GHz
	Frequency range <= 2.4GHz

	FREQ>2.4GHz
	Frequency range > 2.4GHz

	FREQ<=3GHz
	Frequency range <= 3GHz

	FREQ>3GHz
	Frequency range > 3GHz

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz

	FR1_FDD
	FDD frequency range < 6GHz

	CASE_C
	SS Block pattern “Case C” to be applied for the given band and subcarrier spacing according to TS 38.101-1 [7] Table 5.4.3.3-1

	FR1.30-1A
	TDD UL-DL pattern FR1.30-1A is used. Ref Annex A.1.2 of TS 38.521-4

	FR2.120-1A
	TDD UL-DL pattern FR2.120-1A is used. Ref Annex A.1.3 of TS 38.521-4


TDD-UL-DL-Config

Table 5.4.2-2: TDD-UL-DL-Config

	Derivation Path: Table 4.6.3-192

	Information Element
	Value/remark
	Comment
	Condition

	TDD-UL-DL-ConfigCommon ::= SEQUENCE {
	
	
	

	  referenceSubcarrierSpacing
	SubcarrierSpacing
	
	

	  pattern1 SEQUENCE {
	
	
	

	    dl-UL-TransmissionPeriodicity
	ms5
	
	FR1.15-1,

FR1.30-1



	
	ms2p5
	
	FR1.30-2,

FR1.30-3

	
	ms3
	
	FR1.30-4

	
	ms2
	
	FR1.30-5

	
	ms1
	
	FR1.30-6
FR2.60-1

	
	ms0p625
	
	FR2.120.1

	
	ms0p5
	
	FR2.120.2

	    nrofDownlinkSlots
	7
	
	FR1.30-1 

	
	3
	
	FR1.15-1 

FR1.30-2

FR1.30-3
FR1.30-4
FR2.120.1

	
	1
	
	FR1.30-5
FR1.30-6

	
	2
	
	FR2.60-1
FR2.120.2

	    nrofDownlinkSymbols
	6
	
	FR1.30-1


FR1.30-4

	
	10
	
	FR1.15-1

FR1.30-2

FR1.30-3
FR1.30-6
FR2.120.1

	
	12
	
	FR1.30-5

	
	11
	
	FR2.60-1
FR2.120.2

	    nrofUplinkSlots
	2
	
	FR1.30-1


FR1.30-4
FR1.30-5

	
	1
	
	FR1.15-1

FR1.30-2

FR1.30-3
FR2.60-1
FR2.120.1
FR2.120.2

	
	0
	
	FR1.30-6

	    nrofUplinkSymbols
	4
	
	FR1.30-1



	
	2
	
	FR1.15-1

FR1.30-2

FR1.30-3
FR2.120.1

	
	0
	
	FR1.30-6
FR2.60-1
FR2.120.2

	  }
	
	
	

	  pattern2
	Not present
	
	FR1.15-1,

FR1.30-1

FR1.30-2
FR1.30-5
FR2.60-1
FR2.120.1
FR2.120.2

	  pattern2 SEQUENCE {
	
	
	

	    dl-UL-TransmissionPeriodicity
	ms2p5
	
	FR1.30-3

	
	ms2
	
	FR1.30-4

	
	ms1
	
	FR1.30-6

	    nrofDownlinkSlots
	2
	
	FR1.30-3

	
	4
	
	FR1.30-4

	
	0
	
	FR1.30-6

	    nrofDownlinkSymbols
	10
	
	FR1.30-3

	
	0
	
	FR1.30-4

	
	12
	
	FR1.30-6

	    nrofUplinkSlots
	2
	
	FR1.30-3

	
	0
	
	FR1.30-4

	
	1
	
	FR1.30-6

	    nrofUplinkSymbols
	2
	
	FR1.30-3

	
	0
	
	FR1.30-4
FR1.30-6

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FR1.15-1
	TDD UL-DL pattern FR1.15-1 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-1
	TDD UL-DL pattern FR1.30-1 is used. Ref Annex A.1.2 of TS 38.521-4

	
	

	FR1.30-2
	TDD UL-DL pattern FR1.30-2 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-3
	TDD UL-DL pattern FR1.30-3 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-4
	TDD UL-DL pattern FR1.30-4 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-5
	TDD UL-DL pattern FR1.30-5 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-6
	TDD UL-DL pattern FR1.30-6 is used. Ref Annex A.1.2 of TS 38.521-4

	FR2.60-1
	TDD UL-DL pattern FR2.60-1 is used. Ref Annex A.1.3 of TS 38.521-4

	FR2.120-1
	TDD UL-DL pattern FR2.120-1 is used. Ref Annex A.1.3 of TS 38.521-4

	FR2.120-2
	TDD UL-DL pattern FR2.120-2 is used. Ref Annex A.1.3 of TS 38.521-4
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