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	Reason for change:
	The RB change condition of SCS 30kHz test ID1 in Table 6.3.4.3.5-3 is incorrect.

	
	

	Summary of change:
	Correct the RB Allocation to match the RB change condition.
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	Incorrect test requirement definition remains

	
	

	Clauses affected:
	6.3.4.3

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


<<Unchaged sections skipped>>
6.3.4.3
Power Control Relative power tolerance

<<Unchaged sections skipped>>
6.3.4.3.5
Test requirement

<<Unchaged sections skipped>>
Table 6.3.4.3.5-3: Test Requirements Relative Power Tolerance for Transmission, channel BW 10MHz, 15MHz, 20MHz, 25MHz, 30MHz, 40MHz, 50MHz ramp up sub-test

	Test SCS [kHz]
	Sub-test ID
	Applicable sub-frames
	Uplink RB allocation
	TPC command
	Expected power step size (Up)
	Power step size range (Up)
	PUSCH

	
	
	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	15
	2
	RB change
	1RB to 20 RBs
	TPC=+1dB
	14.01
	10dB ≤ ΔP < 15dB
	14.01 +/-  (4 + TT)

	
	
	Subframes after RB change
	Fixed = 20
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	3
	RB change
	1RB to 50 RBs
	TPC=+1dB
	17.99
	15dB ≤ ΔP
	17.99 +/- (5 + TT)

	
	
	Subframes after RB change
	Fixed = 50
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	30
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	2
	RB change
	1RB to 24 RBs
	TPC=+1dB
	14.80
	10dB ≤ ΔP < 15dB
	14.80+/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 24
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/-0.7 + TT

	
	1
	RB change
	1RB to 5 RBs
	TPC=+1dB
	7.99
	4dB ≤ ΔP < 10dB
	7.99 +/- (3.5 + TT)

	
	
	Subframes after RB change
	Fixed = 5
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	60
	
	Subframes before RB change
	1RB
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	
	2
	RB change
	1RB to 10 RBs
	TPC=+1dB
	11.00
	10dB ≤ ΔP < 15dB
	11.00 +/- (4 + TT)

	
	
	Subframes after RB change
	Fixed = 10
	TPC=+1dB
	1
	ΔP ≤ 1 dB
	1 +/- (0.7 + TT)

	Note 1:
Position of RB change:
Pattern A the position of RB uplink allocation change is after 10 active uplink Subframes.
Pattern B the position of RB uplink allocation change is after 20 active uplink Subframes
Pattern C the position of RB uplink allocation change is after 30 active uplink Subframes.

Note 2:
The starting resource block shall be RB# 1.

Note 3:
TT=0.7dB

Note 4:
Applicable if PUMAX ≥ P ≥ Pmin. Pmin as defined in sub-clause 6.3.1.
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