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<Unchanged sections skipped>

[bookmark: _Toc20936501]5.4.3	Deactivate Beamlock procedure
[bookmark: _Toc20936502]5.4.3.1	Initiation
The SS requests the UE to deactivate beamlock by transmitting a DEACTIVATE BEAMLOCK message. The SS should do this when the UE is in RRC_CONNECTED state.
[bookmark: _Toc20936503][bookmark: _GoBack]5.4.3.2	Reception of DEACTIVATE BEAMLOCK message by UE
When UE receives DEACTIVATE BEAMLOCK message then the UE shall:
1>	if the UE is operating in FR2 AND is in RRC_CONNECTED state AND the UE Beamlock test function is active:
2>	unlock the beam and transmit DEACTIVATE BEAMLOCK COMPLETE message;
1> else:
2>	the UE behaviour is unspecified.
[bookmark: _Toc20936504]5.4.3.3	Release of antenna beamlock by UE
The UE shall release the beamlock on its own if the UE is operating in FR2 AND the beamlock is active AND the UE moves out of RRC_CONNECTED state.:
1>	if the UE is operating in FR2 AND the UE Beamlock test Function is active AND the UE moves out of RRC_CONNECTED state
1> else:
2>	not applicable.

<End of Changes >

