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	Reason for change:
	1. 
To enable RF testing of full bandwiths of NR bands there is a need to change the PCell associated signalling parameters as discussed and proposed in R5-200157. To achieve this and be able to find a SSB on the synchronisation raster with an associated CORESET#0 the position of CORESET#0 will not be possible to configure at the DL BWP lowest subcarrier (carrier’s lower edge). Current value of frequencyDomainResources in Table 4.6.3-28 (ControlResourceSet) assumes that COREET#1 always is located at the DL BWP lowest subcarrier. There is a need to add information for each carrier about the CORESET#1 Offset from 
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 to decide valid frequencyDomainResources value.

2. 
Editorial changes
 

	
	

	Summary of change:
	1. 
Test frequency tables updated based on the procedure in CR 1133 to Annex C in TS 38.508-1. The current columns CORESET#0 Offset and CORESET#0 Index have been merged into one column and a new column have been added for CORESET#1 Offset from 
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2. 
Column header “Bandwidth” changed to “CBW” in test frequency tables.


	
	

	Consequences if not approved:
	RF testing will not cover full bandwidth of NR bands.
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.3.1.1.1.71
Reference test frequencies for NR operating band n71

Table 4.3.1.1.1.71-1: Test frequencies for NR operating band n71 and SCS 15 kHz

	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#1 Offset from 
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[RBs]

	CORESET#0 Index (Offset
[RBs])
Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	5
	25
	Downlink
	Low
	619.5
	123900
	617.25
	123450
	0
	15
	1548
	123870
	8
	6
	0 (0)
	1

	
	
	
	Mid
	634.5
	126900
	613.89
	122778
	102
	
	1587
	126990
	0
	6
	2 (4)
	107

	
	
	
	High
	649.5
	129900
	556.53
	111306
	504
	
	1623
	129870
	8
	6
	0 (0)
	505

	
	
	Uplink
	Low
	665.5
	133100
	663.25
	132650
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	680.5
	136100
	587.53
	117506
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	695.5
	139100
	692.17
	138434
	6
	
	-
	-
	-
	-
	-
	-

	10
	52
	Downlink
	Low
	622
	124400
	617.32
	123464
	0
	15
	1549
	123890
	10
	6
	0 (0)
	1

	
	
	
	Mid
	634.5
	126900
	611.46
	122292
	102
	
	1581
	126510
	2
	6
	2 (4)
	107

	
	
	
	High
	647
	129400
	551.6
	110320
	504
	
	1610
	128890
	10
	6
	0 (0)
	505

	
	
	Uplink
	Low
	668
	133600
	663.32
	132664
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	680.5
	136100
	585.1
	117020
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	693
	138600
	687.24
	137448
	6
	
	-
	-
	-
	-
	-
	-

	15
	79
	Downlink
	Low
	624.5
	124900
	617.39
	123478
	0
	15
	1547
	123850
	4
	0
	0 (0)
	0

	
	
	
	Mid
	634.5
	126900
	609.03
	121806
	102
	
	1575
	126030
	4
	6
	2 (4)
	107

	
	
	
	High
	644.5
	128900
	546.67
	109334
	504
	
	1600
	127970
	8
	6
	1 (2)
	507

	
	
	Uplink
	Low
	670.5
	134100
	663.39
	132678
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	680.5
	136100
	582.67
	116534
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	690.5
	138100
	682.31
	136462
	6
	
	-
	-
	-
	-
	-
	-

	20
	106
	Downlink
	Low
	627
	125400
	617.46
	123492
	0
	15
	1548
	123870
	6
	0
	0 (0)
	0

	
	
	
	Mid
	634.5
	126900
	606.6
	121320
	102
	
	1569
	125550
	6
	6
	2 (4)
	107

	
	
	
	High
	642
	128400
	541.74
	108348
	504
	
	1587
	126990
	10
	6
	1 (2)
	507

	
	
	Uplink
	Low
	673
	134600
	663.46
	132692
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	680.5
	136100
	580.24
	116048
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	688
	137600
	677.38
	135476
	6
	
	-
	-
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.


Table 4.3.1.1.1.71-2: Test frequencies for NR operating band n71 and SCS 30 kHz

	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#1 Offset from 
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[RBs]

	CORESET#0 Index (Offset
[RBs])
Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	10
	24
	Downlink
	Low
	622
	124400
	617.68
	123536
	0
	15
	1555
	124370
	14
	0
	1 (6)
	12

	
	
	
	Mid
	634.5
	126900
	593.46
	118692
	102
	
	1587
	126990
	6
	0
	3 (8)
	220

	
	
	
	High
	647
	129400
	461.24
	92248
	504
	
	1616
	129370
	14
	0
	1 (6)
	1020

	
	
	Uplink
	Low
	668
	133600
	663.68
	132736
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	680.5
	136100
	494.74
	98948
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	693
	138600
	686.52
	137304
	6
	
	-
	-
	-
	-
	-
	-

	15
	38
	Downlink
	Low
	624.5
	124900
	617.66
	123532
	0
	15
	1553
	124330
	2
	0
	1 (6)
	12

	
	
	
	Mid
	634.5
	126900
	590.94
	118188
	102
	
	1578
	126270
	6
	0
	0 (5)
	214

	
	
	
	High
	644.5
	128900
	456.22
	91244
	504
	
	1606
	128450
	18
	0
	2 (7)
	1022

	
	
	Uplink
	Low
	670.5
	134100
	663.66
	132732
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	680.5
	136100
	492.22
	98444
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	690.5
	138100
	681.5
	136300
	6
	
	-
	-
	-
	-
	-
	-

	20
	51
	Downlink
	Low
	627
	125400
	617.82
	123564
	0
	15
	1554
	124350
	22
	0
	0 (5)
	10

	
	
	
	Mid
	634.5
	126900
	588.6
	117720
	102
	
	1572
	125790
	2
	0
	0 (5)
	214

	
	
	
	High
	642
	128400
	451.38
	90276
	504
	
	1593
	127470
	14
	0
	2 (7)
	1022

	
	
	Uplink
	Low
	673
	134600
	663.82
	132764
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	680.5
	136100
	489.88
	97976
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	688
	137600
	676.66
	135332
	6
	
	-
	-
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-2 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.
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