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<< Start of change>>
8.1.5.6.5.1
NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Intra-band Contiguous CA

8.1.5.6.5.1.1
Test Purpose (TP)

(1)

with { UE in NR RRC_CONNECTED, security activated and Scell configured }

ensure that {

  when { UE drops out of service on Scell }

    then { UE does not consider radio link failure to be detected and stay in NR RRC_CONNECTED state }

}

8.1.5.6.5.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 38.331, clauses 5.3.5.5.6, 5.3.10.1 and 5.3.10.3.

[TS 38.331, clause 5.3.5.5.6]

The UE shall:

1>
if the received rlf-TimersAndConstants is set to release:

2>
use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SIB1;

1>
else:

2>
(re-)configure the value of timers and constants in accordance with received rlf-TimersAndConstants;

2>
stop timer T310 for this cell group, if running;

2>
reset the counters N310 and N311.

[TS 38.331, clause 5.3.10.1]

The UE shall:

1>
upon receiving N310 consecutive "out-of-sync" indications for the SpCell from lower layers while neither T300, T301, T304, T311 nor T319 is running:

2>
start timer T310 for the corresponding SpCell.

 [TS 38.331, clause 5.3.10.3]

The UE shall:
1>
upon T310 expiry in PCell; or

1>
upon random access problem indication from MCG MAC while neither T300, T301, T304, T311 nor T319 are running; or

1>
upon indication from MCG RLC that the maximum number of retransmissions has been reached:

2>
if the indication is from MCG RLC and CA duplication is configured and activated, and for the corresponding logical channel allowedServingCells only includes SCell(s):

3>
initiate the failure information procedure as specified in 5.7.5 to report RLC failure.

2>
else:

3>
consider radio link failure to be detected for the MCG i.e. RLF;

3>
if AS security has not been activated:

4>
perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'other';-

3>
else if AS security has been activated but SRB2 and at least one DRB have not been setup:

4>
perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';

3>
else:

4>
initiate the connection re-establishment procedure as specified in 5.3.7.

The UE shall:

1>
upon T310 expiry in PSCell; or

1>
upon random access problem indication from SCG MAC; or

1>
upon indication from SCG RLC that the maximum number of retransmissions has been reached:

2>
if the indication is from SCG RLC and CA duplication is configured and activated; and for the corresponding logical channel allowedServingCells only includes SCell(s):

3>
initiate the failure information procedure as specified in 5.7.5 to report RLC failure.

2>
else:

3>
consider radio link failure to be detected for the SCG, i.e. SCG RLF;

3>
initiate the SCG failure information procedure as specified in 5.7.3 to report SCG radio link failure.
<< end of change>>
