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<<< START OF CHANGES >>>

A.3
DL reference measurement channels

A.3.1
General
Unless otherwise stated, Tables A.3.3.2-1 and A.3.3.2-2 are applicable for measurements of the Receiver Characteristics (clause 7).

Unless otherwise stated, Tables A.3.3.2-1 and A.3.3.2-2 also apply for the modulated interferer used in Clauses 7.5 and 7.6 with test specific bandwidths.

CSI-RS configuration parameter defined in A.3.1-2 is used for verifying the beam correspondence requirement, 2 slots of CSI-RS shall be provided at each test grid point. The DL channel shall be configured for zero power on all tones except those used by CSI-RS in slots containing CSI-RS for beam refinement, and the DL and UL channel sizes shall be the same during verification.
Table A.3.1-1 Test parameters

	Parameter
	Unit
	Value

	CORESET frequency domain allocation
	
	Full BW

	CORESET time domain allocation
	
	2 OFDM symbols at the begin of each slot

	PDSCH mapping type
	
	Type A

	PDSCH start symbol index (S)
	
	2

	Number of consecutive PDSCH symbols (L)
	
	12

	PDSCH PRB bundling
	PRBs
	2

	Dynamic PRB bundling
	
	false

	MCS table for TBS determination
	
	64QAM

	Overhead value for TBS determination
	
	0

	First DMRS position for Type A PDSCH mapping
	
	2

	DMRS type
	
	Type 1

	Number of additional DMRS
	
	2

	FDM between DMRS and PDSCH
	
	Disable

	CSI-RS for tracking
	OFDM symbols in the PRB used for CSI-RS
	
	l0 = 8 for CSI-RS resource 1

l0 = 12 for CSI-RS resource 2

	
	CSI-RS periodicity
	Slots
	60 kHz SCS: 40 for CSI-RS resources 1 and 2

120 kHz SCS: 80 for CSI-RS resources 1 and 2

	
	CSI-RS offset
	Slots
	0 for CSI-RS resources 1 and 2

	PTRS configuration
	
	PTRS is not configured


<<< END OF CHANGES >>>

