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<Start of modified section 1>

–
BeamFailureRecoveryConfig
Table 4.6.3-6: BeamFailureRecoveryConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BeamFailureRecoveryConfig SEQUENCE {
	
	
	

	  rootSequenceIndex-BFR
	Set according to the PRACH-rootSequenceIndex given in Table 4.4.2-2
	
	

	  rach-ConfigBFR
	RACH-ConfigGeneric
	
	

	  rsrp-ThresholdSSB
	57
	Actual value = 100 dBm
	

	  candidateBeamRSList SEQUENCE (SIZE(1..maxNrofCandidateBeams)) OF CHOICE {
	1 entry
	
	

	    ssb[1] SEQUENCE {
	
	
	SSB

	      ssb
	SSB-Index for BFR
	
	

	      ra-PreambleIndex
	56
	
	

	    }
	
	
	

	    csi-rs[1] SEQUENCE {
	
	
	CSI-RS

	      csi-rs
	NZP-CSI-RS-ResourceId for BFR
	
	

	      ra-OccasionList
	Not present
	The RA occasion associated with the SSB that is QCLed with this CSI-RS is used
	

	      ra-PreambleIndex
	Not present
	The preamble index associated with the SSB that is QCLed with CSI-RS is used
	

	    }
	
	
	

	  }
	
	
	

	  ssb-perRACH-Occasion
	one
	
	

	  ra-ssb-OccasionMaskIndex
	0
	
	

	  recoverySearchSpaceId
	searchSpaceId for BFR search space
	The CORESET associated with the BFR search space can not be associated with another search space according to 38.331 [6]
	

	  ra-Prioritization
	RA-Prioritization
	
	

	  beamFailureRecoveryTimer
	ms200
	
	

	  msg1-SubcarrierSpacing
	SubcarrierSpacing
	
	

	}
	
	
	


	Condition
	Explanation

	SSB
	SSB is used as reference signal for BFR

	CSI-RS
	CSI-RS is used as reference signal for BFR
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