Page 1



3GPP TSG-RAN5 Meeting #86-e
R5-200722
Electronic Meeting, 17 - 28 Feb 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.521-3
	CR
	0566
	rev
	-
	Current version:
	16.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Update test point of 3A_n41A SE-coex

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R5

	
	

	Work item code:
	NR_CADC_NR_LTE_DC_R16-UEConTest
	
	Date:
	2020-02-08

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed e?planations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Current test point 4 of SE-coex for 3A_n41A is incorrect. The configured LTE carrier is already out of the frequency range of band 3. TP analysis is already updated in R5-200723 and the TC needs to be updated as well.

	
	

	Summary of change:
	Updating the test points of SE-coex for 3A_n41A.

	
	

	Consequences if not approved:
	The test case can’t be performed.

	
	

	Clauses affected:
	6.5B.3.3.2.4.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


<< Unchanged sections omitted >>
6.5B.3.3.2.4.1
Initial conditions

Same initial conditions as described in clause 6.5B.3.1.2.4.1 with the following exceptions:

-
Instead of Table 6.5B.3.1.2.4.1-1  ‑‑>  use Table 6.5B.3.3.2.4.1-1.

Table 6.5B.3.3.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment

as specified in TS 38.508-1 [6] clause 4.1
	NC

	Test Frequencies

as specified in TS 38.508-1 [6] clause 4.3.1
	For test frequencies refer to "Range" columns.

	Test EN-DC bandwidth combination as specified in Table 5.3B.1.2-1
	Refer to "NR NRB"and "E-UTRA NRB " columns

	Test SCS for the NR cell as specified in TS 38.521-1 [8] Table 5.3.5-1
	Lowest SCS per Channel Bandwidth

	Test Parameters for DC Configurations

	ID
	DC Configuration / NRB_agg
	DL Allocation
	UL Allocation (Note 1,2)

	
	DC Configuration
	E-UTRA 

Ch BW/NRB
	NR 

Ch BW/NRB
	CC MOD

E-UTRA/NR
	E-UTRA & NR RB allocation
	CC MOD 

E-UTRA/NR
	E-UTRA & NR allocations
(LCRB @ RBstart)

	
	E-UTRA
	NR
	
	
	
	
	
	

	
	Band
	Range
	Band
	Range
	
	
	
	
	
	

	Default Test Settings for a CA_XA-YA Configuration

	1
	X
	Low
	Y
	Low
	Highest NRB_agg /Highest NRB
	Highest NRB_agg /Highest NRB
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	2
	X
	High
	Y
	High
	Highest NRB_agg /Highest NRB
	Highest NRB_agg /Highest NRB
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@RBmax
	1@RBmax

	Test Settings for DC_3A-n41A Configuration

	1
	3
	Low
	41
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	2
	3
	High
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@272

	3
	3
	Mid
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@272

	4
	3
	Note 4
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@272

	Test Settings for DC_3A-n79A Configuration

	1
	3
	Low
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	2
	3
	High
	79
	Note 3
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@75
	1@0

	3
	3
	High
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@RBmax
	1@136

	4
	3
	High
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@75
	1@RBmax

	5
	3
	Low
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@RBmax
	1@136

	6
	3
	Low
	79
	Note 3
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@RBmax
	1@RBmax

	Test Settings for DC_8A-n41A Configuration

	1
	8
	Low
	41
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	2
	8
	High
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@272

	3
	8
	Mid
	41
	Mid
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	4
	8
	Low
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@272

	Test Settings for DC_39A-n41A Configuration

	1
	39
	High
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@272

	Test Settings for DC_39A-n79A Configuration

	1
	39
	Low
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	2
	39
	High
	79
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@272

	3
	39
	Mid
	79
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@136

	4
	39
	Low
	79
	Note 5
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@0

	Test Settings for DC_40A-n41A Configuration

	1
	40
	Low
	41
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	2
	40
	High
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@272

	3
	40
	Mid
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@50
	1@272

	4
	40
	Low
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@272

	Test Settings for DC_41A-n79A Configuration

	1
	41
	Low
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	2
	41
	High
	79
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@272

	3
	41
	High
	79
	Note 6
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	4
	41
	Mid
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@136

	5
	41
	High
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@75
	1@272

	6
	41
	High
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@136

	7
	41
	High
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@272

	8
	41
	Note 5
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	9
	41
	High
	79
	Note 6
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@0

	Note 1:
Use DC Configuration – specific test points if present in the table, otherwise use test points from matching Group Test Settings, if present in the table. Otherwise use the Default Test Settings test points.

Note 2:
X, Y correspond to the different bands in the DC Configuration. E.g. for DC_1A-n3A, X=1, Y=3.

Note 3:
Test Point ID 2 for DC_3A-n79A have the centre carrier frequency of 4480.5 MHz in Band 79 (NR ARFCN=698700). Test Point ID 6 for DC_3A-n79A have the centre carrier frequency of 4909.5 MHz in Band 79 (EARFCN=727300).

Note 4:
Test Point ID 4 for DC_3A-n41A have the centre carrier frequency of 1768 MHz in Band 3 (EARFCN=19779).

Note 5:
Test Point ID 4 for DC_39A-n79A have the centre carrier frequency of 4649.96 MHz in Band 79 (NR ARFCN=709998).

Note6:

Test Point ID 1 for DC_41A-n79A have the centre carrier frequency of 4869.5 MHz in Band 79 (NR ARFCN=724634). Test Point ID 6 for DC_41A-n79A have the centre carrier frequency of 2600 MHz in Band 41 (EARFCN=40690). Test Point ID 7 for DC_41A-n79A have the centre carrier frequency of 4760 MHz in Band 79 (NR ARFCN=717334).


