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<< Unchanged sections omitted >>
7.6B.4.1
Narrow band blocking for intra-band contiguous EN-DC in FR1 (2 CCs)



7.6B.4.1.1
Test Purpose

Verifies a receiver's ability to receive EN-DC signals at its assigned channel frequencies in the presence of an unwanted narrow band CW interferer at a frequency, which is less than the nominal channel spacing.

The lack of narrow-band blocking ability will decrease the coverage area when other NodeB transmitters exist (except in the adjacent channels and spurious response).
<< Unchanged sections omitted >>
7.6B.4.2
Narrow band blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)



7.6B.4.2.1
Test Purpose

Same test purpose as in clause 7.6.4.1 in TS 38.521-1 [8] for the NR carrier.

<< Unchanged sections omitted >>
7.6B.4.3_1
Narrow band blocking for EN-DC within FR1 (>2 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Only inter-band EN-DC within FR1 is considered. Testing of intra-band contiguous/non-contiguous EN-DC are FFS.

7.6B.4.3_1.1
Narrow band blocking for EN-DC within FR1 (3 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test applicability, test configuration and test procedure details needs further discussion and refinement to accurately test the applicable set of EN-DC combinations in this test.
7.6B.4.3_1.1.1
Test Purpose

Same test purpose as in clause 7.6B.4.3.1.
<< Unchanged sections omitted >>
7.6B.4.3_1.2
Narrow band blocking for EN-DC within FR1 (4 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
The referred test case 7.6A.4.2 in TS 38.521-1 is incomplete.
-
Test applicability, test configuration and test procedure details needs further discussion and refinement to accurately test the applicable set of EN-DC combinations in this test.
7.6B.4.3_1.2.1
Test Purpose

Same test purpose as in clause 7.6B.4.3.1.

<< Unchanged sections omitted >>
7.6B.4.3_1.3
Narrow band blocking for EN-DC within FR1 (5 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
The referred test case 7.6A.4.2 and 7.6A.4.3 in TS 38.521-1 are incomplete.
-
Test applicability, test configuration and test procedure details needs further discussion and refinement to accurately test the applicable set of EN-DC combinations in this test.
7.6B.4.3_1.3.1
Test Purpose

Same test purpose as in clause 7.6B.4.3.1.

<< Unchanged sections omitted >>
7.6B.4.3_1.4
Narrow band blocking for EN-DC within FR1 (6 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
The referred test case 7.6A.4.2, 7.6A.4.3 and 7.6A.4.4 in TS 38.521-1 are incomplete.
-
Test applicability, test configuration and test procedure details needs further discussion and refinement to accurately test the applicable set of EN-DC combinations in this test.
7.6B.4.3_1.4.1
Test Purpose

Same test purpose as in clause 7.6B.4.3.1.

<< Unchanged sections omitted >>
F.1.3
Measurement of receiver

Table F.1.3-1: Maximum Test System Uncertainty for receiver tests
	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	7.3B.2.1 Reference sensitivity for Intra-band Contiguous EN-DC (2 CCs)
	Same as clause 7.3.2 in TS 38.521-1 [8]
	

	7.3B.2.2 Reference sensitivity for Intra-band non-contiguous EN-DC (2 CCs)
	Same as clause 7.3.2 in TS 38.521-1 [8]
	

	7.3B.2.3 Reference sensitivity for Inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.3.2 in TS 38.521-1 [8]
	

	7.4B.1 Maximum Input Level for Intra-Band Contiguous EN-DC (2 CCs)
	MU for NR CC downlink power same as clause 7.4 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.4B.2 Maximum Input Level for Intra-Band Non-Contiguous EN-DC (2 CCs)
	Same as clause 7.4 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.2.
	

	7.4B.3 Maximum Input Level for Inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.4 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.5B.1 Adjacent Channel Selectivity for intra-band contiguous EN-DC (2 CCs)
	TBD

Uplink power measurement same as 6.2B.1.1.
	

	7.5B.2 Adjacent Channel Selectivity for intra-band non-contiguous EN-DC (2 CCs)
	TBD

Uplink power measurement same as 6.2B.1.2.
	

	7.5B.3 Adjacent Channel Selectivity for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.5 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.6B.2.1 Inband blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for Downlink power TBD

Uplink power measurement same as 6.2B.1.1.
	

	7.6B.2.2 Inband blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	TBD

Uplink power measurement same as 6.2B.1.2.
	

	7.6B.2.3 Inband blocking for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.6.2 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.6B.2.3_1.1 Inband blocking for EN-DC within FR1 (3 CCs)
	TBD
	

	7.6B.2.3_1.2 Inband blocking for  EN-DC within FR1 (4 CCs)
	TBD
	

	7.6B.2.3_1.3 Inband blocking for EN-DC within FR1 (5 CCs)
	TBD
	

	7.6B.2.3_1.4 Inband blocking for EN-DC within FR1 (6 CCs)
	TBD
	

	7.6B.2.4 Inband blocking for inter-band EN-DC including FR2 (2 CCs)
	TBD
	

	7.6B.2.4_1.1 Inband blocking for inter-band EN-DC including FR2 (3 CCs)
	TBD
	

	7.6B.2.4_1.2 Inband blocking for inter-band EN-DC including FR2 (4 CCs)
	TBD
	

	7.6B.2.4_1.3 Inband blocking for inter-band EN-DC including FR2 (5 CCs)
	TBD
	

	7.6B.2.4_1.4 Inband blocking for inter-band EN-DC including FR2 (6 CCs)
	TBD
	

	7.6B.3.1 Out-of-band blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for Downlink power TBD

Uplink power measurement same as 6.2B.1.1.
	

	7.6B.3.2 Out-of-band blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	TBD

Uplink power measurement same as 6.2B.1.2.
	

	7.6B.3.3 Out-of-band blocking for inter-band EN-DC within FR1 (2 CCs)
	First condition:

Same as clause 7.6.3 in TS 38.521-1 [8].

Uplink power measurement for NR CC same as 6.3.1 in TS 38.521-1 [8].

Uplink power measurement for E-UTRA CC same as 6.2.5 in TS 36.521-1 [10].

Second condition:

TBD
	

	7.6B.4.1 Narrow band blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for NR CC downlink power same as clause 7.6.4 in TS 38.521-1 [8].
Uplink power measurement same as 6.2B.1.1.
	

	7.6B.4.2 Narrow band blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as clause 7.6.4 in TS 38.521-1 [8]
Uplink power measurement same as 6.2B.1.2.
	

	7.6B.4.3 Narrow band blocking for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.6.4 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.6B.4.3_1.1
Narrow band blocking for EN-DC within FR1 (3 CCs)
	TBD
	

	7.6B.4.3_1.2
Narrow band blocking for  EN-DC within FR1 (4 CCs)
	TBD
	

	7.6B.4.3_1.3
Narrow band blocking for EN-DC within FR1 (5 CCs)
	TBD
	

	7.6B.4.3_1.4
Narrow band blocking for EN-DC within FR1 (6 CCs)
	TBD
	

	7.7B.1 Spurious Response for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for Downlink power TBD

Uplink power measurement same as 6.2B.1.1.
	

	7.7B.2 Spurious Response for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	TBD

Uplink power measurement same as 6.2B.1.2.
	

	7.7B.3 Spurious Response for inter-band EN-DC within FR1 (2 CCs)
	First condition:

Same as clause 7.7 in TS 38.521-1 [8].

Uplink power measurement for NR CC same as 6.3.1 in TS 38.521-1 [8].

Uplink power measurement for E-UTRA CC same as 6.2.5 in TS 36.521-1 [10].

Second condition:

TBD
	

	7.8B.2.1 Wideband Intermodulation for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for NR CC downlink power same as clause 7.8.2 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.8B.2.2 Wideband Intermodulation for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as clause 7.8.2 in TS 38.521-1 [8]

Uplink power measurement for same as 6.2B.1.2.
	

	7.8B.2.3 Wideband Intermodulation for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.8.2 in TS 38.521-1 [8]

Uplink power measurement for same as 6.2B.1.3.
	

	7.8B.2.6 Wideband Intermodulation for EN-DC within FR1 (3 CCs) (2 CCs)
	TBD
	

	7.9B.1 Spurious Emissions for intra-band contiguous EN-DC within FR1 (2 CCs)
	Same as clause 7.9 in TS 38.521-1 [8]
	

	7.9B.2 Spurious Emissions for intra-band non-contiguous EN-DC within FR1 (2 CCs)
	Same as clause 7.9 in TS 38.521-1 [8]
	

	7.9B.3 Spurious Emissions for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.9 in TS 38.521-1 [8]
	


F.2
Interpretation of measurement results (normative)

TBD
F.3
Test Tolerance and Derivation of Test Requirements (informative)

TBD
<< End of changes >>
