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1 Introduction

At the RAN#79 meeting in Chennai, RAN5 work item UE Conformance Test Aspects - Mission Critical Improvements was approved [1]. The purpose of this present document is to provide a work plan for the RAN5 work item for this. The work plan is updated after each RAN5 meeting to give the status of this work item. Section 2 gives an overview of the work item status; section lists the planned test cases and the detailed status.
2 Work item status
The current completeness of the work item is as follows:

	Test specification
	Testing area
	Completeness
	3 month Target
	6 month Target
	Comments
	History

	36.579-1
	Mission Critical Services over LTE; Part 1: Common test environment
	95%
	97%
	100%
	
	…

	36.579-2
	Mission Critical Services over LTE; Part 2: Mission Critical Push To Talk (MCPTT) User Equipment (UE) Protocol conformance specification
	65%
	85%
	100%
	
	

	36.579-3
	Mission Critical Services over LTE; Part 3: Mission Critical Push To Talk (MCPTT) Server Application conformance specification
	100%
	100%
	100%
	Although there is no expectation to make additions to this specification, it was added in case of changes made to related specs such as TS 36.579-1 and TS 36.579-5. 
	

	36.579-4
	Mission Critical Services over LTE; Part 4: Test Applicability and Implementation Conformance Statement (ICS) proforma specification
	70%
	85%
	100%
	
	

	36.579-5
	Mission Critical Services over LTE; Part 5: Abstract test suite (ATS)
	45%
	85%
	100%
	
	

	36.579-6
	Mission Critical Services over LTE; Part 6: Mission Critical Video (MCVideo) User Equipment (UE) Protocol conformance specification
	30%
	80%
	100%
	
	

	36.579-7
	Mission Critical Services over LTE; Part 7: Mission Critical Data (MCData) User Equipment (UE) Protocol conformance specification
	40%
	80%
	100%
	
	

	36.509
	E-UTRA and
Evolved Packet Core (EPC); Special conformance testing functions for User Equipment (UE)
	0%
	0%
	0%
	Although there is no expectation to make additions to this specification, it was added in case of changes made to related specs such as TS 36.579-1 and others.
	

	36.508
	Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); Common test environments for User Equipment (UE) conformance testing
	0%
	0%
	0%
	Although there is no expectation to make additions to this specification, it was added in case of changes made to related specs such as TS 36.579-1 and others.
	

	36.523-1
	Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	0%
	0%
	0%
	Although there is no expectation to make additions to this specification, it was added in case of changes made to related specs such as TS 36.579-1 and others.
	

	36.523-2
	Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 2: Implementation Conformance Statement (ICS) proforma specification
	0%
	0%
	0%
	Although there is no expectation to make additions to this specification, it was added in case of changes made to related specs such as TS 36.579-1 and others.
	

	36.523-3
	Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 3: Test suites
	0%
	0%
	0%
	Although there is no expectation to make additions to this specification, it was added in case of changes made to related specs such as TS 36.579-1 and others.
	


Estimation of WI overall completeness:
The estimate of the overall WI completeness is based on the number of work plan items per area.
	Overall completeness
	60%
	RAN5#79 5%

RAN5#80 20%

RAN5#81 22%

RAN5#82 30%
RAN5#83 35%

RAN5#84 55%

RAN5#85 60%


Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


	Total Number of Test Cases and Sections Defined
	290


3 Test case Work Plan
The scope of Mission Critical Services testing is large.  In order to ensure test cases are created and ready for commercial use in a timely manner, prioritisation of test topics is needed.  Here is the current priority of test case creation:

1) Release 14 Updates of Existing Release 13 MCPTT Test Cases (36.579-2)

2) New Release 14 MCPTT Test Cases (36.579-2)

3) Release 14 MCVideo Test Cases (36.579-6)

4) Release 14 MCData Test Cases (36.579-7), and possibly updates for 36.579-3

5) All Phases (Updates to documents 36.579-1, 36.579-4, 36.579-5, and other TSs listed)

	Phase 1 Test Cases & Sections Defined To Date
	66

	Phase 2 Test Cases & Sections Defined To Date
	18

	Phase 3 Test Cases & Sections Defined To Date
	75

	Phase 4 Test Cases & Sections Defined To Date
	45

	All Phases
	86

	Total Number of Test Cases & Sections Defined To Date
	290


	Area
	TS
	Subclause/Clause
	New test case?

See NOTE
	Release
	Title
	Test purpose / Description / Core reference(s)
	Company
	Target
	Status
	TDOC
	Comments

	36.579-1 Part 1: Common Test Environment

	Common Content
	36.579-1
	1
	N
	Rel-14
	Scope
	(example)
Update existing test case with exceptions for FS3 Scell.
Update applicability to consider LAA Scell as well.

TS 36.101, §6.2.2

	NIST, Samsung
	RAN5#85
	100%
	R5-195217 R5-197133
	

	Common Content
	36.579-1
	2
	N
	Rel-14
	References
	
	Samsung, NIST, MCC TF 160
	RAN5#85
	100%
	R5-184685 R5-195217 R5-197133 R5-196983 R5-199045 R5-200265
	

	Common Content
	36.579-1
	3
	N
	Rel-14
	Definitions, Symbols, Abbreviations
	
	
	RAN5#85
	100%
	R5-197133
	

	Common Content
	36.579-1
	4
	N
	Rel-14
	General
	
	NIST, MCC TF 160, Samsung
	RAN5#85
	100%
	R5-192155 R5-194665 R5-197133 R5-199053
	

	Common Test Environment
	36.579-1
	5
	N
	Rel-14
	Common Test Environment
	
	NIST
	RAN5#85
	100%
	NA
	

	Common Test Environment
	36.579-1
	5.1
	N
	Rel-14
	General
	
	NIST, Samsung
	RAN5#85
	100%
	R5-197133
	

	Common Test Environment
	36.579-1
	5.2
	N
	Rel-14
	Reference test conditions
	
	NIST, Samsung
	RAN5#85
	100%
	R5-197133
	

	Common Test Environment
	36.579-1
	5.3
	N
	Rel-14
	Generic test procedures for UE MCPTT operation
	
	NIST, Samsung
	RAN5#85
	100%
	R5-197133 R5-199053
	

	Common Test Environment
	36.579-1
	5.3.1
	N
	Rel-14
	General
	
	NIST, Samsung
	RAN5#85
	100%
	R5-197133
	

	Common Test Environment
	36.579-1
	5.3.2
	N
	Rel-14
	Generic Test Procedure for MCPTT Authorization/Configuration and Key Generation
	
	NIST, MCC TF 160, Samsung
	RAN5#85
	100%
	R5-192156 R5-194665 R5-197133 R5-197138 R5-199044 R5-201220
	

	Common Test Environment
	36.579-1
	5.3.3
	N
	Rel-14
	Generic Test Procedure for MCPTT pre-established session establishment CO
	
	NIST, MCC TF 160, Samsung
	RAN5#85
	100%
	R5-192156 R5-194665 R5-197132 R5-197133 R5-199044
	

	Common Test Environment
	36.579-1
	5.4
	N
	Rel-14
	Generic test procedures for UE operation over EUTRA/EPS
	
	Samsung, NIST
	RAN5#85
	100%
	R5-197133 R5-199053
	

	Common Test Environment
	36.579-1
	5.4.1
	N
	Rel-14
	General
	
	Samsung
	RAN5#85
	100%
	R5-197133
	

	Common Test Environment
	36.579-1
	5.4.1A
	N
	Rel-14
	UE APN/PDN support assumptions
	
	NIST, MCC TF 160, Samsung
	RAN5#85
	100%
	R5-192157 R5-197133 R5-199044
	

	Common Test Environment
	36.579-1
	5.4.2
	N
	Rel-14
	Generic Test Procedure for MCPTT UE registration
	
	NIST, MCC TF160, UPV/EHU, Samsung
	RAN5#85
	100%
	R5-194665 R5-195217 R5-195216 R5-197133 R5-197138 R5-199044
	

	Common Test Environment
	36.579-1
	5.4.3
	N
	Rel-14
	Generic Test Procedure for MCPTT CO communication in E-UTRA
	
	NIST, MCC TF 160, Samsung
	RAN5#85
	100%
	R5-192157 R5-194665 R5-197133 R5-198159
	

	Common Test Environment
	36.579-1
	5.4.4
	N
	Rel-14
	Generic Test Procedure for MCPTT CT communication in E-UTRA
	
	NIST, MCC TF 160, Samsung
	RAN5#85
	100%
	R5-192157 R5-194665 R5-197133 R5-198159
	

	Common Test Environment
	36.579-1
	5.4.5
	N
	Rel-14
	Generic Test Procedure for MCPTT CO communication over ProSe direct one-to-one communication out of E-UTRA coverage-establishment
	
	NIST
	RAN5#85
	100%
	R5-194665
	

	Common Test Environment
	36.579-1
	5.4.6
	N
	Rel-14
	Generic Test Procedure for MCPTT CT communication over ProSe direct one-to-one communication out of E-UTRA coverage-establishment
	
	NIST
	RAN5#85
	100%
	R5-194665
	

	Common Test Environment
	36.579-1
	5.4.7
	N
	Rel-14
	Generic Test Procedure for MCPTT communication over ProSe direct one-to-one communication out of E-UTRA coverage - release by the SS
	
	NIST
	RAN5#85
	100%
	R5-194665
	

	Common Test Environment
	36.579-1
	5.4.8
	N
	Rel-14
	Generic Test Procedure for MCPTT communication over ProSe direct one-to-one communication out of E-UTRA coverage - release by the UE
	
	NIST
	RAN5#85
	100%
	R5-194665
	

	Common Test Environment
	36.579-1
	5.4.9
	N
	Rel-14
	Generic Test Procedure for MCPTT communication in E-UTRA / Change of cells
	
	NIST
	RAN5#85
	100%
	R5-194665
	

	Common Test Environment
	36.579-1
	5.4.10
	N
	Rel-14
	Generic Test Procedure for MCPTT CT communication over ProSe direct one-to-many communication out of E-UTRA coverage / Announcing/Discoveree procedure for group member discovery
	
	NIST
	RAN5#85
	100%
	R5-194665
	

	Common Test Environment
	36.579-1
	5.4.11
	N
	Rel-14
	Generic Test Procedure for MCPTT CO communication over ProSe direct one-to-many communication out of E-UTRA coverage / Monitoring/Discoverer procedure for group member discovery / One-to-many communication
	
	NIST
	RAN5#85
	100%
	R5-194665
	

	Common Test Environment
	36.579-1
	5.4.12
	N
	Rel-14
	Generic Test Procedure for MCPTT communication over MBMS
	
	NIST
	RAN5#85
	100%
	R5-194665
	

	Common Test Environment
	36.579-1
	5.5
	N
	Rel-14
	Default message and other information elements content
	
	NIST
	RAN5#85
	100%
	R5-199053
	No changes needed

	Common Test Environment
	36.579-1
	5.5.1
	N
	Rel-14
	General
	
	MCC TF160
	RAN5#85
	90%
	R5-196773 R5-199046
	

	Common Test Environment
	36.579-1
	5.5.2
	N
	Rel-14
	Default SIP message and other information elements
	
	Samsung MCC TF160 NIST, UPV/EHU
	RAN5#85
	90%
	R5-184685 R5-191210 R5-194665 R5-194001 R5-195216 R5-197229 R5-196983 R5-199042 R5-200264
	

	Common Test Environment
	36.579-1
	5.5.3
	N
	Rel-14
	Default SDP message and other information elements
	
	Samsung, NIST, MCC TF 160
	RAN5#85
	90%
	R5-184685 R5-199051 R5-199048
	

	Common Test Environment
	36.579-1
	5.5.4
	N
	Rel-14
	Default HTTP message and other information elements
	
	MCC TF160
	RAN5#85
	90%
	R5-197134 R5-199043 R5-200301
	

	Common Test Environment
	36.579-1
	5.5.5
	N
	Rel-14
	Default MCPTT call control Off-network messages and other information elements
	
	
	RAN5#85
	10%
	
	

	Common Test Environment
	36.579-1
	5.5.6
	N
	Rel-14
	Default MCPTT media plane control messages and other information elements
	
	Samsung, MCC TF160
	RAN5#85
	90%
	R5-191902 R5-197134
	

	Common Test Environment
	36.579-1
	5.5.7
	N
	Rel-14
	Default MCPTT group management messages and other information elements
	
	MCC TF160
	RAN5#85
	90%
	R5-199047
	

	Common Test Environment
	36.579-1
	5.5.8
	N
	Rel-14
	Default MCPTT configuration management messages and other information elements
	
	MCC TF160
	RAN5#85
	90%
	R5-199047 R5-200385
	

	Common Test Environment
	36.579-1
	5.5.9
	N
	Rel-14
	Default miscellaneous messages and other information elements
	
	MCC TF160
	RAN5#85
	90%
	R5-199046
	

	Common Test Environment
	36.579-1
	5.5.10
	N
	Rel-14
	Common MCPTT test USIM parameters
	
	
	RAN5#85
	10%
	
	

	Common Test Environment
	36.579-1
	5.5.10
	N
	Rel-14
	Default MCVideo Transmission Control Messages and other Information Elements
	
	NIST
	RAN5#85
	100%
	
	

	Common Test Environment
	36.579-1
	5.5.11
	N
	Rel-14
	Default MCVideo Transmission Control Messages and other Information Elements
	 
	NIST
	RAN5#85
	100%
	R5-199052
	 

	Common Test Environment
	36.579-1
	5.6
	N
	Rel-14
	Reference configurations
	
	NIST
	RAN5#85
	100%
	R5-199053
	No changes needed

	Common Test Environment
	36.579-1
	5.6.1
	N
	Rel-14
	General
	
	
	
	100%
	
	

	Common Test Environment
	36.579-1
	5.6.2
	N
	Rel-14
	Key material for provisioning of End-to-end communication security
	
	
	
	100%
	
	

	Common Test Environment
	36.579-1
	5.6.3
	N
	Rel-14
	XML schema for MCPTT location information
	
	
	
	100%
	
	

	36.579-2 Part 2: Mission Critical Push To Talk (MCPTT) User Equipment (UE) Protocol conformance specification

	Common Content
	36.579-2
	1
	N
	Rel-14
	Scope
	
	NIST, MCC TF 160
	RAN5#85
	100%
	R5-192159
	

	Common Content
	36.579-2
	2
	N
	Rel-14
	References
	
	NIST, MCC TF 160
	RAN5#85
	100%
	R5-192159 R5-200266
	

	Common Content
	36.579-2
	3
	N
	Rel-14
	Definitions, Symbols, Abbreviations
	
	
	RAN5#85
	0%
	
	

	Common Content
	36.579-2
	4
	N
	Rel-14
	General
	
	
	RAN5#85
	0%
	
	

	Configuration
	36.579-2
	5
	
	
	Configuration
	 
	
	 
	 
	 
	

	Configuration
	36.579-2
	5.1
	N
	Rel-14
	Configuration / Authentication / User Authorisation / UE Configuration / User Profile
	To verify that the MCPTT Client can perform user authentication, SIP core registration, and user authorisation, that the MCPTT can perform key management authorisation, user service authorisation, configuration management authorisation, and group management authorisations.  That the MCPTT Client can obtain UE Configuration Document, User Profile Configuration Document, and the Service Configuration Document. And to verify that the MCPTT Client can get and update MCPTT user profile information.  

See TR 24.980 clauses 4.2.1 and 4.3.1, TS 24.482 clause 6.2.1 and Annex A.2.1.2, TS 24.484 clauses 4.2.1, 4.2.2, 6.2.2, 6.3.1.1, 6.3.2.1, 6.3.2.2, 6.3.13.2.1 and 6.3.13.2.2, TS 24.481 clauses 6.2.2.2, 6.2.3, 6.3.3.2.1, 6.3.3.2.2 and 6.3.13.2.1, TS 24.379 clauses 7.2.1. 7.2.1A, 7.2.2 and 7.2.3, TS 33.179 clauses 5.6.1, 6.2, 7.2.3 and Annex D
	NIST, MCC TF 160
	RAN5#85
	80%
	R5-194666 R5-197137 R5-201151
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

This TC should also include the allocation of the various tokens and keys, specifically the access token, refresh token, id token, and group key(s).  

	Configuration
	36.579-2
	5.2
	N
	Rel-14
	Configuration / Group Creation / Group Regroup Creation / Group Regroup Teardown
	To verify that the MCPTT Client can create an MCPTT Group, and to verify that the MCPTT Client can form a temporary group by combining existing groups and then teardown the temporary group. 

See TS 24.481 clauses 6.3.2.2.1, 6.3.2.2.2, 6.3.14.1, 6.3.14.2, 6.3.15.1 and 6.3.15.2; TS 33.179 clauses 7.3.4.
	NIST
	RAN5#85
	25%
	R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
This should also include the Group Management Server Key/security context for groups.  

May need to include modification and deletion of groups and elements within groups.  
Assumptions: Only 2 groups are combined

	Configuration
	36.579-2
	5.3
	N
	Rel-14
	Configuration / Group Affiliation / Remote change / De-affiliation / Home MCPTT system
	To verify that the MCPTT Client can affiliate to an MCPTT group and then de-affiliate from the MCPTT group


To verify that Authorized user remotely changes another MCPTT user's affiliated MCPTT group(s) - mandatory/negotiated mode

See TS 24.379, clauses 9.2.1.2, 9.2.1.3, 9.2.1.4, and 9.2.1.5.
	NIST, MCC TF 160
	RAN5#85
	100%
	R5-194666 R5-195969
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Configuration
	36.579-2
	5.4
	N
	Rel-14
	Configuration / Pre-established Session Establishment / Pre-established Session Modification / Pre-established Session Release
	To verify that the MCPTT Client can create a pre-established session, modify the pre-established session, and release the pre-established sessions as specified in TS 24.379 Section 8
	NIST, MCC TF160
	RAN5#85
	100%
	R5-194666 R5-197130
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Configuration
	36.579-2
	5.5
	Y
	Rel-14
	Configuration / Determination of MCPTT Service Settings / Current Active MCPTT Settings / De-subscribe
	To verify that the MCPTT Client can determine the current active MCPTT service settings and receive later notification by setting the Expires field to the highest value

To verify that the MCPTT Client can de-subscribe from the current active MCPTT service settings

See TS 24.379 clause 7.2.4
	NIST
	
	
	
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

NOTE: It may be possible to add more functionality to this test if there can be 2 MCPTT clients for the same MCPTT user.  If so, then the test case needs to become " Determination of MCPTT Service Settings / Current Active MCPTT Settings / De-subscribe / MCPTT Service Settings for Another MCPTT Client"

	On-network Test Scenarios
	36.579-2
	6
	
	
	 On-network Test Scenarios
	 
	 
	 
	 
	
	

	Group Calls – same MCPTT system
	36.579-2
	6.1
	
	
	Group Calls – same MCPTT system
	
	
	
	
	
	

	Pre-arranged Group Call
	36.579-2
	6.1.1
	
	
	Pre-arranged Group Call
	 
	
	
	
	
	

	Pre-arranged Group Call
	36.579-2
	6.1.1.1
	N
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Automatic Commencement Mode / Floor Control / Upgrade to Emergency Group Call / Cancel Emergency State / Upgrade to Imminent Peril Group Call / Cancel Imminent Peril State / Client Originated (CO)
	To verify if the MCPTT Client can initiate a group call, and participate in it respecting floor control.
To verify the MCPPT Client can upgrade a normal group call to an emergency group call, and then cancel the emergency state (via the MCPTT Client).

To verify the MCPPT Client can upgrade a normal group call to an imminent peril group call, and then cancel the imminent peril state (via the MCPTT Client).

TS 24.379, clauses 10.1.1.2.1.1, 6.2.1, 6.2.3.1.2, 6.4, 6.5, 6.2.6, 10.1.1.2.1.3, 10.1.1.2.1.4, 6.2.8.1.3, 10.1.1.2.1.5, 6.2.8.1.11, 6.2.5.1, 10.1.1.2.3.1, TS 24.380, clauses 6.2.4.5.3, 6.2.4.3.5, 6.2.4.4.2. 6.2.4.5.4, 6.2.4.4.4, 6.2.4.4.9, 6.2.4.9.9, 6.2.4.9.6, 6.2.4.9.4.  
	NIST, MCC TF160, UPV/EHU
	RAN5#85
	100%
	R5-194666 R5-195218 R5-195971 R5-197137
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Pre-arranged Group Call
	36.579-2
	6.1.1.2
	N
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Automatic Commencement Mode / Floor Control / Upgrade to Emergency Group Call / Cancel Emergency State / Upgrade to Imminent Peril Group Call / Cancel Imminent Peril State / Client Terminated (CT)
	To verify if the MCPTT Client can terminate (receive) a group call, and participate in it respecting floor control.
To verify the MCPPT Client can properly receive an upgrade notification from a normal group call to an emergency group call, and then receive a cancel notification of the emergency state (via the MCPTT Client).

To verify the MCPPT Client can properly receive an upgrade notification from a normal group call to an imminent peril group call, and then receive a cancel notification of the imminent peril state (via the MCPTT Client).

TS 24.379 clauses 10.1.1.2.1.2, 6.2.2, 6.2.3.1.2, 6.2.6, 10.1.1.2.1.6, 6.2.5.1, 10.1.1.2.3.1, 10.1.1.2.3.3 and TS 24.380, clauses 6.2.4.5.3, 6.2.4.3.5, 6.2.4.4.2. 6.2.4.5.4, 6.2.4.4.4, 6.2.4.4.9, 6.2.4.9.9, 6.2.4.9.6, 6.2.4.9.4.
	NIST, MCC TF160
	RAN5#85
	50%
	R5-194666 R5-195219 R5-197137
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Pre-arranged Group Call
	36.579-2
	6.1.1.3
	N
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Manual Commencement Mode / Client Originated (CO)
	To verify if the MCPTT Client can initiate an on-demand pre-arranged group call

See TS 24.379, clauses 10.1.1.2.1.1, 6.2.1, 10.1.1.2.3.1, 6.2.4.1.

	NIST
	RAN5#85
	25%
	R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Pre-arranged Group Call
	36.579-2
	6.1.1.4
	N
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Manual Commencement Mode / Client Terminated (CT)
	To verify if the MCPTT Client can terminate (receive) an on-demand pre-arranged group call with manual commencement mode.

See TS 24.379, clause 10.1.1.2.1.2, 6.2.2, 6.2.3.2.2, 6.5, 10.1.1.2.3.3, 6.2.6.
	NIST, MCC TF160
	RAN5#85
	25%
	R5-194666 R5-195220
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Pre-arranged Group Call
	36.579-2
	6.1.1.5
	N
	Rel-14
	On-network / Pre-arranged Group Call using pre-established session / Client originated Pre-established Session Release with associated MCPTT session / Client Originated (CO))
	To verify if the MCPTT Client can initiate a pre-arranged group call using pre-established sessions.

TS 24.379, clauses 10.1.1.2.2.1, 10.1.1.3.1.2, 10.1.1.2.3.2, 6.2.4.2, 10.1.1.3.3.2, 6.3.2.1.7 and TS 24.380, clauses 4.1.2.2, 4.1.2.3.
	NIST
	RAN5#85
	90%
	R5-194666 R5-197130
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Pre-arranged Group Call
	36.579-2
	6.1.1.6
	N
	Rel-14
	On-network / Pre-arranged Group Call using pre-established session / Automatic Commencement Mode / Server originated Pre-established Session Release with associated MCPTT session / Client Terminated (CT)
	To verify if the MCPTT Client can terminate (receive) a pre-arranged group call using pre-established sessions.

See TS 24.380, clauses 4.1.2.2, 4.1.2.3, 9.2.2.3.2, 9.2.2.3.4.
	NIST
	RAN5#85
	25%
	R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Pre-arranged Group Call
	36.579-2
	6.1.1.7
	N
	Rel-14
	On-network / Pre-arranged Group Call using pre-established session / Manual Commencement Mode / Client Terminated (CT) 
	To verify if the MCPTT Client can terminate (receive) a pre-arranged group call using pre-established sessions with manual commencement mode.  

See TS 24.380, clauses 4.1.2.2, 4.1.2.3, 9.2.2.3.2, 9.2.2.3.4, 9.2.2.3.3 and TS 24.379, clause 10.1.1.2.2.2, 10.1.1.2.1.2.
	NIST
	RAN5#85
	25%
	R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Pre-arranged Group Call
	36.579-2
	6.1.1.8
	N
	Rel-14
	On-network / Pre-arranged Broadcast Group Call / Client Originated (CO)
	To verify the MCPTT Client can initiate a pre-arranged broadcast group call, transmits data, and call releases upon completion of data transmission.

See TS 24.379 4.12, 6.2.8.2, 10.1.1.2.1.1.
	Mediatek NIST
	RAN5#85
	100%
	R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
RAN5#81 - NO UPDATES NEEDED

	Pre-arranged Group Call
	36.579-2
	6.1.1.9
	N
	Rel-14
	On-network / Pre-arranged Broadcast Group Call / Client Terminated (CT)
	To verify the MCPTT Client can terminate a pre-arranged broadcast group call, transmits data, and call releases upon completion of data transmission. 
See TS 24.379, clauses 4.12, and 10.1.1.2.1.2.
	Mediatek NIST
	RAN5#85
	100%
	R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
RAN5#81 - NO UPDATES NEEDED

	Pre-arranged Group Call
	36.579-2
	6.1.1.10
	N
	Rel-14
	On-network / Broadcast Group Call with Temporary Group / Client Originated (CO)
	To verify the MCPTT Client can initiate a pre-arranged broadcast group call with a temporary group, transmits data, and call releases upon completion of data transmission.

See TS 24.379 4.12, 6.2.8.2, 10.1.1.2, and A.1.2, and TS 24.481 6.3.14.  
	Mediatek NIST
	RAN5#85
	100%
	R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
RAN5#81 - NO UPDATES NEEDED

	Pre-arranged Group Call
	36.579-2
	6.1.1.11
	N
	Rel-14
	On-network / Pre-arranged Emergency Group Call / Client Originated (CO)
	To verify the MCPTT Client can initiate a pre-arranged emergency group call.

See TS 24.379, clause 6.2.8.2 and 10.1.1.2.1.1.
	Mediatek NIST
	RAN5#85
	100%
	R5-194666 R5-197135
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
RAN5#81 - NO UPDATES NEEDED

	Pre-arranged Group Call
	36.579-2
	6.1.1.12
	N
	Rel-14
	On-network / Pre-arranged Emergency Group Call / Client Terminated (CT)
	To verify the MCPTT Client can terminate a pre-arranged emergency group call.

See TS 24.379, clauses 4.12, 6.2.8.2 and 10.1.1.2.1.2.  
	Mediatek NIST, MCC TF160
	RAN5#85
	100%
	R5-194666 R5-198165
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
RAN5#81 - NO UPDATES NEEDED

	Pre-arranged Group Call
	36.579-2
	6.1.1.13
	N
	Rel-14
	On-network / Pre-Arranged Imminent Peril Group Call / Client Originated (CO)
	To verify the MCPTT Client can initiate a pre-arranged imminent peril group call.

See TS 24.379, clauses 6.2.8.2 and 10.1.1.2.1.1.   
	Mediatek NIST
	RAN5#85
	100%
	R5-194666 R5-197136 R5-199049
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
RAN5#81 - NO UPDATES NEEDED

	Pre-arranged Group Call
	36.579-2
	6.1.1.14
	N
	Rel-14
	On-network / Pre-Arranged Imminent Peril Group Call / Client Terminated (CT)
	To verify the MCPTT Client can terminate a pre-arranged imminent peril group call.

See TS 24.379, clause 10.1.1.2.1.2
	Mediatek NIST
	RAN5#85
	100%
	R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
RAN5#81 - NO UPDATES NEEDED

	Pre-arranged Group Call
	36.579-2
	6.1.1.15
	N
	Rel-14
	On-network / Emergency Alert / Cancel Emergency Alert / Client Originated (CO)
	To verify the MCPTT Client can initiate an Emergency Alert.
See TS 24.379, clauses 12.1.1.1, 12.1.1.2.  
	NIST, MCC TF 160
	RAN5#85
	100%
	R5-194666 R5-197137
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Pre-arranged Group Call
	36.579-2
	6.1.1.16
	N
	Rel-14
	On-network / Emergency Alert / Client Terminated (CT)
	To verify the MCPTT Client can terminate an Emergency Alert.

See TS 24.379, clause 12.1.1.3.
	NIST, MCC TF 160
	RAN5#85
	100%
	R5-194666 R5-197137
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Chat Group Calls
	36.579-2
	6.1.2
	
	
	Chat Group Calls
	 
	
	
	
	 
	

	Chat Group Calls
	36.579-2
	6.1.2.1
	N
	Rel-14
	On-network / On-demand Chat Group Call / Client Origination (CO)
Void
	To verify that the MCPPT Client can successfully initiate (join) a chat group call

To verify that the MCPTT Client can properly respond when the call ends (MCPTT Client leaves the chat group call)

To verify the MCPTT Client can originate an emergency group call

To verify the MCPTT Client can originate an imminent peril group call

To verify the MCPTT can leave the session

See TS 24.379 clauses 6.2.4.1, 10.1.2.2.1.1, 10.1.2.2.1.2, 10.1.2.2.1.3, 10.1.2.2.1.4, 10.1.2.2.1.5, 10.1.2.2.3.1 and 10.1.2.2.3.3.
	NIST
	RAN5#85
	100%
	R5-194666 R5-197107
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Chat Group Calls
	36.579-2
	6.1.2.2
	N
	Rel-14
	On-network / Chat Group Call Using Pre-established Session Including Emergency and Imminent Peril Calls / Client Server originated Pre-established Session Release with associated MCPTT session / Client Origination (CO)
	To verify the MCPTT Client can initiate a chat group call using a pre-established session

To verify the MCPTT Client can originate an emergency group call

To verify the MCPTT Client can originate an imminent peril group call

See TS 24.379 clauses 4.9, 6.2.4.2, 10.1.2.2.2, 10.1.2.2.3.2.
	NIST, MCC TF 160
	RAN5#85
	80%
	R5-194666 R5-197137
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Chat Group Calls
	36.579-2
	6.1.2.3
	N
	Rel-14
	On-network / Chat Group Call / Late Entry
Void
	To verify that the MCPPT Client can disconnect and later reconnect to an ongoing chat group

To verify that the MCPPT Client can leave the group call after joining via late entry

See TS 24.379 clauses 10.1.2.2.1.6
	NIST
	RAN5#85
	100%
	R5-194666 R5-197108
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Chat Group Calls
	36.579-2
	6.1.2.4
	N
	Rel-14
	On-network / Chat Group Call / Rejection Upon Join Attempt / Join Attempt Successful / De-affiliation
Void
	To verify that the MCPTT Client can properly process the messaging when the user is denied from joining a specific chat group

See TS 24.379 clauses 10.1.2.2.1.1, 10.1.2.3.1.1, 10.1.2.4.1.1.
	NIST
	RAN5#85
	100%
	R5-194666 R5-197109
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Chat Group Calls
	36.579-2
	6.1.2.5
	N
	Rel-14
	On-network / Chat Group Broadcast Group Call / Client Originated (CO)
Void
	To verify the MCPTT Client can initiate a chat group group-broadcast Broadcast Call, transmits Data, call Releases upon completion of data transmission 

See TS 24.379 10.1.2.2.1.1
	Mediatek NIST
	RAN5#85
	100%
	R5-194666 R5-197110
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
RAN5#81 - NO UPDATES NEEDED

	Chat Group Calls
	36.579-2
	6.1.2.6
	N
	Rel-14
	On-network / Chat Group Broadcast Group Call / Client Terminated (CT)
Void
	To verify the MCPTT Client receives a pre-arranged broadcast call, receives the data transmission, call releases

See TS 24.379 10.1.2.2.1.6
	Mediatek NIST
	RAN5#85
	100%
	R5-194666 R5-197111
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
RAN5#81 - NO UPDATES NEEDED

	Chat Group Calls
	36.579-2
	6.1.2.7
	N
	Rel-14
	On-network / Chat Group Emergency Group Call / Client Originated (CO)

On-network / Chat Group Call / Emergency Group Call / Client Originated (CO)
	To verify the MCPTT Client can initiate a Chat Group Emergency Group Call.

See TS 24.379 10.1.2.2.1.1
	Mediatek NIST
	RAN5#85
	100%
	R5-194666 R5-197112
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
RAN5#81 - NO UPDATES NEEDED

	Chat Group Calls
	36.579-2
	6.1.2.8
	N
	Rel-14
	On-network / Chat Group Emergency Group Call / Client Terminated (CT)

On-network / Chat Group Call / Emergency Group Call / Client Terminated (CT)
	To verify the MCPTT Client receives a Chat Group Emergency Group Call

See TS 24.379 10.1.2.2.1.6
	Mediatek NIST
	RAN5#85
	100%
	R5-194666 R5-197113
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
RAN5#81 - NO UPDATES NEEDED

	Chat Group Calls
	36.579-2
	6.1.2.9
	N
	Rel-14
	On-network / Chat Group Imminent Peril Group Call / Client Originated (CO) 

On-network / Chat Group Call / Imminent Peril Group Call / Client Originated (CO)
	To verify the MCPTT Client can initiate a Chat Group Imminent Peril Group Call

See TS 24.379 10.1.2.2.1.1
	Mediatek NIST
	RAN5#85
	100%
	R5-194666 R5-197114
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
RAN5#81 - NO UPDATES NEEDED

	Chat Group Calls
	36.579-2
	6.1.2.10
	N
	Rel-14
	On-network / Chat Group Imminent Peril Group Call / Client Terminated (CT) 

On-network / Chat Group Call / Imminent Peril Group Call / Client Terminated (CT)
	To verify the MCPTT Client can terminate a Chat Group Imminent Peril Group Call

See TS 24.379 10.1.2.2.1.6
	Mediatek NIST
	RAN5#85
	100%
	R5-194666 R5-197112
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
RAN5#81 - NO UPDATES NEEDED

	Chat Group Calls
	36.579-2
	6.1.2.11
	Y
	Rel-14
	On-network / Chat Group Call / Join Chat Group Session / Upgrade to Emergency / Cancel Emergency / Upgrade to Imminent Peril / Cancel Imminent Peril / Client Originated (CO)
	To verify the MCPTT Client can join a chat group session, upgrade the call to an emergency, downgrade the call, upgrade the call to an imminent peril, and downgrade the call

See TS 24.379 10.1.2
	NIST
	RAN5#85
	100%
	R5-197116
	NEW TEST CASE

	Chat Group Calls
	36.579-2
	6.1.2.12
	Y
	Rel-14
	On-network / Chat Group Call / Join Chat Group Session / Upgrade to Emergency / Cancel Emergency / Upgrade to Imminent Peril / Cancel Imminent Peril / Client Terminated (CT)
	To verify the MCPTT Client can join a chat group session, receive an upgrade to an emergency, receive a downgrade, receive an upgrade to an imminent peril, and receive a downgrade

See TS 24.379 10.1.2
	NIST
	RAN5#85
	100%
	R5-197117
	NEW TEST CASE

	Conference Event Package
	36.579-2
	6.1.3
	
	
	Conference Event Package
	 
	
	
	
	
	

	Conference Event Package
	36.579-2
	6.1.3.1 
	Y
	Rel-14
	On-network / Conference Event Package / Subscription to Conference Event Package /Termination of subscription
	To verify the MCPTT Client can subscribe to the conference state event package when a group call is ongoing and the ongoing group call is not initiated as a broadcast group call by sending a SIP SUBSCRIBE request to obtain information of the status of a group session
To verify the MCPTT Client can terminate the subscription

See TS 24.379 clause 10.1.3.2
	NIST
	RAN5#85
	0%
	
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

Note: This test case is also valid for Release 13.  If possible, include this test case in the Release 13 version of 36.579-2

	Remote Change of Selected Group
	36.579-2
	6.1.4
	
	
	Remote Change of Selected Group
	 
	
	
	
	
	

	Remote Change of Selected Group
	36.579-2
	6.1.4.1 
	Y
	Rel-14
	On-network / Remote Change of Selected Group / Selected Group Change of Targeted User / Client Originated (CO)
	To verify the MCPTT Client can send a group selection change request to change the selected group of a targeted MCPTT user to a specific MCPTT group
See TS 24.379 clause 10.1.4.2.1
	NIST
	RAN5#85
	0%
	
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

	Remote Change of Selected Group
	36.579-2
	6.1.4.2
	Y
	Rel-14
	On-network / Remote Change of Selected Group / Selected Group Change of Targeted User / Client Terminated (CT)
	To verify the MCPTT Client can, upon receiving a "SIP MESSAGE request for group selection change request for terminating client", change to a specific MCPTT group
See TS 24.379 clause 10.1.4.2.2
	NIST
	RAN5#85
	0%
	
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

	Private Calls
	36.579-2
	6.2
	
	
	Private Calls
	 
	
	
	
	
	

	Private Calls
	36.579-2
	6.2.1 
	N
	Rel-14
	On-network / Private Call / On-demand / Automatic Commencement Mode / With Floor Control / Upgrade to Emergency Call / Cancellation of Emergency on User request / Client Originated (CO)
	To verify the MCPTT Client can initiate a private call with automatic commencement mode and participate in it respecting floor control, upgrade to an emergency call, respect floor control while in the emergency call, receive a cancel notification of the emergency, and release the call.

See TS 24.379 clauses 4.6.2, 4.7, 6.2.1, 6.2.5.1, 6.2.8.3.4, 6.2.8.3.6, 11.1.1.2.1.1, 11.1.1.2.1.4, 11.1.1.2.1.5, 11.1.3.1.1.1, TS 24.380 clauses 4.1.1.2, 5.2.1, 5.2.2, 12.1.2.2, 13.1, 13.3.3, TS 33.179, clause 7.2.4.
	NIST, MCC TF 160
	RAN5#85
	100%
	R5-194666 R5-196301 R5-197137
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Private Calls
	36.579-2
	6.2.2 
	N
	Rel-14
	On-network / Private Call / On-demand / Automatic Commencement Mode / With Floor Control / Upgrade to Emergency Call / Cancellation of Emergency on User request / Client Terminated (CT)
	To verify the MCPTT Client can terminate a private call with automatic commencement mode and participate in it respecting floor control, receive an upgrade notification to an emergency call and respect floor control while in the emergency call, cancel the emergency, and release the call.

See TS 24.379 clauses 4.6.2, 4.7, 6.2.2, 6.2.3.1.1, 6.2.6, 11.1.1.2.1.2, 11.1.1.2.1.3, 11.1.3.1.1.2, TS 24.380 clauses 4.1.1.2, 5.2.1, 5.2.2, 12.1.2.2, 13.1, 13.3.3, TS 33.179, clause 7.2.4.
	NIST
	RAN5#85
	25%
	R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Private Calls
	36.579-2
	6.2.3 
	N
	Rel-14
	On-network / Private Call / On-demand / Automatic Commencement Mode / Without Floor Control / Client Originated (CO)
	To verify the MCPTT Client can initiate a private call with automatic commencement mode without floor control being used.

See TS 24.379 clauses 6.2.1, 6.2.5.1, 11.1.1.2.1.1, 11.1.2.2, 11.1.3.1.1.1.
	NIST
	RAN5#85
	100%
	R5-194666 R5-196302
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Private Calls
	36.579-2
	6.2.4 
	N
	Rel-14
	On-network / Private Call / On-demand / Automatic Commencement Mode / Without Floor Control / Client Terminated (CT)
	To verify the MCPTT Client can terminate a private call with automatic commencement mode without floor control being used.

See TS 24.379 clauses 6.2.2, 6.2.3.1.1, 6.2.6, 11.1.1.2.1.2, 11.1.2.2, 11.1.3.1.1.2.
	NIST
	RAN5#85
	25%
	R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Private Calls
	36.579-2
	6.2.5 
	N
	Rel-14
	On-network / Private Call / Emergency Private Call / On-demand / Automatic Commencement Mode / Force of automatic commencement mode / Without Floor Control / Client Originated (CO)
	To verify the MCPTT Client can initiate an emergency private call with a force of automatic commencement mode without floor control being used.

See TS 24.379 clauses 6.2.1, 6.2.5.1, 6.2.8.3.2, 6.2.8.3.3, 6.2.8.3.4, 6.2.8.3.6, 11.1.1.2.1.1, 11.1.2.2, 11.1.3.1.1.1.
	NIST, MCC TF 160
	RAN5#85
	85%
	R5-194666 R5-196303 R5-197137
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Private Calls
	36.579-2
	6.2.6 
	N
	Rel-14
	On-network / Private Call / Emergency Private Call / On-demand / Manual Commencement Mode / Force of automatic commencement mode / Without Floor Control / Client Terminated (CT)
	To verify the MCPTT Client can terminate an emergency private call with a force of automatic commencement mode.

See TS 24.379 clauses 6.2.2, 6.2.3.1.1, 6.2.6, 11.1.1.2.1.2, 11.1.2.2, 11.1.3.1.1.2.
	NIST
	RAN5#85
	25%
	R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Private Calls
	36.579-2
	6.2.7 
	N
	Rel-14
	On-network / Private Call / On-demand / Manual Commencement Mode / Without Floor Control / Client Originated (CO)
	To verify the MCPTT Client can initiate a private call with manual commencement mode and without using floor control as specified in TS 24.379 11.1.2.3.1.  

See TS 24.379 clauses 6.2.1, 6.2.5.1, 11.1.1.2.1.1, 11.1.2.2, 11.1.3.1.1.1.
	NIST
	RAN5#85
	25%
	R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Private Calls
	36.579-2
	6.2.8 
	N
	Rel-14
	On-network / Private Call / On-demand / Manual Commencement Mode / Without Floor Control / Client Terminated (CT)
	To verify the MCPTT Client can terminate a private call with manual commencement mode and without using floor control.

See TS 24.379 clauses 6.2.2, 6.2.3.2.1, 6.2.6, 11.1.1.2.1.2, 11.1.1.2.1.3, 11.1.3.1.1.2.
	NIST, MCC TF 160
	RAN5#85
	85%
	R5-194666 R5-197137
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Private Calls
	36.579-2
	6.2.9 
	N
	Rel-14
	On-network / Private Call / Within a pre-established session / Automatic Commencement Mode / Without Floor Control / Client Originated (CO)
	To verify the MCPTT Client can initiate a private call with automatic commencement mode using a pre-established session and without using floor control.

See TS 24.379 clauses 11.1.1.2.2.1, 11.1.3.1.2.1, 6.2.5.2, TS 24.380 clauses 4.1.2.1, 4.1.2.2, 9.2.2.3.2, 9.2.2.4.6.
	NIST
	RAN5#85
	25%
	R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Private Calls
	36.579-2
	6.2.10
	N
	Rel-14
	On-network / Private Call / Within a pre-established session / Automatic Commencement Mode / Without Floor Control / Client Terminated (CT)
	To verify the MCPTT Client can terminate a private call with automatic commencement mode using a pre-established session and without using floor control.

See TS 24.379 clause 11.1.1.2.2.1, TS 24.380 clauses 4.1.2.1, 4.1.2.3, 9.2.2.3.2, 9.2.2.3.4.
	NIST
	RAN5#85
	25%
	R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Private Calls
	36.579-2
	6.2.11
	N
	Rel-14
	On-network / Private Call / Within a pre-established session / Manual Commencement Mode / Without Floor Control / Client Terminated (CT)
	To verify the MCPTT Client can terminate a private call with manual commencement mode using a pre-established session and without using floor control.

See TS 24.379 clauses 6.2.3.1.1, 6.2.3.2.1, 6.2.6, 11.1.1.2.1.2, 11.1.1.2.2.2, 11.1.2.2, TS 24.380 clauses 4.1.2.1, 4.1.2.3, 9.2.2.3.2.
	NIST, MCC TF 160
	RAN5#85
	85%
	R5-194666 R5-197137
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Private Calls
	36.579-2
	6.2.12
	Y
	Rel-14
	On-network / Private Call / Private Call Call-Back Request / Private Call Call-Back Cancel Request / Client Originated (CO) / Private call call-back fulfilment
	To verify the MCPTT Client can send a private call call-back request 

To verify the MCPTT Client can send a private call call-back cancel request

See TS 24.379 clause 11.1.5.2.1
	Samsung NIST
	RAN5#85
	80%
	R5-185123 R5-194666
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

	Private Calls
	36.579-2
	6.2.13
	Y
	Rel-14
	On-network / Private Call / Private Call Call-Back Request / Private Call Call-Back Cancel Request / Client Terminated (CT) / Private call call-back fulfilment
	To verify the MCPTT Client can receive a private call call-back request 

To verify the MCPTT Client can receive a private call call-back cancel request

See TS 24.379 clause 11.1.5.2.2
	Samsung NIST
	RAN5#85
	80%
	R5-184687 R5-194666
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

	Private Calls
	36.579-2
	6.2.14
	Y
	Rel-14
	On-network / Private Call / Ambient listening call / Remotely initiated Ambient listening call / Remotely initiated ambient listening call release / Success / Client Originated (CO) / Server initiated ambient call release
	To verify the MCPTT Client can initiate an ambient listening call

To verify the MCPTT Client can release an ambient listening call

See TS 24.379 clause 11.1.6.2.1.1, 11.1.6.2.1.3
	Samsung NIST
	RAN5#85
	80%
	R5-185124 R5-194666
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

	Private Calls
	36.579-2
	6.2.15
	Y
	Rel-14
	On-network / Private Call / Ambient listening call / Remotely initiated Ambient listening call / Remotely initiated ambient listening call release / Success / Client Terminated (CT)
	To verify the MCPTT Client can receive an ambient listening call

To verify the MCPTT Client can release an ambient listening call

See TS 24.379 clause 11.1.6.2.1.2, 11.1.6.2.1.4
	Samsung NIST
	RAN5#85
	80%
	R5-184689 R5-194666
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

	Private Calls
	36.579-2
	6.2.16
	Y
	Rel-14
	On-network / Private Call / Ambient listening call / Locally initiated Ambient listening call / Locally initiated ambient listening call release / Success / Client Originated (CO) / Server initiated ambient call release
	TS 24.379 clauses 11.1.6.2.1.1, 11.1.6.2.1.3, 11.1.6.2.1.4, 6.2.1, 6.4, F.1.3
	Samsung NIST, MCC TF 160
	RAN5#85
	85%
	R5-184690 R5-194666 R5-197137
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

	Private Calls
	36.579-2
	6.2.17
	Y
	Rel-14
	On-network / Private Call / Ambient listening call / Locally initiated Ambient listening call / Locally initiated ambient listening call release / Success / Client Terminated (CT)
	TS 24.379 clauses 11.1.6.2.1.2, 11.1.6.2.1.4, 6.2.3.1.1, 6.2.6
	Samsung NIST
	RAN5#85
	80%
	R5-184691 R5-194666
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

	Private Calls
	36.579-2
	6.2.18
	Y
	Rel-14
	On-network / Private Call / Ambient Listening Call / Remote Initiated Ambient Listening Call Using Pre-Established Session / Ambient Listening Call Release / Client Originated (CO)
	To verify the MCPTT Client can initiate an ambient listening call using a pre-established session

To verify the MCPTT Client can release an ambient listening call using a pre-established session

See TS 24.379 clause 11.1.6.2.2.1, 11.1.6.2.2.3, 11.1.6.2.2.4
	Samsung
	RAN5#85
	0%
	
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

	Private Calls
	36.579-2
	6.2.19
	Y
	Rel-14
	On-network / Private Call / Ambient Listening Call / Remote Initiated Ambient Listening Call Using Pre-Established Session / Ambient Listening Call Release / Client Terminated (CT)
	To verify the MCPTT Client can receive an ambient listening call using a pre-established session

To verify the MCPTT Client can release an ambient listening call using a pre-established session

See TS 24.379 clause 11.1.6.2.2.2, 11.1.6.2.2.5, 11.1.6.2.2.4
	Samsung
	RAN5#85
	0%
	
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

	Private Calls
	36.579-2
	6.2.20
	Y
	Rel-14
	On-network / Private Call / First-To-Answer Call / Client Originated (CO)
	To verify the MCPTT Client can initiate a first-to-answer call

See TS 24.379 clause 11.1.1.2.1.1


	Samsung
	RAN5#85
	0%
	
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

	Private Calls
	36.579-2
	6.2.21
	Y
	Rel-14
	On-network / Private Call / First-To-Answer Call / Client Terminated (CT)
	To verify the MCPTT Client can terminate a first-to-answer call

See TS 24.379 clause 11.1.1.2.1.2


	Samsung
	RAN5#85
	0%
	
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

	Private Calls
	36.579-2
	6.2.22
	Y
	Rel-14
	On-network / Private Call / First-To-Answer Call Using Pre-Established Session / Client Originated (CO)
	To verify the MCPTT Client can initiate a first-to-answer call using a pre-established session

See TS 24.379 clause 11.1.1.2.2.1


	Samsung
	RAN5#85
	0%
	
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

	Private Calls
	36.579-2
	6.2.23
	Y
	Rel-14
	On-network / Private Call / First-To-Answer Call Using Pre-Established Session / Client Terminated (CT)
	To verify the MCPTT Client can terminated a first-to-answer call using a pre-established session

See TS 24.379 clause 11.1.1.2.2.2


	Samsung
	RAN5#85
	0%
	
	PHASE 2:

NEW TEST CASE IN RELEASE 14 VERSION OF 36.579-2

	Location
	36.579-2
	6.3
	
	
	Location
	 
	
	
	
	 
	

	Location
	36.579-2
	6.3.1
	N
	Rel-14
	On-network / Location / Event Triggered Location Information Report
	To verify the MCPTT Client sends an Event Triggered Location Information Report upon the completion of a specific triggered event

See TS 24.379, clause 13.3.2, 13.3.4.1, 13.3.4.2, Annex F


	NIST, MCC TF 160
	RAN5#85
	80%
	R5-194666 R5-197137
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	Location
	36.579-2
	6.3.2
	N
	Rel-14
	On-network / Location / On-demand Location Information Request
	Upon Receiving an On Demand Location Information Request, verify the MCPTT Client responds with a Location Information Report.

See TS 24.379, clauses 13.3.1, 13.3.2, 13.3.3, 13.3.4.2, Annex F
	NIST, MCC TF 160
	RAN5#85
	80%
	R5-194666 R5-197137
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.

	MBMS
	36.579-2
	6.4
	
	
	MBMS
	 
	
	
	
	 
	

	MBMS
	36.579-2
	6.4.1
	N
	Rel-14
	On-network / MBMS / MBMS Bearer Announcement / MBMS Bearer Listening Status / Transition to MBMS from Unicast / MBMS Floor Control / Transition to Unicast from MBMS
	To verify the MCPTT Client/UE can process the Receiving an MBMS bearer announcement and properly give MBMS status reports; and can send MBMS listening status messages; and process MBMS floor control messages; and still be able to process floor control messages via unicast

See TS 24.379, clause 14.3.3.2, TS 24.380, clauses 10.3.2, 10.3.3, 10.3.4, 6.2.4.3.5, 6.2.4.5.3, 6.2.4.4.2, 6.2.4.3.2.  
Also see TS.24.379 5.3.4
	NIST, MCC TF 160
	RAN5#85
	75%
	R5-194666 R5-197137
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
NOTE: Add functionality for MuSiK (Rel 14)

	Off-network
	36.579-2
	7
	
	
	Off-network
	
	
	
	
	
	

	Group Calls
	36.579-2
	7.1.
	
	
	Group Calls
	
	
	
	
	
	Assumption:  The UE started on-network and registered with the MCPTT Server before going off-network.  Therefore, group information has already been obtained and stored.  All other MCPTT Clients (simulated) have also done the same.  

	Group Calls
	36.579-2
	7.1.1


	N
	Rel-14
	Off-network / Group Call / Floor Control / Upgrade to Emergency Call / Downgrade from Emergency / Upgrade to Imminent Peril / Downgrade from Imminent Peril / Release Call / Client Originated (CO)
	To verify if the MCPTT Client can initiate an off-network group call, participate in it respecting floor control, upgrade to an emergency call, downgrade the emergency call, upgrade to an imminent peril call, downgrade the imminent peril call, and release the call.

See TS 24.379 clauses 10.2.2.4.2.1, 10.2.2.4.3.1, 10.2.3.4.2, 10.2.3.4.7.1, 10.2.3.4.8.1, 10.2.3.4.8.4, 10.2.2.4.5.1, 10.2.2.4.5.4, 10.2.3.4.10, TS 24.380 clauses 7.2.3.2.2, 7.2.3.5.5, 7.2.3.3.2, 7.2.3.6.7, 7.2.3.5.4, 7.2.3.5.8, 7.2.3.5.6, 7.2.3.7.3, 7.2.3.7.5, 7.2.3.3.4, 7.2.3.4.3, 7.2.3.3.6, 7.2.3.4.2, 7.2.3.6.4, 7.2.3.6.3, 7.2.3.8.11, 7.2.3.8.3, 7.2.3.8.6, 7.2.3.5.7, 7.2.3.6.9, 7.2.3.6.6.
	NIST
	RAN5#85
	100%
	R5-192367 R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14..

	Group Calls
	36.579-2
	7.1.2
	N
	Rel-14
	Off-network / Group Call / Floor Control / Upgrade to Emergency Call / Downgrade from Emergency / Upgrade to Imminent Peril / Downgrade from Imminent Peril / Release Call / Client Terminated (CT)
	To verify if the MCPTT Client can terminate an off-network group call, participate in it respecting floor control, receive upgrade to an emergency call, receive downgrade the emergency call, receive upgrade to an imminent peril call, receive downgrade the imminent peril call, and release the call.

See TS 24.379 clauses 10.2.2.4.3.3, 10.2.3.4.5, 10.2.3.4.7.2, 10.2.3.4.8.3, 10.2.3.4.8.6, 10.2.2.4.5.4, TS 24.380 clauses 7.2.3.2.7, 7.2.3.5.5, 7.2.3.3.2, 7.2.3.6.7, 7.2.3.5.4, 7.2.3.5.8, 7.2.3.5.6, 7.2.3.7.3, 7.2.3.7.5, 7.2.3.3.4, 7.2.3.4.3, 7.2.3.3.6, 7.2.3.4.2, 7.2.3.6.4, 7.2.3.6.3, 7.2.3.8.11, 7.2.3.8.3, 7.2.3.8.6, 7.2.3.5.7, 7.2.3.6.9, 7.2.3.6.6.
	NIST
	RAN5#85
	100%
	R5-192368 R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
Assumption:  UE is configured that the terminating MCPTT user acknowledgement is not required upon a

terminating call request reception
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14..

	Group Calls
	36.579-2
	7.1.3
	N
	Rel-14
	Off-network / Group Call / Leave Group Call when GROUP CALL PROBE sent / Initiate Group Call for Released Call / Receive GROUP CALL ACCOUNCEMENT for Released call / No GROUP CALL ACCOUNCEMENT  for Released Call / Receive Response to GROUP CALL PROBE
	To verify if the MCPTT Client can initiate an off-network group call as specified in TS 24.379 10.2.2.4.2.1 (go from S1 state to S2 state), 

leave the group call as specified in TS 24.379 10.2.2.4.5.5 (go from S2 state to S7 state),

initiate a group call for a released call as specified in TS 24.379 10.2.2.4.5.6 (go from S7 state to S2 state), 

leave the group call again and then receive GROUP CALL ACCOUNCEMENT for released call as specified in TS 24.379 10.2.2.4.5.7 (go from S7 state to S6 state),

release the call (go to the S1 state) & initate a new call (go to the S2 state) & leave the group call (go to the S7 state) and return to the S1 state upon the expiration of the TFG1 timer as specified in TS 24.379 10.2.2.4.5.8,

initiate a call and receive a response to the GROUP CALL PROBE as specified in TS 24.379 10.2.2.4.3.2 (go from S2 state to S3 state). 
Also see 24.380 7.2.3.2.3
	NIST
	RAN5#85
	100%
	R5-192369 R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
NOTE:  The timers, TFG1 And TFG3 are settable and have a maximum value of 65535 ms each.  The default value for TFG1 is 150 ms, and the default for TFG3 is 40 ms.  

Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14..

	Group Calls
	36.579-2
	7.1.4
	N
	Rel-14
	Off-network / Group Call / MCPTT User Acknowledgement Required / With Confirm Indication / MCPTT User Reject / MCPTT User Accept / Client Terminated (CT)
	To verify the MCPTT Client can reject a received off-network group call request with confirm indication, and can then accept a received off-network group call request with confirm indication.

See TS 24.379 clauses 10.2.2.4.3.3, 10.2.2.4.3.7, 10.2.2.4.3.4.
	NIST
	RAN5#85
	100%
	R5-192370 R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
Assumption:  UE is configured that the terminating MCPTT user acknowledgement is required upon a terminating call request reception
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14..

	Group Calls
	36.579-2
	7.1.5
	N
	Rel-14
	Off-network / Group Call / MCPTT User Acknowledgement Required / Without Confirm Indication / MCPTT User Reject / MCPTT User Accept / Client Terminated (CT)
	To verify the MCPTT Client can reject a received off-network group call request without confirm indication, and can then accept a received off-network group call request with confirm indication.

See TS 24.379 clauses 10.2.2.4.3.3, 10.2.2.4.3.7, 10.2.2.4.3.5.
	NIST
	RAN5#85
	100%
	R5-192371 R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
Assumption:  UE is configured that the terminating MCPTT user acknowledgement is required upon a terminating call request reception
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14..

	Group Calls
	36.579-2
	7.1.6
	N
	Rel-14
	Off-network / Group Call / Merge Two Calls
	To verify that the MCPTT Client can merge to calls while in an ongoing call, and participate in it respecting floor control.

See TS 24.379 clause 10.2.2.4.6.1, TS 24.380 clause 7.2.3.2.3.
	NIST
	RAN5#85
	100%
	R5-192372 R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14..

	Group Calls
	36.579-2
	7.1.7
	N
	Rel-14
	Off-network / Group Call / Emergency Call / Imminent Peril Call/ Client Originated (CO)
	To verify the MCPTT Client can initiate an off-network emergency group call as specified.

To verify the MCPTT Client can initiate an off-network imminent peril group call.

See TS 24.379 clauses 10.2.2.4.2.1, 10.2.3.4.2, 10.2.3.4.6, 10.2.2.4.3.1.
	NIST
	RAN5#85
	100%
	R5-192373 R5-194666
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14..

	Group Calls
	36.579-2
	7.1.8
	N
	Rel-14
	Off-network / Group Call / Emergency Call / Imminent Peril Call/ Client Terminated (CT)
	To verify the MCPTT Client can terminate an off-network emergency group call.
To verify the MCPTT Client can terminate an off-network imminent peril group call.
See TS 24.379 clauses 10.2.2.4.3.3, 10.2.3.4.4, 10.2.3.4.5, 10.2.3.4.6.
	NIST
	RAN5#85
	100%
	R5-192374
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14..

	Group Calls
	36.579-2
	7.1.9
	N
	Rel-14
	Off-network / Group Call / Emergency Alert / Emergency Alert Retransmission / Cancel Emergency Alert / Client Originated (CO)
	To verify the MCPTT Client can initiate an off-network emergency alert, send an emergency alert retransmission, and cancel the emergency alert.

See TS 24.379 clauses 12.2.3.1, 12.2.3.2, 12.2.3.5
	NIST
	RAN5#85
	100%
	R5-192375
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14..

	Group Calls
	36.579-2
	7.1.10
	N
	Rel-14
	Off-network / Group Call / Emergency Alert / Emergency Alert Retransmission / Cancel Emergency Alert / Client Terminated (CT)
	To verify the MCPTT Client can terminate an off-network emergency alert, receive an emergency alert retransmission, and receive a cancel emergency alert.

See TS 24.379 clauses 12.2.3.3, 12.2.3.4, 12.2.3.6, 12.2.3.7
	NIST
	RAN5#85
	100%
	R5-192376
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14...

	Group Calls
	36.579-2
	7.1.11
	N
	Rel-14
	Off-network / Group Call / Broadcast Group Call / Broadcast Group Call Retransmitting / Broadcast Group Call Release / Client Originated (CO)
	To verify the MCPTT Client can initiate an off-network broadcast group call as specified in TS 24.379 10.3.2.4.1, retransmit the broadcast group call message as specified in TS 24.379 10.3.2.4.9, and release the broadcast group call as specified in TS 24.379 10.3.2.4.7.
	NIST
	RAN5#85
	100%
	R5-192377
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14...

	Group Calls
	36.579-2
	7.1.12
	N
	Rel-14
	Off-network / Group Call / Broadcast Group Call / MCPTT User Ack Not Required / Originator Releases Call / Client Terminated (CT)
	To verify the MCPTT Client can terminate an off-network broadcast group call when MCPTT User acknowledgement is not required as specified in TS 24.379 10.3.2.4.2, and receive a release to the broadcast group call as specified in TS 24.379 10.3.2.4.8.
	NIST
	RAN5#85
	100%
	R5-192378
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
Assumption:  UE is configured that the terminating MCPTT user acknowledgement is not required upon a

terminating broadcast group call
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14..

	Group Calls
	36.579-2
	7.1.13
	N
	Rel-14
	Off-network / Group Call / Broadcast Group Call / MCPTT User Ack Required / MCPTT User Reject / MCPTT User Accept / MCPTT User Releases Call / Client Terminated (CT)
	To verify the MCPTT Client can reject an off-network broadcast group call when MCPTT User acknowledgement is required, and then return to the B1 state.

To verify the MCPTT Client can reject an off-network broadcast group call when MCPTT User acknowledgement is required, and then the MCPTT User releases the call

See TS 24.379 clauses 10.3.2.4.2, 10.3.2.4.4, 10.3.2.4.8, 10.3.2.4.3, 10.3.2.4.6, 10.3.2.4.10, 10.3.2.4.11.
	NIST
	RAN5#85
	100%
	R5-192379
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS.
Assumption:  UE is configured that the terminating MCPTT user acknowledgement is required upon a

terminating broadcast group call
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14..

	Private Calls
	36.579-2
	7.2
	
	
	Private Calls
	
	
	
	
	
	

	Private Calls
	36.579-2
	7.2.1
	N
	Rel-14
	Off-network / Private Call / Automatic Commencement Mode / No Response to Private Call Setup Request / Private call setup success / With Floor Control / Upgrade to Emergency Call / Cancellation of Emergency on User request / Release Call / Client Originated (CO)
	To verify the MCPTT Client can initiate an off-network private call with automatic commencement mode as specified in TS 24.379 11.2.2.4.2.1, 11.2.2.4.2.2, 11.2.2.4.2.3, 11.2.2.4.2.8, 11.2.3.4.2, & 11.2.3.4.4, can process no response to an initiation of an off-network private call with automatic commencement mode and move to the P1 state as specified in TS 24.379 11.2.2.4.2.4, participate in it respecting floor control as specified in TS 24.380 7.2, process the rejection of an upgrade to an emergency call as specified in TS 24.379 11.2.3.4.5.4, upgrade to an emergency call as specified in TS 24.379 11.2.3.4.5.1, 11.2.3.4.5.2 & 11.2.3.4.5.3, downgrade from an emergency call as specified in TS 24.379 11.2.3.4.6.1, 11.2.3.4.6.2 & 11.2.3.4.6.3, and release the call as specified in TS 24.379 11.2.2.4.5.1, 11.2.2.4.5.2, 11.2.2.4.5.5, & 11.2.2.4.5.7
	Samsung
	RAN5#85
	100%
	
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14...

	Private Calls
	36.579-2
	7.2.2
	N
	Rel-14
	Off-network / Private Call / Automatic Commencement Mode / No Response to Private Call Setup Accept / Private call setup success / With Floor Control / Upgrade to Emergency Call / Cancellation of Emergency on User request / Release Call / Client Terminated (CT)
	To verify the MCPTT Client can terminate an off-network private call with automatic commencement mode as specified in TS 24.379 11.2.2.4.3.2, 11.2.2.4.3.3, 11.2.2.4.3.4, 11.2.3.4.3 & 11.2.3.4.4, can process no response to the PRIVATE CALL ACCEPT while in the P5 state and return to the P1 state as specified in TS 24.379 11.2.2.4.3.5, participate in it respecting floor control as specified in TS 24.380 7.2, receive an upgrade to an emergency call as specified in TS 24.379 11.2.3.4.5.6, receive a downgrade from an emergency call as specified in TS 24.379 11.2.3.4.6.5, and release the call as specified in TS 24.379 11.2.2.4.5.4 & 11.2.2.4.5.7
	Samsung
	RAN5#85
	100%
	
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14...

	Private Calls
	36.579-2
	7.2.3
	N
	Rel-14
	Off-network / Private Call / Automatic Commencement Mode / Upgrade to Emergency Call Reject  / Downgrade from Emergency Call Failure / Client Originated (CO)
	To verify that the MCPTT Client can respond to a rejection to upgrade an ongoing off-network private call to an emergency call as specified in TS 24.379 11.2.3.4.5.4.

To verify that the MCPTT Client can respond to a failure to upgrade an ongoing off-network private call to an emergency call as specified in TS 24.379 11.2.3.4.5.5 & 11.2.2.4.5.8 (Goes to P1 state).

To verify that the MCPTT Client can respond to a failure to downgrade an ongoing off-network emergency private call as specified in TS 24.379 11.2.3.4.6.4 & 11.2.2.4.5.9 (Goes to P1 state)
	Samsung
	RAN5#85
	100%
	
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14...

	Private Calls
	36.579-2
	7.2.4
	N
	Rel-14
	Off-network / Private Call / Manual Commencement Mode / Call Released before establishment completion / Call request Rejected / Call establishment successful / Client Originated (CO)
	To verify the MCPTT Client can initiate an off-network private call with manual commencement mode as specified in TS 24.379 11.2.2.4.2.1, 11.2.2.4.2.2, 11.2.2.4.2.3, 11.2.2.4.2.8, 11.2.3.4.2, & 11.2.3.4.4

can process no response to an initiation of an off-network private call with manual commencement mode and move to the P1 state as specified in TS 24.379 11.2.2.4.2.5 & 11.2.2.4.2.6.

To verify the MCPTT Client can process a rejection to an initiation of an off-network private call with manual commencement mode and move to the P1 state as specified in TS 24.379 11.2.2.4.2.7.

To verify the MCPTT Client can cancel an initiation of an off-network private call with manual commencement mode while in the P2 state and move to the P3 state as specified in TS 24.379 11.2.2.4.2.9.
	Samsung
	RAN5#85
	100%
	
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14...

	Private Calls
	36.579-2
	7.2.5
	N
	Rel-14
	Off-network / Private Call / Manual Commencement Mode Call / Released before establishment completion / User does not answer to Ringing / User Rejects call request / Call establishment successful / Client Terminated (CT)
	To verify the MCPTT Client can terminate an off-network private call with manual commencement mode as specified in TS 24.379 11.2.2.4.4.1, 11.2.2.4.4.3, 11.2.2.4.4.4 & 11.2.2.4.4.5,

can process an off-network private call termination request with manual commencement mode when the MCPTT User ignores the notification as specified in TS 24.379 11.2.2.4.4.2.

To verify the MCPTT Client can send a PRIVATE CALL REJECT message when the MCPTT User chooses to reject an off-network private call termination request with manual commencement mode as specified in TS 24.379 11.2.2.4.4.7.

To verify the MCPTT can process a call failure while in the P5 state of an off-network private call termination request with manual commencement mode as specified in TS 24.379 11.2.2.4.4.6.

To verify the MCPTT can process a cancellation (PRIVATE CALL RELEASE) while in the P5 state of an off-network private call termination request with manual commencement mode as specified in TS 24.379 11.2.2.4.4.8.
	Samsung
	RAN5#85
	100%
	
	THIS TEST CASE EXISTED FOR RELEASE 13. UPDATE THIS TEST CASE WITH RELEASE 14 REFERENCES IN THE CONFORMANCE REQUIREMENTS SECTION OF THE TEST CASE. IF NEEDED, UPDATE THE PROCEDURES BASED ON THE UPDATED RELEASE 14 CONFORMANCE REQUIREMENTS
Maintenance done for REL 13 test cases at RAN5#82– no updates needed for Release 14...

	36.579-3 Part 3: Mission Critical Push To Talk (MCPTT) Server Application conformance specification

	FFS
	
	
	
	
	
	
	
	
	
	
	

	36.579-4 Part 4: Test Applicability and Implementation Conformance Statement (ICS) proforma specification

	Common Content
	36.579-4
	1
	N
	Rel-14
	Scope
	
	Samsung
	RAN5#85
	100%
	R5-199058
	

	Common Content
	36.579-4
	2
	N
	Rel-14
	References
	
	Samsung
	RAN5#85
	100%
	R5-199058
	

	Common Content
	36.579-4
	3
	N
	Rel-14
	Definitions, Symbols, Abbreviations
	
	Samsung
	RAN5#85
	100%
	R5-199058
	

	Common Content
	36.579-4
	4
	N
	Rel-14
	Recommended Test Case Applicability
	
	Samsung
	RAN5#85
	100%
	R5-184693 R5-199058 R5-198129 R5-198130
	

	Annex
	36.579-4
	A.1
	N
	Rel-14
	Guidance for completing the ICS proforma
	
	
	RAN5#85
	100%
	
	

	Annex
	36.579-4
	A.1.1
	N
	Rel-14
	Purposes and structure
	
	
	RAN5#85
	40%
	
	

	Annex
	36.579-4
	A.1.2
	N
	Rel-14
	Abbreviations and conventions
	
	
	RAN5#85
	40%
	
	

	Annex
	36.579-4
	A.1.3
	N
	Rel-14
	Instructions for completing the ICS proforma
	
	
	RAN5#85
	40%
	
	

	Annex
	36.579-4
	A.2
	N
	Rel-14
	Identification of the MCPTT Client/Server Equipment
	
	
	RAN5#85
	100%
	
	

	Annex
	36.579-4
	A.2.1
	N
	Rel-14
	Date of the statement
	
	
	RAN5#85
	40%
	
	

	Annex
	36.579-4
	A.2.2
	N
	Rel-14
	MCPTT Client/Server Under Test (CUT/SUT) identification
	
	
	RAN5#85
	40%
	
	

	Annex
	36.579-4
	A.2.3
	N
	Rel-14
	Product supplier
	
	
	RAN5#85
	40%
	
	

	Annex
	36.579-4
	A.2.4
	N
	Rel-14
	The Organisation responsible for the Product testing
	
	
	RAN5#85
	40%
	
	

	Annex
	36.579-4
	A.2.5
	N
	Rel-14
	ICS contact person
	
	
	RAN5#85
	40%
	
	

	Annex
	36.579-4
	A.3
	N
	Rel-14
	Identification of the protocol
	
	
	RAN5#85
	100%
	
	

	Annex
	36.579-4
	A.4
	N
	Rel-14
	ICS proforma tables
	
	MCC TF160
	RAN5#85
	100%
	R5-198166
	

	Annex
	36.579-4
	A.4.1
	N
	Rel-14
	Implementation Types
	
	Samsung
	RAN5#85
	40%
	R5-199058
	

	36.579-5 Part 5: Abstract test suite (ATS)

	Common Content
	36.579-5
	1
	N
	Rel-14
	Scope
	
	MCC TF160
	RAN5#85
	100%
	
	

	Common Content
	36.579-5
	2
	N
	Rel-14
	References
	
	MCC TF160
	RAN5#85
	20%
	R5-192380 R5-199050
	

	Common Content
	36.579-5
	3
	N
	Rel-14
	Definitions, Symbols, Abbreviations
	
	MCC TF160
	RAN5#85
	100%
	
	

	Common Content
	36.579-5
	4
	N
	Rel-14
	Test System Architecture
	
	MCC TF160
	RAN5#85
	0%
	
	

	Common Content
	36.579-5
	5
	N
	Rel-14
	Test Models
	
	MCC TF160
	RAN5#85
	70%
	R5-192380 R5-195222
	

	Common Content
	36.579-5
	6
	N
	Rel-14
	System Interface
	
	MCC TF160
	RAN5#85
	20%
	R5-192380
	

	Common Content
	36.579-5
	7
	N
	Rel-14
	Test Methods and Design Considerations
	
	MCC TF160
	RAN5#85
	70%
	R5-192380 R5-195221
	

	Common Content
	36.579-5
	8
	N
	Rel-14
	Other SS requirements with TTCN-3 impact
	
	MCC TF160
	RAN5#85
	0%
	
	

	Common Content
	36.579-5
	9
	N
	Rel-14
	IXIT Proform
	
	MCC TF160
	RAN5#85
	50%
	R5-199050 R5-201152
	

	Common Content
	36.579-5
	10
	N
	Rel-14
	Postambles
	
	MCC TF160
	RAN5#85
	0%
	
	

	Annex
	36.579-5
	Annex A
	N
	Rel-14
	Test Suites
	
	MCC TF160
	RAN5#85
	0%
	
	

	Annex
	36.579-5
	Annex B
	N
	Rel-14
	Style Guide
	
	MCC TF160
	RAN5#85
	0%
	
	

	Annex
	36.579-5
	Annex C
	N
	Rel-14
	TTCN-3 Definitions
	
	MCC TF160
	RAN5#85
	80%
	R5-195221
	

	Annex
	36.579-5
	Annex D
	N
	Rel-14
	Change history
	
	MCC TF160
	RAN5#85
	100%
	R5-195221 R5-199050 R5-201152
	

	36.579-6 Part 6: Mission Critical Video (MCVideo) User Equipment (UE) Protocol conformance specification

	Common Content
	36.579-6
	1
	Y
	Rel-14
	Scope
	 
	NIST, Samsung
	RAN5#85
	90%
	R5-184607 R5-185142
	PHASE 3

	Common Content
	36.579-6
	2
	Y
	Rel-14
	References
	 
	NIST, Samsung
	RAN5#85
	90%
	R5-184607 R5-185142
	PHASE 3

	Common Content
	36.579-6
	3
	Y
	Rel-14
	Definitions, Symbols, Abbreviations
	 
	NIST, Samsung
	RAN5#85
	90%
	R5-184607 R5-185142
	PHASE 3

	Common Content
	36.579-6
	4
	Y
	Rel-14
	General
	 
	NIST, Samsung
	RAN5#85
	90%
	R5-184607 R5-185142
	PHASE 3

	Configuration
	36.579-6
	5
	Y
	Rel-14
	Configuration
	 
	 
	 
	 
	 
	 

	Configuration
	36.579-6
	5.1
	Y
	Rel-14
	Configuration / Authentication / User Authorization / UE Configuration / User Profile / Key Generation
	To verify that the MCVideo Client can perform user authentication, SIP core registration, and user authorization, that the MCVideo Client can perform key management authorization, that the MCVideo Client can obtain UE configuration, that the UE can obtain MCVideo Group configuration information, and to verify that the MCVideo Client can get and update MCVideo user profile information. 

See also TS 24.281 clause 7.2.1, 7.2.1AA, 7.2.4
See TR 24.980 clauses 4.2.1 and 4.3.1,
TS 24.482 clause 6.2.1 and Annex A.2.1.2,
TS 24.484 clauses 4.2.1, 4.2.2, 6.2.2, 6.3.1.1, 6.3.2.1, 6.3.2.2, 6.3.13.2.1 and 6.3.13.2.2,
TS 24.481 clauses 6.2.2.2, 6.2.3, 6.3.3.2.1, 6.3.3.2.2 and 6.3.13.2.1,
See also TS 33.180 clause 5.1.2
	NIST
	RAN5#85
	10%
	 
	PHASE 3

	Configuration
	36.579-6
	5.2
	Y
	Rel-14
	Configuration / Group Creation / Group ReGroup Creation / Group ReGroup Teardown
	To verify that the MCVideo Client can create an MCVideo Group, and to verify that the MCVideo Client can form a temporary group by combining existing groups and then teardown the temporary group.
See TS 24.481 clauses 6.3.2.2.1, 6.3.2.2.2, 6.3.14.1, 6.3.14.2, 6.3.15.1 and 6.3.15.2; TS 33.179 clauses 7.3.4.
	NIST
	RAN5#85
	10%
	 
	PHASE 3

	Configuration
	36.579-6
	5.3
	Y
	Rel-14
	Configuration / Group Affiliation / Remote change / De-affiliation / Home MCVideo system
	To verify that the MCVideo Client can affiliate to an MCVideo Group and then de-affiliate from the MCVideo Group. 

To verify that a remote authorized User can modify the group of a target User's current affiliated MCVideo Group.

See also TS 24.281 clause 8, 8.2.1.2, 8.2.1.3, 8.2.1.4, 8.2.1.5
	NIST
	RAN5#85
	10%
	 
	PHASE 3

	Configuration
	36.579-6
	5.4
	Y
	Rel-14
	Configuration / Pre-established Session Establishment / Pre-established Session Modification / Pre-established Session Release
	To verify that the MCVideo Client can create a pre-established session, modify the pre-established session, and release the pre-established sessions.

See also TS 24.281 clause 9.2.1, 6.2.6
See also TS 24.581 clause 6.4.1, 6.4.4, 13.1, 13.3, 6.2.3
	NIST
	RAN5#85
	10%
	 
	PHASE 3

	Configuration
	36.579-6
	5.5
	Y
	Rel-14
	Configuration / Determination of MCVideo Service Settings / Current Active MCVideo Settings / De-subscribe
	To verify that the MCVideo Client can determine the current active MCVideo service settings and receive later notification by setting the Expires field to the highest value

To verify that the MCVideo Client can de-subscribe from the current active MCVideo serrive settings

See also TS 24.281 clause 7.2.4
	NIST
	RAN5#85
	10%
	 
	PHASE 3

	On-Network Test Scenarios
	36.579-6
	6
	Y
	Rel-14
	On-Network Test Scenarios
	 
	NIST
	 
	 
	 
	 

	Group Calls
	36.579-6
	6.1
	Y
	Rel-14
	Group Calls
	 
	NIST
	 
	 
	 
	 

	Pre-Arranged Group Call
	36.579-6
	6.1.1
	Y
	Rel-14
	Pre-Arranged Group Call
	 
	NIST
	 
	 
	 
	 

	Pre-Arranged Group Call
	36.579-6
	6.1.1.1
	Y
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Automatic Commencement Mode / Transmission Control / Upgrade to Emergency Group Call / Cancel Emergency State / Upgrade to Imminent Peril Group Call / Cancel Imminent Peril State / Client Originated (CO)
	To verify that the MCVideo Client is able to originate (transmit) multiple variations on a Group Call. 

To verify that a MCVideo Client can upgrade a normal Group Call to an Emergency Group Call, then cancel the Emergency state (via the MCVideo Client).

To verify that a MCVideo Client can upgrade a normal Group Call to an Imminent Peril Group Call, then cancel the Imminent Peril state (via the MCVideo Client).

To verify that a MCVideo Client is able to end an ongoing Pre-arranged Group Call.

See also TS 24.281 clause 6.2.3, 9.2.1, 9.2.1.2.1, 9.2.1.2.3
See also TS 24.581 clause 6.3.4.3.6, 6.3.4.4.12, 6.3.5.3.9, 6.3.5.4.8
See also TS 33.180 clause 7.3
	NIST
	RAN5#85
	80%
	R5-197161 R5-199054
	PHASE 3

	Pre-Arranged Group Call
	36.579-6
	6.1.1.2
	Y
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Automatic Commencement Mode / Reception Control / Upgrade to Emergency Group Call / Cancel Emergency State / Upgrade to Imminent Peril Group Call / Cancel Imminent Peril State / Client Terminated (CT)
	To verify that the MCVideo Client is able to terminate (receive) multiple variations on a Group Call. 

To verify that a MCVideo Client can upgrade a normal Group Call to an Emergency Group Call, then cancel the Emergency state (via the MCVideo Client).

To verify that a MCVideo Client can upgrade a normal Group Call to an Imminent Peril Group Call, then cancel the Imminent Peril state (via the MCVideo Client).

To verify that a MCVideo Client is able to end an ongoing Pre-arranged Group Call.

See also TS 24.281 clause 6.2.3, 9.2.1, 9.2.1.2.3, 9.2.1.2.1
See also TS 24.581 clause 6.3.4.3.6, 6.3.4.4.12, 6.3.5.3.9, 6.3.5.4.8
See also TS 33.180 clause 7.3
	NIST
	RAN5#85
	80%
	R5-197162 R5-199054
	PHASE 3

	Pre-Arranged Group Call
	36.579-6
	6.1.1.3
	Y
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Manual Commencement Mode / Client Originated (CO)
	To verify that the MCVideo Client is able to originate an On-Demand Pre-arranged Group Call under Manual Commencement Mode. 

See also TS 24.281 clause 9.2.1, 9.2.1.2.1.2,
	NIST
	RAN5#85
	80%
	R5-195214 R5-197163 R5-199054
	PHASE 3

	Pre-Arranged Group Call
	36.579-6
	6.1.1.4
	Y
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Manual Commencement Mode / Client Terminated (CT)
	To verify that the MCVideo Client is able to terminate an On-Demand Pre-arranged Group Call under Manual Commencement Mode. 

See also TS 24.281 clause
	NIST
	RAN5#85
	80%
	R5-195215 R5-197141 R5-199054
	PHASE 3

	Pre-Arranged Group Call
	36.579-6
	6.1.1.5
	Y
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Emergency Group Call / Client Originated (CO)
	To verify that the MCVideo Client is able to originate (transmit) a Pre-arranged Emergency Group Call

See also TS 24.281 clause 9.2.1, 6.2.8.2, 9.2.1.2.1.3
See also TS 33.180 clause 7.3
	NIST
	RAN5#85
	80%
	R5-197142 R5-199054
	PHASE 3

	Pre-Arranged Group Call
	36.579-6
	6.1.1.6
	Y
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Emergency Group Call / Client Terminated (CT)
	To verify that a Client can originate an on-network Pre-Arranged Broadcast Group Call
	NIST
	RAN5#85
	80%
	R5-197143 R5-199054
	PHASE 3

	Pre-Arranged Group Call
	36.579-6
	6.1.1.7
	Y
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Broadcast Group Call / Client Originated (CO)
	To verify that a Client can originate an on-network Pre-Arranged Broadcast Group Call using a temporary group

See also TS 24.281 clause 9.2.1.2.1.1 step 3; 6.2.8.2
See 24.481, clause 6.3.14
	NIST
	RAN5#85
	80%
	R5-197144 R5-199054
	PHASE 3

	Pre-Arranged Group Call
	36.579-6
	6.1.1.8
	Y
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Broadcast Group Call / Client Terminated (CT)
	To verify that a Client can originate an on-network Pre-Arranged Broadcast Group Call

See also TS 24.281 clause 9.2.1.2.1.1 step 3; 6.2.8.2
	NIST
	RAN5#85
	80%
	R5-184990 R5-197145 R5-199054
	PHASE 3

	Pre-Arranged Group Call
	36.579-6
	6.1.1.9
	Y
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Broadcast Group Call with Temporary Group / Client Originated (CO)
	To verify that the MCVideo Client is able to terminate (receive) a Pre-arranged Emergency Group Call

See also TS 24.281 clause 9.2.1, 6.2.8.2, 9.2.1.2.1.3
See also TS 33.180 clause 7.3
	NIST
	RAN5#85
	80%
	R5-197146 R5-199054
	PHASE 3

	Pre-Arranged Group Call
	36.579-6
	6.1.1.10
	Y
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Imminent Peril Group Call / Client Originated (CO)
	To verify that the MCVideo Client is able to originate (transmit) a Pre-arranged Imminent Peril Group Call

See also TS 24.281 clause 9.2.1, 6.2.8.2, 9.2.1.2.1.3
See also TS 33.180 clause 7.3
	NIST
	RAN5#85
	80%
	R5-197147 R5-199054
	PHASE 3

	Pre-Arranged Group Call
	36.579-6
	6.1.1.11
	Y
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Imminent Peril Group Call / Client Terminated (CT)
	To verify that the MCVideo Client is able to terminate (receive) a Pre-arranged Imminent Peril Group Call

See also TS 24.281 clause 9.2.1, 6.2.8.2, 9.2.1.2.1.3
See also TS 33.180 clause 7.3
	NIST
	RAN5#85
	80%
	R5-197148 R5-199054
	PHASE 3

	Pre-Arranged Group Call
	36.579-6
	6.1.1.12
	Y
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Transmission Control State Transitions / Client Originated (CO)
	To verufy that the MCVideo Client can properly handle all of the Transmission Control messages
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Pre-Arranged Group Call
	36.579-6
	6.1.1.13
	Y
	Rel-14
	On-network / On-demand Pre-arranged Group Call / Reception Control State Transitions / Client Terminated (CT)
	To verufy that the MCVideo Client can properly handle all of the Reception Control messages
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Chat Group Call
	36.579-6
	6.1.2
	Y
	Rel-14
	Chat Group Call
	 
	NIST
	 
	 
	 
	 

	Chat Group Call
	36.579-6
	6.1.2.1
	Y
	Rel-14
	On-network / Chat Group Call / Join Chat Group Session / End Chat Group Call / Client Originated (CO)
	To verify that the MCVideo Client is able to originate (transmit) an On-Demand Chat Group Call, and successfully end the On-Demand Chat Group Call

See also TS 24.281 clause 9.2.2.2.1.1, 6.2.1, 6.49.2.2.2.2.1, 6.2.4.1
And
TS 24.581 clause 6.2.4.4.6, 6.2.4.5.3, 6.2.4.6.4
	NIST
	RAN5#85
	80%
	R5-197149 R5-199055
	PHASE 3

	Chat Group Call
	36.579-6
	6.1.2.2
	Y
	Rel-14
	On-network / Chat Group Call / Upgrade to Emergency Chat Group Call / Cancel Emergency Chat Group Call / Upgrade to Imminent Peril Chat Group Call / Cancel Imminent Peril Chat Group Call / Client Origination (CO)
	To verify that the MCVideo Client is able to originate (transmit) an upgrade to Emergency Chat Group Call status and then cancel (downgrade) the Emergency Chat Group Call status (from the MCVideo Client)

To verify that the MCVideo Client is able to originate (transmit) an upgrade to Imminent Peril Group Call status and then cancel (downgrade) the Imminent Peril Chat Group Call status (from the MCVideo Client) 

See also TS 24.281 clause 9.2.2.2.1.4, 6.2.8.1.1, 6.2.8.1.2, 6.2.8.1.9, 6.2.8.1.12, 6.2.1, 6.4, 6.2.8.1.4, 9.2.2.2.1.3, 6.2.8.1.3, 6.2.8.1.14, 9.2.2.2.1.5, 6.2.8.1.11
	NIST
	RAN5#85
	80%
	R5-197150 R5-199055
	PHASE 3

	Chat Group Call
	36.579-6
	6.1.2.3
	Y
	Rel-14
	On-network / Chat Group Call / Upgrade to Emergency Chat Group Call / Cancel Emergency Chat Group Call / Upgrade to Imminent Peril Chat Group Call / Cancel Imminent Peril Chat Group Call / Client Terminated (CT)
	To verify that the MCVideo Client is able to terminate (receive) an upgrade to Emergency Chat Group Call status and then receive a cancel (downgrade) of the Emergency Chat Group Call status (from the MCVideo Client)

To verify that the MCVideo Client is able to terminate (receive) an upgrade to Imminent Peril Group Call status and then receive a cancel (downgrade) of the Imminent Peril Chat Group Call status (from the MCVideo Client) 

See also TS 24.281 clause 9.2.2.2.1.2, 6.2.2
	NIST
	RAN5#85
	80%
	R5-197151 R5-199055
	PHASE 3

	Chat Group Call
	36.579-6
	6.1.2.4
	Y
	Rel-14
	On-network / Chat Group Call / Emergency Call / Imminent Peril Call / Client Originated (CO)
	To verify the MCVideo Client can initiate an emergency chat group call and an imminent peril chat group call.
See also 24.281 clause 9.2.2
	NIST
	RAN5#85
	10%
	R5-197152 R5-199055
	PHASE 3

	Chat Group Call
	36.579-6
	6.1.2.5
	Y
	Rel-14
	On-network / Chat Group Call / Emergency Call / Imminent Peril Call / Client Terminated (CT)
	To verify that an MCVideo Client can terminate an On-demand Chat Group Call
A Client only receives a SIP INVITE for a Chat Group call if the call is an emergency or imminent peril call AND the Client is affiliated to the chat group but not currently joined to the call.

See also 24.281 clause 9.2.2.2.1.6
	NIST
	RAN5#85
	80%
	R5-197152 R5-199055
	PHASE 3

	Subscription to Conference Events Package
	36.579-6
	6.1.3
	Y
	Rel-14
	Subscription to Conference Events Package
	 
	NIST
	 
	 
	 
	 

	Subscription to Conference Events Package
	36.579-6
	6.1.3.1
	Y
	Rel-14
	On-network / Conference Event Package / Subscription to Conference Event Package / Termination of subscription
	To verify that a MCVideo Client is able to request subscription to status updates through the Conference State Events Package. This can occur at any time while the Client is connected to a Group Call. 

See also TS 24.281 clause 9.2.3, 4.4.2, 9.2.1.2.1
See also TS 24.481 clause 7.2.8
See also TS 33.180 clause 7.3
	NIST
	RAN5#85
	10%
	 R5-199055
	PHASE 3

	Remote Change of an MCVideo User's selected Group
	36.579-6
	6.1.4
	Y
	Rel-14
	Remote Change of an MCVideo User's selected Group
	 
	NIST
	 
	 
	 
	 

	Remote Change of an MCVideo User's selected Group
	36.579-6
	6.1.4.1
	Y
	Rel-14
	On-network / Remote Change of Selected Group / Selected Group Change of Targeted User / Client Originated (CO)
	To verify that a request from a given user to change the selected Group of a target user executes properly

See also TS 24.281 clause 9.2.4.2, 9.2.4.3
See also TS 24.481 clause 6.3
	NIST
	RAN5#85
	10%
	 R5-199055
	PHASE 3

	Remote Change of an MCVideo User's selected Group
	36.579-6
	6.1.4.2
	Y
	Rel-14
	On-network / Remote Change of Selected Group / Selected Group Change of Targeted User / Client Terminated (CT)
	To verify that a MCVideo target user receiving a request to change Groups executes properly

See also TS24.281 clause 9.2.4.2, 9.2.4.3
See also TS 24.481 clause 6.3
	NIST
	RAN5#85
	10%
	 R5-199055
	PHASE 3

	Private Calls
	36.579-6
	6.2
	Y
	Rel-14
	Private Calls
	To verify functionality in Private Calls

See TS 24.281 clause 10
	NIST
	 
	 
	 
	 

	Private Calls
	36.579-6
	6.2.1
	Y
	Rel-14
	On-network / Private Call / On-demand / Automatic Commencement Mode / With Transmission Control / Upgrade to Emergency Call / Cancellation of Emergency on User request / Client Originated (CO)
	To verify functionality of upgrading to and downgrading from Emergency status in Private Calls

To verify that a Client is able to release a call when appropriate under Automatic Commencement Mode

See also TS 24.281 clause 10.2.2.2.4, 10.2.2.2.5, 6.2.3.1.1
See also TS 33.180 clause 7.2
	NIST
	RAN5#85
	80%
	R5-197153 R5-199056
	PHASE 3

	Private Calls
	36.579-6
	6.2.2
	Y
	Rel-14
	On-network / Private Call / On-demand / Automatic Commencement Mode / With Transmission Control / Upgrade to Emergency Call / Cancellation of Emergency on User request / Client Terminated (CT)
	To verify functionality of upgrading to and downgrading from Emergency status in Private Calls

To verify that a Client is able to release a call when appropriate under Automatic Commencement Mode

See also TS 24.281 clause 10.2.2.2.4, 10.2.2.2.5, 6.2.3.1.1
See also TS 33.180 clause 7.2
	NIST
	RAN5#85
	80%
	R5-197154 R5-199056
	PHASE 3

	Private Calls
	36.579-6
	6.2.3
	Y
	Rel-14
	On-network / Private Call / On-demand / Automatic Commencement Mode / Without Transmission Control / Client Originated (CO)
	To verify that a client can originate an On-demand Private Call under Automatic Commencement Mode

See also TS 24.281 clause 10, 10.2.2, 10.2.2.2, 10.2.2.2.1
	NIST
	RAN5#85
	80%
	R5-197155 R5-199056
	PHASE 3

	Private Calls
	36.579-6
	6.2.4
	Y
	Rel-14
	On-network / Private Call / On-demand / Automatic Commencement Mode / Without Transmission Control / Client Terminated (CT)
	To verify that a client can terminate an On-demand Private Group Call under Automatic Commencement Mode

See also TS 24.281 clause 10, 10.2.2, 10.2.2.2, 10.2.2.2.2
	NIST
	RAN5#85
	80%
	R5-197156
	PHASE 3

	Private Calls
	36.579-6
	6.2.5
	Y
	Rel-14
	On-network / Private Call / Emergency Private Call / On-demand / Automatic Commencement Mode / Force of automatic commencement mode / Without Transmission Control / Client Originated (CO)
	To verify functionality of Emergency Private Calls in Automatic Commencement Mode

See also TS 24.281 clause 10.2.2.2.1, 6.2.3.1.1, 4.6.2
See also TS 33.180 clause 7.2
	NIST
	RAN5#85
	80%
	R5-197157 R5-199056
	PHASE 3

	Private Calls
	36.579-6
	6.2.6
	Y
	Rel-14
	On-network / Private Call / Emergency Private Call / On-demand / Manual Commencement Mode / Force of automatic commencement mode / Without Transmission Control / Client Terminated (CT)
	To verify functionality of Emergency Private Calls in Automatic Commencement Mode

See also TS 24.281 clause 10.2.2.2.1, 6.2.3.1.1, 4.6.2
See also TS 33.180 clause 7.2
	NIST
	RAN5#85
	80%
	R5-197158 R5-199056
	PHASE 3

	Private Calls
	36.579-6
	6.2.7
	Y
	Rel-14
	On-network / Private Call / On-demand / Manual Commencement Mode / Without Transmission Control / Client Originated (CO)
	To verify functionality of Private Calls in Manual Commencement Mode

To verify functionality of On-Demand Private Calls on originating (transmitting) UE's

See also TS 24.281 clause 10.2.2.2.2, 10.2.2.3.1.1, 4.6.2
See also TS 33.180 clause 7.2
	NIST
	RAN5#85
	80%
	R5-197159 R5-199056
	PHASE 3

	Private Calls
	36.579-6
	6.2.8
	Y
	Rel-14
	On-network / Private Call / On-demand / Manual Commencement Mode / Without Transmission Control / Client Terminated (CT)
	To verify functionality of Private Calls in Manual Commencement Mode

See also TS 24.281 clause 10.2.2.2.2, 10.2.2.3.1.1, 6.2.3.2.1, 4.6.2
See also TS 33.180 clause 7.2
	NIST
	RAN5#85
	80%
	R5-197160 R5-199056
	PHASE 3

	Private Calls
	36.579-6
	6.2.9
	Y
	Rel-14
	On-network / Private Call / Within a pre-established session / Automatic Commencement Mode / Without Floor Control / Client Originated (CO)
	To verify functionality of Private Calls using Pre-established sessions
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Private Calls
	36.579-6
	6.2.10
	Y
	Rel-14
	On-network / Private Call / Within a pre-established session / Automatic Commencement Mode / Without Floor Control / Client Terminated (CT)
	To verify functionality of Private Calls using Pre-established sessions
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Private Calls
	36.579-6
	6.2.11
	Y
	Rel-14
	On-network / Private Call / Within a pre-established session / Manual Commencement Mode / Client Terminated (CT)
	To verify functionality of Private Calls using Pre-established sessions
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Emergency Alert
	36.579-6
	6.3
	Y
	Rel-14
	Emergency Alert
	To verify performance of Emergency Alert Notifications
	NIST
	 
	 
	 
	 

	Emergency Alert
	36.579-6
	6.3.1
	Y
	Rel-14
	On-network / Emergency Alert / Emergency alert origination / Emergency alert cancellation / Client Originated (CO)
	To verify that an Emergency Alert sent from one User reaches the rest of the indicated User Group.

To verify that an Emergency Alert notification can be originated (transmitted) properly. 

To verify that a transmitted Emergency Alert contains the proper information

To verify that an Emergency Alert can be properly authenticated

See also TS 24.281 clause 4.6.3, 6.2.8.1.6, 11.2.1.1, 11.2.1.2
See also TS 24.481 clause 7.2.8
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Emergency Alert
	36.579-6
	6.3.2
	Y
	Rel-14
	On-network / Emergency Alert / Emergency alert origination / Emergency alert cancellation / Client Terminated (CT)
	To verify that an Emergency Alert sent from one User reaches the rest of the indicated User Group.

To verify that an Emergency Alert notification can be terminated (received) properly. 

To verify that a received Emergency Alert contains the proper information

To verify that an Emergency Alert can be properly authenticated

See also TS 24.281 clause 4.6.3, 6.2.8.1.6, 11.2.1, 11.2.1.3
See also TS 24.481 clause 7.2.8
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Off-Network Test Scenarios
	36.579-6
	7
	Y
	Rel-14
	Off-Network Test Scenarios
	 
	NIST
	 
	 
	 
	 

	Group Calls
	36.579-6
	7.1
	Y
	Rel-14
	Group Calls
	To verify functionality of Group Calls when the network is not available to a UE

See TS 24.281 clause 9.3, 9.4
	NIST
	 
	 
	 
	 

	Group Calls
	36.579-6
	7.1.1
	Y
	Rel-14
	Off-network / Group Call / Transmission Control / Upgrade to Emergency Call / Downgrade from Emergency Call / Upgrade to Imminent Peril Call / Downgrade from Imminent Peril Call / Release call / Client Originated (CO)
	To verify if the MCVideo Client can initiate an off-network group call, participate in it respecting transmission control, upgrade to an emergency call, downgrade the emergency call, upgrade to an imminent peril call, downgrade the imminent peril call, and release the call.
See TS 24.281 clauses 9.3.2.4.2.1, 9.3.2.4.3.1, 9.3.3.4.2, 9.3.3.4.7.1, 9.3.3.4.8.1, 9.3.3.4.8.4, 9.3.2.4.5.1, 9.3.2.4.5.4, 9.3.3.4.10,
TS 24.581 clauses 7.2.3.2.2, 7.2.3.5.5, 7.2.3.3.2, 7.2.3.6.7, 7.2.3.5.4, 7.2.3.5.8, 7.2.3.5.6, 7.2.3.7.3, 7.2.3.7.5, 7.2.3.3.4, 7.2.3.4.3, 7.2.3.3.6, 7.2.3.4.2, 7.2.3.6.4, 7.2.3.6.3, 7.2.3.8.11, 7.2.3.8.3, 7.2.3.8.6, 7.2.3.5.7, 7.2.3.6.9, 7.2.3.6.6.
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Group Calls
	36.579-6
	7.1.2
	Y
	Rel-14
	Off-network / Group Call / Transmission Control / Upgrade to Emergency Call / Downgrade from Emergency Call / Upgrade to Imminent Peril Call / Downgrade from Imminent Peril Call / Release call / Client Originated (CT)
	To verify if the MCVIdeo Client can terminate an off-network group call, participate in it respecting transmission control, receive upgrade to an emergency call, receive downgrade the emergency call, receive upgrade to an imminent peril call, receive downgrade the imminent peril call, and release the call.
See TS 24.281 clauses 9.3.2.4.3.3, 9.3.3.4.5, 9.3.3.4.7.2, 9.3.3.4.8.3, 9.3.3.4.8.6, 9.3.2.4.5.4,
TS 24.581 clauses 7.2.3.2.7, 7.2.3.5.5, 7.2.3.3.2, 7.2.3.6.7, 7.2.3.5.4, 7.2.3.5.8, 7.2.3.5.6, 7.2.3.7.3, 7.2.3.7.5, 7.2.3.3.4, 7.2.3.4.3, 7.2.3.3.6, 7.2.3.4.2, 7.2.3.6.4, 7.2.3.6.3, 7.2.3.8.11, 7.2.3.8.3, 7.2.3.8.6, 7.2.3.5.7, 7.2.3.6.9, 7.2.3.6.6.
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Group Calls
	36.579-6
	7.1.3
	Y
	Rel-14
	Off-network / Group Call / Leave Group Call when GROUP CALL PROBE sent / Initiate Group Call for Released Call / Receive GROUP CALL ACCOUNCEMENT for Released call / No GROUP CALL ACCOUNCEMENTfor Released Call / Receive Response to GROUP CALL PROBE
	To verify if the MCPTT Client can initiate an off-network group call as specified in TS 24.281 9.3.2.4.2.1 (go from S1 state to S2 state),
leave the group call as specified in TS 24.281 9.3.2.4.5.5 (go from S2 state to S7 state),
initiate a group call for a released call as specified in TS 24.281 9.3.2.4.5.6 (go from S7 state to S2 state),
leave the group call again and then receive GROUP CALL ACCOUNCEMENT for released call as specified in TS 24.281 9.3.2.4.5.7 (go from S7 state to S6 state),
release the call (go to the S1 state) & initate a new call (go to the S2 state) & leave the group call (go to the S7 state) and return to the S1 state upon the expiration of the TFG1 timer as specified in TS 24.281 9.3.2.4.5.8,
initiate a call and receive a response to the GROUP CALL PROBE as specified in TS 24.281 9.3.2.4.3.2 (go from S2 state to S3 state).
Also see 24.581 7.2.3.2.3
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Group Calls
	36.579-6
	7.1.4
	Y
	Rel-14
	Off-network / Group Call / MCVideo User Acknowledgement Required / With Confirm Indication / MCVideo User Reject / MCVideo User Accept / Client Terminated (CT)
	To verify the MCPTT Client can reject a received off-network group call request with confirm indication, and can then accept a received off-network group call request with confirm indication.
See TS 24.281 clauses 9.3.2.4.3.3, 9.3.2.4.3.7, 9.3.2.4.3.4.
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Group Calls
	36.579-6
	7.1.5
	Y
	Rel-14
	Off-network / Group Call / MCVideo User Acknowledgement Required / Without Confirm Indication / MCVideo User Reject / MCVideo User Accept / Client Terminated (CT)
	To verify the MCPTT Client can reject a received off-network group call request without confirm indication, and can then accept a received off-network group call request with confirm indication.
See TS 24.281 clauses 9.3.2.4.3.3, 9.3.2.4.3.7, 9.3.2.4.3.4.
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Group Calls
	36.579-6
	7.1.6
	Y
	Rel-14
	Off-network / Group Call / Merge Two Calls
	To verify that the MCPTT Client can merge to calls while in an ongoing call, and participate in it respecting floor control.
See TS 24.379 clause 9.3.2.4.6.1, TS 24.581 7.2.3.2.3
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Group Calls
	36.579-6
	7.1.7
	Y
	Rel-14
	Off-network / Group Call / Emergency Call / Imminent Peril Call/ Client Originated (CO)
	To verify the MCPTT Client can initiate an off-network emergency group call as specified.
To verify the MCPTT Client can initiate an off-network imminent peril group call.
See TS 24.379 clauses 9.3.2.4.2.1, 9.3.3.4.2, 9.3.3.4.6, 9.3.2.4.3.1.
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Group Calls
	36.579-6
	7.1.8
	Y
	Rel-14
	Off-network / Group Call / Emergency Call / Imminent Peril Call/ Client Terminated (CT)
	To verify the MCPTT Client can terminate an off-network emergency group call.
To verify the MCPTT Client can terminate an off-network imminent peril group call.
See TS 24.379 clauses 9.3.2.4.3.3, 9.3.3.4.4, 9.3.3.4.5, 9.3.3.4.6.
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Broadcast Call
	36.579-6
	7.2
	Y
	Rel-14
	Broadcast Call
	 
	NIST
	 
	 
	 
	 

	Broadcast Call
	36.579-6
	7.2.1
	Y
	Rel-14
	Off-network / Broadcast Group Call / Broadcast Group Call Retransmitting / Broadcast Group Call Release / Client Originated (CO)
	To verify that a Client can initiate an off-network Broadcast Group Call

To verify that a Client can retransmit a Broadcast Group Call message

To verify that a Client can release a Broadcast Group Call

See also TS 24.281 clause 9.4, 17.18, 17.19
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Broadcast Call
	36.579-6
	7.2.2
	Y
	Rel-14
	Off-network / Broadcast Group Call / User ack not required / Broadcast Group Call originator releases call / Client Terminated (CT)
	To verify that a Client can terminate an off-network Broadcast Group Call when user acknowlegement is not required

To verify that a terminating Client can release an off-network Broadcast Group Call

See also TS 24.281 clause 9.4, 17.18, 17.19
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Broadcast Call
	36.579-6
	7.2.3
	Y
	Rel-14
	Off-network / Broadcast Group Call / User ack required / call rejected / call accepted / terminating user releases call / Client Terminated (CT)
	To verify that a Client can terminate an off-network Broadcast Group Call when user acknowlegement is requiered

To verify that a terminating Client can reject an incoming Broadcast Group Call

To verify that a terminating Client can accept an incoming Broadcast Group Call and then release the call

See also TS 24.281 clause 9.4, 17.18, 17.19
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Private Call
	36.579-6
	7.3
	Y
	Rel-14
	Private Call
	To verify functionality of Private Calls when the network is not available to a UE

See TS 24.281 clause 10.3
	NIST
	 
	 
	 
	 

	Private Call
	36.579-6
	7.3.1
	Y
	Rel-14
	Off-network / Private Call / Automatic Commencement Mode / No Response to Private Call Setup Request / Private call setup success / With Transmission Control / Upgrade to Emergency Call / Downgrade from Emergency Call / Release Call / Client Originated (CO)
	To verify that off-network Private Calls function correctly. 

To verify that a non-response to a Private Call Setup Request is handled properly. 

To verify that a Private Call Setup Success response is handled correctly, and respects transmission control. 

To verify that an Upgrade to Emergency Call notification, and subsequent downgrade notification to normal Private Call, operate correctly. 

To verify that an Upgrade to Imminent Peril Call notification, and subsequent downgrade notification to normal Private Call, operate correctly. 

See also TS 24.281 clause 10.3.1.1, 10.3.2.4.2.4, 10.3.2.4.3, 17.1.5, 17.1.6, 17.1.7, 17.1.8, 17.1.9, 17.1.10
See also TS 33.180 clause 7.2
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Private Call
	36.579-6
	7.3.2
	Y
	Rel-14
	Off-network / Private Call / Automatic Commencement Mode / No Response to Private Call Setup Accept / Private call setup success / With Transmission Control / Upgrade to Emergency Call / Downgrade from Emergency Call / Release Call / Client Terminated (CT)
	To verify that off-network Private Calls function correctly. 

To verify that anon-response to a Private Call Setup Request is handled properly. 

To verify that a Private Call Setup Success response is handled correctly, and respects transmission control. 

To verify that an Upgrade to Emergency Call notification, and subsequent downgrade notification to normal Private Call, operate correctly. 

To verify that an Upgrade to Imminent Peril Call notification, and subsequent downgrade notification to normal Private Call, operate correctly. 

See also TS 24.281 clause 10.3.1.1, 10.3.2.4.2.4, 10.3.2.4.3, 17.1.5, 17.1.6, 17.1.7, 17.1.8, 17.1.9, 17.1.10
See also TS 33.180 clause 7.2
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Private Call
	36.579-6
	7.3.3
	Y
	Rel-14
	Off-network / Private Call / Automatic Commencement Mode / Upgrade to Emergency Call Reject/ Downgrade from Emergency Call Failure / Client Originated (CO)
	To verify that an Upgrade to Emergency Call notification rejects properly

To verify that a Downgrade from Emergency Call notification rejects properly. 

See also TS 24.281 clause 10.3.2.4.5.8, 10.3.2.4.5.9, 17.1.5, 17.1.6, 17.1.7, 17.1.8, 17.1.9, 17.1.10
See also TS 33.180 clause 7.2
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Private Call
	36.579-6
	7.3.4
	Y
	Rel-14
	Off-network / Private Call / Manual Commencement Mode / Call Released before establishment completion / Call request Rejected / Call establishment successful / Client Originated (CO)
	To verify that a Private Call in Manual Commencement Mode can be cancelled (ended) before it is fully established (i.e., user hangs up while still ringing)

To verify that a call can be rejected by a User

To verify that a call can be correctly established, if not ended before full establishment. 

See also TS 24.281 clause 10.3.2.4.4, 10.3.2.4.5, 10.3.2.4.4.2, 17.1.5, 17.1.6, 17.1.7, 17.1.8, 17.1.9, 17.1.10
See also TS 33.180 clause 7.2
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Private Call
	36.579-6
	7.3.5
	Y
	Rel-14
	Off-network / Private Call / Manual Commencement Mode Call / Released before establishment completion / User does not answer to Ringing / User Rejects call request / Call establishment successful / Client Terminated (CT)
	To verify that a Private Call in Manual Commencement Mode can be cancelled (ended) before it is fully established (i.e., UE stops showing incoming call before answering)

To verify that a call can be rejected by a User

To verify that a call can be correctly established, if not ended before full establishment. 

See also TS 24.281 clause 10.3.2.4.4.1, 10.3.2.4.4.2, 17.1.5, 17.1.6, 17.1.7, 17.1.8, 17.1.9, 17.1.10
See also TS 33.180 clause 7.2
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Emergency Alerts
	36.579-6
	7.4
	Y
	Rel-14
	Emergency Alerts
	 
	NIST
	 
	 
	 
	 

	Emergency Alerts
	36.579-6
	7.4.1
	Y
	Rel-14
	Off-network / Emergency Alert transmitted by MCVideo Client / TEF2 expires / TEF1 expires / Cancel Emergency Alert / Client Originated (CO)
	To verify that when a client transmits an Emergency Alert off-network, its state changes from "E1: Not in Emergency State" to "E2: Emergency State" and begins procedures outlined in TS 24.281 clause 11.3.3.2

To verify that upon expiry of TEF1, the originating client will retransmit the Emergecy Alert and remain in state E2

To verify that upon cancellation of the Emergency Alert by the originating user, the client will change state from E2 to E1 

See also TS 24.281 clause 4.1, 4.6.3, 11.3.1, 11.3.2, 11.3.3, 11.3.3.6, 9.3.3.4.2, 11.3.3.2, 17, annex B.3.4
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	Emergency Alerts
	36.579-6
	7.4.2
	Y
	Rel-14
	Off-network / Emergency Alert transmitted by MCVideo Client / Emergency Alert retransmitted / Cancel Emergency Alert / Client Terminated (CT)
	To verify that when a client receives an Emergency Alert off-network, its begins procedures outlined in TS 24.281 clause 11.3.3.3

To verify that when an originating Client cancelles an Emergency Alert, a terminating client will also terminate the state. 

See also TS 24.281 clause 11.3.1, 11.3.2, 11.3.3.4, 9.3.3.4.2, 11.3.3.2, 11.3.3.4, 17
	NIST
	RAN5#85
	0%
	 
	PHASE 3

	36.579-7 Part 7: Mission Critical Data (MCData) User Equipment (UE) Protocol conformance specification

	Common Content
	36.579-7
	1
	Y
	Rel-14
	Scope
	
	NIST
	RAN5#85
	90%
	R5-184608 R5-185143
	PHASE 4

	Common Content
	36.579-7
	2
	Y
	Rel-14
	References
	
	NIST
	RAN5#85
	90%
	R5-184608 R5-185143
	PHASE 4

	Common Content
	36.579-7
	3
	Y
	Rel-14
	Definitions, Symbols, Abbreviations
	
	NIST
	RAN5#85
	90%
	R5-184608 R5-185143
	PHASE 4

	Common Content
	36.579-7
	4
	Y
	Rel-14
	General
	
	NIST
	RAN5#85
	90%
	R5-184608 R5-185143
	PHASE 4

	MCData Client Configuration
	36.579-7
	5
	Y
	Rel-14
	MCData Client Configuration
	
	NIST
	
	
	
	

	MCData Client Configuration
	36.579-7
	5.1
	Y
	Rel-14
	Configuration / Authentication / User Authorization / UE Configuration / User Profile / Key Generation
	To verify that the MCData Client can perform user authentication, SIP core registration, and user authorization, that the MCData  Client can perform key management authorization, that the MCData Client can obtain UE configuration, that the UE can obtain MCData Group configuration information, and to verify that the MCData Client can get and update MCData  user profile information. 

See TS 24.282 clause 7.2.1, 7.2.1A, 7.2.2, 7.2.3, and 7.2.4

See TR 24.980 clauses 4.2.1 and 4.3.1, 
TS 24.482 clause 6.2.1 and Annex A.2.1.2, 
TS 24.484 clauses 4.2.1, 4.2.2, 6.2.2, 6.3.1.1, 6.3.2.1, 6.3.2.2, 6.3.13.2.1 and 6.3.13.2.2, 
TS 24.481 clauses 6.2.2.2, 6.2.3, 6.3.3.2.1, 6.3.3.2.2 and 6.3.13.2.1,

See also TS 33.180 clause 5.1.2
	NIST
	RAN5#85
	10%
	
	PHASE 4

	MCData Client Configuration
	36.579-7
	5.2
	Y
	Rel-14
	Configuration / Group Creation / Group ReGroup Creation / Group ReGroup Teardown
	To verify that the MCData Client can create an MCData Group, and to verify that the MCData Client can form a temporary group by combining existing groups and then teardown the temporary group. 

See TS 24.481 clauses 6.3.2.2.1, 6.3.2.2.2, 6.3.14.1, 6.3.14.2, 6.3.15.1 and 6.3.15.2; TS 33.179 clauses 7.3.4.
	NIST
	RAN5#85
	10%
	
	PHASE 4

	MCData Client Configuration
	36.579-7
	5.3
	Y
	Rel-14
	Configuration / Group Affiliation / De-affiliation / Home MCData system
	To verify that the MCData Client can affiliate to an MCData group and then de-affiliate from the MCData group


To verify that Authorized user remotely changes another MCData user's affiliated MCData group(s) - mandatory/negotiated mode

See also TS 24.282 clause 8, 8.2.2, 8.2.3, 8.2.4, 8.2.5
	NIST
	RAN5#85
	10%
	
	PHASE 4

	MCData Client Configuration
	36.579-7
	5.4
	Y
	Rel-14
	Configuration / Determination of MCData Service Settings / Current Active MCData Settings / De-subscribe
	To verify that the MCData Client can determine the current active MCData service settings and receive later notification by setting the Expires field to the highest value

To verify that the MCData Client can de-subscribe from the current active MCData service settings

See TS 24.282 clause 7.2.4
	NIST
	RAN5#85
	10%
	
	PHASE 4

	On-Network Test Scenarios
	36.579-7
	6
	Y
	Rel-14
	On-Network Test Scenarios
	
	NIST
	
	
	
	

	On-Network Test Scenarios
	36.579-7
	6.1
	Y
	Rel-14
	Short Data Service
	
	NIST
	
	
	
	

	On-Network Test Scenarios
	36.579-7
	6.1.1
	Y
	Rel-14
	On-network / Short Data Service (SDS) / Standalone SDS Using Signaling Control Plane / One-to-one Standalone SDS / Client Originated (CO)
	To verify that the MCData Client can send a standalone one-to-one SDS message Using Signaling Control Plane
See TS 24.282 clause 9.2.2.2.1, 6.2.2.1
	NIST
	RAN5#85
	90%
	R5-192161 R5-197118 R5-199057
	PHASE 4

	On-Network Test Scenarios
	36.579-7
	6.1.2
	Y
	Rel-14
	On-network / Short Data Service (SDS) / Standalone SDS Using Signaling Control Plane / One-to-one Standalone SDS / Client Terminated (CT)
	To verify that the MCData Client can receive a standalone one-to-one SDS message Using Signaling Control Plane
See TS 24.282 clause 9.2.2.2.2, 9.2.1.2
	NIST
	RAN5#85
	90%
	R5-192162 R5-197119 R5-199057
	PHASE 4

	On-Network Test Scenarios
	36.579-7
	6.1.3
	Y
	Rel-14
	On-network / Short Data Service (SDS) / Standalone SDS Using Signaling Control Plane / Group Standalone SDS / Client Originated (CO)
	To verify that the MCData Client can send a standalone group SDS message Using Signaling Control Plane
See TS 24.282 clause 9.2.2.2.1, 6.2.2.1
	NIST
	RAN5#85
	90%
	R5-192161 R5-197120 R5-199057
	PHASE 4

	On-Network Test Scenarios
	36.579-7
	6.1.4
	Y
	Rel-14
	On-network / Short Data Service (SDS) / Standalone SDS Using Signaling Control Plane / Group Standalone SDS / Client Terminated (CT)
	To verify that the MCData Client can receive a standalone group SDS message Using Signaling Control Plane
See TS 24.282 clause 9.2.2.2.2, 9.2.1.2
	NIST
	RAN5#85
	90%
	R5-197121 R5-199057
	PHASE 4

	On-Network Test Scenarios
	36.579-7
	6.1.5
	Y
	Rel-14
	On-network / Short Data Service (SDS) / Standalone SDS Using Media Plane / One-to-one Standalone SDS / Client Originated (CO)
	To verify the MCData Client can send a standalone one-to-one SDS message using Media Plane

See TS 24.282 clause 9.2.3.2.3, 9.2.3.2.1
	NIST
	RAN5#85
	90%
	R5-197122 R5-199057
	PHASE 4

	On-Network Test Scenarios
	36.579-7
	6.1.6
	Y
	Rel-14
	On-network / Short Data Service (SDS) / Standalone SDS Using Media Plane / One-to-one Standalone SDS / Client Terminated (CT)
	To verify the MCData Client can receive a standalone one-to-one SDS message using Media Plane

See TS 24.282 clause 9.2.3.2.4, 9.2.3.2.2
	NIST
	RAN5#85
	90%
	R5-197123 R5-199057
	PHASE 4

	On-Network Test Scenarios
	36.579-7
	6.1.7
	Y
	Rel-14
	On-network / Short Data Service (SDS) / Standalone SDS Using Media Plane / Group Standalone SDS / Client Originated (CO)
	To verify the MCData Client can send a standalone one-to-one SDS message using Media Plane

See TS 24.282 clause 9.2.3.2.3, 9.2.3.2.1
	NIST
	RAN5#85
	90%
	R5-197124 R5-199057
	PHASE 4

	On-Network Test Scenarios
	36.579-7
	6.1.8
	Y
	Rel-14
	On-network / Short Data Service (SDS) / Standalone SDS Using Media Plane / Group Standalone SDS / Client Terminated (CT)
	To verify the MCData Client can receive a standalone one-to-one SDS message using Media Plane

See TS 24.282 clause 9.2.3.2.4, 9.2.3.2.2
	NIST
	RAN5#85
	90%
	R5-197125 R5-199057
	PHASE 4

	On-Network Test Scenarios
	36.579-7
	6.1.9
	Y
	Rel-14
	On-network / Short Data Service (SDS) / SDS Session / One-to-one SDS Session / Client Originated (CO)
	To verify the MCData Client can send an SDS Session one-to-one SDS message

See TS 24.282 clause 9.2.4.2.3, 9.2.4.2.1
	NIST
	RAN5#85
	90%
	R5-197126 R5-199057
	PHASE 4

	On-Network Test Scenarios
	36.579-7
	6.1.10
	Y
	Rel-14
	On-network / Short Data Service (SDS) / SDS Session / One-to-one SDS Session / Client Terminated (CT)
	To verify the MCData Client can receive an SDS Session one-to-one SDS message

See TS 24.282 clause 9.2.4.2.4, 9.2.4.2.2
	NIST
	RAN5#85
	90%
	R5-197127 R5-199057
	PHASE 4

	On-Network Test Scenarios
	36.579-7
	6.1.11
	Y
	Rel-14
	On-network / Short Data Service (SDS) / SDS Session / Group SDS Session / Client Originated (CO)
	To verify the MCData Client can send an SDS Session group SDS message

See TS 24.282 clause 9.2.4.2.3, 9.2.4.2.1
	NIST
	RAN5#85
	90%
	R5-197128 R5-199057
	PHASE 4

	On-Network Test Scenarios
	36.579-7
	6.1.12
	Y
	Rel-14
	On-network / Short Data Service (SDS) / SDS Session / Group SDS Session / Client Terminated (CT)
	To verify the MCData Client can receive an SDS Session group SDS message

See TS 24.282 clause 9.2.4.2.4, 9.2.4.2.2
	NIST
	RAN5#85
	90%
	R5-197129 R5-199057
	PHASE 4

	File Distribution
	36.579-7
	6.2
	Y
	Rel-14
	File Distribution
	
	NIST
	
	
	
	

	File Distribution
	36.579-7
	6.2.1
	Y
	Rel-14
	On-network / File Distribution (FD) / FD Using HTTP / One-to-one Standalone FD / Before TDU2 Timers Expires / FD Accept with Disposition Request / FD Reject / FD Defer / FD Accept without Disposition Request / Client Originated (CO)
	To verify the MCData Client can send a standalone one-to-one FD message using HTTP

To verify the MCData can handle the messaging when the recipient accepts, rejects, or defers before the TDU2 timer expires

See TS 24.282 clause 10.2.1.3, 10.2.2.1, 10.2.4.2.1, 6.2.4.1, 6.2.2.2
	NIST
	RAN5#85
	25%
	
	PHASE 4

	File Distribution
	36.579-7
	6.2.2
	Y
	Rel-14
	On-network / File Distribution (FD) / FD Using HTTP / One-to-one Standalone FD / Before TDU2 Timers Expires / FD Accept with Disposition Request / FD Reject / FD Defer / FD Accept without Disposition Request / Client Terminated (CT)
	To verify the MCData Client can receive a standalone one-to-one FD message using HTTP

To verify the MCData can handle the messaging when the user accepts, rejects, or defers before the TDU2 timer expires

See TS 24.282 clause 10.2.1.2, 10.2.4.2.2
	NIST
	RAN5#85
	25%
	
	PHASE 4

	File Distribution
	36.579-7
	6.2.3
	Y
	Rel-14
	On-network / File Distribution (FD) / FD Using HTTP / Group Standalone FD / Before TDU2 Timers Expires / FD Accept with Disposition Request / FD Reject / FD Defer / FD Accept without Disposition Request / Client Originated (CO)
	To verify the MCData Client can send a standalone group FD message using HTTP

To verify the MCData can handle the messaging when the recipient accepts, rejects, or defers before the TDU2 timer expires

See TS 24.282 clause 10.2.1.3 10.2.2.1, 10.2.4.2.1, 6.2.4.1, 6.2.2.2
	NIST
	RAN5#85
	25%
	
	PHASE 4

	File Distribution
	36.579-7
	6.2.4
	Y
	Rel-14
	On-network / File Distribution (FD) / FD Using HTTP / Group Standalone FD / Before TDU2 Timers Expires / FD Accept with Disposition Request / FD Reject / FD Defer / FD Accept without Disposition Request / Client Terminated (CT)
	To verify the MCData Client can receive a standalone group FD message using HTTP

To verify the MCData can handle the messaging when the user accepts, rejects, or defers before the TDU2 timer expires

See TS 24.282 clause 10.2.1.2, 10.2.4.2.2
	NIST
	RAN5#85
	25%
	
	PHASE 4

	File Distribution
	36.579-7
	6.2.5
	Y
	Rel-14
	On-network / File Distribution (FD) / FD Using HTTP / One-to-one Standalone FD / After TDU2 Timers Expires / Client Originated (CO)
	To verify the MCData client can send a standalone one-to-one FD message and handle the messaging when the recipient waits until after the TDU2 expires

See TS 24.282 clause 10.2.1.2.3, 10.2.1.3, 10.2.2.1, 10.2.4.2.1, 6.2.4.1, 6.2.2.2
	NIST
	RAN5#85
	25%
	
	PHASE 4

	File Distribution
	36.579-7
	6.2.6
	Y
	Rel-14
	On-network / File Distribution (FD) / FD Using HTTP / One-to-one Standalone FD / After TDU2 Timers Expires / Client Terminated (CT)
	To verify the MCData Client can receive a standalone one-to-one FD message using HTTP

To verify the MCData can handle the messaging when the user waits until after the TDU2 timer expires

See TS 24.282 clause 10.2.1.2.3, 10.2.1.2, 10.2.4.2.2
	NIST
	RAN5#85
	25%
	
	PHASE 4

	File Distribution
	36.579-7
	6.2.7
	Y
	Rel-14
	On-network / File Distribution (FD) / FD Using HTTP / Group Standalone FD / After TDU2 Timers Expires / Client Originated (CO)
	To verify the MCData client can send a standalone group FD message and handle the messaging when the recipient waits until after the TDU2 expires

See TS 24.282 clause 10.2.1.2.3, 10.2.1.3, 10.2.2.1, 10.2.4.2.1, 6.2.4.1, 6.2.2.2
	NIST
	RAN5#85
	25%
	
	PHASE 4

	File Distribution
	36.579-7
	6.2.8
	Y
	Rel-14
	On-network / File Distribution (FD) / FD Using HTTP / Group Standalone FD / After TDU2 Timers Expires / Client Terminated (CT)
	To verify the MCData Client can receive a standalone group FD message using HTTP

To verify the MCData can handle the messaging when the user waits until after the TDU2 timer expires

See TS 24.282 clause 10.2.1.2.3, 10.2.1.2, 10.2.4.2.2
	NIST
	RAN5#85
	25%
	
	PHASE 4

	File Distribution
	36.579-7
	6.2.9
	Y
	Rel-14
	On-network / File Distribution (FD) / FD Using Media Plane / One-to-one Standalone FD / Client Originated (CO)
	To verify the MCData Client can send an standalone one-to-one FD message using Media Plane

See TS 24.282 10.2.5.2.3, 10.2.5.2.1
	NIST
	RAN5#85
	25%
	
	PHASE 4

	File Distribution
	36.579-7
	6.2.10
	Y
	Rel-14
	On-network / File Distribution (FD) / FD Using Media Plane / One-to-one Standalone FD / Client Terminated (CT)
	To verify the MCData Client can receive an standalone one-to-one FD message using Media Plane

See TS 24.282 10.2.5.2.4, 10.2.5.2.2
	NIST
	RAN5#85
	25%
	
	PHASE 4

	File Distribution
	36.579-7
	6.2.11
	Y
	Rel-14
	On-network / File Distribution (FD) / FD Using Media Plane / Group Standalone FD / Client Originated (CO)
	To verify the MCData Client can send an standalone group FD message using Media Plane

See TS 24.282 10.2.5.2.3, 10.2.5.2.1
	NIST
	RAN5#85
	25%
	
	PHASE 4

	File Distribution
	36.579-7
	6.2.12
	Y
	Rel-14
	On-network / File Distribution (FD) / FD Using Media Plane / Group Standalone FD / Client Terminated (CT)
	To verify the MCData Client can receive an standalone group FD message using Media Plane

See TS 24.282 10.2.5.2.4, 10.2.5.2.2
	NIST
	RAN5#85
	25%
	
	PHASE 4

	
	36.579-7
	7
	Y
	Rel-14
	Off-Network Test Scenarios
	
	NIST
	
	
	
	

	Short Data Service
	36.579-7
	7.1
	Y
	Rel-14
	Short Data Service
	
	NIST
	
	
	
	

	Short Data Service
	36.579-7
	7.1.1
	Y
	Rel-14
	Off-network / Short Data Service (SDS) / Group Standalone SDS / Client Originated (CO)
	To verify the MCData Client can send an off-network SDS message to a group

See TS 24.282 clause 9.3.2.2, 9.3.1.2, 15.1.7, and 15.2
	NIST
	RAN5#85
	0%
	
	PHASE 4

	Short Data Service
	36.579-7
	7.1.2
	Y
	Rel-14
	Off-network / Short Data Service (SDS) / Group Standalone SDS / Client Terminated (CT)
	To verify the MCData Client can receive an off-network SDS message to a group

See TS 24.282 clause 9.3.2.4
	NIST
	RAN5#85
	0%
	
	PHASE 4

	Short Data Service
	36.579-7
	7.1.3
	Y
	Rel-14
	Off-network / Short Data Service (SDS) / One-to-one Standalone SDS / Client Originated (CO)
	To verify the MCData Client can send an off-network SDS message to a client

See TS 24.282 clause 9.3.2.2, 9.3.1.1, 15.1.7, and 15.2
	NIST
	RAN5#85
	0%
	
	PHASE 4

	Short Data Service
	36.579-7
	7.1.4
	Y
	Rel-14
	Off-network / Short Data Service (SDS) / One-to-one Standalone SDS / Client Terminated (CT)
	To verify the MCData Client can receive an off-network SDS message to a client

See TS 24.282 clause 9.3.2.4
	NIST
	RAN5#85
	0%
	
	PHASE 4

	Short Data Service
	36.579-7
	7.1.5
	Y
	Rel-14
	Off-network / Short Data Service (SDS) / Group Standalone SDS / Client Originated (CO)
	To verify the MCData Client can send an off-network SDS message to a group and retransmit when the TSF1 timer expires

See TS 24.282 clause 9.3.2.2, 9.3.1.2, 15.1.7, 9.3.2.3, and 15.2
	NIST
	RAN5#85
	0%
	
	PHASE 4

	Short Data Service
	36.579-7
	7.1.6
	Y
	Rel-14
	Off-network / Short Data Service (SDS) / One-to-one Standalone SDS / Client Originated (CO)
	To verify the MCData Client can send an off-network SDS message to a client and retransmit when the TSF1 timer expires

See TS 24.282 clause 9.3.2.2, 9.3.1.1, 15.1.7, 9.3.2.3, and 15.2
	NIST
	RAN5#85
	0%
	
	PHASE 4

	Short Data Service
	36.579-7
	7.1.7
	Y
	Rel-14
	Off-network / Short Data Service (SDS) / Expiry of Timer TFS3 (delivery and read) / Client Terminated (CT)
	To verify the MCData client can send the proper notofications upon expiry of Timer TFS3 (delivery and read) 

See TS 24.482 clause 9.3.2.6
	NIST
	RAN5#85
	0%
	
	PHASE 4

	36.509 Special conformance testing functions for User Equipment (UE)

	FFS
	
	
	
	
	
	
	
	
	
	
	

	36.508 Common test environments for User Equipment (UE) conformance testing

	FFS
	
	
	
	
	
	
	
	
	
	
	

	36.523-1 User Equipment (UE) conformance specification; Part 1: Protocol conformance specification

	FFS
	
	
	
	
	
	
	
	
	
	
	

	36.523-2 Part 2: Implementation Conformance Statement (ICS) proforma specification

	FFS
	
	
	
	
	
	
	
	
	
	
	

	36.523-3 Part 3: Test suites

	FFS
	
	
	
	
	
	
	
	
	
	
	


4 Introduction

[1] RP-180587:
New WI Proposal: UE Conformance Test Aspects - Mission Critical Improvements
5(118)
51(118)

