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<<< START OF CHANGES >>>

A.3
DL reference measurement channels

A.3.1
General
Unless otherwise stated, Tables A.3.3.2-1 and A.3.3.2-2 are applicable for measurements of the Receiver Characteristics (clause 7).

Unless otherwise stated, Tables A.3.3.2-1 and A.3.3.2-2 also apply for the modulated interferer used in Clauses 7.5 and 7.6 with test specific bandwidths.

CSI-RS configuration parameter defined in A.3.1-2 is used for verifying the beam correspondence requirement, 2 slots of CSI-RS shall be provided at each test grid point. The DL channel shall be configured for zero power on all tones except those used by CSI-RS in slots containing CSI-RS for beam refinement, and the DL and UL channel sizes shall be the same during verification.
Table A.3.1-1 Test parameters

	Parameter
	Unit
	Value

	CORESET frequency domain allocation
	
	Full BW

	CORESET time domain allocation
	
	2 OFDM symbols at the begin of each slot

	PDSCH mapping type
	
	Type A

	PDSCH start symbol index (S)
	
	2

	Number of consecutive PDSCH symbols (L)
	
	12

	PDSCH PRB bundling
	PRBs
	2

	Dynamic PRB bundling
	
	false

	MCS table for TBS determination
	
	64QAM

	Overhead value for TBS determination
	
	0

	First DMRS position for Type A PDSCH mapping
	
	2

	DMRS type
	
	Type 1

	Number of additional DMRS
	
	2

	FDM between DMRS and PDSCH
	
	Disable

	CSI-RS for tracking
	OFDM symbols in the PRB used for CSI-RS
	
	l0 = 8 for CSI-RS resource 1

l0 = 12 for CSI-RS resource 2

	
	CSI-RS periodicity
	Slots
	60 kHz SCS: 80 for CSI-RS resources 1 and 2

120 kHz SCS: 160 for CSI-RS resources 1 and 2

	
	CSI-RS offset
	Slots
	60 kHz SCS: 40 for CSI-RS resources 1 and 2
120kHz SCS: 80 for CSI-RS resources 1 and 2

	PTRS configuration
	
	PTRS is not configured


Table A.3.1-2: CSI-RS parameters

	Resource Type
	aperiodic

	Resource Set Config
	

	repetition
	on

	aperiodicTriggeringOffset
	Depending on UE capability

	Resource Config
	

	nzp-CSI-RS-ResourceId
	30 for resource #0

	
	31 for resource #1

	
	32 for resource #2

	
	33 for resource #3

	
	34 for resource #4

	
	35 for resource #5

	
	36 for resource #6

	
	37 for resource #7

	powerControlOffset
	0

	powerControlOffsetSS
	db0

	nrofPorts
	1

	firstOFDMSymbolInTimeDomain
	6 for resource #0

	
	7 for resource #1

	
	8 for resource #2

	
	9 for resource #3

	
	10 for resource #4

	
	11 for resource #5

	
	12 for resource #6

	
	13 for resource #7

	cdm-Type
	noCDM

	density
	3

	nrofRBs
	48

	qcl-info
	Type D to SSB


A.3.2
Void

A.3.3
DL reference measurement channels for TDD

A.3.3.1 General

Table A.3.3.1-1. Additional test parameters for TDD

	Parameter
	Value

	
	SCS 60 kHz (µ=2)
	SCS 120 kHz (µ=3)

	TDD Slot Configuration pattern (Note 1)
	DDDSU
	DDDSU

	Special Slot Configuration (Note 2)
	S=4D+6G+4U
	S=10D+2G+2U

	referenceSubcarrierSpacing
	60 kHz
	120 kHz

	UL-DL configuration
	dl-UL-TransmissionPeriodicity
	1.25 ms
	0.625 ms

	
	nrofDownlinkSlots
	3
	3

	
	nrofDownlinkSymbols
	4
	10

	
	nrofUplinkSlot
	1
	1

	
	nrofUplinkSymbols
	4
	2

	Number of HARQ Processes
	8
	8

	The number of slots between PDSCH and corresponding HARQ-ACK information (Note 3)
	K1 = 4 if mod(i,5) = 0
K1 =3 if mod(i,5) = 1
K1 =2 if mod(i,5) = 2
where i is slot index per frame; i = {0,…,39}
	K1 = 4 if mod(i,5) = 0
K1 =3 if mod(i,5) = 1
K1 =2 if mod(i,5) = 2
where i is slot index per frame; i = {0,…,79}

	NOTE 1:
D denotes a slot with all DL symbols; S denotes a slot with a mix of DL, UL and guard symbols; U denotes a slot with all UL symbols. The field is for information.

NOTE 2:
D, G, U denote DL, guard and UL symbols, respectively. The field is for information.

NOTE 3:
i is the slot index per frame.


A.3.3.2
FRC for receiver requirements for QPSK

Table A.3.3.2-1 Fixed Reference Channel for Receiver Requirements (SCS 60 kHz, TDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200

	Subcarrier spacing configuration 
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	2
	2
	2

	Allocated resource blocks
	
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12

	Allocated slots per Frame
	
	23
	23
	23

	MCS index
	
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79} (NOTE 5)
	Bits
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79} (NOTE 6)
	Bits
	4224
	8456
	16896

	Transport block CRC
	Bits
	24
	24
	24

	LDPC base graph
	
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79} (NOTE 5)
	CBs
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79} (NOTE 6)
	CBs
	1
	2
	2

	Binary Channel Bits Per Slot
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79} (NOTE 5)
	Bits
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79} (NOTE 6)
	Bits
	14256
	28512
	57024

	Max. Throughput averaged over 1 frame
	Mbps
	10.138
	20.294
	40.550

	NOTE 1:
Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.

NOTE 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

NOTE 3:
SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
NOTE 4:
Slot i is slot index per 2 frames
NOTE 5:
When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 8) = {3,4,5,6,7} for i from {0,…,79} together with the TDD UL-DL configuration specified in A2.3.

NOTE 6:
When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 8) = {0,1,2} for i from {0,…,79} together with the TDD UL-DL configuration specified in A2.3.


Table A.3.3.2-2 Fixed Reference Channel for Receiver Requirements (SCS 120 kHz, TDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200
	400

	Subcarrier spacing configuration 
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	3
	3
	3
	3

	Allocated resource blocks
	
	32
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12
	12

	Allocated slots per Frame
	
	47
	47
	47
	47

	MCS index
	
	4
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159} (NOTE 5)
	Bits
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159} (NOTE 6)
	Bits
	2088
	4224
	8456
	16896

	Transport block CRC
	Bits
	16
	24
	24
	24

	LDPC base graph
	
	2
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159} (NOTE 5)
	CBs
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159} (NOTE 6)
	CBs
	1
	1
	2
	2

	Binary Channel Bits Per Slot
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159} (NOTE 5)
	Bits
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159} (NOTE 6)
	Bits
	6912
	14256
	28512
	57024

	Max. Throughput averaged over 1 frame
	Mbps
	10.022
	20.275
	40.589
	81.101

	NOTE 1:
Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.

NOTE 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

NOTE 3:
SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
NOTE 4:
Slot i is slot index per 2 frames
NOTE 5:
When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 16) = {7,…,15} for i from {0,…,159} together with the TDD UL-DL configuration specified in A2.3.

NOTE 6:
When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 16) = {0,…,6} for i from {0,…,159} together with the TDD UL-DL configuration specified in A2.3.


A.3.3.3
FRC for receiver requirements for 16QAM

A.3.3.4
FRC for receiver requirements for 64QAM

Table A.3.3.4-1 Fixed Reference Channel for Receiver Requirements (SCS 60 kHz, TDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200

	Subcarrier spacing configuration 
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	2
	2
	2

	Allocated resource blocks
	
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12

	Allocated slots per Frame
	
	23
	23
	23

	MCS index
	
	19
	19
	19

	Modulation
	
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	1/2
	1/2
	1/2

	Maximum number of HARQ transmissions
	
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79}
	Bits
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = {0,1,2} for i from {1,…,79}
	Bits
	20496
	40976
	81976

	Transport block CRC
	Bits
	24
	24
	24

	LDPC base graph
	
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79}
	CBs
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = {0,1,2} for i from {1,…,79}
	CBs
	3
	5
	10

	Binary Channel Bits Per Slot
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79}
	Bits
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = {0,1,2} for i from {1,…,79}
	Bits
	40986
	81972
	163944

	Max. Throughput averaged over 1 frame
	Mbps
	49.190
	98.343
	196.742

	NOTE 1:
Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.

NOTE 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

NOTE 3:
SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
NOTE 4:
Slot i is slot index per 2 frames
NOTE 5:
PTRS is configured on symbols containing PDSCH with 1 port, per 2PRB in frequency domain, per symbol in time domain. Overhead for TBS calculation is assumed to be 6.


Table A.3.3.4-2 Fixed Reference Channel for Receiver Requirements (SCS 120 kHz, TDD)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200
	400

	Subcarrier spacing configuration 
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	3
	3
	3
	3

	Allocated resource blocks
	
	32
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12
	12

	Allocated slots per Frame
	
	47
	47
	47
	47

	MCS index
	
	19
	19
	19
	19

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	1/2
	1/2
	1/2
	1/2

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	9992
	20496
	40976
	81976

	Transport block CRC
	Bits
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	CBs
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	CBs
	2
	3
	5
	10

	Binary Channel Bits Per Slot
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	19872
	40986
	81972
	163944

	Max. Throughput averaged over 1 frame
	Mbps
	47.962
	98.381
	196.685
	393.485

	NOTE 1:
Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.

NOTE 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

NOTE 3:
SS/PBCH block is transmitted in slot with periodicity 20 ms
NOTE 4:
Slot i is slot index per 2 frames
NOTE 5:
PTRS is configured on symbols containing PDSCH with 1 port, per 2PRB in frequency domain, per symbol in time domain. Overhead for TBS calculation is assumed to be 6.


<<< END OF CHANGES >>>
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