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<Start of modified section 1>

4.9.6
Test procedures for Switch off / Power off UE

4.9.6.1
Switch off / Power off procedure in RRC_IDLE

Table 4.9.6.1-1: Switch off procedure in RRC_IDLE

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	-
	EXCEPTION: Steps 1a1 to 1b1 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if [36] pc_SwitchOnOff or [37] pc_USIM_Removal is supported
	-
	-

	1a1
	IF pc_SwitchOnOff THEN switch off UE, IF pc_USIM_Removal THEN remove the USIM (Note 1)
	-
	-

	1a2
	UE transmits an RRCSetupRequest message.
	-->
	RRC: RRCSetupRequest

	1a3
	SS transmit an RRCSetup message.
	<--
	RRC: RRCSetup

	1a4
	The UE transmits an RRCSetupComplete message including the DEREGISTRATION REQUEST message.
	-->
	RRC: RRCSetupComplete
5GMM: DEREGISTRATION REQUEST

	1a5
	The SS transmits an RRCRelease message
	<--
	RRC: RRCRelease

	1b1
	ELSE power off UE (Note 2)
	-
	-

	Note 1: USIM removal is a feasible alternative to switch off UE.

Note 2: Power off is used when UE don’t support switch off or USIM removal, in which case no UE originated deregistration procedure is expected.


<End of modified section 1>

