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	Reason for change:
	The definition of 5GS Service in 24.501:
5GS services: Services provided by PS domain. Within the context of this specification, 5GS services is used as a synonym for EPS services.
According to TS 24.501 cl 5.1.4.2, 

5.1.4.2
Coordination between 5GMM for 3GPP access and EMM with N26 interface
…

At inter-system change from N1 mode to S1 mode when there is at least one active PDU session for which interworking with EPS is supported as specified in subclause 6.1.4.1, the UE shall enter substates EMM-REGISTERED.NORMAL-SERVICE and 5GMM-REGISTERED.NO-CELL-AVAILABLE for 3GPP access and initiate a tracking area updating procedure (see 3GPP TS 24.301 [15]).
…

Based on the above, UE obtains EPS service when inter-system change from N1 mode to S1 mod will be performed after NR initial registration.

According to 24.301 5.5.3.3.2 b), CS/PS mode 1 or CS/PS mode 2 UE shall use "combined TA/LA updating with IMSI attach" in TAU Request for the first inter-system change from N1 mode to S1 mode in EMM-IDLE mode after UE in 5GMM-DEREGISTERED has performed the initial registration procedure successfully. Because the NR initial registration only registers on PS and UE in “attached for EPS services wants to perform an attach for non-EPS services” condition. After the first successful inter-system change from N1 mode to S1 mode in EMM-IDLE mode, UE has attached successfully for EPS and non-EPS. So, for the following inter-system change from N1 mode to S1 mode in EMM-IDLE mode, UE should use "combined TA/LA updating” in TAU Request. 

If UE has performed the mobility registration procedure from S1 mode to N1 mode successfully, CS/PS mode 1 or CS/PS mode 2 UE shall use " combined TA/LA updating " in TAU Request for inter-system change from N1 mode to S1 mode in EMM-IDLE mode because UE has attached successfully for EPS and non-EPS.

5.5.3.3.2
Combined tracking area updating procedure initiation

The UE operating in CS/PS mode 1 or CS/PS mode 2, in state EMM-REGISTERED, shall initiate the combined tracking area updating procedure:

…

b)
when the UE that is attached for EPS services wants to perform an attach for non-EPS services. In this case the EPS update type IE shall be set to "combined TA/LA updating with IMSI attach";

…

zb)
when the UE performs inter-system change from N1 mode to S1 mode in EMM-IDLE mode, the UE operates in single-registration mode, and conditions specified in 3GPP TS 24.501 [54] apply;

….

To initiate a combined tracking area updating procedure the UE sends the message TRACKING AREA UPDATE REQUEST to the network, starts timer T3430 and changes to state EMM-TRACKING-AREA-UPDATING-INITIATED. The value of the EPS update type IE in the message shall indicate "combined TA/LA updating" unless explicitly specified otherwise.

	
	

	Summary of change:
	Update the value of EPS update type value IE for TRACKING AREA UPDATE REQUEST in Table 4.9.7.2.3-1.

	
	

	Consequences if not approved:
	EPS update type value IE can’t be checked correctly for IRAT cases between NR and E-UTRA for CS/PS mode 1 or CS/PS mode 2 UE.
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<Start of modified section 1>

4.9.7
Test procedure for UE for Tracking area updating / Inter-system change from N1 mode to S1 mode in 5GMM/EMM-IDLE mode

4.9.7.2.3
Specific Message content

Default message contents as specified in TS 36.508 [2] with the following exceptions.

Table 4.9.7.2.3-1: TRACKING AREA UPDATE REQUEST (Step 3, Table 4.9.7.2.2-1)

	Derivation Path: TS 36.508 [2], Table 4.7.2-27, condition NR.

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type Value
	'000'B
	TA updating
	TA_only

	
	'001'B
	Combined TA/LA updating
	combined_TA_LA_Condition_1

	
	'010'B
	Combined TA/LA updating with IMSI attach
	combined_TA_LA_Condition_2

	  "Active" flag
	'0'B
	No bearer establishment requested
	

	
	
	
	

	NAS key set identifier
	the eKSI indicating the 5G NAS security context value assigned at the initial registration when the UE entered N1
	
	

	Old GUTI
	GUTI, mapped from the 5G-GUTI assigned at the initial registration when the UE entered N1
	
	

	Last visited registered TAI
	The TAI the last visited E-UTRA Cell belonged to, if any. Not included if the UE does not have last stored EPC TAI.
	
	

	UE radio capability information update needed
	'1'B
	UE radio capability information update needed
	

	EPS bearer context status
	Present, Content not checked
	EBI corresponding to active PDU Sessions need to be set to 1
	

	Old GUTI type
	"Native GUTI"
	
	

	UE status
	"UE is in 5GMM-REGISTERED state"
	
	

	NOTE:
The message shall be integrity protected using the 5GS security context available in the UE.


	Condition
	Explanation

	TA_only
	This condition applies if the UE is configured to initiate EPS attach (pc_Attach=true and pc_Combined_Attach=false).

	combined_TA_LA_Condition_1
	This condition applies if 

a) the UE is configured to initiate combined EPS/IMSI attach (pc_Combined_Attach=true) ,and

b) UE will perform the inter-system changing from N1 mode to S1 mode after UE has performed the mobility registration procedure from S1 mode to N1 mode successfully.

	combined_TA_LA_Condition_2
	This condition applies if 

a) the UE is configured to initiate combined EPS/IMSI attach (pc_Combined_Attach=true) ,and

b)  UE will perform the first inter-system changing from N1 mode to S1 mode after UE in DEREGISTRERED has performed the initial registration procedure successfully.


<End of modified section 1>
