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<Start of modified section 1>

7.5
Signalling characteristics

7.5.1
Radio link monitoring

7.5.1.0
Minimum conformance requirements

7.5.1.0.1


7.5.1.0.2


7.5.1.0.3


7.5.1.0.4


7.5.1.0.5
Minimum conformance requirements for UE scheduling restrictions during radio link monitoring
[TS 38.133, clause 8.1.7.3]

The following scheduling restriction applies due to radio link monitoring on an FR2 serving PCell and/or PSCell.

-
If the RLM-RS is CSI-RS which is type-D QCLed with active TCI state for PDCCH or PDSCH, and the CSI-RS is not in a CSI-RS resource set with repetition ON,
-
There are no scheduling restrictions due to radio link monitoring based on the CSI-RS.
-
Otherwise

-
The UE is not expected to transmit PUCCH, PUSCH or SRS or receive PDCCH, PDSCH or CSI-RS for tracking or CSI-RS for CQI on RLM-RS symbols to be measured for radio link monitoring.
For FR2, if following conditions are met,

-
UE has been notified about system information update through paging,

-
The gap between UE’s reception of PDCCH that UE monitors in the Type2-PDCCH CSS set and that notifies system information update, and the PDCCH that UE monitors in the Type0-PDCCH CSS set, is greater than 2 slots,

For the SSB for RLM and CORESET for RMSI scheduling multiplexing patterns 3, UE is expected to receive the PDCCH that UE monitors in the Type0-PDCCH CSS set, and the corresponding PDSCH, on SSB symbols to be measured for RLM; and 

For the SSB for RLM and CORESET for RMSI scheduling multiplexing patterns 2, UE is expected to receive PDSCH that corresponds to the PDCCH that UE monitors in the Type0-PDCCH CSS set, on SSB symbols to be measured for RLM.
<End of modified section 1>
