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	Different nrOfCandidates configuration for AL2, AL4 and AL8 for 5MHz and 10MHz CBW are not needed as the number of RBs available in the coreset remains the same for all CBWs. 
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SearchSpace
Table 4.6.3-162: SearchSpace

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  searchSpaceId
	SearchSpaceId with condition CSS
	
	CSS

	
	SearchSpaceId with condition USS
	
	USS

	
	SearchSpaceId with condition SISS
	
	SISS

	  controlResourceSetId
	ControlResourceSetId
	
	

	  monitoringSlotPeriodicityAndOffset CHOICE {
	
	
	

	    sl1
	NULL
	
	

	    sl10
	5
	
	SISS

	  }
	
	
	

	  duration
	Not present
	1 slot per default
	

	
	2
	
	SISS

	  monitoringSymbolsWithinSlot
	10000000000000
	
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n4
	
	

	
	
	
	

	    aggregationLevel4
	n2
	
	

	
	
	
	

	    aggregationLevel8
	n1
	
	

	
	
	
	

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	  searchSpaceType CHOICE {
	
	
	

	    common SEQUENCE {
	
	
	CSS, SISS

	      dci-Format0-0-AndFormat1-0 SEQUENCE {
	
	
	

	      }
	
	
	

	     dci-Format2-0
	Not present
	
	

	     dci-Format2-1
	Not present
	
	

	     dci-Format2-2
	Not present
	
	

	     dci-Format2-3
	Not present
	
	

	    }
	
	
	

	    ue-Specific SEQUENCE {
	
	
	USS

	      dci-Formats
	formats0-0-And-1-0
	
	Short_DCI

	      dci-Formats
	formats0-1-And-1-1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	
	

	
	

	CSS
	Common SearchSpace

	USS
	UE-Specific SearchSpace

	Short_DCI
	Used in test scenarios requiring DCI formats0-0-And-1-0.

	SISS
	SearchSpace for SI
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