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<Start of first modified section>
–
CodebookConfig
Table 4.6.3-25: CodebookConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CodebookConfig ::= SEQUENCE {
	
	
	

	  codebookType  CHOICE {
	
	
	

	    type1  SEQUENCE {
	
	
	

	      subType CHOICE {
	
	
	

	        typeI-SinglePanel SEQUENCE {
	
	
	

	          nrOfAntennaPorts CHOICE {
	
	
	

	            moreThanTwo SEQUENCE {
	
	
	

	              n1-n2 CHOICE {
	
	
	

	                two-one-TypeI-SinglePanel-Restriction
	11111111
	
	FR2

	                four-one-TypeI-SinglePanel-Restriction
	11111111 11111111
	
	FR1

	              }
	
	
	

	              typeI-SinglePanel-codebookSubsetRestriction-i2
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	          typeI-SinglePanel-ri-Restriction
	11111111
	
	

	        } 
	
	
	

	      }
	
	
	

	      codebookMode
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
CommonLocationInfo
Table 4.6.3-25A: CommonLocationInfo
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CommonLocationInfo ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
CondConfigId
Table 4.6.3-25B: CondConfigId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CondConfigId
	FFS
	
	


–
CondConfigToAddModList
Table 4.6.3-25C: CondConfigToAddModList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CondConfigToAddModList ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
ConditionalReconfiguration
Table 4.6.3-25D: ConditionalReconfiguration
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ConditionalReconfiguration ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


<End of modified section>
