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4.3.1.1.1.26 
Reference test frequencies for NR operating band n26
Table 4.3.1.1.1.26-1: Test frequencies for NR operating band n26 and SCS 15 kHz

	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	Offset carrier CORESET#0 [RBs]

Note 2

	CORESET#0 Index (Offset
[RBs])

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	5
	25
	Downlink
	Low
	861.5
	172300
	859.25
	171850
	0
	15
	2153
	172330
	4
	1
	1 (2)
	3

	
	
	
	Mid
	876.5
	175300
	855.89
	171178
	102
	
	2189
	175210
	0
	0
	0 (0)
	102

	
	
	
	High
	891.5
	178300
	798.53
	159706
	504
	
	2228
	178330
	4
	1
	1 (2)
	507

	
	
	Uplink
	Low
	816.5
	163300
	814.25
	162850
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	831.5
	166300
	738.53
	147706
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	846.5
	169300
	843.17
	168634
	6
	
	-
	-
	-
	-
	-
	-

	10
	52
	Downlink
	Low
	864
	172800
	859.32
	171864
	0
	15
	2154
	172350
	6
	1
	1 (2)
	3

	
	
	
	Mid
	876.5
	175300
	853.46
	170692
	102
	
	2183
	174730
	2
	0
	0 (0)
	102

	
	
	
	High
	889
	177800
	793.6
	158720
	504
	
	2218
	177410
	2
	1
	2 (4)
	509

	
	
	Uplink
	Low
	819
	163800
	814.32
	162864
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	831.5
	166300
	736.1
	147220
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	844
	168800
	838.24
	167648
	6
	
	-
	-
	-
	-
	-
	-

	15
	79
	Downlink
	Low
	866.5
	173300
	859.39
	171878
	0
	15
	2155
	172370
	8
	1
	1 (2)
	3

	
	
	
	Mid
	876.5
	175300
	851.03
	170206
	102
	
	2177
	174250
	4
	0
	0 (0)
	102

	
	
	
	High
	886.5
	177300
	788.67
	157734
	504
	
	2205
	176430
	4
	1
	2 (4)
	509

	
	
	Uplink
	Low
	821.5
	164300
	814.39
	162878
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	831.5
	166300
	733.67
	146734
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	841.5
	168300
	833.31
	166662
	6
	
	-
	-
	-
	-
	-
	-

	20
	106
	Downlink
	Low
	869
	173800
	859.46
	171892
	0
	15
	2153
	172330
	2
	0
	1 (2)
	2

	
	
	
	Mid
	876.5
	175300
	848.6
	169720
	102
	
	2171
	173770
	6
	0
	0 (0)
	102

	
	
	
	High
	884
	176800
	783.74
	156748
	504
	
	2192
	175450
	6
	1
	2 (4)
	509

	
	
	Uplink
	Low
	824
	164800
	814.46
	162892
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	831.5
	166300
	731.24
	146248
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	839
	167800
	828.38
	165676
	6
	
	-
	-
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2. 

Note 2:
The parameter Offset Carrier CORESET#0 specifies the offset from the lowest subcarrier of the carrier and the lowest subcarrier of CORESET#0. It corresponds to the parameter ΔFOffsetCORESET-0-Carrier in Annex C expressed in number of common RBs.


Table 4.3.1.1.1.26-2: Test frequencies for NR operating band n26 and SCS 30 kHz

	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	Offset carrier CORESET#0 [RBs]

Note 2

	CORESET#0 Index (Offset
[RBs])

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	10
	24
	Downlink
	Low
	864
	172800
	859.68
	171936
	0
	15
	2160
	172830
	10
	0
	2 (7)
	14

	
	
	
	Mid
	876.5
	175300
	835.46
	167092
	102
	
	2189
	175210
	18
	0
	0 (5)
	214

	
	
	
	High
	889
	177800
	703.24
	140648
	504
	
	2224
	177890
	6
	0
	3 (8)
	1024

	
	
	Uplink
	Low
	819
	163800
	814.68
	162936
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	831.5
	166300
	645.74
	129148
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	844
	168800
	837.52
	167504
	6
	
	-
	-
	-
	-
	-
	-

	15
	38
	Downlink
	Low
	866.5
	173300
	859.66
	171932
	0
	15
	2161
	172850
	18
	0
	2 (7)
	14

	
	
	
	Mid
	876.5
	175300
	832.94
	166588
	102
	
	2183
	174730
	2
	0
	1 (6)
	216

	
	
	
	High
	886.5
	177300
	698.22
	139644
	504
	
	2208
	176670
	6
	0
	0 (5)
	1018

	
	
	Uplink
	Low
	821.5
	164300
	814.66
	162932
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	831.5
	166300
	643.22
	128644
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	841.5
	168300
	832.5
	166500
	6
	
	-
	-
	-
	-
	-
	-

	20
	51
	Downlink
	Low
	869
	173800
	859.82
	171964
	0
	15
	2159
	172810
	18
	0
	1 (6)
	12

	
	
	
	Mid
	876.5
	175300
	830.6
	166120
	102
	
	2177
	174250
	22
	0
	0 (5)
	214

	
	
	
	High
	884
	176800
	693.38
	138676
	504
	
	2195
	175690
	2
	0
	0 (5)
	1018

	
	
	Uplink
	Low
	824
	164800
	814.82
	162964
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	831.5
	166300
	640.88
	128176
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	839
	167800
	827.66
	165532
	6
	
	-
	-
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-2 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2. 
Note 2:
The parameter Offset Carrier CORESET#0 specifies the offset from the lowest subcarrier of the carrier and the lowest subcarrier of CORESET#0. It corresponds to the parameter ΔFOffsetCORESET-0-Carrier in Annex C expressed in number of common RBs.


4.3.1.1.1.27
FFS

4.3.1.1.1.28
Reference test frequencies for NR operating band n28

Table 4.3.1.1.1.28-1: Test frequencies for NR operating band n28 and SCS 15 kHz

	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#1 Offset from 
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[RBs]
	CORESET#0 Index (Offset
[RBs])

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	5
	25
	Downlink
	Low
	760.5
	152100
	758.25
	151650
	0
	15
	1902
	152190
	0
	6
	2 (4)
	5

	
	
	
	Mid
	780.5
	156100
	759.89
	151978
	102
	
	1949
	156010
	0
	0
	0 (0)
	102

	
	
	
	High
	800.5
	160100
	707.53
	141506
	504
	
	2002
	160130
	4
	6
	1 (2)
	507

	
	
	Uplink
	Low
	705.5
	141100
	703.25
	140650
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	725.5
	145100
	632.53
	126506
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	745.5
	149100
	742.17
	148434
	6
	
	-
	-
	-
	-
	-
	-

	10
	52
	Downlink
	Low
	763
	152600
	758.32
	151664
	0
	15
	1903
	152210
	2
	6
	2 (4)
	5

	
	
	
	Mid
	780.5
	156100
	757.46
	151492
	102
	
	1943
	155530
	2
	0
	0 (0)
	102

	
	
	
	High
	798
	159600
	702.6
	140520
	504
	
	1989
	159150
	6
	6
	1 (2)
	507

	
	
	Uplink
	Low
	708
	141600
	703.32
	140664
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	725.5
	145100
	630.1
	126020
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	743
	148600
	737.24
	147448
	6
	
	-
	-
	-
	-
	-
	-

	15
	79
	Downlink
	Low
	765.5
	153100
	758.39
	151678
	0
	15
	1901
	152170
	8
	6
	1 (2)
	3

	
	
	
	Mid
	780.5
	156100
	755.03
	151006
	102
	
	1937
	155050
	4
	0
	0 (0)
	102

	
	
	
	High
	795.5
	159100
	697.67
	139534
	504
	
	1976
	158170
	8
	6
	1 (2)
	507

	
	
	Uplink
	Low
	710.5
	142100
	703.39
	140678
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	725.5
	145100
	627.67
	125534
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	740.5
	148100
	732.31
	146462
	6
	
	-
	-
	-
	-
	-
	-

	20
	106
	Downlink
	Low
	768
	153600
	758.46
	151692
	0
	15
	1902
	152190
	10
	6
	1 (2)
	3

	(Note 2)
	
	
	Mid
	783
	156600
	755.1
	151020
	102
	
	1938
	155070
	6
	0
	0 (0)
	102

	
	
	
	High
	793
	158600
	692.74
	138548
	504
	
	1966
	157250
	6
	6
	2 (4)
	509

	
	
	Uplink
	Low
	713
	142600
	703.46
	140692
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	728
	145600
	627.74
	125548
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	738
	147600
	727.38
	145476
	6
	
	-
	-
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.

Note 2:
Carrier centre frequency moved for Mid Range and CBW=20 MHz due to Note 7 in TS 38.101-1 [7], Table 5.3.5-1.


Table 4.3.1.1.1.28-2: Test frequencies for NR operating band n28 and SCS 30 kHz

	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#1 Offset from 
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[RBs]
	CORESET#0 Index (Offset
[RBs])

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	10
	24
	Downlink
	Low
	763
	152600
	758.68
	151736
	0
	15
	1909
	152690
	6
	0
	3 (8)
	16

	
	
	
	Mid
	780.5
	156100
	739.46
	147892
	102
	
	1949
	156010
	18
	0
	0 (5)
	214

	
	
	
	High
	798
	159600
	612.24
	122448
	504
	
	1995
	159630
	10
	0
	2 (7)
	1022

	
	
	Uplink
	Low
	708
	141600
	703.68
	140736
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	725.5
	145100
	539.74
	107948
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	743
	148600
	736.52
	147304
	6
	
	-
	-
	-
	-
	-
	-

	15
	38
	Downlink
	Low
	765.5
	153100
	758.66
	151732
	0
	15
	1907
	152650
	18
	0
	2 (7)
	14

	
	
	
	Mid
	780.5
	156100
	736.94
	147388
	102
	
	1943
	155530
	2
	0
	1 (6)
	216

	
	
	
	High
	795.5
	159100
	607.22
	121444
	504
	
	1982
	158650
	18
	0
	2 (7)
	1022

	
	
	Uplink
	Low
	710.5
	142100
	703.66
	140732
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	725.5
	145100
	537.22
	107444
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	740.5
	148100
	731.5
	146300
	6
	
	-
	-
	-
	-
	-
	-

	20
	51
	Downlink
	Low
	768
	153600
	758.82
	151764
	0
	15
	1908
	152670
	14
	0
	2 (7)
	14

	(Note 2)
	
	
	Mid
	783
	156600
	737.1
	147420
	102
	
	1944
	155550
	22
	0
	0 (5)
	214

	
	
	
	High
	793
	158600
	602.38
	120476
	504
	
	1969
	157490
	2
	0
	0 (5)
	1018

	
	
	Uplink
	Low
	713
	142600
	703.82
	140764
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	728
	145600
	537.38
	107476
	504
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	738
	147600
	726.66
	145332
	6
	
	-
	-
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-2 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2. 

Note 2:
Carrier centre frequency moved for Mid Range and CBW=20 MHz due to Note 7 in TS 38.101-1 [7], Table 5.3.5-1.
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