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7.5.6.1.3
NR SA FR2 DCI-based DL active BWP switch in non-DRX
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD

- Test tolerance analysis is missing

- Message contents are TBD

- Cell mapping is TBD

- Test procedure is TBD

- Test applicability needs to be added to TS 38.522

7.5.6.1.3.1
Test purpose

The purpose of this test is to verify the DL BWP switch delay requirement defined in TS 38.133 [6] clause 8.6
7.5.6.1.3.2
Test applicability

This test applies to all types of NR UE release 15 onwards.

7.5.6.1.3.3
Minimum conformance requirements

The minimum conformance requirements are specified in clause 7.5.6.1.0.

The normative reference for this requirement is TS 38.133 [6] clause A.7.5.6.1.3.

7.5.6.1.3.4
Test description
There is one cell configured in this test. Cell 1 is PCell. This test consists of three successive time periods, with time duration of T1, T2 and T3 respectively.
7.5.6.1.3.4.1
Initial conditions

This test shall be tested using any of the test configurations in Table 7.5.6.1.3.4.1-1.
Table 7.5.6.1.3.4.1-1: Supported test configurations for NR SA FR2 DCI-based DL active BWP switch in non-DRX
	Config
	Description

	7.5.6.1.3-1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1:
A UE which fulfils the requirements in test case 7.5.6.1.1 or 7.5.6.1.2 can skip the test cases in 7.5.6.1.3.


Configure the test equipment and the DUT according to the parameters in Table 7.5.6.1.3.4.1-2.

Table 7.5.6.1.3.4.1-2: Initial conditions for NR SA FR2 DCI-based DL active BWP switch in non-DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, table E.5-1 and TS 38.508-1 [14] clause 4.3.1 and 4.4.2.

	Channel bandwidth
	As specified by the test configuration selected from Table 5.5.5.5.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.TBD
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.TBD
	

	Exceptions to connection diagram
	N/A
	


1.
The general test parameter settings are set up according to Table 7.5.6.1.3.4.1-3.
2.
Message contents are defined in clause 7.5.6.1.3.4.3.

3.
There are one NR cell specified in the test. NR Cell 1 is the cell used for connection setup with the power level set according to Annex C.1.1 and C.1.2 for this test.

Table 7.5.6.1.3.4.1-3: General test parameters for NR SA FR2 DCI-based DL active BWP switch in non-DRX
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active Cell
	
	Cell 1
	Cell on RF channel number 1.

	CP length
	
	Normal
	

	DRX
	
	OFF
	For both PCell and PSCell

	bwp-InactivityTimer
	ms
	[200]
	

	T1
	s
	 [0.2]
	

	T2
	s
	 [0.2]
	

	T3
	s
	 [0.2]
	


7.5.6.1.3.4.2
Test procedure

FFS
7.5.6.1.3.4.3
Message contents

Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions:

Table 7.5.6.1.3.4.3-1: Common Exception messages for NR SA FR2 DCI-based DL active BWP switch in non-DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	FFS


7.5.6.1.3.5
Test requirements

FFS
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