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6.4
Signalling Test Case specific USIM Configurations

6.4.1
General

The default USIM fields are specified in section 4.8.3. Specific USIM fields are set according to the USIM configuration specified in the tables below. PLMN settings are defined in TS 36.523-1 [42] Table 6.0.1-1.

Note:
Changes to any existing USIM configuration can be done only if the change WILL NOT HAVE IMPACT on any of the tests which are referring to the configuration! To establish whether this might be the case, the test case author needs to review all tests in all RAN5 test specifications, which refer to the particular USIM configuration e.g. all test cases in TS 38.523-1 [12].

Table 6.4.1-1 : USIM Configuration 1

	USIM field
	Priority
	Value
	Access Technology Identifier

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN4.
	

	EFPLMNwAcT
	1
	Default
	Default

	
	2
	PLMN3
	All specified

	
	3
	PLMN2
	NG-RAN

	
	
	Remaining mandatory entries use default values
	

	EFOPLMNwACT
	1
	PLMN1
	All specified

	
	
	Remaining defined entries use default values
	

	EFHPLMNwAcT
	1
	PLMN4
	NG-RAN

	EFUST
	
	Services 20, 42, 43 and 74 are supported. Service 71 is not supported (there is no EHPLMN list).
	

	EFHPPLMN
	
	1 (6 minutes)
	


<SKIPPED Several Tables>
Table 6.4.1-13: USIM configuration 13

	USIM field
	Priority
	Value
	Access technology
	Comment

	EFOPLMNwAcT
	1
	PLMN2
	NG-RAN
	

	
	3
	PLMN2
	E-UTRAN
	

	
	4
	PLMN13
	NG-RAN
	


Table 6.4.1-14: Void
	
	
	
	

	
	
	
	


Table 6.4.1-15: USIM Configuration 15 

	USIM field
	Priority
	Value
	Access Technology Identifier

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN1.
	NR

	EFFPLMN
	
	PLMN2
	NR


