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4.0
Test case conditions and selection criteria
For the purposes of the present document, the applicability of conformance test cases conditions given in Table 4.0-1 apply. The ICS proformas used in Table 4.0-1 are defined in TS 38.508-2 [8] unless otherwise stated.
Table 4.0-1: Applicability of conformance test cases conditions

	C001
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 THEN R ELSE N/A

	C001a
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.6-1/6 THEN R ELSE N/A

	C002
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-2/3 OR A.4.1-2/5) THEN R ELSE N/A

	C003
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.3.2-1/14 OR A.4.3.2-1/15) THEN R ELSE N/A

	C004
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-4A/1 OR A.4.1-4A/2 OR A.4.1-4A/5) AND A.4.3.2A.1-2/1 THEN R ELSE N/A

	C005
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.1-4A/5 AND A.4.1-2/4 AND A.4.3.2A.1-1/1 AND A.4.1-3/1 THEN R ELSE N/A

	C006
IF A.4.1-1/2 AND A.4.1-2/8 AND (A.4.1-3/1 OR A.4.1-3/4) THEN R ELSE N/A

	C007
IF A.4.1-1/2 AND A.4.1-2/8 AND (A.4.1-3/1 OR A.4.1-3/4) AND A.4.3.2-1/22 THEN R ELSE N/A

	C008
IF A.4.1-1/2 AND A.4.1-2/8 AND (A.4.1-3/1 OR A.4.1-3/4) AND NOT(A.4.3.2-1/22) THEN R ELSE N/A

	C009
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.1-4/1 THEN R ELSE N/A

	C009m
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.1-4/1 AND A.4.3.2-1/25 THEN R ELSE N/A

	C010
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.1-4/2 THEN R ELSE N/A

	C010m
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.1-4/2 AND A.4.3.2-1/25 THEN R ELSE N/A

	C011
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.1-4/3 THEN R ELSE N/A

	C011m
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.1-4/3 AND A.4.3.2-1/25 THEN R ELSE N/A

	C012
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.1-4/4 THEN R ELSE N/A

	C012m
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.1-4/4 AND A.4.3.2-1/25 THEN R ELSE N/A

	C013
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND (A.4.1-4/3 OR A.4.1-4/4) THEN R ELSE N/A

	C014
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/4) THEN R ELSE N/A

	C015
IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) THEN R ELSE N/A

	C015a
IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND A.4.3.9-1/1 THEN R ELSE N/A

	C015c
IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND A.4.3.2-1/20 THEN R ELSE N/A

	C016
IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) THEN R ELSE N/A

	C016a
IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND A.4.3.9-1/1 THEN R ELSE N/A

	C017
IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND (NOT A.4.3.9-1/2 AND A.4.3.9-4/7 OR (A.4.3.9-4/1 OR A.4.3.9-4/2 OR A.4.3.9-4/3 OR A.4.3.9-4/66)) THEN R ELSE N/A

	C017a
IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND (NOT A.4.3.9-1/2 AND A.4.3.9-4/7 OR (A.4.3.9-4/1 OR A.4.3.9-4/2 OR A.4.3.9-4/3 OR A.4.3.9-4/66)) AND A.4.3.9-1/1 THEN R ELSE N/A

	C017c
IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND (NOT A.4.3.9-1/2 AND A.4.3.9-4/7 OR (A.4.3.9-4/1 OR A.4.3.9-4/2 OR A.4.3.9-4/3 OR A.4.3.9-4/66)) AND A.4.3.2-1/20 THEN R ELSE N/A

	C018
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND 4.3.2-1/9 THEN R ELSE N/A

	C019
IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND (NOT A.4.3.9-1/2 AND (A.4.3.9-4/38 OR A.4.3.9-4/41 OR A.4.3.9-4/77 OR A.4.3.9-4/78 OR A.4.3.9-4/79) OR (A.4.3.9-4/34, A.4.3.9-4/39 OR A.4.3.9-4/40 OR A.4.3.9-4/48 OR A.4.3.9-4/70)) THEN R ELSE N/A

	C019a
IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-3/5) AND (NOT A.4.3.9-1/2 AND (A.4.3.9-4/38 OR A.4.3.9-4/41 OR A.4.3.9-4/77 OR A.4.3.9-4/78 OR A.4.3.9-4/79) OR (A.4.3.9-4/34, A.4.3.9-4/39 OR A.4.3.9-4/40 OR A.4.3.9-4/48 OR A.4.3.9-4/70)) AND A.4.3.9-1/1 THEN R ELSE N/A

	C020
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) THEN R ELSE N/A

	C021
IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5) AND A.4.1-3/2 THEN R ELSE N/A

	C021a
IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5) AND A.4.1-3/2 AND A.4.3.6-1/6 THEN R ELSE N/A

	C022
IF (A.4.1-4/4 AND OR A.4.1-4/5) A.4.1-3/2 THEN R ELSE N/A

	C023
IF A.4.1-4/5 AND A.4.1-3/2 THEN R ELSE N/A

	C024
IF A.4.1-1/1 AND A.4.1-2/7 AND A.4.1-3/1 THEN R ELSE N/A

	C025
IF ((A.4.1-1/1 AND [10]A.4.1-1/1) OR (A.4.1-1/1 AND [10]A.4.1-1/2) OR (A.4.1-1/2 AND [10]A.4.1-1/1) OR (A.4.1-1/2 AND [10]A.4.1-1/2)) AND A.4.1-3/1 THEN R ELSE N/A

	C026
IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5) AND A.4.1-3/2 AND 4.3.6-1/11 THEN R ELSE N/A

	C027
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/1 THEN R ELSE N/A

	C028
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/1 AND 4.3.6-1/11 THEN R ELSE N/A

	C029
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/1 AND 4.3.2-1/9 THEN R ELSE N/A

	C030
IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5) AND A.4.1-3/2 AND 4.3.2-1/9 THEN R ELSE N/A

	C031
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-4A/1 OR A.4.1-4A/2 OR A.4.1-4A/5) AND A.4.3.2A.1-1/1 THEN R ELSE N/A

	NOTE 1:
Cxxxa applicability is defined for enhanced type X receiver for NR related tests.

NOTE 2:
Cxxxc applicability is defined for alternative additional DMRS position for co-existence with LTE CRS related tests.

NOTE 3:
Cxxxm applicability is defined for modified MPR behaviour related test.


For the purposes of the present document, the tested bands selection criteria given in Table 4.0-2 apply. The ICS proformas used in Table 4.0-2 are defined in TS 38.508-2 [8] unless otherwise stated.
Table 4.0-2: Tested Bands Selection Criteria

	Code
	Tested Bands Selection Criteria
	Comment

	D001
	(A.4.3.1-1 OR A.4.3.1-2) AND NOT (A.4.3.1-5 OR A.4.3.1-6)
	All supported FR1 Bands without SUL/SDL bands

	D002
	A.4.3.1-4
	All supported FR1 PC2 Bands

	D003
	A.4.3.1-5
	All supported FR1 SUL Bands

	D004
	{1,2,3,5,7,8,12,20,25,28,34,38,39,40,41,50,51,65,66,70,71,74,75,76}
	UE supported bands among n1,n2,n3,n5,n7,n8,n12,n20,n25,n28,n34,n38,n39,n40,n41,n50,n51,n65,n66,n70,n71,n74,n75,n76

	D005
	A.4.3.1-3
	All supported FR2 Bands

	D006
	A.4.3.1-1 OR A.4.3.1-2
	All supported FR1 Bands

	D007
	A.4.3.1-1 OR A.4.3.1-2 OR A.4.3.1-3
	All supported NR Bands

	D008
	ANY( (A.4.3.1-1 OR A.4.3.1-2) AND 10MHz )
	Any band within the set supporting 10 MHz UE Channel BW

	D009
	ANY( (A.4.3.1-1 OR A.4.3.1-2) AND 20MHz )
	Any band within the set supporting 20 MHz UE Channel BW

	D010
	ANY( (A.4.3.1-1 OR A.4.3.1-2) AND 40MHz )
	Any band within the set supporting 40 MHz UE Channel BW

	NOTE 1:
Band Selection is based on set theory. For each feature, item number shall correspond to the Band number. The result is the set of bands for which the test shall be conducted. The following operators are used:


AND:
Set intersection ( [image: image1.png]


 ). {1,2} AND {2,3} = {2}


OR:
Set union ( [image: image2.png]


 ). {1,2} OR {2,3} = {1,2,3}


NOT:
Set complement (\), full set being all bands. NOT{1} = {2 ...256}


Also note that this is set without repetitions so {1} AND {1} = {1}

The following basic sets are used:


{1,2}:



Explicitly given band set


10MHz:


All bands supporting 10 MHz
The following sets derived from pro-forma tables are also used:
TBD


For the purposes of the present document, the tested CA configuration selection criteria given in Table 4.0-3 apply. The ICS proformas used in Table 4.0-3 are defined in TS 38.508-2 [8] unless otherwise stated.
Table 4.0-3: Tested CA Configuration Selection Criteria

	Code
	Tested CA Configuration Selection Criteria
	Comment

	E001
	A.4.3.2A.2.1-3 AND CARRIER_NO(2) AND NOT UL(A.4.3.2A.2.1-2)
	All supported intra-band contiguous CA Configurations with 2 carriers in DL but no CA in UL

	E002
	A.4.3.2A.4.1-1 AND CARRIER_NO(2) AND NOT UL(A.4.3.2A.4.1-2)
	All supported inter-band CA Configurations with 2 carriers in DL but no CA in UL


< Unchanged sections omitted >
4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM EN-DC FR1 conformance test cases, ref. TS 38.533 [5]

	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	4.3
	RRC_CONNECTED state mobility
	
	
	
	
	

	4.3.2
	RRC connection mobility control
	
	
	
	
	

	4.3.2.2
	Random access
	
	
	
	
	

	4.3.2.2.1
	Contention based random access test in FR1 for PSCell in EN-DC
	FFS
	FFS
	FFS
	
	

	4.3.2.2.2
	Non-contention based random access test in FR1 for PSCell in EN-DC
	Rel-15
	C030
	UEs supporting EN-DC FR1 and CSI-RS based PRACH
	NOTE 1
	

	4.4
	Timing
	
	
	
	
	

	4.4.1
	UE Transmit Timing
	
	
	
	
	

	4.4.1.1
	EN-DC FR1 UE transmit timing accuracy
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.4.2
	UE timer accuracy
	
	
	
	
	

	4.4.3
	Timing Advance
	
	
	
	
	

	4.4.3.1
	EN-DC FR1 timing advance adjustment accuracy
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.5
	Signalling characteristics
	
	
	
	
	

	4.5.1
	Radio link monitoring
	
	
	
	
	

	4.5.1.1
	EN-DC FR1 radio link monitoring out-of-sync test for PSCell configured with SSB-based RLM RS in non-DRX mode
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.5.1.2
	EN-DC FR1 radio link monitoring in-sync test for PSCell configured with SSB-based RLM RS in non-DRX mode
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.5.1.3
	EN-DC FR1 radio link monitoring out-of-sync test for PSCell configured with SSB-based RLM RS in DRX mode
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.5.1.4
	EN-DC FR1 radio link monitoring in-sync test for PSCell configured with SSB-based RLM RS in DRX mode
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.5.1.5
	EN-DC FR1 radio link monitoring out-of-sync test for PSCell configured with CSI-RS-based RLM RS in non-DRX mode
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.5.1.6
	EN-DC FR1 radio link monitoring in-sync test for PSCell configured with CSI-RS-based RLM RS in non-DRX mode
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.5.1.7
	EN-DC FR1 radio link monitoring out-of-sync test for PSCell configured with CSI-RS-based RLM RS in DRX mode
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.5.1.8
	EN-DC FR1 radio link monitoring in-sync test for PSCell configured with CSI-RS-based RLM RS in DRX mode
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.5.2
	Interruption
	
	
	
	
	

	4.5.2.1
	EN-DC FR1 interruptions at transitions between active and non-active during DRX in synchronous EN-DC
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.5.2.2
	EN-DC FR1 interruptions at transitions between active and non-active during DRX in asynchronous EN-DC
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.5.2.3
	EN-DC FR1 interruptions during measurements on deactivated NR SCC in synchronous EN-DC
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.5.2.4
	EN-DC FR1 interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.5.2.5
	EN-DC FR1 interruptions during measurements on deactivated E-UTRAN SCC in synchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1
	

	4.5.2.6
	EN-DC FR1 interruptions during measurements on deactivated E-UTRAN SCC in asynchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1
	

	4.5.3
	SCell activation and deactivation delay
	
	
	
	
	

	4.5.3.1
	EN-DC FR1 SCell activation and deactivation of known SCell in non-DRX for 160ms SCell measurement cycle
	FFS
	FFS
	FFS
	NOTE 1
	

	4.5.3.2
	EN-DC FR1 SCell activation and deactivation of known SCell in non-DRX for 320ms SCell measurement cycle
	FFS
	FFS
	FFS
	NOTE 1
	

	4.5.3.3
	EN-DC FR1 SCell activation and deactivation of unknown SCell in non-DRX
	FFS
	FFS
	FFS
	NOTE 1
	

	4.5.4
	UE UL carrier RRC reconfiguration delay
	
	
	
	
	

	4.5.5
	Beam failure detection and link recovery procedures
	
	
	
	
	

	4.5.5.4
	EN-DC FR1 CSI-RS-based beam failure detection and link recovery in DRX
	FFS
	FFS
	FFS
	NOTE 1
	

	4.5.6
	Active BWP switch delay
	
	
	
	
	

	4.5.6.1
	DCI-based and timer-based active BWP switch
	
	
	
	
	

	4.5.6.1.1
	EN-DC FR1 DCI-based DL active BWP switch in non-DRX in synchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1
	

	4.5.6.1.2
	EN-DC FR1 DCI-based DL active BWP switch with SCell in non-DRX in synchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1
	

	4.5.6.2
	RRC-based active BWP switch
	
	
	
	
	

	4.5.6.2.1
	EN-DC FR1 RRC-based DL active BWP switch in non-DRX in synchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1
	

	4.5.7
	PSCell addition and release delay
	
	
	
	
	

	4.6
	Measurement procedures
	
	
	
	
	

	4.6.1
	Intra-frequency measurements
	
	
	
	
	

	4.6.1.1
	EN-DC FR1 event-triggered reporting without gap in non-DRX
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.6.1.2
	EN-DC FR1 event-triggered reporting without gap in DRX
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.6.1.3
	EN-DC FR1 event-triggered reporting with gap in non-DRX
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.6.1.4
	EN-DC FR1 event-triggered reporting with gap in DRX
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.6.1.5
	EN-DC FR1 event-triggered reporting without gap in non-DRX with SSB time index detection
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.6.1.6
	EN-DC FR1 event-triggered reporting with gap in non-DRX with SSB time index detection
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.6.2
	Inter-frequency measurements
	
	
	
	
	

	4.6.2.1
	EN-DC FR1-FR1 event-triggered reporting in non-DRX
	Rel-15
	C021
	UEs supporting EN-DC FR1
	Test 1
	

	
	
	
	C026
	UEs supporting EN-DC FR1, per FR Gap and Gap Pattern ID 4
	Test 2
	

	4.6.2.2
	EN-DC FR1-FR1 event-triggered reporting in DRX
	Rel-15
	C021
	UEs supporting EN-DC FR1
	Test 1 and 2
	

	
	
	
	C026
	UEs supporting EN-DC FR1, per FR Gap and Gap Pattern ID 4
	Test 3 and 4
	

	4.6.2.5
	EN-DC FR1-FR1 event-triggered reporting in non-DRX with SSB time index detection
	Rel-15
	C021
	UEs supporting EN-DC FR1
	Test 1
	

	
	
	
	C026
	UEs supporting EN-DC FR1, per FR Gap and Gap Pattern ID 4
	Test 2
	

	4.6.2.6
	EN-DC FR1-FR1 event-triggered reporting  in DRX with SSB time index detection
	Rel-15
	C021
	UEs supporting EN-DC FR1
	Test 1 and 2
	

	
	
	
	C026
	UEs supporting EN-DC FR1, per FR Gap and Gap Pattern ID 4
	Test 3 and 4
	

	4.6.4
	L1-RSRP for beam reporting
	
	
	
	
	

	4.6.4.1
	EN-DC FR1 SSB-based L1-RSRP measurement in non-DRX
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.6.4.2
	EN-DC FR1 SSB-based L1-RSRP measurement in DRX
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.6.4.3
	EN-DC FR1 CSI-RS-based L1-RSRP measurement in non-DRX
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.6.4.4
	EN-DC FR1 CSI-RS-based L1-RSRP measurement in DRX
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.7
	Measurement performance requirements
	
	
	
	
	

	4.7.1
	SS-RSRP
	
	
	
	
	

	4.7.1.1
	Intra-frequency measurements
	
	
	
	
	

	4.7.1.1.1
	EN-DC FR1 SS-RSRP absolute measurement accuracy
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.7.1.1.2
	EN-DC FR1 SS-RSRP relative measurement accuracy
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.7.1.2
	Inter-frequency measurements
	
	
	
	
	

	4.7.1.2.1
	EN-DC FR1-FR1 SS-RSRP absolute measurement accuracy
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.7.1.2.2
	EN-DC FR1-FR1 SS-RSRP relative measurement accuracy
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.7.2
	SS-RSRQ
	
	
	
	
	

	4.7.2.1
	EN-DC FR1 SS-RSRQ measurement accuracy
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.7.2.2.1
	EN-DC FR1-FR1 SS-RSRQ absolute measurement accuracy
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.7.2.2.2
	EN-DC FR1-FR1 SS-RSRQ relative measurement accuracy
	Rel-15
	C021
	UEs supporting EN-DC FR1
	
	

	4.7.3
	SS-SINR
	
	
	
	
	

	4.7.3.1
	EN-DC FR1 SS-SINR measurement accuracy
	Rel-15
	C021a
	UEs supporting EN-DC FR1 and SS-SINR-meas
	
	

	4.7.3.2.1
	EN-DC FR1-FR1 SS-SINR absolute measurement accuracy
	Rel-15
	C021a
	UEs supporting EN-DC FR1 and SS-SINR-meas
	
	

	4.7.3.2.2
	EN-DC FR1-FR1 SS-SINR relative measurement accuracy
	Rel-15
	C021a
	UEs supporting EN-DC FR1 and SS-SINR-meas
	
	

	4.7.4
	L1-RSRP
	
	
	
	
	

	4.7.4.1
	EN-DC FR1 SSB-based L1-RSRP measurement accuracy
	FFS
	FFS
	FFS
	NOTE 1
	

	4.7.4.2
	EN-DC FR1 CSI-RS-based L1-RSRP measurement accuracy
	FFS
	FFS
	FFS
	NOTE 1
	

	4.7.5
	SFTD
	
	
	
	
	

	NOTE 1:
The test case is incomplete.
NOTE 2:
Test X refers to the corresponding Sub-Test as defined in TS 38.533.


Table 4.2-1a: Void

Table 4.2-2: Applicability of RRM EN-DC FR2 conformance test cases, ref. TS 38.533 [5]

	Clause
	TC Title
	Release
	Applicability
	Additional Information (NOTE 3)
	Branch

	
	
	
	Condition
	Comment
	
	

	5.3
	RRC_CONNECTED state mobility
	
	
	
	
	

	5.3.2
	RRC connection mobility control
	
	
	
	
	

	5.3.2.2
	Random access
	
	
	
	
	

	5.4
	Timing
	
	
	
	
	

	5.4.1
	UE transmit timing
	
	
	
	
	

	5.4.1.1
	EN-DC FR2 UE transmit timing accuracy
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.4.2
	UE timer accuracy
	
	
	
	
	

	5.4.3
	Timing advance
	
	
	
	
	

	5.4.3.1
	EN-DC FR2 timing advance adjustment accuracy
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5
	Signaling characteristics
	
	
	
	
	

	5.5.1
	Radio link monitoring
	
	
	
	
	

	5.5.1.1
	EN-DC FR2 radio link monitoring out-of-sync test for PSCell configured with SSB-based RLM RS in non-DRX mode
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5.1.2
	EN-DC FR2 radio link monitoring in-sync test for PSCell configured with SSB-based RLM RS in non-DRX mode
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5.1.3
	EN-DC FR2 radio link monitoring out-of-sync test for PSCell configured with SSB-based RLM RS in DRX mode
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5.1.4
	EN-DC FR2 radio link monitoring in-sync test for PSCell configured with SSB-based RLM RS in DRX mode
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5.2
	Interruption
	
	
	
	
	

	5.5.2.1
	EN-DC FR2 interruptions at transitions between active and non-active during DRX in synchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5.2.2
	EN-DC FR2 interruptions at transitions between active and non-active during DRX in asynchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5.2.3
	EN-DC FR2 interruptions during measurements on deactivated NR SCC in synchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5.2.4
	EN-DC FR2 interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5.2.5
	EN-DC FR2 interruptions during measurements on deactivated E-UTRAN SCC in synchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5.2.6
	EN-DC FR2 interruptions during measurements on deactivated E-UTRAN SCC in asynchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5.3
	SCell activation and deactivation delay
	
	
	
	
	

	5.5.3.1
	EN-DC FR2 SCell activation and deactivation intra-band in non-DRX
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5.4
	UE UL carrier RRC reconfiguration delay
	
	
	
	
	

	5.5.5
	Beam failure detection and link recovery procedures
	
	
	
	
	

	5.5.6
	Active BWP switch delay
	
	
	
	
	

	5.5.6.1
	DCI-based and timer-based active BWP switch
	
	
	
	
	

	5.5.6.1.1
	EN-DC FR2 DCI-based DL active BWP switch in non-DRX in synchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5.6.1.2
	EN-DC FR2 DCI-based DL active BWP switch with SCell in non-DRX in synchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5.6.2
	RRC-based active BWP switch
	
	
	
	
	

	5.5.6.2.1
	EN-DC FR2 RRC-based DL active BWP switch in non-DRX in synchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.5.7
	PSCell addition and release delay
	
	
	
	
	

	5.5.7.1
	EN-DC FR2 addition and release delay of known PSCell
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.6
	Measurement procedures
	
	
	
	
	

	5.6.1
	Intra-frequency measurements
	
	
	
	
	

	5.6.2
	Inter-frequency measurements
	
	
	
	
	

	5.6.2.1
	EN-DC FR2-FR2 event-triggered reporting in non-DRX
	Rel-15
	C022
	UEs supporting EN-DC FR2 
	NOTE 1 
	

	5.6.2.2
	EN-DC FR2-FR2 event-triggered reporting in DRX
	Rel-15
	C022
	UEs supporting EN-DC FR2 
	NOTE 1 
	

	5.6.2.3
	EN-DC FR2-FR2 event-triggered reporting in non-DRX with SSB time index detection
	Rel-15
	C022
	UEs supporting EN-DC FR2 
	NOTE 1 
	

	5.6.2.4
	EN-DC FR2-FR2 event-triggered reporting in DRX with SSB time index detection
	Rel-15
	C022
	UEs supporting EN-DC FR2 
	NOTE 1 
	

	5.6.2.5
	EN-DC FR1-FR2 event-triggered reporting in non-DRX
	Rel-15
	C023
	UEs supporting EN-DC FR1 and FR2 
	NOTE 1
	

	5.6.2.6
	EN-DC FR1-FR2 event-triggered reporting in DRX
	Rel-15
	C023
	UEs supporting EN-DC FR1 and FR2
	NOTE 1
	

	5.6.2.7
	EN-DC FR1-FR2 event-triggered reporting in non-DRX with SSB time index detection
	Rel-15
	C023
	UEs supporting EN-DC FR1 and FR2 
	NOTE 1 
	

	5.6.2.8
	EN-DC FR1-FR2 event-triggered reporting in DRX with SSB time index detection
	Rel-15
	C023
	UEs supporting EN-DC FR1 and FR2
	NOTE 1 
	

	5.6.3
	L1-RSRP for beam reporting
	
	
	
	
	

	5.6.3.1
	EN-DC FR2 SSB-based L1-RSRP measurement in non-DRX
	Rel-15
	C022
	UEs supporting EN-DC FR2 
	NOTE 1
	

	5.6.3.2
	EN-DC FR2 SSB-based L1-RSRP measurement in DRX
	Rel-15
	C022
	UEs supporting EN-DC FR2 
	NOTE 1
	

	5.6.3.3
	EN-DC FR2 CSI-RS-based L1-RSRP measurement in non-DRX
	Rel-15
	C022
	UEs supporting EN-DC FR2 
	NOTE 1
	

	5.6.3.4
	EN-DC FR2 CSI-RS-based L1-RSRP measurement in DRX
	Rel-15
	C022
	UEs supporting EN-DC FR2 
	NOTE 1
	

	5.7
	Measurement performance requirements
	
	
	
	
	

	5.7.1
	SS-RSRP
	
	
	
	
	

	5.5.7.1
	EN-DC FR2 addition and release delay of known PSCell
	FFS
	FFS
	FFS
	NOTE 1
	

	5.7.1.1
	EN-DC FR2 SS-RSRP measurement accuracy
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.7.1.2
	EN-DC FR2-FR2 SS-RSRP measurement accuracy
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.7.1.3
	Inter-frequency measurements between FR1 and FR2
	
	
	
	
	

	5.7.1.3.1
	EN-DC FR1-FR2 SS-RSRP absolute measurement accuracy
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.7.1.3.2
	EN-DC FR1-FR2 SS-RSRP relative measurement accuracy
	FFS
	FFS
	FFS
	NOTE 1 
	

	5.7.2
	SS-RSRQ
	
	
	
	
	

	5.7.3
	SS-SINR
	
	
	
	
	

	5.7.4
	L1-RSRP for beam reporting
	
	
	
	
	

	NOTE 1:
The test case is incomplete.
NOTE 2:
Void.
NOTE 3:
For conformance testing involving FR2 test cases, the UE under test shall disable UL Tx diversity schemes.


Table 4.2-2a: Void

Table 4.2-3: Applicability of RRM NR SA FR1 conformance test cases, ref. TS 38.533 [5]

	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	6.1
	RRC_IDLE state mobility
	
	
	
	
	

	6.1.1
	NR cell re-selection
	
	
	
	
	

	6.1.1.1
	NR SA FR1 cell re-selection
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.1.1.2
	NR SA FR1-FR1 cell re-selection
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.1.2
	NR – E-UTRA cell re-selection
	
	
	
	
	

	6.1.2.1
	NR SA FR1 – E-UTRA cell re-selection to higher priority E-UTRA
	Rel-15
	C025
	UEs supporting 5GS NR SA FR1 and E-UTRA
	
	

	6.1.2.2
	NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRA
	Rel-15
	C025
	UEs supporting 5GS NR SA FR1 and E-UTRA
	
	

	6.2
	RRC_INACTIVE state mobility
	
	
	
	
	

	6.3
	RRC_CONNECTED state mobility
	
	
	
	
	

	6.3.1
	Handover
	
	
	
	
	

	6.3.1.1
	NR SA FR1 handover with known target cell
	Rel-15
	C027
	UEs supporting 5GS NR SA FR1
	
	

	6.3.1.2
	NR SA FR1 handover with unknown target cell
	Rel-15
	C027
	UEs supporting 5GS NR SA FR1
	
	

	6.3.1.3
	NR SA FR1-FR1 handover with unknown target cell
	Rel-15
	C027
	UEs supporting 5GS NR SA FR1
	
	

	6.3.1.4
	NR SA FR1 – E-UTRA handover with known target cell
	Rel-15
	C025
	UEs supporting 5GS NR SA FR1 and E-UTRA
	
	

	6.3.1.5
	NR SA FR1 – E-UTRA handover with unknown target cell
	Rel-15
	C025
	UEs supporting 5GS NR SA FR1 and E-UTRA
	
	

	6.3.2
	RRC connection mobility control
	
	
	
	
	

	6.3.2.1
	RRC re-establishment
	
	
	
	
	

	6.3.2.1.1
	NR SA FR1 RRC re-establishment
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.3.2.1.2
	NR SA FR1 - FR1 RRC re-establishment
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.3.2.1.3
	NR SA FR1 - FR1 RRC re-establishment without serving cell timing
	FFS
	FFS
	FFS
	NOTE 1
	

	6.3.2.2
	Random access
	
	
	
	
	

	6.3.2.2.1
	Contention based random access test in FR1 for NR standalone
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.3.2.2.2
	Non-Contention based random access test in FR1 for NR standalone
	Rel-15
	C029
	UEs supporting 5GS NR SA FR1 and CSI-RS based PRACH
	
	

	6.3.2.3
	RRC connection release with redirection
	
	
	
	
	

	6.3.2.3.1
	NR SA FR1 RRC connection release with redirection
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.3.2.3.2
	NR SA  FR1 – E-UTRA RRC connection release with redirection
	Rel-15
	C025
	UEs supporting 5GS NR SA FR1 and E-UTRA
	
	

	6.4
	Timing
	
	
	
	
	

	6.4.1
	UE transmit timing
	
	
	
	
	

	6.4.1.1
	NR SA FR1 transmit timing accuracy
	Rel-15
	C027
	UEs supporting 5GS NR SA FR1
	
	

	6.4.2
	UE timer accuracy
	
	
	
	
	

	6.4.3
	Timing advance
	
	
	
	
	

	6.4.3.1
	NR SA FR1 timing advance adjustment accuracy
	Rel-15
	C027
	UEs supporting 5GS NR SA FR1
	
	

	6.5
	Signalling characteristics
	
	
	
	
	

	6.5.1
	Radio Link Monitoring
	
	
	
	
	

	6.5.1.1
	NR SA FR1 radio link monitoring out-of-sync test for PCell configured with SSB-based RLM RS in non-DRX mode
	Rel-15
	C027
	UEs supporting 5GS NR SA FR1
	
	

	6.5.1.2
	NR SA FR1 radio link monitoring in-sync test for PCell configured with SSB-based RLM RS in non-DRX mode
	Rel-15
	C027
	UEs supporting 5GS NR SA FR1
	
	

	6.5.1.3
	NR SA FR1 radio link monitoring out-of-sync test for PCell configured with SSB-based RLM RS in DRX mode
	Rel-15
	C027
	UEs supporting 5GS NR SA FR1
	
	

	6.5.1.4
	NR SA FR1 radio link monitoring in-sync test for PCell configured with SSB-based RLM RS in DRX mode
	Rel-15
	C027
	UEs supporting 5GS NR SA FR1
	
	

	6.5.1.5
	NR SA FR1 radio link monitoring out-of-sync test for PSCell configured with CSI-RS-based RLM RS in non-DRX mode
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.5.1.6
	NR SA FR1 radio link monitoring in-sync test for PSCell configured with CSI-RS-based RLM RS in non-DRX mode
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.5.1.7
	NR SA FR1 radio link monitoring out-of-sync test for PSCell configured with CSI-RS-based RLM RS in DRX mode
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.5.1.8
	NR SA FR1 radio link monitoring in-sync test for PSCell configured with CSI-RS-based RLM RS in DRX mode
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.5.2
	Interruption
	
	
	
	
	

	6.5.2.1
	NR SA FR1 interruptions during measurements on deactivated NR SCC
	FFS
	FFS
	FFS
	NOTE 1
	

	6.5.3
	Scell activation and deactivation delay
	
	
	
	
	

	6.5.3.1
	NR SA FR1 SCell activation and deactivation of known SCell in non-DRX for 160ms SCell measurement cycle
	FFS
	FFS
	FFS
	NOTE 1
	

	6.5.3.2
	NR SA FR1 SCell activation and deactivation of known SCell in non-DRX for 320ms SCell measurement cycle
	FFS
	FFS
	FFS
	NOTE 1
	

	6.5.3.3
	NR SA FR1 SCell activation and deactivation of unknown SCell in non-DRX
	FFS
	FFS
	FFS
	NOTE 1
	

	6.5.4
	UE UL carrier RRC reconfiguration delay
	
	
	
	
	

	6.5.4.1
	NR SA FR1 UE UL carrier RRC reconfiguration delay
	FFS
	FFS
	FFS
	NOTE 1
	

	6.5.5
	Link recovery procedures
	
	
	
	
	

	6.5.5.3
	NR SA FR1 CSI-RS-based beam failure detection and link recovery in non-DRX
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	NOTE 1
	

	6.5.5.4
	NR SA FR1 CSI-RS-based beam failure detection and link recovery in DRX
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	NOTE 1
	

	6.5.6
	Active BWP switch delay
	
	
	
	
	

	6.5.6.1
	DCI-based and timer-based active BWP switch
	
	
	
	
	

	6.5.6.1.1
	NR SA FR1 DCI-based DL active BWP switch in non-DRX
	FFS
	FFS
	FFS
	NOTE 1
	

	6.5.6.2
	RRC-based active BWP switch
	
	
	
	
	

	6.5.6.2.1
	NR SA FR1 RRC-based DL active BWP switch in non-DRX
	FFS
	FFS
	FFS
	NOTE 1
	

	6.6
	Measurement procedures
	
	
	
	
	

	6.6.1
	Intra-frequency measurements
	
	
	
	
	

	6.6.1.1
	NR SA FR1 event-triggered reporting without gap in non-DRX
	Rel-15
	C027
	UEs supporting 5GS NR SA FR1
	
	

	6.6.1.2
	NR SA FR1 event-triggered reporting without gap in DRX
	Rel-15
	C027
	UEs supporting 5GS NR SA FR1
	
	

	6.6.1.3
	NR SA FR1 event-triggered reporting with gap in non-DRX
	Rel-15
	C027
	UEs supporting 5GS NR SA FR1
	
	

	6.6.1.4
	NR SA FR1 event-triggered reporting with gap in DRX
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.6.1.5
	NR SA FR1 event-triggered reporting without gap in non-DRX with SSB index reading
	Rel-15
	C024
	UEs supporting 5GS NR FDD SA FR1
	
	

	6.6.1.6
	NR SA FR1 event-triggered reporting with gap in non-DRX with SSB index reading
	Rel-15
	C024
	UEs supporting 5GS NR FDD SA FR1
	
	

	6.6.2
	Inter-frequency measurements
	
	
	
	
	

	6.6.2.1
	NR SA FR1-FR1 event-triggered reporting in non-DRX
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	Test 1
	

	
	
	
	C028
	UEs supporting NA SA FR1, per FR Gap and Gap Pattern ID 4
	Test 2
	

	6.6.2.2
	NR SA FR1-FR1 event-triggered reporting in DRX
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	Test 1 and 2
	

	
	
	
	C028
	UEs supporting NA SA FR1, per FR Gap and Gap Pattern ID 4
	Test 3 and 4
	

	6.6.2.5
	NR SA FR1-FR1 event-triggered reporting in non-DRX with SSB time index detection
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	Test 1
	

	
	
	
	C028
	UEs supporting NA SA FR1, per FR Gap and Gap Pattern ID 4
	Test 2
	

	6.6.2.6
	NR SA FR1-FR1 event-triggered reporting in DRX with SSB time index detection
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	Test 1 and 2
	

	
	
	
	C028
	UEs supporting NA SA FR1, per FR Gap and Gap Pattern ID 4
	Test 3 and 4
	

	6.6.3
	Inter-RAT measurements
	
	
	
	
	

	6.6.3.1
	NR SA FR1 – E-UTRAN event-triggered reporting in non-DR
	Rel-15
	C025
	UEs supporting 5GS NR SA FR1 and E-UTRAN
	
	

	6.6.3.2
	NR SA FR1 – E-UTRAN event-triggered reporting in DRX
	Rel-15
	C025
	UEs supporting 5GS NR SA FR1 and E-UTRAN
	
	

	6.6.4
	L1-RSRP for beam reporting
	
	
	
	
	

	6.6.4.1
	NR SA FR1 SSB-based L1-RSRP measurement in non-DRX
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.6.4.2
	NR SA FR1 SSB-based L1-RSRP measurement in DRX
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.6.4.3
	NR SA FR1 CSI-RS-based L1-RSRP measurement in non-DRX
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.6.4.4
	NR SA FR1 CSI-RS-based L1-RSRP measurement in DRX
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.7
	Measurement performance requirements
	
	
	
	
	

	6.7.1
	SS-RSRP
	
	
	
	
	

	6.7.1.1
	Intra-frequency measurements
	
	
	
	
	

	6.7.1.1.1
	NR SA FR1 SS-RSRP absolute measurement accuracy
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.7.1.1.2
	NR SA FR1 SS-RSRP relative measurement accuracy
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.7.1.2
	Inter-frequency measurements
	
	
	
	
	

	6.7.1.2.1
	NR SA FR1-FR1 SS-RSRP absolute measurement accuracy
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	NOTE 1
	

	6.7.1.2.2
	NR SA FR1-FR1 SS-RSRP relative measurement accuracy
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	NOTE 1
	

	6.7.2
	SS-RSRQ
	
	
	
	
	

	6.7.2.1
	NR SA FR1 SS-RSRQ measurement accuracy
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.7.2.2.1
	NR SA FR1-FR1 SS-RSRQ absolute measurement accuracy
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.7.2.2.2
	NR SA FR1-FR1 SS-RSRQ relative measurement accuracy
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	

	6.7.3
	SS-SINR
	
	
	
	
	

	6.7.3.1
	NR SA FR1 SS-SINR measurement accuracy
	Rel-15
	C001a
	UEs supporting 5GS NR SA FR1 and SS-SINR-meas
	
	

	6.7.3.2.1
	NR SA FR1-FR1 SS-SINR absolute measurement accuracy
	Rel-15
	C001a
	UEs supporting 5GS NR SA FR1 and SS-SINR-meas
	
	

	6.7.3.2.2
	NR SA FR1-FR1 SS-SINR relative measurement accuracy
	Rel-15
	C001a
	UEs supporting 5GS NR SA FR1 and SS-SINR-meas
	
	

	6.7.4
	L1-RSRP for beam reporting
	
	
	
	
	

	6.7.4.1
	NR SA FR1 SSB-based L1-RSRP measurement accuracy
	FFS
	FFS
	FFS
	NOTE 1
	

	6.7.4.2
	NR SA FR1 CSI-RS-based L1-RSRP measurement accuracy
	FFS
	FFS
	FFS
	NOTE 1
	

	6.7.5
	E-UTRAN RSRP
	
	
	
	
	

	6.7.6
	E-UTRAN RSRQ
	
	
	
	
	

	6.7.6.1
	NR SA FR1 – E-UTRAN RSRQ measurement accuracy
	FFS
	FFS
	FFS
	NOTE 1
	

	6.7.7
	E-UTRAN RS-SINR
	
	
	
	
	

	6.7.7.1
	NR SA FR1 – E-UTRAN RS-SINR measurement accuracy
	FFS
	FFS
	FFS
	NOTE 1
	

	NOTE 1:
The test case is incomplete.
NOTE 2:
Test X refers to the corresponding Sub-Test as defined in TS 38.533.


Table 4.2-3a: Void

Table 4.2-4: Applicability of RRM NR SA FR2 conformance test cases, ref. TS 38.533 [5]

	Clause
	TC Title
	Release
	Applicability
	Additional Information (NOTE 3)
	Branch

	
	
	
	Condition
	Comment
	
	

	7.1
	RRC_IDLE state mobility
	
	
	
	
	

	7.1.1
	NR cell re-selection
	
	
	
	
	

	7.1.1.1
	NR SA FR2 cell re-selection
	FFS
	FFS
	FFS
	NOTE 1 
	

	7.1.1.2
	NR SA FR2-FR2 cell re-selection
	FFS
	FFS
	FFS
	NOTE 1 
	

	7.2
	RRC_INACTIVE state mobility
	
	
	
	
	

	7.3
	RRC_CONNECTED state mobility
	
	
	
	
	

	7.3.1
	Handover
	
	
	
	
	

	7.3.2
	RRC connection mobility control
	
	
	
	
	

	7.3.2.1
	RRC re-establishment
	
	
	
	
	

	7.3.2.1.1
	NR SA FR2 RRC re-establishment
	Rel-15
	C006
	UE supporting 5GS NR SA FR2
	NOTE 1
	

	7.3.2.1.2
	NR SA FR2 - FR2 RRC re-establishment
	Rel-15
	C006
	UE supporting 5GS NR SA FR2
	NOTE 1 
	

	7.3.2.1.3
	NR SA FR2 - FR2 RRC re-establishment without serving cell timing
	FFS
	FFS
	FFS
	NOTE 1
	

	7.3.2.2
	Random access
	
	
	
	
	

	7.3.2.3
	RRC connection release with redirection
	
	
	
	
	

	7.3.2.3.1
	NR SA FR2 RRC connection release with redirection
	FFS
	FFS
	FFS
	NOTE 1 
	

	7.4
	Timing
	
	
	
	
	

	7.4.1
	UE transmit timing
	
	
	
	
	

	7.4.2
	UE timer accuracy
	
	
	
	
	

	7.4.3
	Timing advance
	
	
	
	
	

	7.5
	Signalling characteristics
	
	
	
	
	

	7.5.1
	Radio Link Monitoring
	
	
	
	
	

	7.5.2
	Interruption
	
	
	
	
	

	7.5.3
	Scell activation and deactivation delay
	
	
	
	
	

	7.5.4
	UE UL carrier RRC reconfiguration delay
	
	
	
	
	

	7.5.5
	Beam failure detection and link recovery procedures
	
	
	
	
	

	7.5.5.1
	NR SA FR2 SSB-based beam failure detection and link recovery in non-DRX
	Rel-15
	C006
	UE supporting 5GS NR SA FR2
	NOTE 1 
	

	7.5.5.2
	NR SA FR2 SSB-based beam failure detection and link recovery in DRX
	Rel-15
	C006
	UE supporting 5GS NR SA FR2
	NOTE 1 
	

	7.5.5.3
	NR SA FR2 CSI-RS-based beam failure detection and link recovery in non-DRX
	Rel-15
	C006
	UE supporting 5GS NR SA FR2
	NOTE 1 
	

	7.5.5.4
	NR SA FR2 CSI-RS-based beam failure detection and link recovery in DRX
	Rel-15
	C006
	UE supporting 5GS NR SA FR2
	NOTE 1 
	

	7.5.6
	Active BWP switch delay
	
	
	
	
	

	7.5.6.1
	Intra-frequency measurements
	
	
	
	
	

	7.5.6.1.1
	NR SA FR2 DCI-based DL active BWP switch in non-DRX
	FFS
	FFS
	FFS
	NOTE 1 
	

	7.5.6.1.2
	NR SA FR1-FR2 DCI-based DL active BWP switch in non-DRX
	FFS
	FFS
	FFS
	NOTE 1 
	

	7.5.6.2
	RRC-based active BWP switch
	
	
	
	
	

	7.5.6.2.1
	NR SA FR2 RRC-based DL active BWP switch in non-DRX
	FFS
	FFS
	FFS
	NOTE 1 
	

	7.6
	Measurement procedures
	
	
	
	
	

	7.6.1
	Intra-frequency measurements
	
	
	
	
	

	7.6.1.1
	NR SA FR2 event-triggered reporting without gap in non-DRX
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1 
	

	7.6.1.2
	NR SA FR2 event-triggered reporting without gap in DRX
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1 
	

	7.6.1.3
	NR SA FR2 event-triggered reporting with gap in non-DRX
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1 
	

	7.6.1.4
	NR SA FR2  event-triggered reporting with gap in DRX
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1 
	

	7.6.2
	Inter-frequency measurements
	
	
	
	
	


	7.6.2.1
	NR SA FR2-FR2 event-triggered reporting in non-DRX
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1 
	

	7.6.2.2
	NR SA FR2-FR2 event-triggered reporting in DRX
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1 
	

	7.6.2.3
	NR SA FR2-FR2 event-triggered reporting in non-DRX with SSB time index detection
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1 
	

	7.6.2.4
	NR SA FR2-FR2  event-triggered reporting in DRX with SSB time index detection
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1 
	

	7.6.2.5
	NR SA FR1-FR2 event-triggered reporting in non-DRX
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1 
	

	7.6.2.6
	NR SA FR1-FR2 event-triggered reporting in DRX
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1 
	

	7.6.2.7
	NR SA FR1-FR2 event-triggered reporting in non-DRX with SSB time index detection
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1 
	

	7.6.2.8
	NR SA FR1-FR2 event-triggered reporting in DRX with SSB time index detection
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1 
	

	7.6.3
	L1-RSRP for beam reporting
	
	
	
	
	

	7.6.3.1
	NR SA FR2 SSB-based L1-RSRP measurement in non-DRX
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1
	

	7.6.3.2
	NR SA FR2 SSB-based L1-RSRP measurement in DRX
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1
	

	7.6.3.3
	NR SA FR2 CSI-RS-based L1-RSRP measurement in non-DRX
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1
	

	7.6.3.4
	NR SA FR2 CSI-RS-based L1-RSRP measurement in DRX
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	NOTE 1
	

	7.7
	Measurement performance requirements
	
	
	
	
	

	7.7.1
	SS-RSRP
	
	
	
	
	

	7.7.1.1
	NR SA FR2 SS-RSRP measurement accuracy
	FFS
	FFS
	FFS
	NOTE 1 
	

	7.7.1.2
	NR SA FR2-FR2 SS-RSRP measurement accuracy
	FFS
	FFS
	FFS
	NOTE 1 
	

	7.7.1.3
	Inter-frequency measurements between FR1 and FR2
	
	
	
	
	

	7.7.1.3.1
	NR SA FR1-FR2 SS-RSRP absolute measurement accuracy
	FFS
	FFS
	FFS
	NOTE 1 
	

	7.7.1.3.2
	NR SA FR1-FR2 SS-RSRP relative measurement accuracy
	FFS
	FFS
	FFS
	NOTE 1 
	

	7.7.2
	SS-RSRQ
	
	
	
	
	

	7.7.3
	SS-SINR
	
	
	
	
	

	7.7.4
	L1-RSRP for beam reporting
	
	
	
	
	

	NOTE 1:
The test case is incomplete.

NOTE 2:
Void.
NOTE 3:
For conformance testing involving FR2 test cases, the UE under test shall disable UL Tx diversity schemes.


Table 4.2-4a: Void

Table 4.2-5: Applicability of E-UTRA – NR Inter-RAT conformance test cases, ref. TS 38.533 [5]

	Clause
	TC Title
	Release
	Applicability
	Additional Information (NOTE 3)
	Branch

	
	
	
	Condition
	Comment
	
	

	
	
	
	
	
	
	

	NOTE 1:
The test case is incomplete.


Annex A (informative): Change history
	Change history

	Date
	Meeting
	TDoc
	CR
	Rev
	Cat
	Subject/Comment
	New version

	2017-08
	RAN5#76
	R5-173911
	-
	-
	-
	Draft skeleton
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	0.2.0

	2018-03
	RAN5 #78
	R5-181688
	-
	-
	-
	TP for Clause 4.1.2 Range 2 standalone conformance test cases
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	1.0.1

	2018-08
	RAN5#80
	R5-185211
	-
	-
	-
	TP for Clause 4.1.3 of TS 38.522
	1.0.1

	2018-09
	RAN#81
	-
	-
	-
	-
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	15.1.1
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	0010
	1
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	15.1.1
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	15.2.0

	2019-06
	RAN#84
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	0027
	1
	F
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	2019-06
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	-
	-
	-
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	16.0.0

	2019-06
	RAN#84
	-
	-
	-
	-
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	16.0.1

	2019-06
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	-
	-
	-
	-
	Formatted big tables to landscape
	16.0.2

	2019-09
	RAN#85
	R5-197650
	0030
	1
	-
	TP for TS 38.522
	16.1.0

	2019-09
	RAN#85
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	0030
	1
	-
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	16.1.1

	2019-12
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	16.2.0
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