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<< Beginning of changes >>
For the purposes of the present document, the tested bands selection criteria given in Table 4.0-2 apply. The ICS proformas used in Table 4.0-2 are defined in TS 38.508-2 [8] unless otherwise stated.
Table 4.0-2: Tested Bands Selection Criteria

	Code
	Tested Bands Selection Criteria
	Comment

	D001
	(A.4.3.1-1 OR A.4.3.1-2) AND NOT (A.4.3.1-5 OR A.4.3.1-6)
	All supported FR1 Bands without SUL/SDL bands

	D002
	A.4.3.1-4
	All supported FR1 PC2 Bands

	D003
	A.4.3.1-5
	All supported FR1 SUL Bands

	D004
	{1,2,3,5,7,8,12,20,25,28,34,38,39,40,41,50,51,65,66,70,71,74,75,76}
	UE supported bands among n1,n2,n3,n5,n7,n8,n12,n20,n25,n28,n34,n38,n39,n40,n41,n50,n51,n65,n66,n70,n71,n74,n75,n76

	D005
	A.4.3.1-3
	All supported FR2 Bands

	D006
	A.4.3.1-1 OR A.4.3.1-2
	All supported FR1 Bands

	D007
	A.4.3.1-1 OR A.4.3.1-2 OR A.4.3.1-3
	All supported NR Bands

	D008
	ANY( (A.4.3.1-1 OR A.4.3.1-2) AND 10MHz )
	Any band within the set supporting 10 MHz UE Channel BW

	D009
	ANY( (A.4.3.1-1 OR A.4.3.1-2) AND 20MHz )
	Any band within the set supporting 20 MHz UE Channel BW

	D010
	ANY( (A.4.3.1-1 OR A.4.3.1-2) AND 40MHz )
	Any band within the set supporting 40 MHz UE Channel BW

	NOTE 1:
Band Selection is based on set theory. For each feature, item number shall correspond to the Band number. The result is the set of bands for which the test shall be conducted. The following operators are used:


AND:
Set intersection ( [image: image1.png]


 ). {1,2} AND {2,3} = {2}


OR:
Set union ( [image: image2.png]


 ). {1,2} OR {2,3} = {1,2,3}


NOT:
Set complement (\), full set being all bands. NOT{1} = {2 ...256}


Also note that this is set without repetitions so {1} AND {1} = {1}

The following basic sets are used:


{1,2}:



Explicitly given band set


10MHz:


All bands supporting 10 MHz
The following sets derived from pro-forma tables are also used:
TBD


For the purposes of the present document, the tested CA/DC configuration selection criteria given in Table 4.0-3 apply. The ICS proformas used in Table 4.0-3 are defined in TS 38.508-2 [8] unless otherwise stated.
Table 4.0-3: Tested CA/DC Configuration Selection Criteria

	Code
	Tested CA Configuration Selection Criteria
	Comment

	E001
	A.4.3.2A.2.1-3 AND CARRIER_NO(2) AND NOT UL(A.4.3.2A.2.1-2)
	All supported intra-band contiguous CA Configurations with 2 carriers in DL but no CA in UL

	E002
	A.4.3.2A.4.1-1 AND CARRIER_NO(2) AND NOT UL(A.4.3.2A.4.1-2)
	All supported inter-band CA Configurations with 2 carriers in DL but no CA in UL

	E003
	A.4.3.1-10
	All supported Inter-band EN-DC within FR1 TDD-TDD PC2 Band Combinations


<< unchanged parts skipped >>
4.1.3
NR interworking between NR FR1 and NR FR2 and between NR and LTE conformance test cases
Table 4.1.3-1: Applicability of RF EN-DC FR1 and FR2 conformance test cases, ref. TS 38.521-3 [3]

	Clause
	TC Title
	Release
	Applicability
	Tested Bands/CA/DC-Configurations Selection
	Additional Information

	
	
	
	Condition
	Comment
	
	

	6
	Transmitter Characteristics
	
	
	
	
	

	6.2
	Transmitter power
	
	
	
	
	

	6.2B
	Transmitter power for DC
	
	
	
	
	

	6.2B.1
	UE Maximum Output Power for EN-DC
	
	
	
	
	

	6.2B.1.1
	UE Maximum Output Power for Intra-Band Contiguous EN-DC
	Rel-15
	C009
	UEs supporting Intra-Band Contiguous EN-DC
	D006
	NOTE 1

	6.2B.1.2
	UE Maximum Output Power for Intra-Band Non-Contiguous EN-DC
	Rel-15
	C010
	UEs supporting Intra-Band non-contiguous EN-DC within FR1
	D006
	NOTE 1

	6.2B.1.3
	UE Maximum Output Power for Inter-Band EN-DC within FR1
	Rel-15
	C011
	UEs supporting PC3 Inter-Band EN-DC within FR1
	D006
	

	
	
	
	
	UEs supporting PC2 Inter-Band EN-DC within FR1
	E003
	

	6.2B.1.4
	UE Maximum Output Power for Inter-Band EN-DC including FR2 
	
	
	
	
	

	6.2B.1.4.1
	UE Maximum Output Power for Inter-Band EN-DC including FR2 - EIRP and TRP
	Rel-15
	C012
	UEs supporting Inter-Band EN-DC including FR2
	D005
	NOTE 3
NOTE 5

Skip TC 6.2B.1.4.1 if UE supports SA and TSC 38.521-2 TC 6.2.1.1 has been executed.

	6.2B.1.4.2
	UE Maximum Output Power for Inter-Band EN-DC including FR2 - Spherical Coverage
	Rel-15
	C012
	UEs supporting Inter-Band EN-DC including FR2
	D005
	NOTE 1

NOTE 3

	6.2B.1.4_1
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (>2 CCs)
	
	
	
	
	

	6.2B.1.4_1.1
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (3 CCs)
	
	
	
	
	

	6.2B.1.4_1.1.1
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (3 CCs) - EIRP and TRP
	Rel-15
	FFS
	FFS
	FFS
	NOTE 1

NOTE 3
NOTE 5

Skip TC 6.2B.1.4_1.1.1 if UE supports SA and TS 38.521-2 TC 6.2A.1.1.1 has been executed.

	6.2B.1.4_1.1.2
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (3 CCs) - Spherical Coverage
	Rel-15
	FFS
	FFS
	FFS
	NOTE 1

NOTE 3

	6.2B.1.4_1.2
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (4 CCs)
	
	
	
	
	

	6.2B.1.4_1.2.1
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (4 CCs) - EIRP and TRP
	Rel-15
	FFS
	FFS
	FFS
	NOTE 1

NOTE 3
NOTE 5

Skip TC 6.2B.1.4_1.2.1 if UE supports SA and TS 38.521-2 TC 6.2A.1.1.2 has been executed.

	6.2B.1.4_1.2.2
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (4 CCs) - Spherical Coverage
	Rel-15
	FFS
	FFS
	FFS
	NOTE 1

NOTE 3

	6.2B.1.4_1.3
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (5 CCs)
	
	
	
	
	

	6.2B.1.4_1.3.1
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (5 CCs) - EIRP and TRP
	Rel-15
	FFS
	FFS
	FFS
	NOTE 1

NOTE 3
NOTE 5

Skip TC 6.2B.1.4_1.3.1 if UE supports SA and TS 38.521-2 TC 6.2A.1.1.3 has been executed.

	6.2B.1.4_1.3.2
	UE Maximum Output Power for Inter-Band EN-DC including FR2 (5 CCs) - Spherical Coverage
	Rel-15
	FFS
	FFS
	FFS
	NOTE 1

NOTE 3

	6.2B.2
	UE Maximum Output Power reduction for EN-DC
	
	
	
	
	

	6.2B.2.1
	UE Maximum Output Power reduction for Intra-Band Contiguous EN-DC
	Rel-15
	C009m
	UEs supporting Intra-Band Contiguous EN-DC and modified MPR behaviour
	D006
	

	6.2B.2.2
	UE Maximum Output Power reduction for Intra-Band Non-Contiguous EN-DC
	Rel-15
	C010m
	UEs supporting Intra-Band non-contiguous EN-DC within FR1 and modified MPR behaviour
	D006
	

	6.2B.2.3
	UE Maximum Output Power reduction for Inter-Band EN-DC within FR1
	Rel-15
	C011m
	UEs supporting PC3 Inter-Band EN-DC within FR1 and modified MPR behaviour
	D006
	NOTE 5

Skip TC 6.2B.2.3 if UE supports SA and TS 38.521-1 TC 6.2.2 has been executed.

	
	
	
	
	UEs supporting PC2 Inter-Band EN-DC within FR1 and modified MPR behaviour
	E003
	NOTE 5

Skip TC 6.2B.2.3 if UE supports SA and TS 38.521-1 TC 6.2.2 has been executed.

	6.2B.2.4
	UE Maximum Output Power reduction for Inter-Band EN-DC including FR2
	Rel-15
	C012m
	UEs supporting Inter-Band EN-DC including FR2 and modified MPR behaviour
	D005
	NOTE 1
NOTE 3
NOTE 5

Skip TC 6.2B.2.4 if UE supports SA and TS 38.521-2 TC 6.2.2 has been executed.

	6.2B.3
	UE additional maximum output power reduction for EN-DC
	
	
	
	
	

	6.2B.3.1
	UE Additional Maximum Output Power reduction for Intra-band contiguous EN-DC
	Rel-15
	C009m
	UEs supporting Intra-Band Contiguous EN-DC and modified MPR behaviour
	D006
	NOTE 5

Skip TC 6.2B.3.1 if UE supports SA and TS 38.521-1 TC 6.2.3 has been executed.

	6.2B.3.2
	UE Additional Maximum Output Power reduction for Intra-Band Non-Contiguous EN-DC
	Rel-15
	FFS
	FFS
	FFS
	NOTE 1

NOTE 5

Skip TC 6.2B.3.2 if UE supports SA and TS 38.521-1 TC 6.2.3 has been executed.

	6.2B.3.3
	UE additional Maximum Output power reduction for inter-band EN-DC within FR1 
	Rel-15
	FFS
	UEs supporting PC3 Inter-Band EN-DC within FR1
	FFS
	NOTE 1

NOTE 5

Skip TC 6.2B.3.3 if UE supports SA and TS 38.521-1 TC 6.2.3 has been executed.

	
	
	
	
	UEs supporting PC2 Inter-Band EN-DC within FR1
	E003
	NOTE 1

NOTE 5

Skip TC 6.2B.3.3 if UE supports SA and TS 38.521-1 TC 6.2.3 has been executed.

	6.2B.3.4
	UE Additional Maximum Output Power reduction for Inter-Band EN-DC including FR2
	Rel-15
	FFS
	FFS
	FFS
	NOTE 1

NOTE 3

NOTE 5

Skip TC 6.2B.3.4 if UE supports SA and TS 38.521-2 TC 6.2.3 has been executed.

	6.2B.4
	Configured output power for EN-DC
	
	
	
	
	

	6.2B.4.1
	Configured output power level for EN-DC
	
	
	
	
	


<< End of changes >>
