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<Start of first modified section>
9.2.1.1.1
Attach / Success / Valid GUTI

9.2.1.1.1.1
Test Purpose (TP)

(1)

with { the UE is switched-off with a valid USIM inserted and the USIM contains a valid GUTI and last visited registered TAI }

ensure that {

  when { UE is powered on in a cell not belonging to the last visited registered TAI and in a different PLMN }

    then { the UE establishes the RRC connection without S-TMSI, with registeredMME and with the RRC establishmentCause set to 'mo-Signalling' }

}

(2)

with { UE is switched-off with a valid USIM inserted and the USIM contains a valid GUTI and last visited registered TAI }

ensure that {

  when { UE is powered on  in a cell not belonging to the last visited registered TAI }

    then { the UE transmits an ATTACH REQUEST message with the EPS attach type set to "EPS attach", including the GUTI and last visited registered TAI copied from the USIM, and, a PDN CONNECTIVITY REQUEST message with the request type set to "initial request" and not including APN }

}
(3)
with { UE is powered on and receives system information }

ensure that {

  when { UE receives an optional spare or extended field in system information that it does not comprehend }

   then { UE treats system information as if the spare or extended field were absent and in accordance with the need code for the absence of the spare or extended field, and system information is not ignored }

}
(4)

with { UE has sent an ATTACH REQUEST message }

ensure that {

  when { UE receives an ATTACH ACCEPT message with EPS attach result matching the requested service(s), the TAI list the UE is registered to and including an ACTIVATE DEFAULT EPS CONTEXT BEARER message with IE EPS Bearer Identity for the default EPS bearer context activated for the UE }

   then { UE accepts the allocated GUTI, deletes the old TAI list and transmits an ATTACH COMPLETE message, together with ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT  message and enters EMM-REGISTERED state }

}
9.2.1.1.1.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clauses 5.3.1.1, 5.5.1.2.1, 5.5.1.2.2, 5.5.1.2.4, 6.2.2, 6.4.1.3, 6.5.1.2 and Annex D, and TS 36.331, clauses 5.3.3.3 5.3.3.4, 5.7.1 and 5.7.3.

[TS 24.301, clause 5.3.1.1]

When the UE is in EMM-IDLE mode and needs to transmit an initial NAS message, the UE shall request the lower layer to establish a RRC connection. In this request to the lower layer the NAS shall provide to the lower layer the RRC establishment cause and the call type as specified in annex D of this specification.

...

For the routing of the initial NAS message to the appropriate MME, the UE NAS provides the lower layers with either the S-TMSI or the registered globally unique MME identifier (GUMMEI) that consists of the PLMN ID, the MME group ID, and the MME code (see 3GPP TS 23.003 [2]) according to the following rules:

-
When the UE is registered in the tracking area of the current cell during the NAS signalling connection establishment, the UE NAS shall provide the lower layers with the S-TMSI, but shall not provide the registered MME identifier to the lower layers. Exceptionally, when the UE in EMM-IDLE mode initiates a tracking area updating or combined tracking area updating procedure for load balancing purposes, the UE NAS shall provide the lower layers with neither S-TMSI nor registered MME identifier.

-
When the UE is not registered in the tracking area of the current cell during the NAS signalling connection establishment, the UE NAS does not provide the lower layers with the S-TMSI.  Instead,

a)
if the TIN indicates "GUTI" or "RAT-related TMSI", or the TIN is not available, and the UE holds a valid GUTI, the UE NAS shall provide the lower layers with the MME identifier part of the valid GUTI; or

b)
if the TIN indicates "P-TMSI" and the UE holds a valid P-TMSI and RAI, the UE NAS shall provide the lower layers with the MME identifier part of the mapped GUTI, which is generated from the P-TMSI and RAI.
[TS 24.301, clause 5.5.1.1]

The attach procedure is used to attach to an EPC for packet services in EPS.

The attach procedure is used for two purposes:

-
by a UE in PS mode of operation to attach for EPS services only; or

-
by a UE in CS/PS mode 1 or CS/PS mode 2 of operation to attach for both EPS and non-EPS services.

With a successful attach procedure, a context is established for the UE in the MME, and a default bearer is established between the UE and the PDN GW, thus enabling always-on IP connectivity to the UE. The network may also initiate the activation of dedicated bearers as part of the attach procedure.

...

[TS 24.301, clause 5.5.1.2.1]

This procedure is used by a UE to attach for EPS services only. When the UE initiates the EPS attach procedure, the UE shall indicate "EPS attach" in the EPS attach type IE.

[TS 24.301, clause 5.5.1.2.2]

In state EMM-DEREGISTERED, the UE initiates the attach procedure by sending an ATTACH REQUEST message to the MME, starting timer T3410 and entering state EMM-REGISTERED-INITIATED (see example in figure 5.5.1.2.2.1). If timer T3402 is currently running, the UE shall stop timer T3402. If timer T3411 is currently running, the UE shall stop timer T3411. 

If the UE supports neither A/Gb mode nor Iu mode, the UE shall handle the Old GUTI or IMSI IE in the ATTACH REQUEST message as follows:

-
The UE shall include in the ATTACH REQUEST message a valid GUTI together with the last visited registered TAI, if available. If there is no valid GUTI available, the UE shall include the IMSI in the ATTACH REQUEST message.

...

The UE shall send the ATTACH REQUEST message together with a PDN CONNECTIVITY REQUEST message contained in the ESM message container information element to request PDN connectivity.

...

If a valid NAS security context exists, the UE shall integrity protect the ATTACH REQUEST message combined with the PDN CONNECTIVITY REQUEST message. When the UE does not have a valid NAS security context, the ATTACH REQUEST message combined with the PDN CONNECTIVITY REQUEST message is not integrity protected.

...

[TS 24.301, clause 5.5.1.2.4]

...

If the ATTACH ACCEPT message contains a GUTI, the UE shall use this GUTI as the new temporary identity. The UE shall delete its old GUTI and store the new assigned GUTI. If no GUTI has been included by the MME in the ATTACH ACCEPT message, the old GUTI, if any available, shall be kept. 

...

When the UE receives the ATTACH ACCEPT message combined with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message, it shall forward the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message to the ESM sublayer. Upon receipt of an indication from the ESM sublayer that the default EPS bearer context has been activated, the UE shall send an ATTACH COMPLETE message together with an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message contained in the ESM message container information element to the network.

...

[TS 24.301, clause 6.2.2]

The UE shall set the PDN type IE in the PDN CONNECTIVITY REQUEST message based on its IP stack configuration as follows:

a)
A UE, which is IPv6 and IPv4 capable and 

-
has not been allocated an IP address for this APN, shall set the PDN type IE to IPv4v6.

-
has been allocated an IPv4 address for this APN and received the ESM cause #52, "single address bearers only allowed", and is requesting an IPv6 address, shall set the PDN type IE to IPv6.

-
has been allocated an IPv6 address for this APN and received the ESM cause #52, "single address bearers only allowed", and is requesting an IPv4 address, shall set the PDN type IE to IPv4.

b)
A UE, which is only IPv4 capable, shall set the PDN type IE to IPv4.

c)
A UE, which is only IPv6 capable, shall set the PDN type IE to IPv6.

d)
When the IP version capability of the UE is unknown in the UE (as in the case when the MT and TE are separated and the capability of the TE is not known in the MT), the UE shall set the PDN type IE to IPv4v6.

...

[TS 24.301, clause 6.4.1.3]

Upon receipt of the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message, the UE shall send an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message and enter the state BEARER CONTEXT ACTIVE. When the default bearer is activated as part of the attach procedure, the UE shall send the ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message together with ATTACH COMPLETE message. When the default bearer is activated as the response to the stand-alone PDN CONNECTIVITY REQUEST message, the UE shall send the ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message alone.

The UE checks the PTI in the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message to identify the UE requested PDN connectivity procedure to which the default bearer context activation is related (see subclause 6.5.1).
...

[TS 24.301, clause 6.5.1.2]

When the PDN CONNECTIVITY REQUEST message is sent together with an ATTACH REQUEST message, the UE shall not include the APN.

NOTE:
If the UE needs to provide PCO which require ciphering or provide an APN, or both, during the attach procedure, the ESM information transfer flag is included in the PDN CONNECTIVITY REQUEST. The MME then at a later stage in the PDN connectivity procedure initiates the ESM information request procedure in which the UE can provide the MME with PCO or APN or both.

...

The UE shall set the request type to "initial request" when the UE is establishing connectivity to a PDN for the first time, i.e. when it is an initial attach to that PDN. The UE shall set the request type to "handover" when the connectivity to a PDN is established upon handover from a non-3GPP access network and the UE was connected to that PDN before the handover to the 3GPP access network.

...

[TS 24.301, Annex D]

...

Table D.1.1: Mapping of NAS procedure to establishment cause and call type

	NAS procedure
	RRC establishment cause (according 3GPP TS 36.331 [22])
	Call type

	Attach
	MO signalling (See Note 1)
	"originating signalling"

	...
	
	

	Note 1:
For these NAS procedures initiated by UEs of access class 12, 13 or 14 in their home country, the RRC establishment cause will be set to "High priority access AC 11 – 15". For this purpose the home country is defined as the country of the MCC part of the IMSI, see 3GPP TS 22.011 [1A].
For these NAS procedures initiated by UE of access class 11 or 15 in their HPLMN or (if the EHPLMN list is not present or is empty) EHPLMN, (if the EHPLMN list is present) the RRC establishment cause will be set to "High priority access AC 11 – 15".


[TS 36.331, clause 5.3.3.3 “Actions related to transmission of RRCConnectionRequest message”]

The UE shall set the contents of RRCConnectionRequest message as follows:

1>
set the ue-Identity as follows:
2>
if upper layers provide an S-TMSI:

3>
set the ue-Identity to the value received from upper layers;

2>
else

3>
draw a random value in the range 0 .. 240-1 and set the ue-Identity to this value;

NOTE 1
Upper layers provide the S-TMSI if the UE is registered in the TA of the current cell.

1>
Set the establishmentCause in accordance with the information received from upper layers;
[TS 36.331 clause 5.3.3.4]

...

The UE shall:

...

1>
set the content of RRCConnectionSetupComplete message as follows:

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;

2>

if upper layers provide the ‘Registered MME’, include and set the registeredMME as follows:

3>
if the PLMN identity of the ‘Registered MME’ is different from the PLMN selected by the upper layers:

4>
include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the ‘Registered MME’ received from upper layers;

3> set the mmegi and the mmec to the value received from upper layers;

...

2> submit the RRCConnectionSetupComplete message to lower layers for transmission, upon which the procedure ends;
[TS 36.331 clause 5.7.1]

The generic error handling defined in the subsequent sub-clauses applies unless explicitly specified otherwise e.g. within the procedure specific error handling.

The UE shall consider a value as not comprehended when it is set:

-
to an extended value that is not defined in the version of the transfer syntax supported by the UE.

-
to a spare or reserved value unless the specification defines specific behaviour that the UE shall apply upon receiving the concerned spare/ reserved value.

The UE shall consider a field as not comprehended when it is defined:

-
as spare or reserved unless the specification defines specific behaviour that the UE shall apply upon receiving the concerned spare/ reserved field.
[TS 36.331 clause 5.7.3]

The UE shall, when receiving an RRC message on any logical channel:

1>
if the message includes a field that has a value that the UE does not comprehend:

2>
if a default value is defined for this field:

3>
treat the message while using the default value defined for this field;

2>
else if the concerned field is optional:

3>
treat the message as if the field were absent and in accordance with the need code for absence of the concerned field;

2>
else:

3>
treat the message as if the field were absent and in accordance with sub-clause 5.7.4;
9.2.1.1.1.3
Test description

9.2.1.1.1.3.1
Pre-test conditions

System Simulator:

-
Cell A.

UE:

- 
The UE is configured to initiate EPS attach;

-
The UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell H using default message contents according to TS 36.508 [18].

NOTE: For cell A, (MCC, MNC, TAI) is (MCC stored in EFIMSI, 02, TAI-8).

Preamble:

-
The UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.1.3.2
Test procedure sequence

Table 9.2.1.1.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	System information is broadcasted on BCCH.
	<--
	RRC: SYSTEM INFORMATION (BCCH)
	
	

	3
	Check: Does the UE receive SystemInformationBlockType1 containing an extended field that it does not comprehend, and does it treat the field as if it were absent while retaining the rest of the SystemInformationBlockType1 message?
	
	
	3
	P

	4
	Check: From Rel-8 to Rel-11, and from Rel-13 to Rel-16 does the UE receive SystemInformationBlockType1 containing a spare field that it does not comprehend, and does it treat the field as if it were absent while retaining the rest of the SystemInformationBlockType1 message?
NOTE: Rel-12 is not tested because a spare field in SI does not exist in Rel-12.
	
	
	3
	P

	5
	Check: Does the UE transmit an RRCConnectionRequest message not including S-TMSI and with establishmentCause set to ‘mo-Signalling’?
	-
	-
	1
	P

	6
	The SS transmits an RRCConnectionSetup message.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an RRCConnectionSetupComplete message including PLMN ID, MME group ID and MME code with ATTACH REQUEST message including a GUTI and a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	2
	P

	8-18
	Steps 5-15 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.
	-
	-
	-
	-

	19
	Check: Does the UE transmit an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message?
	-->
	ATTACH COMPLETE
	2
	P

	20a1-21b1
	Steps 16a1-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.
	-
	-
	-
	-

	22
	Check: Does the test result of CALL generic procedure [18] clause 6.4.2.4 indicate that the UE is in E-UTRA EMM-REGISTERED state on Cell A?
	-
	-
	4
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508.
	-
	-
	-
	-


9.2.1.1.1.3.3
Specific message contents
Table 9.2.1.1.1.3.3-1: Message SystemInformationBlockType1 (step 2, Table 9.2.1.1.1.3.2-1)
	Derivation Path: 36.508 clause 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	schedulingInfoList SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {
	1 entry
	
	

	     sib-MappingInfo[1] SEQUENCE (SIZE (0..maxSIB-1)) OF {
	3 entries
	System information combination 1 (SIB2 and SIB3) as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cell.
	

	      SIB-Type[1]
	0
	SIB-Type is an ENUMERATED type, and the value 0 means sibType3 according to TS 36.331[17].
	

	      SIB-Type[2]
	15
	SIB-Type is an ENUMERATED type, and the value 15 means a spare bit according to TS 36.331[17] from Rel-8 to Rel-11. 
	Rel-8, Rel-9, Rel-10, Rel-11

	      SIB-Type[3]
	31
	SIB-Type is an ENUMERATED type, and the value 31 means an extended bit according to TS 36.331[17] from Rel-8 to Rel-16.
	Rel-8 and above

	
	
	
	

	    }
	
	
	

	  }
	
	
	

	  nonCriticalExtension SEQUENCE {
	
	
	Rel-13, Rel-14, Rel-15, Rel-16

	    nonCriticalExtension SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            bandwidthReducedAccessRelatedInfo-r13
SEQUENCE {
	
	
	

	              si-WindowLength-BR-r13
	7
	si-WindowLength-BR-r13 is an ENUMERATED type, and the value 7 means a spare bit according to TS 36.331[17] from Rel-13 to Rel-16.
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.1.1.1.3.3-2: Message RRCConnectionRequest (step 5, Table 9.2.1.1.1.3.2-1)

	Derivation path: 36.508 table 4.6.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity CHOICE {
	
	
	

	        randomValue
	Not checked
	
	

	      }
	
	
	

	      establishmentCause
	mo-Signalling
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.1.1.1.3.3-3: Message RRCConnectionSetupComplete (step 7, Table 9.2.1.1.1.3.2-1)

	Derivation path: 36.508 table 4.6.1-18

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionSetupComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionSetupComplete-r8 SEQUENCE {
	
	
	

	        registeredMME {
	
	
	

	          plmn-Identity
	PLMN ID(MCC as stored in EFIMSI on the test USIM card and MNC 02)
	
	

	          mmegi
	1000000000001000
	Bit 0 is LSB
	

	          mmec
	00000001
	Bit 0 is LSB
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.1.1.1.3.3-4: Message ATTACH REQUEST (step 7, Table 9.2.1.1.1.3.2-1)

	Derivation path: TS 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	GUTI(belonging to PLMN with same MCC as stored in EFIMSI on the test USIM card and MNC 02 )
	GUTI copied from USIM 

Old and valid GUTI is included by the UE
	

	ESM message container
	PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN
	
	

	Last visited registered TAI
	TAI8
	GUTI copied from USIM

If available, the last TAI is included by UE and will be used to establish a good list of TAIs in subsequent ATTACH ACCEPT message.
	


Table 9.2.1.1.1.3.35-: Void

Table 9.2.1.1.1.3.3-6: Void

Table 9.2.1.1.1.3.3-7: Void

Table 9.2.1.1.1.3.3-8: Void
<End of first modified section>
