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6.2.2A.1_3
UE Maximum Output Power for CA and HPUE (intra-band contiguous DL CA and UL CA)



6.2.2A.1_3.1
Test purpose

Same test purpose as in clause 6.2.2A.1.1

6.2.2A.1_3.2
Test applicability

This test case applies to all types of E-UTRA UE Power Class 2 release 10 and forward that support intra-band contiguous DL CA and UL CA.

6.2.2A.1_3.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.2.2A.0.
6.2.2A.1_3.4
Test description

Same test description as in clause 6.2.2A.1.4.

6.2.2A.1_3.5
Test Requirements

The maximum output power for the CA configuration, derived in step 6 shall be within the range prescribed by the CA UE Power Class and tolerance in Table 6.2.2A.1_3.5-1.

Table 6.2.2A.1_3.5-1: CA UE Power Class test requirements

	CA Conf
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_41C
	
	
	26
	±2.72
	
	
	
	

	Note 1:
Void

Note 2:
For transmission bandwidths (Figure 5.4.2-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB

Note 3:
PPowerClass is the maximum UE power specified without taking into account the tolerance

Note 4:
For intra-band contiguous carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).

Note 5:
Lower limit is assuming ΔTC,c and ΔTIB,c are zero. If non-zero, PCMAX,c will decrease and T(PCMAX_L,c) may be higher resulting in different test requirements according to Table 6.2.5A.1.3-1.






6.2.2A.2
UE Maximum Output Power for CA (inter-band DL CA and UL CA)

