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< Unchanged sections omitted >

6.5A.2.1.1.5
Test Requirements

The measured EIRP derived in step 7, shall fulfil requirements in Table 6.2A.2.1.1.5-1 for Min peak EIRP requirement as appropriate, and the power (TRP) of any UE emission shall fulfil requirements in Table.6.5A.2.1.1.5-1.

	Table 6.5A.2.1.1.5-1: General NR spectrum emission mask for intra-band contiguous CA in frequency range 2

ΔfOOB
(MHz)
	Any carrier aggregation bandwidth class
	Measurement bandwidth

	( 0-0.1*BWChannel_CA
	-5 + TT
	1 MHz 

	( 0.1*BWChannel_CA -2*BWChannel_CA
	-13 + TT
	1 MHz

	NOTE 1:
TT for each frequency and channel bandwidth is specified in Table 6.5A.2.1.1.5-1a

NOTE 2:
If carrier leakage or I/Q image lands inside the spectrum occupied by the configured UL and DL CCs, exception to the general spectrum emission mask limit applies. For carrier leakage the requirements specified in section 6.4A.2.2.0 shall apply. For I/Q image the requirements specified in section 6.4A.2.3.0 shall apply.
NOTE 3:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.
NOTE 4:
The measurements are to be performed above the upper edge of the aggregated channel bandwidth and below the lower edge of the aggregated channel bandwidth.


Table 6.5A.2.1.1.5-1a: Test Tolerance (Aggregated BW ≤ 400MHz)

	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	3.21 dB
	TBD


< Unchanged sections omitted >

6.5A.2.1.2.5
Test Requirements

The measured EIRP derived in step 7, shall fulfil requirements in Table 6.2A.2.1.1.5-1 for Min peak EIRP requirement as appropriate, and the power (TRP) of any UE emission shall fulfil requirements in Table.6.5A.2.1.2.5-1.

	Table 6.5A.2.1.2.5-1: General NR spectrum emission mask for intra-band contiguous CA in frequency range 2

ΔfOOB
(MHz)
	Any carrier aggregation bandwidth class
	Measurement bandwidth

	( 0-0.1*BWChannel_CA
	-5 + TT
	1 MHz 

	( 0.1*BWChannel_CA -2*BWChannel_CA
	-13 + TT
	1 MHz

	NOTE 1:
TT for each frequency and channel bandwidth is specified in Table 6.5A.2.1.2.5-1a

NOTE 2:
If carrier leakage or I/Q image lands inside the spectrum occupied by the configured UL and DL CCs, exception to the general spectrum emission mask limit applies. For carrier leakage the requirements specified in section 6.4A.2.2.0 shall apply. For I/Q image the requirements specified in section 6.4A.2.3.0 shall apply.
NOTE 3:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.
NOTE 4:
The measurements are to be performed above the upper edge of the aggregated channel bandwidth and below the lower edge of the aggregated channel bandwidth


Table 6.5A.2.1.2.5-1a: Test Tolerance (Aggregated BW ≤ 400MHz)

	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	3.21 dB
	TBD


< Unchanged sections omitted >

6.5A.2.1.3.5
Test Requirements

The measured EIRP derived in step 7, shall fulfil requirements in Table 6.2A.2.1.1.5-1 for Min peak EIRP requirement as appropriate, and the power (TRP) of any UE emission shall fulfil requirements in Table.6.5A.2.1.3.5-1.

	Table 6.5A.2.1.3.5-1: General NR spectrum emission mask for intra-band contiguous CA in frequency range 2

ΔfOOB
(MHz)
	Any carrier aggregation bandwidth class
	Measurement bandwidth

	( 0-0.1*BWChannel_CA
	-5 + TT
	1 MHz 

	( 0.1*BWChannel_CA -2*BWChannel_CA
	-13 + TT
	1 MHz

	NOTE 1:
TT for each frequency and channel bandwidth is specified in Table 6.5A.2.1.3.5-1a

NOTE 2:
If carrier leakage or I/Q image lands inside the spectrum occupied by the configured UL and DL CCs, exception to the general spectrum emission mask limit applies. For carrier leakage the requirements specified in section 6.4A.2.2.0 shall apply. For I/Q image the requirements specified in section 6.4A.2.3.0 shall apply.
NOTE 3:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.
NOTE 4:
The measurements are to be performed above the upper edge of the aggregated channel bandwidth and below the lower edge of the aggregated channel bandwidth


Table 6.5A.2.1.3.5-1a: Test Tolerance (Aggregated BW ≤ 400MHz)

	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	3.21 dB
	TBD


< Unchanged sections omitted >

6.5A.2.1.4.5
Test Requirements

The measured EIRP derived in step 7, shall fulfil requirements in Table 6.2A.2.1.1.5-1 for Min peak EIRP requirement as appropriate, and the power (TRP) of any UE emission shall fulfil requirements in Table.6.5A.2.1.4.5-1.

	Table 6.5A.2.1.4.5-1: General NR spectrum emission mask for intra-band contiguous CA in frequency range 2

ΔfOOB
(MHz)
	Any carrier aggregation bandwidth class
	Measurement bandwidth

	( 0-0.1*BWChannel_CA
	-5 + TT
	1 MHz 

	( 0.1*BWChannel_CA -2*BWChannel_CA
	-13 + TT
	1 MHz

	NOTE 1:
TT for each frequency and channel bandwidth is specified in Table 6.5A.2.1.4.5-1a

NOTE 2:
If carrier leakage or I/Q image lands inside the spectrum occupied by the configured UL and DL CCs, exception to the general spectrum emission mask limit applies. For carrier leakage the requirements specified in section 6.4A.2.2.0 shall apply. For I/Q image the requirements specified in section 6.4A.2.3.0 shall apply.
NOTE 3:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.
NOTE 4:
The measurements are to be performed above the upper edge of the aggregated channel bandwidth and below the lower edge of the aggregated channel bandwidth


Table 6.5A.2.1.4.5-1a: Test Tolerance (Aggregated BW ≤ 400MHz)

	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	3.21 dB
	TBD


< Unchanged sections omitted >

6.5A.2.1.5.5
Test Requirements

The measured EIRP derived in step 7, shall fulfil requirements in Table 6.2A.2.1.1.5-1 for Min peak EIRP requirement as appropriate, and the power (TRP) of any UE emission shall fulfil requirements in Table.6.5A.2.1.5.5-1.

	Table 6.5A.2.1.5.5-1: General NR spectrum emission mask for intra-band contiguous CA in frequency range 2

ΔfOOB
(MHz)
	Any carrier aggregation bandwidth class
	Measurement bandwidth

	( 0-0.1*BWChannel_CA
	-5 + TT
	1 MHz 

	( 0.1*BWChannel_CA -2*BWChannel_CA
	-13 + TT
	1 MHz

	NOTE 1:
TT for each frequency and channel bandwidth is specified in Table 6.5A.2.1.5.5-1a

NOTE 2:
If carrier leakage or I/Q image lands inside the spectrum occupied by the configured UL and DL CCs, exception to the general spectrum emission mask limit applies. For carrier leakage the requirements specified in section 6.4A.2.2.0 shall apply. For I/Q image the requirements specified in section 6.4A.2.3.0 shall apply.
NOTE 3:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.
NOTE 4:
The measurements are to be performed above the upper edge of the aggregated channel bandwidth and below the lower edge of the aggregated channel bandwidth


Table 6.5A.2.1.5.5-1a: Test Tolerance (Aggregated BW ≤ 400MHz)

	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	3.21 dB
	TBD


< Unchanged sections omitted >

6.5A.2.1.6.5
Test Requirements

The measured EIRP derived in step 7, shall fulfil requirements in Table 6.2A.2.1.1.5-1 for Min peak EIRP requirement as appropriate, and the power (TRP) of any UE emission shall fulfil requirements in Table.6.5A.2.1.6.5-1.

Table 6.5A.2.1.6.5-1: General NR spectrum emission mask for intra-band contiguous CA in frequency range 2

	ΔfOOB
(MHz)
	Any carrier aggregation bandwidth class
	Measurement bandwidth

	( 0-0.1*BWChannel_CA
	-5 + TT
	1 MHz 

	( 0.1*BWChannel_CA -2*BWChannel_CA
	-13 + TT
	1 MHz

	NOTE 1:
TT for each frequency and channel bandwidth is specified in Table 6.5A.2.1.6.5-1a

NOTE 2:
If carrier leakage or I/Q image lands inside the spectrum occupied by the configured UL and DL CCs, exception to the general spectrum emission mask limit applies. For carrier leakage the requirements specified in section 6.4A.2.2.0 shall apply. For I/Q image the requirements specified in section 6.4A.2.3.0 shall apply.
NOTE 3:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.
NOTE 4:
The measurements are to be performed above the upper edge of the aggregated channel bandwidth and below the lower edge of the aggregated channel bandwidth


Table 6.5A.2.1.6.5-1a: Test Tolerance (Aggregated BW ≤ 400MHz)

	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	3.21 dB
	TBD


< Unchanged sections omitted >

6.5A.2.1.7.5
Test Requirements

The measured EIRP derived in step 7, shall fulfil requirements in Table 6.2A.2.1.1.5-1 for Min peak EIRP requirement as appropriate, and the power (TRP) of any UE emission shall fulfil requirements in Table.6.5A.2.1.7.5-1.

Table 6.5A.2.1.7.5-1: General NR spectrum emission mask for intra-band contiguous CA in frequency range 2

	ΔfOOB
(MHz)
	Any carrier aggregation bandwidth class
	Measurement bandwidth

	( 0-0.1*BWChannel_CA
	-5 + TT
	1 MHz 

	( 0.1*BWChannel_CA -2*BWChannel_CA
	-13 + TT
	1 MHz

	NOTE 1:
TT for each frequency and channel bandwidth is specified in Table 6.5A.2.1.7.5-1a

NOTE 2:
If carrier leakage or I/Q image lands inside the spectrum occupied by the configured UL and DL CCs, exception to the general spectrum emission mask limit applies. For carrier leakage the requirements specified in section 6.4A.2.2.0 shall apply. For I/Q image the requirements specified in section 6.4A.2.3.0 shall apply.
NOTE 3:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.
NOTE 4:
The measurements are to be performed above the upper edge of the aggregated channel bandwidth and below the lower edge of the aggregated channel bandwidth


Table 6.5A.2.1.7.5-1a: Test Tolerance (Aggregated BW ≤ 400MHz)

	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	3.21 dB
	TBD


< End of changes >
