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	Reason for change:
	1. 
ControlResourceSetZero and SearchSapceZero are set to Not present for SCell_Add, therefore searchSpaceSIB1, searchSpaceOtherSystemInformation and pagingSearchSpace can’t be set to 0, they shall be Not present. 
2. 
No other SI is broadcasted for EN-DC, so the associated search space need not be configured.

3. 
Definition of condition SCell_Add is missing.

4.    Currently the TS 38.508-1 defines PDCCH-ConfigCommon with ra-SearchSpace defined by default. This is not required for the EN-DC/SA carrier aggregation test cases, which have SCell addition as the RACH procedure will not be performed on the SCell. 
As per the TS 38.213, a UE monitors PDCCH candidates in the search space sets for only the primary cell. Also, as per TS 38.321 the RAR is received only on the SpCell, so the ra-searchspace should not be configured for SCell.


	
	

	Summary of change:
	1. 
Set searchSpaceSIB1, searchSpaceOtherSystemInformation and pagingSearchSpace to Not present for SCell_Add. 
2. 
Add EN-DC condition to set searchSpaceOtherSystemInformation to not present.

3. 
Definition of condition SCell_Add has been added.

4.    Updated TS 38.508-1 Cl 4.6.3 -PDCCH-ConfigCommon table to mark “ra-SearchSpace” as NotPresent with condition SCell_Add.
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PDCCH-ConfigCommon
Table 4.6.3-96: PDCCH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigCommon::= SEQUENCE {
	
	
	

	  controlResourceSetZero
	ControlResourceSetZero
	
	

	
	Not present
	
	SCell_Add

	  commonControlResourceSet
	ControlResourceSet
	
	SIG OR (RF AND EN-DC)

	
	Not present
	
	RF AND NR

	  searchSpaceZero
	SearchSpaceZero
	
	

	
	Not present
	
	SCell_Add


	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF {
	2 entries
	
	

	    SearchSpace[1]
	SearchSpace with condition CSS
	
	

	    SearchSpace[2]
	SearchSpace with condition SISS
	
	

	  }
	
	
	

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF {
	1 entry
	
	EN-DC

	    SearchSpace
	SearchSpace with condition CSS
	
	

	  }
	
	
	

	  commonSearchSpaceList
	Not present
	
	SCell_Add

	  searchSpaceSIB1
	0
	
	

	
	Not present
	
	EN-DC,
SCell_Add

	  searchSpaceOtherSystemInformation
	SearchSpaceId with condition SISS
	
	

	
	Not present
	
	EN-DC, SCell_Add

	  pagingSearchSpace
	0
	
	

	
	Not present
	
	EN-DC, 
SCell_Add

	  ra-SearchSpace
	SearchSpaceId with condition CSS
	
	

	
	Not present
	
	SCell_Add

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	SCell_Add
	Add SCell
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