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<< Beginning of changes >>

8.2.2.12
Short TTI / SRS configuration / TDD / Aperiodic 
8.2.2.12.1
Test Purpose (TP)
(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when {UE receives an RRCConnectionReconfiguration message with srs-DCI7-TriggeringConfig-r15 and SoundingRS-UL-AperiodicConfigDedicated configured for UL slot as SRS trigger type 1, and a SRS request is triggered via DCI 7-0A on the TDD Cell }

    then {UE performs SRS transmission on the TDD Cell using the resource on UL slot configured in SoundingRS-UL-AperiodicConfigDedicated }

            } 
8.2.2.12.2
Conformance requirements
Same conformance requirement as in clause 8.2.1.12.2.
8.2.2.12.3
Test description

8.2.2.12.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

· None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.2.12.3.2
Test procedure sequence

Table 8.2.2.12.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup an aperiodic SRS configuration on the last symbol of 3rd and 8th subframe of every radio frame.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS transmits an SRS request by using DCI format 7-0A on slot 0 of the 1st subframe in one radio frame.
	<--
	DCI: (DCI Format 7-0A defined in TS 36.508 Table 4.3.6.1.3-13 with following exceptions: RBA(
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)= 5, 
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 = 5, SRS request = ‘1’.)
	-
	-

	4
	Check: Does the UE transmit SRS on the last symbol of the 3rd subframe in the same radio frame?
	-->
	SRS
	1
	P

	5
	Check: Does the UE transmit SRS on the last symbol of the 8th subframe in the same radio frame?
	-->
	SRS
	1
	F


8.2.2.12.3.3
Specific Message Contents

Table 8.2.2.12.3.3-1: PhysicalConfigDedicated-DEFAULT (step1, Table 8.2.2.12.3.2-1)

	Derivation Path: 36.508 clause 4.6.3 Table 4.6.3-6A

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  PhysicalConfigDedicatedSTTI-r15 ::= CHOICE{
	
	
	

	    srs-DCI7-TriggeringConfig-r15
	TRUE
	
	

	  }
	
	
	

	  soundingRS-UL-AperiodicConfigDedicatedList-r14 SEQUENCE {
	
	1 entry
	

	    soundingRS-AperiodicSet-r14[1] SEQUENCE {
	
	
	

	      srs-CC-SetIndexList-r14
	Not present
	
	

	      soundingRS-UL-ConfigDedicatedAperiodic-r14 CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          srs-ConfigIndexAp-r10
	12
	3th and 8th subframe every radio frame
	

	          srs-ConfigApDCI-Format4-r10
	Not present
	
	

	          srs-ActivateAp-r10 CHOICE {
	
	
	

	            setup SEQUENCE {
	
	
	

	              srs-ConfigApDCI-Format0-r10 SEQUENCE {
	
	
	

	                srs-AntennaPortAp-r10
	an1
	
	

	                srs-BandwidthAp-r10
	bw0
	
	

	                freqDomainPositionAp-r10
	0
	
	

	                transmissionCombAp-r10
	0
	
	

	                cyclicShiftAp-r10
	cs0
	
	

	              }
	
	
	

	              srs-ConfigApDCI-Format1a2b2c-r10 SEQUENCE {
	
	
	

	                srs-AntennaPortAp-r10
	an1
	
	

	                srs-BandwidthAp-r10
	bw0
	
	

	                freqDomainPositionAp-r10
	0
	
	

	                transmissionCombAp-r10
	0
	
	

	                cyclicShiftAp-r10
	cs0
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< End of changes >>
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