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<Start of modified section>
WLAN Assistance Data Elements

Table 5.4.1.4-1 defines the WLAN assistance data elements which shall be provided to the UE in sub-test 17 via LPP Provide Assistance Data messages in the absence of a corresponding LPP Request Assistance Data message. The WLAN assistance data provided depends on the mode being used in the test case, and the assistance data supported by the UE. The content of the assistance data elements is defined in Table 5.4.1.4-2.

Table 5.4.1.4-1: WLAN assistance data to be provided to the UE

	WLAN assistance data IE supported by UE
	Mode used in test case

	
	UE-based, WLAN  (Release 14 onwards)
	UE-assisted,

WLAN (Release 14 onwards)

	wlan-AP-Identifier-r14 (WLAN AP identity information)
	Yes
	Yes

	wlan-AP-Location-r14 (WLAN AP location information)
	Yes
	No


Table 5.4.1.4-2: WLAN-DataSet-r14

	Derivation Path: TS 36.355 [4] clause 6.5.6.8

	Information Element
	Value/remark
	Comment
	Condition

	wlan-DataSet-r14::= SEQUENCE (SIZE (1)) OF SEQUENCE {
	
	
	Rel-14 onwards

	    SEQUENCE (SIZE (4)) OF SEQUENCE.{
	
	
	

	       WLAN-AP-Data-r14 SEQUENCE {
	
	WLAN AP 1
	

	        wlan-AP-Identifier-r14
	As defined in TS 37.571-5 [12], clause 9
	
	

	        wlan-AP-Location-r14
	As defined in TS 37.571-5 [12], clause 9
	
	

	       }
	
	
	

	       WLAN-AP-Data-r14 SEQUENCE {
	
	WLAN AP 2
	

	        wlan-AP-Identifier-r14
	As defined in TS 37.571-5 [12], clause 9
	
	

	        wlan-AP-Location-r14
	As defined in TS 37.571-5 [12], clause 9
	
	

	       }
	
	
	

	       WLAN-AP-Data-r14 SEQUENCE {
	
	WLAN AP 3
	

	        wlan-AP-Identifier-r14
	As defined in TS 37.571-5 [12], clause 9
	
	

	        wlan-AP-Location-r14
	As defined in TS 37.571-5 [12], clause 9
	
	

	       }
	
	
	

	       WLAN-AP-Data-r14 SEQUENCE {
	
	WLAN AP 4
	

	        wlan-AP-Identifier-r14
	As defined in TS 37.571-5 [12], clause 9
	
	

	        wlan-AP-Location-r14
	As defined in TS 37.571-5 [12], clause 9
	
	

	       }
	
	
	

	    supportedChannels-11a-r14
	As defined in TS 37.571-5 [12], clause 9
	
	

	    supportedChannels-11bg-r14
	As defined in TS 37.571-5 [12], clause 9
	
	

	    }
	
	
	

	}
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