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-------- Start of changes --------
[bookmark: _Toc21103278]8.1.4.2.1	Inter-RAT handover from NR
[bookmark: _Toc21103279]8.1.4.2.1.1	Inter-RAT handover / From NR to E-UTRA / Success
8.1.4.2.1.1.1	Test Purpose (TP)
(1)
with { UE in NR RRC_CONNECTED state }
ensure that {
  when { UE receives a MobilityFromNRCommand message }
    then { UE transmits an RRCConnectionReconfigurationComplete message on the E-UTRA cell }
            }

8.1.4.2.1.1.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 38.331, clause 5.4.3.2, clause 5.4.3.3 and clause 5.4.3.4 and TS 36.331, clause 5.4.2.2 and clause 5.4.2.3.
...
NOTE 1:	Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.
2>	enter E-UTRA RRC_CONNECTED, upon which the procedure ends;
8.1.4.2.1.1.3	Test description
8.1.4.2.1.1.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 and E-UTRA Cell 1.
-	System information Combination NR-6 as defined in TS 38.508 [4] clause 4.4.3.1 is used in NR cells.
UE:
-	None
Preamble:
-	The UE is in state 3N-A as defined in TS 38.508-1 [4], subclause 4.4A on NR Cell.
8.1.4.2.1.1.3.2	Test procedure sequence
Table 8.1.4.2.1.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a MobilityFromNRCommand message on NR Cell 1.
	<--
	MobilityFromNRCommand
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on E-UTRA Cell 1 using the security key derived from the new KeNB?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	3
	The UE transmits an ULInformationTransfer message on the cell specified in the test case.
This message includes a TRACKING AREA UPDATE REQUEST message.
	-->
	RRC: ULInformationTransfer
NAS: TRACKING AREA UPDATE REQUEST
	-
	-

	4
	The SS transmits a DLInformationTransfer message on the cell specified in the test case.
This message includes a TRACKING AREA UPDATE ACCEPT message.
	<--
	RRC: DLInformationTransfer
NAS: TRACKING AREA UPDATE ACCEPT
	-
	-

	5
	The UE transmits an ULInformationTransfer message on the cell specified in the test case.
This message includes a TRACKING AREA UPDATE COMPLETE message.
	-->
	RRC: ULInformationTransfer
NAS: TRACKING AREA UPDATE COMPLETE
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 38.508-1 subclause 4.9.1 indicate that the UE is capable of exchanging IP data on DRB#1 associated with  the first EPS bearer?
	-
	-
	1
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