Page 1



3GPP TSG-RAN5 Meeting #88-e
R5-203662
Online, 17th Aug 2020 - 28th Aug 2020 

	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.508-1
	CR
	1432
	rev
	-
	Current version:
	16.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Removal of USIM profile #16

	
	

	Source to WG:
	Qualcomm CDMA Technologies

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2020-08-07

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	TC 6.1.2.13 has been updated not to use USIM profile #16 

	
	

	Summary of change:
	Deleting USIM profile #16 since no other TC requires this profile

	
	

	Consequences if not approved:
	USIM profile will be in spec without any use case

	
	

	Clauses affected:
	6.4.1

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	x
	
	 Test specifications
	TS 38.523-1 CR 1700 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	TTCN impact

	
	

	This CR's revision history:
	


6.4.1
General
<<Tables skipped here>>

Table 6.4.1-14: Void

Table 6.4.1-15: USIM Configuration 15 

	USIM field
	Priority
	Value
	Access Technology Identifier

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN1.
	

	EFFPLMN
	
	PLMN2
	


Table 6.4.1-16: Void
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 6.4.1-17: USIM Configuration 17

	USIM field
	Priority
	Value
	Access Technology Identifier

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN1.
	

	EFPLMNwAcT
	1
	PLMN1
	NG-RAN

	EFUST
	
	Service n°126 is "available".
	

	EFEHPLMN
	
	PLMN1
	

	EFUAC_AIC and EFACC
	
	For Bits b4 and b8 in byte 1 of EFACC (defined in TS 31.102 clause 4.2.15), only single bit is set to 1. Bits b1 and b2 in byte 1 of EFUAC_AIC (defined in TS 31.102 clause 4.4.11.7), and all remaining bits of EFACC and EFUAC_AIC are set to 0.
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