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4.3.1.4
Test frequencies for EN-DC band combinations within FR1

4.3.1.4.1
Inter-band EN-DC configurations within FR1

4.3.1.4.1.1
General

For inter-band EN-DC configurations as listed in this clause, the following apply:

For the E-UTRA band and E-UTRA CA configurations, test frequencies as specified in TS 36.508 [2], clause 4.3.1 are used.

For the NR band and NR CA configurations, test frequencies as specified in clause 4.3.1.1 are used.

For the EN-DC inter-band configuration that includes an EN-DC contiguous configuration (e.g. DC_2A-(n)71AA) the EN-DC contiguous configuration is listed in the NR configuration column and the test frequencies as specified in clause 4.3.1.4.2 are used.

For the secondary NR band in inter-band signalling test cases, the band selected is based on the subset of NR bands supported within the EN-DC configurations specified in Table 4.3.1.4.1.2-1 for NR FR1 and 4.3.1.5.1.2-1 for NR FR2.

<Unchanged Text Skipped>

4.3.1.4.1.3
Inter-band EN-DC configurations within FR1 (three bands)

Table 4.3.1.4.1.3-1: Inter-band EN-DC configurations within FR1 (three bands)

	EN-DC

configuration
	Uplink EN-DC

Configuration
	EN-DC E-UTRA downlink configuration
	EN-DC NR downlink configuration
	EN-DC E-UTRA uplink configuration
	EN-DC NR uplink configuration
	Applicable for protocol testing

(Note 1)

	DC_1A-3A_n28A
	DC_1A_n28A
	CA_1A-3A
	n28A
	1A
	n28A
	No

	
	DC_3A_n28A
	CA_1A-3A
	n28A
	3A
	n28A
	No

	DC_1A-3A_n78A
	DC_1A_n78A
	CA_1A-3A
	n78A
	1A
	n78A
	No

	
	DC_3A_n78A
	CA_1A-3A
	n78A
	3A
	n78A
	No

	DC_1A-3C_n78A
	DC_1A_n78A
	CA_1A-3C
	n78A
	1A
	n78A
	No

	
	DC_3A_n78A
	CA_1A-3C
	n78A
	3A
	n78A
	No

	DC_1A-3A_n79A
	DC_1A_n79A
	CA_1A-3A
	n79A
	1A
	n79A
	No

	
	DC_3A_n79A
	CA_1A-3A
	n79A
	3A
	n79A
	No

	DC_1A-7A_n78A
	DC_1A_n78A
	CA_1A-7A
	n78A
	1A
	n78A
	No

	
	DC_7A_n78A
	CA_1A-7A
	n78A
	7A
	n78A
	No

	DC_1A-19A_n78A
	DC_1A_n78A
	CA_1A-19A
	n78A
	1A
	n78A
	No

	
	DC_19A_n78A
	CA_1A-19A
	n78A
	19A
	n78A
	No

	DC_1A-19A_n79A
	DC_1A_n79A
	CA_1A-19A
	n79A
	1A
	n79A
	No

	
	DC_19A_n79A
	CA_1A-19A
	n79A
	19A
	n79A
	No

	DC_1A-21A_n78A
	DC_1A_n78A
	CA_1A-21A
	n78A
	1A
	n78A
	No

	
	DC_21A_n78A
	CA_1A-21A
	n78A
	21A
	n78A
	No

	DC_1A-21A_n79A
	DC_1A_n79A
	CA_1A-21A
	n79A
	1A
	n79A
	No

	
	DC_21A_n79A
	CA_1A-21A
	n79A
	21A
	n79A
	No

	DC_1A-21A_n79A
	DC_1A_n79A
	CA_1A-21A
	n79A
	1A
	n79A
	No

	
	DC_21A_n79A
	CA_1A-21A
	n79A
	21A
	n79A
	No

	DC_1A_n28A-n78A
	DC_1A_n28A
	1A
	CA_n28A-n78A
	1A
	n28A
	Yes (NR 2CC)

	
	DC_1A_n78A
	1A
	CA_n28A-n78A
	1A
	n78A
	No

	DC_1A-42A_n78A
	DC_1A_n78A
	CA_1A-42A
	n78A
	1A
	n78A
	No

	DC_1A-42C_n78A
	DC_1A_n78A
	CA_1A-42C
	n78A
	1A
	n78A
	No

	DC_1A-42D_n78A
	DC_1A_n78A
	CA_1A-42D
	n78A
	1A
	n78A
	No

	DC_1A-42E_n78A
	DC_1A_n78A
	CA_1A-42E
	n78A
	1A
	n78A
	No

	DC_1A-42A_n79A
	DC_1A_n79A
	CA_1A-42A
	n79A
	1A
	n79A
	No

	DC_1A-42C_n79A
	DC_1A_n79A
	CA_1A-42C
	n79A
	1A
	n79A
	No

	DC_1A-42D_n79A
	DC_1A_n79A
	CA_1A-42D
	n79A
	1A
	n79A
	No

	DC_1A-42E_n79A
	DC_1A_n79A
	CA_1A-42E
	n79A
	1A
	n79A
	No

	DC_1A_n78A-n79A
	DC_1A_n78A
	1A
	CA_n78A-n79A
	1A
	n78A
	Yes (NR 2CC)

	
	DC_1A_n79A
	1A
	CA_n78A-n79A
	1A
	n79A
	No

	DC_2A-66A_n5A
	DC_2A_n5A
	CA_2A-66A
	n5A
	2A
	n5A
	No

	
	DC_66A_n5A
	CA_2A-66A
	n5A
	66A
	n5A
	No

	DC_2A-66A_n41A
	DC_2A_n41A
	CA_2A-66A
	n41A
	2A
	n41A
	No

	
	DC_66A_n41A
	CA_2A-66A
	n41A
	66A
	n41A
	No

	DC_2A-66A_n71A
	DC_2A_n71A
	CA_2A-66A
	n71A
	2A
	n71A
	No

	
	DC_66A_n71A
	CA_2A-66A
	n71A
	66A
	n71A
	No

	DC_2A-(n)71AA
	DC_2A_n71A
	2A
	DC_(n)71AA
	2A
	n71A
	No

	
	DC_(n)71AA
	2A
	DC_(n)71AA
	-
	DC_(n)71AA
	No

	DC_3A-7A_n78A
	DC_3A_n78A
	CA_3A-7A
	n78A
	1A
	n78A
	No

	
	DC_7A_n78A
	CA_3A-7A
	n78A
	7A
	n78A
	No

	DC_3A-19A_n78A
	DC_3A_n78A
	CA_3A-19A
	n78A
	3A
	n78A
	No

	
	DC_19A_n78A
	CA_3A-19A
	n78A
	19A
	n78A
	No

	DC_3A-19A_n79A
	DC_3A_n79A
	CA_3A-19A
	n79A
	3A
	n79A
	No

	
	DC_19A_n79A
	CA_3A-19A
	n79A
	19A
	n79A
	No

	DC_3A-21A_n78A
	DC_3A_n78A
	CA_3A-21A
	n78A
	3A
	n78A
	No

	
	DC_21A_n78A
	CA_3A-21A
	n78A
	21A
	n78A
	No

	DC_3A-21A_n79A
	DC_3A_n79A
	CA_3A-21A
	n79A
	3A
	n79A
	No

	
	DC_21A_n79A
	CA_3A-21A
	n79A
	21A
	n79A
	No

	DC_3A_n28A-n78A
	DC_3A_n28A
	3A
	CA_n28A-n78A
	3A
	n28A
	Yes (NR 2CC)

	
	DC_3A_n78A
	3A
	CA_n28A-n78A
	3A
	n78A
	No

	DC_3A-42A_n78A
	DC_3A_n78A
	CA_3A-42A
	n78A
	3A
	n78A
	No

	DC_3A-42C_n78A
	DC_3A_n78A
	CA_3A-42C
	n78A
	3A
	n78A
	No

	DC_3A-42D_n78A
	DC_3A_n78A
	CA_3A-42D
	n78A
	3A
	n78A
	No

	DC_3A-42E_n78A
	DC_3A_n78A
	CA_3A-42E
	n78A
	3A
	n78A
	No

	DC_3A-42A_n79A
	DC_3A_n79A
	CA_3A-42A
	n79A
	3A
	n79A
	No

	DC_3A-42C_n79A
	DC_3A_n79A
	CA_3A-42C
	n79A
	3A
	n79A
	No

	DC_3A-42D_n79A
	DC_3A_n79A
	CA_3A-42D
	n79A
	3A
	n79A
	No

	DC_3A-42E_n79A
	DC_3A_n79A
	CA_3A-42E
	n79A
	3A
	n79A
	No

	DC_3A_n78A-n79A
	DC_3A_n78A
	3A
	CA_n78A-n79A
	3A
	n78A
	Yes (NR 2CC)

	
	DC_3A_n79A
	3A
	CA_n78A-n79A
	3A
	n79A
	No

	DC_5A-7A_n78A
	DC_5A_n78A
	CA_5A-7A
	n78A
	5A
	n78A
	No

	
	DC_7A_n78A
	CA_5A-7A
	n78A
	7A
	n78A
	No

	DC_7A_n28A-n78A
	DC_7A_n28A
	7A
	CA_n28A-n78A
	7A
	n28A
	Yes (NR 2CC)

	
	DC_7A_n78A
	7A
	CA_n28A-n78A
	7A
	n78A
	No

	DC_19A-21A_n78A
	DC_19A_n78A
	CA_19A-21A
	n78A
	19A
	n78A
	No

	
	DC_21A_n78A
	CA_19A-21A
	n78A
	21A
	n78A
	No

	DC_19A-21A_n79A
	DC_19A_n79A
	CA_19A-21A
	n79A
	19A
	n79A
	No

	
	DC_21A_n79A
	CA_19A-21A
	n79A
	21A
	n79A
	No

	DC_19A-42A_n78A
	DC_19A_n78A
	CA_19A-42A
	n78A
	19A
	n78A
	No

	DC_19A-42A_n79A
	DC_19A_n79A
	CA_19A-42A
	n79A
	19A
	n79A
	No

	DC_19A-42C_n78A
	DC_19A_n78A
	CA_19A-42C
	n78A
	19A
	n78A
	No

	DC_19A-42C_n79A
	DC_19A_n79A
	CA_19A-42C
	n79A
	19A
	n79A
	No

	DC_19A_n78A-n79A
	DC_19A_n78A
	19A
	CA_n78A-n79A
	19A
	n78A
	Yes (NR 2CC)

	
	DC_19A_n79A
	19A
	CA_n78A-n79A
	19A
	n79A
	No

	DC_20A_n28A-n78A
	DC_20A_n28A
	20A
	CA_n28A-n78A
	20A
	n28A
	Yes (NR 2CC)

	
	DC_20A_n78A
	20A
	CA_n28A-n78A
	20A
	n78A
	No

	DC_21A-42A_n78A
	DC_21A_n78A
	CA_21A-42A
	n78A
	21A
	n78A
	No

	DC_21A-42C_n78A
	DC_21A_n78A
	CA_21A-42C
	n78A
	21A
	n78A
	No

	DC_21A-42A_n79A
	DC_21A_n79A
	CA_21A-42A
	n79A
	21A
	n79A
	No

	DC_21A-42C_n79A
	DC_21A_n79A
	CA_21A-42C
	n79A
	21A
	n79A
	No

	DC_21A_n78A-n79A
	DC_21A_n78A
	21A
	CA_n78A-n79A
	21A
	n78A
	Yes (NR 2CC)

	
	DC_21A_n79A
	21A
	CA_n78A-n79A
	21A
	n79A
	No

	DC_66A_(n)71AA
	DC_66A_n71A
	66A
	DC_(n)71AA
	66A
	n71A
	No

	
	DC_(n)71AA
	66A
	DC_(n)71AA
	-
	DC_(n)71AA
	No

	Note 1:
Protocol testing is limited to EN-DC configurations with 1 CC E-UTRA and 1CC or 2CC NR configurations.
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