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6.2B.4.1
Configured Output Power Level for EN-DC

6.2B.4.1.0
Minimum Conformance Requirements

6.2B.4.1.0.1
Configured output power level
<Unchanged Text Skipped>

6.2B.4.1.0.1.4
Inter-band EN-DC including FR2

For inter-band dual connectivity with one uplink serving cell per CG on E-UTRA and NR respectively, with NR configured in FR2, the UE is allowed to set its configured maximum output power PCMAX,c(i),i for serving cell c(i) of CG i, i = 1,2.

The UE maximum configured power PCMAX,c(i), on E-UTRA for the subframe i shall be set according to clause 6.2.5 from TS 36.101 [5]. Applicable inter-band ΔTIB,c parameters shall be used according to the clauses 6.2B.4.2.4 or 6.2B.4.2.5.

The UE maximum configured power PCMAX,c(j), on NR for the slot j shall be set according to clause 6.2.4 from TS 38.101-2 [3].

For the configured power measurements TS 36.101 [5] clause 6.2.5 and TS 38.101-2 [3] clause 6.2.4 are applicable.

<Unchanged Text Skipped>

6.2B.4.1.0.1.5
Inter-band EN-DC including both FR1 and FR2

For inter-band dual connectivity with one uplink serving cell per CG on E-UTRA and NR respectively, with both CGs configured in FR1, the requirements specified in clause 6.2B.4.1.0.1.3 apply.

For inter-band dual connectivity with one uplink serving cell per CG on E-UTRA and NR respectively, with NR configured in FR2, the requirements specified in clause 6.2B.4.1.0.1.4 apply.

For inter-band dual connectivity with one uplink serving cell in first CG on E-UTRA and two uplink serving cells in second CG on NR FR1 and NR FR2 respectively, the UE is allowed to set its configured maximum output power PCMAX,c(i),i for serving cell c(i) , i = 1,2,3 with i=1 for E-UTRA, i=2 for NR FR1 and i=3 for NR FR2. 

–
For serving cell on FR2, the requirements specified in clause 6.2.4 in TS 38.101-2 [3] apply to the UE maximum configured power PCMAX,c(3),3 and the measured maximum configured power.
–
For remaining inter-band dual connectivity involving CG1 and CG2, the requirements specified in clause 6.2B.4.1.3 apply.










	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	








	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	





	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	




	
	
	

	

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	




	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


























<Unchanged Text Skipped>

6.2B.4.2
ΔTIB,c for EN-DC

For the UE which supports inter-band EN-DC configuration, ΔTIB,c in Tables below applies where unless otherwise stated, the same ΔTIB,c is applicable to NR band(s) part for DC configurations which have the same NR operating band combination. Unless otherwise stated, ΔTIB,c is set to zero.
Unless ΔTIB,c  is specified for the NE-DC configuration, the specified ΔTIB,c  for the EN-DC configuration including same bands as the corresponding NE-DC configuration is applicable for the NE-DC configuration.
6.2B.4.2.1
Intra-Band Contiguous EN-DC

ΔTIB,c is not applicable for intra-band contiguous EN-DC.

6.2B.4.2.2
Intra-Band non-Contiguous EN-DC 

ΔTIB,c is not applicable for intra-band non-contiguous EN-DC.

6.2B.4.2.3
Inter-Band EN-DC within FR1

6.2B.4.2.3.1
ΔTIB,c for EN-DC two bands

Table 6.2B.4.2.3.1-1: ΔTIB,c due to EN-DC(two bands)

	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔTIB,c (dB)

	DC_1_n28
	1
	0.3

	
	n28
	0.6

	DC_1_n40
	1
	0.5

	
	n40
	0.5

	DC_1_n51
	1
	0.6

	
	n51
	0.6

	DC_1_n77
	1
	0.6

	
	n77
	0.8

	DC_1_n78
	1
	0.3

	
	n78
	0.8

	DC_2_n5
	2
	0.3

	
	n5
	0.3

	DC_2_n41
	2
	0.5

	
	n41
	0.41

	
	
	0.92

	DC_2_n66
	2
	0.5

	
	n66
	0.5

	
	
	

	
	
	

	
	
	

	DC_2_n71
	2
	0.3

	
	n71
	0.3

	
	
	

	
	
	

	
	
	

	DC_2_n78
	2
	0.6

	
	n78
	0.8

	DC_3_n7
	3
	0.5

	
	n7
	0.5

	DC_3_n28
	3
	0.3

	
	n28
	0.3

	DC_3_n40
	3
	0.5

	
	n40
	0.5

	DC_3_n41
	3
	0.5

	
	n41
	0.33

	
	
	0.84

	DC_3_n51
	3
	0.3

	
	n51
	0.3

	DC_3_n77
	3
	0.6

	
	n77
	0.8

	DC_3_n78
	3
	0.6

	
	n78
	0.8

	DC_5_n2,

DC_5-5_n2
	5
	0.3

	
	n2
	0.3

	DC_5_n40
	5
	0.3

	
	n40
	0.3

	

	
	

	
	
	

	DC_5_n66
	5
	0.3

	
	n66
	0.3

	DC_5_n78
	5
	0.6

	
	n78
	0.8

	DC_7_n28
	7
	0.3

	
	n28
	0.3

	DC_7_n51
	7
	0.3

	
	n51
	0.3

	DC_7_n66, DC_7-7_n66
	7
	0.5

	
	n66
	0.5

	DC_7_n78

DC_7-7_n78
	7
	0.5

	
	n78
	0.8

	DC_8_n40
	8
	0.3

	
	n40
	0.3

	DC_8_n41
	8
	0.3

	
	n41
	0.3

	DC_8_n77
	8
	0.6

	
	n77
	0.8

	DC_8_n78
	8
	0.6

	
	n78
	0.8

	DC_11_n77
	11
	0.4

	
	n77
	0.8

	DC_11_n78
	11
	0.4

	
	n78
	0.8

	DC_12_n5
	12
	0.4

	
	n5
	0.8

	DC_12_n66
	12
	0.8

	
	n66
	0.3

	DC_12_n78
	12
	0.5

	
	n78
	0.8

	DC_13_n66
	13
	0.3

	
	n66
	0.3

	DC_18_n77
	18
	0.3

	
	n77
	0.8

	DC_18_n78
	18
	0.3

	
	n78
	0.8

	DC_19_n77
	19
	0.3

	
	n77
	0.8

	DC_19_n78
	19
	0.3

	
	n78
	0.8

	DC_20_n8
	20
	0.4

	
	n8
	0.4

	DC_20_n28
	20
	0.5

	
	n28
	0.5

	DC_20_n51
	20
	0.5

	
	n51
	0.5

	DC_20_n77
	20
	0.6

	
	n77
	0.8

	DC_20_n78
	20
	0.6

	
	n78
	0.8

	DC_21_n77
	21
	0.4

	
	n77
	0.8

	DC_21_n78
	21
	0.4

	
	n78
	0.8

	DC_25_n41
	25
	0.5

	
	n41
	0.41

	
	
	0.92

	DC_26_n41
	26
	0.3

	
	n41
	0.3

	DC_26_n77
	26
	0.3

	
	n77
	0.8

	DC_26_n78
	26
	0.3

	
	n78
	0.8

	DC_28_n51
	28
	0.5

	
	n51
	0.5

	DC_28_n77
	28
	0.5

	
	n77
	0.8

	DC_28_n78
	28
	0.5

	
	n78
	0.8

	DC_30_n5
	30
	0.3

	
	n5
	0.3

	DC_30_n66
	30
	0.5

	
	n66
	0.8

	DC_38_n78
	n78
	0.5

	DC_39_n41
	39
	0.5

	
	n41
	0.5

	DC_39_n78
	39
	0.3

	
	n78
	0.8

	DC_39_n79
	39
	0.3

	
	n79
	0.8

	DC_40_n415
	40
	0.5

	
	n41
	0.5

	DC_40_n77
	n77
	0.5

	DC_41_n77
	41
	0.3

	
	n77
	0.8

	DC_41_n78
	41
	0.3

	
	n78
	0.8

	DC_41_n79
	41
	0.3

	
	n79
	0.8

	DC_42_n51
	42
	0.6

	
	n51
	0.8

	DC_48_n5
	48
	0.3

	
	n5
	0.3

	DC_48_n66
	48
	0.8

	
	n66
	0.6

	DC_66_n2
	66
	0.5

	
	n2
	0.5

	DC_66_n5
	66
	0.3

	
	n5
	0.3

	DC_66_n41
	66
	0.5

	
	n41
	0.81

	
	
	1.32

	DC_66_n71
	66
	0.3

	
	n71
	0.3

	DC_66_n78
	66
	0.6

	
	n78
	0.8

	NOTE 1:
The requirement is applied for UE transmitting on the frequency range of 2545-2690 MHz.

NOTE 2:
The requirement is applied for UE transmitting on the frequency range of 2496-2545 MHz.
NOTE 3:
Applicable for the frequency range of 2515 - 2690 MHz.

NOTE 4:
Applicable for the frequency range of 2496 - 2515 MHz.

NOTE 5:
Applicable for UE supporting inter-band EN-DC without simultaneous Rx/Tx.


6.2B.4.2.3.2
ΔTIB,c for EN-DC three bands

Table 6.2B.4.2.3.2-1: ΔTIB,c due to EN-DC (three bands)

	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔTIB,c (dB)

	DC_1-3_n28
	1
	0.3

	
	3
	0.3

	
	n28
	0.6

	DC_1-3_n77
	1
	0.6

	
	3
	0.6

	
	n77
	0.8

	DC_1-3_n78
	1
	0.6

	
	3
	0.6

	
	n78
	0.8

	DC_1-3_n79
	1
	0.3

	
	3
	0.3

	DC_1-5_n78
	1
	0.3

	
	5
	0.6

	
	n78
	0.8

	DC_1-7_n28
	1
	0.5

	
	7
	0.6

	
	n28
	0.6

	DC_1-7_n78

DC_1-7-7_n78
	1
	0.6

	
	7
	0.6

	
	n78
	0.8

	DC_1-8_n78
	1
	0.3

	
	8
	0.6

	
	n78
	0.8

	DC_1-18_n77
	1
	0.3

	
	18
	0.3

	
	n77
	0.8

	DC_1-18_n78
	1
	0.3

	
	18
	0.3

	
	n78
	0.8

	DC_1-19_n77
	1
	0.3

	
	19
	0.3

	
	n77
	0.8

	DC_1-19_n78
	1
	0.3

	
	19
	0.3

	
	n78
	0.8

	DC_1-19_n79
	1
	0.3

	
	19
	0.3

	DC_1-20_n28
	1
	0.3

	
	20
	0.6

	
	n28
	0.6

	DC_1-20_n78
	1
	0.3

	
	20
	0.3

	
	n78
	0.8

	DC_1-21_n77
	1
	0.3

	
	21
	0.3

	
	n77
	0.8

	DC_1-21_n78
	1
	0.6

	
	21
	0.4

	
	n78
	0.8

	DC_1-21_n79
	1
	0.3

	
	21
	0.3

	DC_1-28_n77
	1
	0.3

	
	28
	0.6

	
	n77
	0.8

	DC_1-28_n78

DC_1_n28-n78
	1
	0.3

	
	28 or n28
	0.6

	
	n78
	0.8

	DC_1_n28-n79
	1
	0.3

	
	n28
	0.3

	DC_1-41_n77
	1
	0.5

	
	41
	0.5

	
	n77
	0.8

	DC_1-41_n78
	1
	0.5

	
	41
	0.5

	
	n78
	0.8

	DC_1-41_n79
	1
	0.5

	
	41
	0.5

	DC_1-42_n77
	1
	0.6

	
	42
	0.8

	
	n77
	0.8

	DC_1-42_n78
	1
	0.3

	
	42
	0.8

	
	n78
	0.8

	
	
	

	
	
	

	DC_1-42_n79
	1
	0.3

	
	42
	0.8

	DC_1_n77-n79
	1
	0.6

	
	n77
	0.8

	DC_1_SUL_n78-n84
	1
	0.3

	
	n78
	0.8

	
	n84
	0.3

	DC_1_n78-n79
	1
	0.3

	
	n78
	0.8

	
	n79
	0.5

	DC_2-5_n66
	2
	0.5

	
	5
	0.3

	
	n66
	0.5

	DC_2-30_n66
	2
	0.5

	
	30
	0.3

	
	n66
	0.5

	DC_2-66_n41
	2
	0.5

	
	66
	0.5

	
	n41
	0.81

	
	
	1.32

	DC_2-66_n71
	2
	0.5

	
	66
	0.5

	
	n71
	0.3

	DC_2-(n)71
	2
	0.3

	
	71
	0.3

	
	n71
	

	DC_3_n3-n77
	3
	0.6

	
	n3
	0.6

	
	n77
	0.8

	DC_3_n3-n78
	3
	0.6

	
	n3
	0.6

	
	n78
	0.8

	DC_3-5_n78
	3
	0.6

	
	5
	0.6

	
	n78
	0.8

	DC_3-7_n28
	3
	0.5

	
	7
	0.5

	
	n28
	0.3

	DC_3-7_n78, DC_3-7-7_n78
	3
	0.6

	
	7
	0.6

	
	n78
	0.8

	DC_3-8_n78
	3
	0.6

	
	8
	0.6

	
	n78
	0.8

	DC_3-19_n77
	3
	0.6

	
	19
	0.3

	
	n77
	0.8

	DC_3-19_n78
	3
	0.6

	
	19
	0.3

	
	n78
	0.8

	DC_3-19_n79
	3
	0.3

	
	19
	0.3

	DC_3-20_n28
	3
	0.3

	
	20
	0.5

	
	n28
	0.5

	DC_3-20_n78
	3
	0.5

	
	20
	0.3

	
	n78
	0.8

	DC_3-21_n77
	3
	0.8

	
	21
	0.9

	
	n77
	0.8

	DC_3-21_n78
	3
	0.8

	
	21
	0.9

	
	n78
	0.8

	DC_3-21_n79
	3
	0.8

	
	21
	0.9

	DC_3-28_n78
	3
	0.5

	
	28
	0.3

	
	n78
	0.8

	DC_3_n28-n78
	3
	0.5

	
	n28
	0.3

	
	n78
	0.8

	DC_3-38_n78
	3
	0.6

	
	n78
	0.8

	DC_3-41_n78
	3
	0.6

	
	41
	0.31

	
	
	0.82

	
	n78
	0.8

	DC_3-42_n77
	3
	0.6

	
	42
	0.8

	
	n77
	0.8

	DC_3-42_n78
	3
	0.6

	
	42
	0.8

	
	n78
	0.8

	DC_3-42_n79
	3
	0.6

	
	42
	0.8

	DC_3_n77-n79
	3
	0.6

	
	n77
	0.8

	

	DC_3_n78-n79
	3
	0.6

	
	n78
	0.8

	
	n79
	0.5

	DC_3_SUL_n78-n80
	3
	0.6

	
	n78
	0.8

	
	n80
	0.6

	DC_3_SUL_n78-n82
	3
	0.5

	
	n78
	0.8

	
	n82
	0.3

	DC_5-7_n78,

DC_5-7-7_n78
	5
	0.6

	
	7
	0.6

	
	n78
	0.8

	DC_5-30_n66
	5
	0.3

	
	30
	0.3

	
	n66
	0.5

	DC_7-20_n28
	7
	0.3

	
	20
	0.6

	
	n28
	0.6

	DC_7-20_n78
	7
	0.3

	
	20
	0.3

	
	n78
	0.8

	DC_7-28_n78
	7
	0.3

	
	28
	0.3

	
	n78
	0.8

	DC_7_n28-n78
	7
	0.3

	
	n28
	0.3

	
	n78
	0.8

	DC_7-46_n78
	7
	0.5

	
	n78
	0.8

	DC_8_SUL_n78- n81
	8
	0.6

	
	n78
	0.8

	
	n81
	0.6

	DC_18-28_n77
	18
	0.5

	
	28
	0.5

	
	n77
	0.8

	DC_18-28_n78
	18
	0.5

	
	28
	0.5

	
	n78
	0.8

	DC_18-28_n79
	18
	0.5

	
	28
	0.5

	DC_19-21_n77
	19
	0.3

	
	21
	0.4

	
	n77
	0.8

	DC_19-21_n78
	19
	0.3

	
	21
	0.4

	
	n78
	0.8

	DC_19-21_n79
	19
	0.3

	
	21
	0.4

	DC_19-42_n77
	19
	0.3

	
	42
	0.8

	
	n77
	0.8

	DC_19-42_n78
	19
	0.3

	
	42
	0.8

	
	n78
	0.8

	DC_19-42_n79
	19
	0.3

	
	42
	0.8

	DC_19_n77-n79
	19
	0.3

	
	n77
	0.8

	

	DC_19_n78-n79
	19
	0.3

	
	n78
	0.8

	
	n79
	0.5

	DC_20_n8-n75
	20
	0.4

	
	n8
	0.4

	DC_20_n28-n75
	20
	0.5

	
	n28
	0.7

	DC_20_n28-n78
	20
	0.6

	
	n28
	0.6

	
	n78
	0.8

	DC_20_n75-n78
	20
	0.5

	
	n78
	0.8

	DC_20_n76-n78
	20
	0.5

	
	n78
	0.8

	DC_20_SUL_n78-n82
	20
	0.6

	
	n78
	0.8

	
	n82
	0.6

	DC_20_SUL_n78-n83
	20
	0.8

	
	n78
	0.8

	
	n83
	0.8

	DC_21-42_n77
	21
	0.4

	
	42
	0.8

	
	n77
	0.8

	DC_21-42_n78
	21
	0.4

	
	42
	0.8

	
	n78
	0.8

	DC_21-42_n79
	21
	0.4

	
	42
	0.8

	DC_21_n77-n79
	21
	0.4

	
	n77
	0.8

	

	DC_21_n78-n79
	21
	0.4

	
	n78
	0.8

	
	n79
	0.5

	DC_28-42_n77
	28
	0.5

	
	42
	0.8

	
	n77
	0.8

	DC_28-42_n78
	28
	0.5

	
	42
	0.8

	
	n78
	0.8

	DC_28-42_n79
	28
	0.5

	
	42
	0.8

	DC_28_SUL_n78-n83
	28
	0.5

	
	n78
	0.8

	
	n83
	0.5

	DC_41-42_n77
	41
	0.5

	
	42
	0.8

	
	n77
	0.8

	DC_41-42_n78
	41
	0.5

	
	42
	0.8

	
	n78
	0.8

	DC_41-42_n79
	41
	0.3

	
	42
	0.8

	DC_66_(n)71
	66
	0.3

	
	71
	0.3

	
	n71
	

	DC_66_SUL_n78-n86
	66
	0.6

	
	n78
	0.8

	
	n86
	0.6

	NOTE 1:
The requirement is applied for UE transmitting on the frequency range of 2545-2690 MHz.

NOTE 2:
The requirement is applied for UE transmitting on the frequency range of 2496-2545 MHz.


6.2B.4.2.3.3
ΔTIB,c for EN-DC four bands

Table 6.2B.4.2.3.3-1: ΔTIB,c due to EN-DC(four bands)

	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔTIB,c (dB)

	DC_1-3-5_n78
	1
	0.6

	
	3
	0.6

	
	5
	0.3

	
	n78
	0.8

	DC_1-3-7_n28
	1
	0.6

	
	3
	0.6

	
	7
	0.6

	
	n28
	0.6

	DC_1-3-7_n78

DC_1-3-7-7_n78
	1
	0.7

	
	3
	0.7

	
	7
	0.7

	
	n78
	0.8

	DC_1-3-8_n78
	1
	0.6

	
	3
	0.6

	
	8
	0.6

	
	n78
	0.8

	DC_1-3-19_n78
	1
	0.6

	
	3
	0.6

	
	19
	0.3

	
	n78
	0.8

	DC_1-3-19_n79
	1
	0.3

	
	3
	0.3

	
	19
	0.3

	DC_1-3-20_n28
	1
	0.3

	
	3
	0.3

	
	20
	0.6

	
	n28
	0.6

	DC_1-3-20_n78
	1
	0.6

	
	3
	0.6

	
	20
	0.3

	
	n78
	0.8

	DC_1-3-21_n77
	1
	0.6

	
	3
	0.8

	
	21
	0.9

	
	n77
	0.8

	DC_1-3-21_n78
	1
	0.6

	
	3
	0.8

	
	21
	0.9

	
	n78
	0.8

	DC_1-3-21_n79
	1
	0.3

	
	3
	0.8

	
	21
	0.9

	DC_1-3-28_n77
	1
	0.6

	
	3
	0.6

	
	28
	0.6

	
	n77
	0.8

	DC_1-3-28_n78

DC_1-3_n28-n78
	1
	0.6

	
	3
	0.6

	
	28 or n28
	0.6

	
	n78
	0.8

	DC_1-3-28_n79
	1
	0.6

	
	3
	0.6

	
	28
	0.6

	DC_1-3-42_n77
	1
	0.6

	
	3
	0.6

	
	42
	0.8

	
	n77
	0.8

	DC_1-3-42_n78
	1
	0.6

	
	3
	0.6

	
	42
	0.8

	
	n78
	0.8

	DC_1-3-42_n79
	1
	0.6

	
	3
	0.6

	
	42
	0.8

	DC_1-5-7_n78
DC_1-5-7-7_n78
	1
	0.6

	
	5
	0.6

	
	7
	0.6

	
	n78
	0.8

	DC_1-7-20_n28
	1
	0.5

	
	7
	0.6

	
	20
	0.6

	
	n28
	0.6

	DC_1-7-20_n78
	1
	0.6

	
	7
	0.7

	
	20
	0.4

	
	n78
	0.8

	DC_1-7_n28-n78
	1
	0.6

	
	7
	0.6

	
	n28
	0.6

	
	n78
	0.8

	DC_1-18-28_n77
	1
	0.3

	
	18
	0.5

	
	28
	0.5

	
	n77
	0.8

	DC_1-18-28_n78
	1
	0.3

	
	18
	0.5

	
	28
	0.5

	
	n78
	0.8

	DC_1-18-28_n79
	1
	0.3

	
	18
	0.5

	
	28
	0.5

	DC_1-19-42_n77
	1
	0.6

	
	19
	0.3

	
	42
	0.8

	
	n77
	0.8

	DC_1-19-42_n78
	1
	0.3

	
	19
	0.3

	
	42
	0.8

	
	n78
	0.8

	DC_1-19-42_n79
	1
	0.3

	
	19
	0.3

	
	42
	0.8

	DC_1-20_n28-n78
	1
	0.3

	
	20
	0.6

	
	n28
	0.6

	
	n78
	0.8

	DC_1-21-28_n77
	1
	0.6

	
	21
	0.4

	
	28
	0.6

	
	n77
	0.8

	DC_1-21-28_n78
	1
	0.3

	
	21
	0.4

	
	28
	0.6

	
	n78
	0.8

	DC_1-21-28_n79
	1
	0.3

	
	21
	0.4

	
	28
	0.6

	DC_1-21-42_n77
	1
	0.6

	
	21
	0.4

	
	42
	0.8

	
	n77
	0.8

	DC_1-21-42_n78
	1
	0.3

	
	21
	0.4

	
	42
	0.8

	
	n78
	0.8

	DC_1-21-42_n79
	1
	0.3

	
	21
	0.4

	
	42
	0.8

	DC_1-28-42_n77
	1
	0.6

	
	28
	0.6

	
	42
	0.8

	
	n77
	0.8

	DC_1-28-42_n78
	1
	0.3

	
	28
	0.6

	
	42
	0.8

	
	n78
	0.8

	DC_1-28-42_n79
	1
	0.3

	
	28
	0.6

	
	42
	0.8

	DC_1-41-42_n77
	1
	0.5

	
	41
	0.5

	
	42
	0.8

	
	n77
	0.8

	DC_1-41-42_n78
	1
	0.5

	
	41
	0.5

	
	42
	0.8

	
	n78
	0.8

	DC_1-41-42_n79
	1
	0.5

	
	41
	0.5

	
	42
	0.8

	DC_2-66-(n)71
	2
	0.5

	
	66
	0.5

	
	71
	0.3

	
	n71
	

	DC_3-5-7_n78
DC_3-5-7-7_n78
	3
	0.6

	
	5
	0.6

	
	7
	0.6

	
	n78
	0.8

	DC_3-7-20_n28
	3
	0.5

	
	7
	0.5

	
	20
	0.6

	
	n28
	0.5

	DC_3-7-20_n78
	3
	0.6

	
	7
	0.6

	
	20
	0.3

	
	n78
	0.8

	DC_3-7-28_n78
	3
	0.6

	
	7
	0.6

	
	28
	0.6

	
	n78
	0.8

	DC_3-7_n28-n78
	3
	0.6

	
	7
	0.6

	
	n28
	0.6

	
	n78
	0.8

	DC_3-19-21_n77
	3
	0.8

	
	19
	0.3

	
	21
	0.9

	
	n77
	0.8

	DC_3-19-21_n78
	3
	0.8

	
	19
	0.3

	
	21
	0.9

	
	n78
	0.8

	DC_3-19-21_n79
	3
	0.8

	
	19
	0.3

	
	21
	0.9

	DC_3-19-42_n77
	3
	0.6

	
	19
	0.3

	
	42
	0.8

	
	n77
	0.8

	DC_3-19-42_n78
	3
	0.6

	
	19
	0.3

	
	42
	0.8

	
	n78
	0.8

	DC_3-19-42_n79
	3
	0.6

	
	19
	0.3

	
	42
	0.8

	DC_3-20_n28-n78
	3
	0.6

	
	20
	0.6

	
	n28
	0.6

	
	n78
	0.8

	DC_3-21-42_n77
	3
	0.8

	
	21
	0.9

	
	42
	0.8

	
	n77
	0.8

	DC_3-21-42_n78
	3
	0.8

	
	21
	0.9

	
	42
	0.8

	
	n78
	0.8

	DC_3-21-42_n79
	3
	0.8

	
	21
	0.9

	
	42
	0.8

	DC_3-28-42_n77
	3
	0.6

	
	28
	0.5

	
	42
	0.8

	
	n77
	0.8

	DC_3-28-42_n78
	3
	0.6

	
	28
	0.5

	
	42
	0.8

	
	n78
	0.8

	DC_3-28-42_n79
	3
	0.6

	
	28
	0.5

	
	42
	0.8

	DC_7-20_n28-n78
	7
	0.3

	
	20
	0.6

	
	n28
	0.6

	
	n78
	0.8

	DC_19-21-42_n77
	19
	0.3

	
	21
	0.4

	
	42
	0.8

	
	n77
	0.8

	DC_19-21-42_n78
	19
	0.3

	
	21
	0.4

	
	42
	0.8

	
	n78
	0.8

	DC_19-21-42_n79
	19
	0.3

	
	21
	0.4

	
	42
	0.8

	DC_21-28-42_n77
	21
	0.4

	
	28
	0.5

	
	42
	0.8

	
	n77
	0.8

	DC_21-28-42_n78
	21
	0.4

	
	28
	0.5

	
	42
	0.8

	
	n78
	0.8

	DC_21-28-42_n79
	21
	0.4

	
	28
	0.5

	
	42
	0.8


6.2B.4.2.3.4
ΔTIB,c for EN-DC five bands

Table 6.2B.4.2.3.4-1: ΔTIB,c due to EN-DC (five bands)

	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔTIB,c (dB)

	DC_1-3-5-7_n78,

DC_1-3-5-7-7_n78
	1
	0.6

	
	3
	0.6

	
	5
	0.6

	
	7
	0.6

	
	n78
	0.8

	DC_1-3-7-20_n28
	1
	0.6

	
	3
	0.6

	
	7
	0.6

	
	20
	0.6

	
	n28
	0.6

	DC_1-3-7-20_n78
	1
	0.6

	
	3
	0.6

	
	7
	0.6

	
	20
	0.6

	
	n78
	0.6

	DC_1-3-7_n28-n78
	1
	0.7

	
	3
	0.7

	
	7
	0.7

	
	n28
	0.6

	
	n78
	0.8

	DC_1-3-19-21_n77
	1
	0.6

	
	3
	0.8

	
	19
	0.3

	
	21
	0.9

	
	n77
	0.8

	DC_1-3-19-21_n78
	1
	0.6

	
	3
	0.8

	
	19
	0.3

	
	21
	0.9

	
	n78
	0.8

	DC_1-3-19-21_n79
	1
	0.3

	
	3
	0.8

	
	19
	0.3

	
	21
	0.9

	DC_1-3-19-42_n77
	1
	0.6

	
	3
	0.6

	
	19
	0.3

	
	42
	0.8

	
	n77
	0.8

	DC_1-3-19-42_n78
	1
	0.6

	
	3
	0.6

	
	19
	0.3

	
	42
	0.8

	
	n78
	0.8

	DC_1-3-19-42_n79
	1
	0.6

	
	3
	0.6

	
	19
	0.3

	
	42
	0.8

	DC_1-3-20_n28-n78
	1
	0.6

	
	3
	0.6

	
	20
	0.6

	
	n28
	0.6

	
	n78
	0.8

	DC_1-3-21-42_n77
	1
	0.6

	
	3
	0.8

	
	21
	0.9

	
	42
	0.8

	
	n77
	0.6

	DC_1-3-21-42_n78
	1
	0.6

	
	3
	0.8

	
	21
	0.9

	
	42
	0.8

	
	n78
	0.6

	DC_1-3-21-42_n79
	1
	0.6

	
	3
	0.8

	
	21
	0.9

	
	42
	0.8

	DC_1-3-28-42_n77
	1
	0.6

	
	3
	0.6

	
	28
	0.6

	
	42
	0.8

	
	n77
	0.8

	DC_1-3-28-42_n78
	1
	0.6

	
	3
	0.6

	
	28
	0.6

	
	42
	0.8

	
	n78
	0.8

	DC_1-3-28-42_n79
	1
	0.6

	
	3
	0.6

	
	28
	0.6

	
	42
	0.8

	DC_1-7-20_n28-n78
	1
	0.6

	
	7
	0.7

	
	20
	0.6

	
	n28
	0.6

	
	n78
	0.8

	DC_1-19-21-42_n77
	1
	0.3

	
	19
	0.3

	
	21
	0.4

	
	42
	0.8

	
	n77
	0.8

	DC_1-19-21-42_n78
	1
	0.3

	
	19
	0.3

	
	21
	0.4

	
	42
	0.8

	
	n78
	0.8

	DC_1-19-21-42_n79
	1
	0.3

	
	19
	0.3

	
	21
	0.4

	
	42
	0.8

	DC_1-21-28-42_n77
	1
	0.6

	
	21
	0.4

	
	28
	0.6

	
	42
	0.8

	
	n77
	0.8

	DC_1-21-28-42_n78
	1
	0.3

	
	21
	0.4

	
	28
	0.6

	
	42
	0.8

	
	n78
	0.8

	DC_1-21-28-42_n79
	1
	0.3

	
	21
	0.4

	
	28
	0.6

	
	42
	0.8

	DC_3-7-20_n28-n78
	3
	0.6

	
	7
	0.6

	
	20
	0.6

	
	n28
	0.6

	
	n78
	0.8


6.2B.4.2.3.5
ΔTIB,c for EN-DC six bands

Table 6.2B.4.2.3.5-1: ΔTIB,c due to EN-DC (six bands)

	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔTIB,c (dB)

	DC_1-3-7-20_n28-n78
	1
	0.7

	
	3
	0.7

	
	7
	0.7

	
	20
	0.6

	
	n28
	0.6

	
	n78
	0.8


6.2B.4.2.4
Inter-band EN-DC including FR2

6.2B.4.2.4.1
ΔTIB,c for EN-DC two bands

Unless otherwise stated, ΔTIB,c for E-UTRA and FR2 NR bands of inter-band EN-DC combinations defined in table 5.2B.5.1-1 is set to zero.

Table 6.2B.4.2.4.1-1: Void

6.2B.4.2.4.2
ΔTIB,c for EN-DC three bands

Unless otherwise stated, ΔTIB,c for FR2 NR bands is set to zero, and ΔTIB,c for constituent E-UTRA bands for inter-band EN-DC defined in table 5.2B.5.2-1 is the same as those for the corresponding E-UTRA CA configuration specified in TS 36.101 [4], without the FR2 NR bands.
Table 6.2B.4.2.4.2-1: Void

6.2B.4.2.4.3
ΔTIB,c for EN-DC four bands

Unless otherwise stated, ΔTIB,c for FR2 NR bands is set to zero, and ΔTIB,c for constituent E-UTRA bands for inter-band EN-DC defined in table 5.2B.5.3-1 is the same as those for the corresponding E-UTRA CA configuration specified in TS 36.101 [4], without the FR2 NR bands.
Table 6.2B.4.2.4.3-1: Void

6.2B.4.2.4.4
ΔTIB,c for EN-DC five bands

Unless otherwise stated, ΔTIB,c for FR2 NR bands is set to zero, and ΔTIB,c for constituent E-UTRA bands for inter-band EN-DC defined in table 5.2B.5.4-1 is the same as those for the corresponding E-UTRA CA configuration specified in TS 36.101 [4], without the FR2 NR bands.
Table 6.2B.4.2.4.4-1: Void

6.2B.4.2.4.5
Void


6.2B.4.2.5
Inter-band EN-DC including both FR1 and FR2

6.2B.4.2.5.1
ΔTIB,c for EN-DC three bands

Unless otherwise stated, for inter-band EN-DC configurations defined in table 5.2B.6.2-1, ΔTIB,c for constituent FR2 NR bands is set to zero, and ΔTIB,c for constituent E-UTRA and FR1 NR bands is the same as those for the corresponding inter band EN-DC configuration without the FR2 bands specified in 6.2B.4.2.3.

Table 6.2B.4.2.5.1-1: Void

6.2B.4.2.5.2
ΔTIB,c for EN-DC four bands

Unless otherwise stated, for inter-band EN-DC configurations defined in table 5.2B.6.3-1, ΔTIB,c for constituent FR2 NR bands is set to zero, and ΔTIB,c for constituent E-UTRA and FR1 NR bands is the same as those for the corresponding inter band EN-DC configuration without the FR2 bands specified in 6.2B.4.2.3.
6.2B.4.2.5.3
ΔTIB,c for EN-DC five bands

Unless otherwise stated, for inter-band EN-DC configurations defined in table 5.2B.6.4-1, ΔTIB,c for constituent FR2 NR bands is set to zero, and ΔTIB,c for constituent E-UTRA and FR1 NR bands is the same as those for the corresponding inter band EN-DC configuration without the FR2 bands specified in 6.2B.4.2.3.
6.2B.4.2.5.4
ΔTIB,c for EN-DC six bands

Unless otherwise stated, for inter-band EN-DC configurations defined in table 5.2B.6.5-1, ΔTIB,c for constituent FR2 NR bands is set to zero, and ΔTIB,c for constituent E-UTRA and FR1 NR bands is the same as those for the corresponding inter band EN-DC configuration without the FR2 bands specified in 6.2B.4.2.3.

<End of Changes >

