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6.2.2G.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-4. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 6.2.2G.3.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.2.2G.3.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G

	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1 NRB
	CC2 NRB
	CC1 & CC2 Mod
	CC1 and CC2 RB Allocation

	50
	50
	QPSK
	48@2+48@2


1.
Connect the SS and GNSS simulator to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.89a.

2.
The parameter settings for the V2X sidelink transmission over PC5 are pre-configured according to TS 36.508 [7] subclause 4.10.1. Message content exceptions are defined in clause 6.2.2G.3.4.3.

<Unchanged Text Skipped>

6.2.3G.1.4.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-4. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.3G.1.4.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.2.3G.1.4.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1
NRB
	CC2
NRB
	CC1 & CC2
Mod
	CC1 and CC2
RB Allocation

	50
	50
	QPSK
	48@2+48@2

	50
	50
	16QAM
	48@2+48@2


<Unchanged Text Skipped>

6.2.5G.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-4. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.5G.3.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS  configuration in TS 36.508 [7] subclause 4.11.
Table 6.2.5G.3.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1
NRB
	CC2
NRB
	CC1 & CC2
Mod
	CC1 and CC2
RB Allocation

	50
	50
	QPSK
	48@2+48@2


<Unchanged Text Skipped>

6.3.2G.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2G.1-4. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.3.2G.3.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annexes A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.3.2G.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1 NRB
	CC2 NRB
	CC1 & CC2 Mod
	CC1 and CC2 RB Allocation

	50
	50
	QPSK
	48@2+0@0

	50
	50
	QPSK
	48@2+48@2

	Note 1: CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2G
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6.3.4G.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-4. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.3.4G.3.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.3.4G.3.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1
NRB
	CC2
NRB
	CC1 & CC2
Mod
	CC1 and CC2
RB Allocation

	50
	50
	QPSK
	48@2+48@2
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6.3.5G.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on V2X intra-band multi-carrier configurations specified in Table 5.4.2G.1-4. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.3.5G.3.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.3.5G.3.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1
NRB
	CC2
NRB
	CC1 & CC2
Mod
	CC1 and CC2
RB Allocation

	50
	50
	QPSK
	48@2+48@2


<Unchanged Text Skipped>

6.5.2.1G.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on V2X intra-band contiguous multi-carrier operation bands specified in Table 5.4.2G.1-4. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 6.5.2.1G.3.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annexes A.8.3 and reference GNSS configuration as defined in TS 36.508 [7] subclause 4.11.
Table 6.5.2.1G.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	NC

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1 NRB
	CC2 NRB
	CC1 & CC2 Mod
	CC1 and CC2 RB Allocation

	50
	50
	QPSK
	48@2+48@2

	50
	50
	16QAM
	48@2+48@2

	Note 1: Only one link has an upload RB allocation when testing EVM.
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6.5.2.2G.3.4.1

Initial conditions

Initial conditions are a set of UE parameters that the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies and channel bandwidth based on E-UTRA operating bands specified in table 5.4.2G.1-4. All these configurations shall be tested with applicable parameters for each channel bandwidth, and are shown in table 6.5.2.2G.3.4.1-1, the details of reference channel are specified in sub-clause A.8.3 and the reference GNSS configuration in TS 36.508 [7] subclause 4.11.

6.5.2.2G.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	NC

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1 NRB
	CC2 NRB
	CC1 & CC2 Mod
	CC1 and CC2 RB Allocation

	50
	50
	QPSK
	12@2+0@0

	50
	50
	QPSk
	0@0+12@37
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6.5.2.3G.3.4.1
Initial Conditions

Initial conditions specify the set of UE parameters that UE needs be test in and the steps that SS should take with UE to reach the correct measurement state.

The initial test conditions consist of environment conditions, test frequencies and channel bandwidth based on E-UTRAN operating bands specified in table 5.4.2G.1-4 and propagation conditions. All these configurations shall be tested with applicable parameters for each channel bandwidth, and are shown in table 6.5.2.3G.3.4.1-1, the details of reference channel are specified in sub-clause A.8.3 and the reference GNSS configuration in TS 36.508 [7] subclause 4.11.

6.5.2.3G.3.4.1-1:
Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	NC

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1 NRB
	CC2 NRB
	CC1 & CC2 Mod
	CC1 and CC2 RB Allocation

	50
	50
	QPSK
	12@2+0@0

	50
	50
	QPSk
	0@0+12@37
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6.5.2.4G.3.4.1
Initial Conditions

Initial conditions specify the set of UE parameters that UE needs be test in and the steps that SS should take with UE to reach the correct measurement state.

The initial test conditions consist of environment conditions, test frequencies and channel bandwidth based on E-UTRAN operating bands specified in subclauses 5.2G and 5.4.2G and propagation conditions. All these configurations shall be tested with applicable parameters for each channel bandwidth, and are shown in table 6.5.2.4G.3.4.1-1; the details of reference channel are specified in sub-clause A.8.3 and the reference GNSS configuration in TS 36.508 [7] subclause 4.11.

6.5.2.4G.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1 NRB
	CC2 NRB
	CC1 & CC2 Mod
	CC1 and CC2 RB Allocation

	50
	50
	QPSK
	48@2+48@2
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6.6.1G.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-4. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.6.1G.3.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annexes A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.6.1G.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	NC

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1 NRB
	CC2 NRB
	CC1 & CC2 Mod
	CC1 and CC2 RB Allocation

	50
	50
	QPSK
	48@2+0@0

	50
	50
	QPSK
	48@2+48@2
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6.6.2.1G.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in sub-clause 5.2G. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.6.2.1G.3.4.1-1 the details of the V2X reference measurement channels (RMCs) are specified in sub-clause A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.6.2.1G.3.4.1-1: Test Configuration Table for PSSCH and PSCCH
	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range , High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1 NRB
	CC2 NRB
	CC1 & CC2 Mod
	CC1 and CC2 RB Allocation

	50
	50
	QPSK
	12@2+0@0

	50
	50
	QPSK
	0@0+12@37

	50
	50
	QPSK
	48@2+0@0

	50
	50
	QPSK
	0@0+48@2

	50
	50
	QPSK
	48@2+48@2

	50
	50
	16QAM
	12@2+0@0

	50
	50
	16QAM
	0@0+12@37

	50
	50
	16QAM
	48@2+0@0

	50
	50
	16QAM
	0@0+48@2

	50
	50
	16QAM
	48@2+48@2

	50
	50
	QPSK
	1@2+1@47
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6.6.2.3G.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E‑UTRA operating bands specified in table 5.4.2G.1-4. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.6.2.3G.3.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in sub-clause A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.6.2.3G.3.4.1-1: Test Configuration
	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1 NRB
	CC2 NRB
	CC1 & CC2 Mod
	CC1 and CC2 RB Allocation

	50
	50
	QPSK
	48@2+0@0

	50
	50
	QPSK
	48@2+48@2
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6.6.3G.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in sub-clause 5.2G. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.6.3G.3.4.1-1 the details of the V2X reference measurement channels (RMCs) are specified in sub-clause A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.

Table 6.6.3G.3.4.1-1: Test Configuration for V2X sidelink transmission
	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1 NRB
	CC2 NRB
	CC1 & CC2 Mod
	CC1 and CC2 RB Allocation

	50
	50
	QPSK
	48@2+0@0

	50
	50
	QPSK
	3@2+0@0

	50
	50
	QPSK
	3@47+0@0

	50
	50
	QPSK
	3@2+3@47

	50
	50
	QPSK
	48@2+48@2


	

	

	

	

	

	

	

	

	
	

	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	



<Unchanged Text Skipped>

6.6.3G.3_1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in sub-clause 5.2G. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.6.3G.3_1.4.1-1 the details of the V2X reference measurement channels (RMCs) are specified in sub-clause A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.6.3G.3_1.4-1: Test Configuration for V2X sidelink transmission
	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1 NRB
	CC2 NRB
	CC1 & CC2 Mod
	CC1 and CC2 RB Allocation

	50
	50
	QPSK
	48@2+0@0

	50
	50
	QPSK
	3@2+0@0

	50
	50
	QPSK
	3@47+0@0

	50
	50
	QPSK
	3@2+3@47

	50
	50
	QPSK
	48@2+48@2


	

	

	

	

	

	

	

	

	
	

	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	



<Unchanged Text Skipped>

6.7G.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-2. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.7G.3.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annexes A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.7G.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1 NRB
	CC2 NRB
	CC1 & CC2 Mod
	CC1 and CC2 RB Allocation

	50
	50
	QPSK
	48@2+0@0

	50
	50
	QPSK
	48@2+48@2


	

	

	

	

	

	

	

	

	
	

	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	


<Unchanged Text Skipped>

7.3G.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.3G.3.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 7.3G.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	Low range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G

	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1
NRB
	CC2
NRB
	CC1 & CC2
Mod
	CC1 and CC2
RB Allocation

	50
	50
	QPSK
	48@2+48@2

	100
	50
	QPSK
	96@2+48@2


<Unchanged Text Skipped>

7.4G.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-2. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.4G.3.4.1-1. The details of the uplink, downlink and V2X reference measurement channels (RMCs) are specified in Annexes A.2, A.3 and A.8.3 respectively and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 7.4G.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	Low range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G

	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1
NRB
	CC2
NRB
	CC1 & CC2
Mod
	CC1 and CC2
RB Allocation

	50
	50
	QPSK
	48@2+48@2

	100
	50
	QPSK
	96@2+48@2

	50
	50
	64QAM
	48@2+48@2

	100
	50
	64QAM
	96@2+48@2


<Unchanged Text Skipped>

7.5G.3.4.1
Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-2. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.5G.3.4.1-1. The details of the uplink, downlink and V2X reference measurement channels (RMCs) are specified in Annexes A.2, A.3 and A.8.3 respectively and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 7.5G.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	Low range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G

	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1
NRB
	CC2
NRB
	CC1 & CC2
Mod
	CC1 and CC2
RB Allocation

	50
	50
	QPSK
	48@2+48@2

	500
	50
	QPSK
	96@2+48@2


<Unchanged Text Skipped>

7.6.1G.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-2. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.6.1G.3.4.1-1. The details of the uplink, downlink and V2X reference measurement channels (RMCs) are specified in Annexes A.2, A.3 and A.8.3 respectively and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 7.6.1G.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	Low range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G

	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X Multi-carrier Configuration
	V2X PSSCH Allocation

	CC1
NRB
	CC2
NRB
	CC1 & CC2
Mod
	CC1 and CC2
RB Allocation

	50
	50
	QPSK
	48@2+48@2


<Unchanged Text Skipped>

7.6.2G.3.4.1
Initial conditions
Same initial conditions as in clause 7.6.2G.1.4.1 with the following exceptions-
Instead of Table 7.6.2G.1.4.1-1 ( use Table 7.6.2G.3.4.1-1.

The details of the GNSS configuration are specified in TS 36.508 [7] subclause 4.11.
Table 7.6.2G.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	Low range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G

	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X MCC Configuration
	V2X PSSCH Allocation

	CC1
NRB
	CC2
NRB
	CC1 & CC2
Mod
	CC1 and CC2
RB Allocation

	50
	50
	QPSK
	48@2+48@2


<Unchanged Text Skipped>

7.8.1G.3.4.1
Initial Conditions

Same initial conditions as in clause 7.8.1G.1.4.1 with the following exceptions:

-
Instead of Table 7.8.1G.1.4.1-1 ( use Table 7.8.1G.3.4.1-1.

The details of the GNSS configuration are specified in TS 36.508 [7] subclause 4.11.
Table 7.8.1G.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	Low range, High range

	Test CC Combination setting(NRB_agg) as specified in subclause 5.4.2G

	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for Channel Bandwidths

	V2X MCC Configuration
	V2X PSSCH Allocation

	CC1
NRB
	CC2
NRB
	CC1 & CC2
Mod
	CC1 and CC2
RB Allocation

	50
	50
	QPSK
	48@2+48@2

	100
	50
	QPSK
	96@2+48@2


<End of Changes >

