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<Start of first modified section>
–
SSB-MTC
Table 4.6.3-185: SSB-MTC
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SSB-MTC ::= SEQUENCE {
	
	
	

	  periodicityAndOffset CHOICE {
	
	
	

	    sf20
	0
	
	

	
	10
	
	SIG AND INTER-FREQ_ODD

	  periodicityAndOffset CHOICE {
	
	
	

	    sf20
	0
	
	

	
	10
	
	SIG AND INTER-FREQ_ODD

	  }
	
	
	

	  duration
	sf2
	
	FR1

	
	sf3
	
	FR2

	}
	
	
	


	Condition
	Explanation

	INTER-FREQ_ODD
	When the SFNoffset of inter frequency neighbour cell is odd number. SFNoffset is defined in TS 38.523-3 [23]Table 7.1.5.2-1


Table 4.6.3-186: SSB-MTC2
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SSB-MTC2 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SSB-PositionQCL-Relation
Table 4.6.3-186A: SSB-PositionQCL-Relation
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SSB-PositionQCL-Relation-r16
	FFS
	
	


<End of modified section>
