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	Reason for change:
	How ΔTIB,c in TS 38.101-1 [2] subclause 6.2A.4.2/6.2C.2 and TS 38.101-3 [4] subclause 6.2A.4.2/6.2B.4.2 shall be applied in 6.2.1, 6.2.2, 6.2.3, 6.2.4 for applicable bands is not clear.

	
	

	Summary of change:
	1. Editor’s Note about seeking some clarification from RAN4 on how ΔTIB,c in TS 38.101-1 [2] subclause 6.2A.4.2/6.2C.2 and TS 38.101-3 [4] subclause 6.2A.4.2/6.2B.4.2 shall be applied for applicable bands was added in 6.2.1, 6.2.2, 6.2.3, 6.2.4.
2. Requirement for additional tolerance ΔTIB,c was removed from 6.2.4.5.

	
	

	Consequences if not approved:
	How ΔTIB,c in TS 38.101-1 [2] subclause 6.2A.4.2/6.2C.2 and TS 38.101-3 [4] subclause 6.2A.4.2/6.2B.4.2 shall be applied in 6.2.1, 6.2.2, 6.2.3, 6.2.4 for applicable bands will remain unclear.
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	This CR's revision history:
	r1: A separation <<Please put the following revision at the end of section 6.2.3.5, after all the test requirements tables>> was added to avoid overlapping with R5-203977.
r2: Principle of how to handle ΔTIB,c when UE supports multiple configurations was added.

r3:

1. Principle of how to handle ΔTIB,c when UE supports multiple configurations which was added in r2 were canceled. All the content of 6.2.1.5, 6.2.2.5, 6.2.3.5 were removed from this CR.

2. Requirement for additional tolerance ΔTIB,c was removed from 6.2.4.5.
3. Editor’s Note about seeking some clarification from RAN4 on how ΔTIB,c in TS 38.101-1 [2] subclause 6.2A.4.2/6.2C.2 and TS 38.101-3 [4] subclause 6.2A.4.2/6.2B.4.2 shall be applied for applicable bands was added in 6.2.1, 6.2.2, 6.2.3, 6.2.4.


<< Unchanged sections omitted >>
6.2
Transmitter power
6.2.1
UE maximum output power
Editor’s Note: The following aspects are not yet determined:

- Seeking some clarification from RAN4 on how ΔTIB,c in TS 38.101-1 [2] subclause 6.2A.4.2/6.2C.2 and TS 38.101-3 [4] subclause 6.2A.4.2/6.2B.4.2 shall be applied for applicable bands.
6.2.1.1
Test purpose

To verify that the error of the UE maximum output power does not exceed the range prescribed by the specified nominal maximum output power and tolerance.

An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.

<< Unchanged sections omitted >>
6.2.2
UE maximum output power reduction 
Editor’s Note: The following aspects are either missing or not yet determined:

- PC1 and PC4 requirements are not defined in RAN4 Rel-15 spec.
- Seeking some clarification from RAN4 on how ΔTIB,c in TS 38.101-1 [2] subclause 6.2A.4.2/6.2C.2 and TS 38.101-3 [4] subclause 6.2A.4.2/6.2B.4.2 shall be applied for applicable bands.
6.2.2.1
Test purpose

The number of RB identified in Table 6.2.2.3-1 is based on meeting the requirements for adjacent channel leakage ratio and the maximum power reduction (MPR) due to Cubic Metric (CM).

6.2.2.2
Test applicability

The requirements of this test apply to all types of NR Power Class 2 and 3 UE release 15 and forward.

NOTE:
Test execution is not necessary if TS 38.521-1 6.5.2.4.1 is executed.

<< Unchanged sections omitted >>
6.2.3
UE additional maximum output power reduction

Editor’s note: The following aspects are either missing or not yet determined: 

- Tests for network signalling values NS_10, NS_07, NS_40 and NS_09 not complete. 
- Seeking some clarification from RAN4 on how ΔTIB,c in TS 38.101-1 [2] subclause 6.2A.4.2/6.2C.2 and TS 38.101-3 [4] subclause 6.2A.4.2/6.2B.4.2 shall be applied for applicable bands.
6.2.3.1
Test purpose

Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band, the IE field freqBandIndicatorNR and an associated value of additionalSpectrumEmission in the relevant RRC information elements [6].

To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1.3-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2.2. Outer and inner allocation notation used in clause 6.2.3 is defined in clause 6.2.2. In absence of modulation and waveform types the A-MPR applies to all modulation and waveform types.

<< Unchanged sections omitted >>
6.2.4
Configured transmitted power
Editor’s Note: The following aspects are not yet determined:

- Seeking some clarification from RAN4 on how ΔTIB,c in TS 38.101-1 [2] subclause 6.2A.4.2/6.2C.2 and TS 38.101-3 [4] subclause 6.2A.4.2/6.2B.4.2 shall be applied for applicable bands.
6.2.4.1
Test purpose

To verify the measured UE configured maximum output power PUMAX,f,c is within the specified bounds.
6.2.4.2
Test applicability

This test case applies to all types of NR Power Class 2 and 3 UE release 15 and forward.

<< Unchanged sections omitted >>
6.2.4.5
Test requirement

The maximum output power measured shall not exceed the values specified in Table 6.2.4.5-1.
Table 6.2.4.5-1: PCMAX configured UE output power
	
	Maximum output power 

	
	Test ID 1,2

Test ID 3 for Power Class 2
	Test ID 3 for Power Class 3

	Measured UE output power test point 1
	-10 dBm ± (7+TT)
	-10 dBm ± (7+TT)

	Measured UE output power test point 2
	10 dBm ± (6+TT)
	10 dBm ± (6+TT)

	Measured UE output power test point 3
	15 dBm ± (5+TT)
	15 dBm ± (5+TT)

	Measured UE output power test point 4
	20 dBm ± (2.5+TT)
	23 dBm ± (2.0+TT)

	Note 1:
TT for each frequency and channel bandwidth is specified in Table 6.2.4.5-2.

Note 2:
In addition note 2 in Table 6.2.1.3-1 shall apply to the tolerances.


Table 6.2.4.5-2: Test Tolerance (Configured transmitted power)

	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 6.0GHz

	BW ≤ 40MHz
	0.7 dB
	1.0 dB

	40MHz < BW ≤ 100MHz
	1.0 dB
	1.0 dB



6.2A
Transmitter power for CA

<< End of changes >>
