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< Unchanged sections omitted >
3A.4.1
NR operating bands in FR1

NR frequency bands grouping for FR1 is specified in Table 3A.4.1-1.

Table 3A.4.1-1: NR frequency band groups for FR1

	Group
	NR FDD
	NR TDD
	NR SDL5

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	NR_FDD_FR1_A
	n1, n18, n70, n744
	NR_TDD_FR1_A
	n34, n38, n39, n40, n50, n51
	NR_SDL_FR1_A
	n75, n76

	B
	NR_FDD_FR1_B
	n65, n66, n743
	NR_TDD_FR1_B
	-
	NR_SDL_FR1_B
	-

	C
	NR_FDD_FR1_C
	n30
	NR_TDD_FR1_C
	n48, n771, n78, n79
	NR_SDL_FR1_C
	-

	D
	NR_FDD_FR1_D
	n28
	NR_TDD_FR1_D
	n772
	NR_SDL_FR1_D
	-

	E
	NR_FDD_FR1_E
	n2, n5, n7
	NR_TDD_FR1_E
	n41
	NR_SDL_FR1_E
	-

	F
	NR_FDD_FR1_F
	-
	NR_TDD_FR1_F
	-
	NR_SDL_FR1_F
	-

	G
	NR_FDD_FR1_G
	n3, n8, n12, n14, n20, n71
	NR_TDD_FR1_G
	-
	NR_SDL_FR1_G
	n29

	H
	NR_FDD_FR1_H
	n25
	NR_TDD_FR1_H
	-
	NR_SDL_FR1_H
	-

	NOTE 1:
Except 3.8 GHz to 4.2 GHz.

NOTE 2:
Only 3.8 GHz to 4.2 GHz.

NOTE 3:
Except 1475.9 MHz to 1510.9 MHz.

NOTE 4:
Only when the band is confined in 1475.9 MHz to 1510.9 MHz.

NOTE 5:
These bands are used only in NR carrier aggregation with other NR bands according to NR CA band combinations specified in TS 38.101-1 [18] and TS 38.101-3 [20].


Table 3A.4.1-2: Power offsets for the test configuration between NR frequency band groups for FR1 with respect to NR_FDD_FR1_A

	Group
	NR FDD
	NR TDD
	NR SDL

	
	Band group notation
	Power Offset [dB], ΔBG_offset
	Band group notation
	Power Offset [dB], ΔBG_offset
	Band group notation
	Operating bands

	A
	NR_FDD_FR1_A
	-
	NR_TDD_FR1_A
	0.0
	NR_SDL_FR1_A
	0.0

	B
	NR_FDD_FR1_B
	0.5
	NR_TDD_FR1_B
	0.5
	NR_SDL_FR1_B
	-

	C
	NR_FDD_FR1_C
	1.0
	NR_TDD_FR1_C
	1.0
	NR_SDL_FR1_C
	-

	D
	NR_FDD_FR1_D
	1.5
	NR_TDD_FR1_D
	1.5
	NR_SDL_FR1_D
	-

	E
	NR_FDD_FR1_E
	2.0
	NR_TDD_FR1_E
	2.0
	NR_SDL_FR1_E
	-

	F
	NR_FDD_FR1_F
	2.5
	NR_TDD_FR1_F
	2.5
	NR_SDL_FR1_F
	-

	G
	NR_FDD_FR1_G
	3.0
	NR_TDD_FR1_G
	3.0
	NR_SDL_FR1_G
	-

	H
	NR_FDD_FR1_H
	3.5
	NR_TDD_FR1_H
	3.5
	NR_SDL_FR1_H
	-

	NOTE 1: In the test parameters table, only the power configuration for NR_FDD_FR1_A or NR_TDD_FR1_A will be given.


< End of changes >

