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	Reason for change:
	In accordance with TS 37.340 clause 7.8, in NR-DC two C-RNTIs are independently allocated to the UE: one for the MCG and one for the SCG.

It shall be reflected in CellGroupConfig when adding SCG.
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CellGroupConfig
Table 4.6.3-19: CellGroupConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	CellGroupId
	
	

	
	CellGroupId condition NR-DC_SCG
	
	NR-DC_SCG

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1 entry
	
	EN-DC

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions AM and DRB2
	entry 1
	

	
	RLC-BearerConfig with conditions AM and DRB2 and Re-establish_RLC
	
	 PSCell_change

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1 entry
	
	SRB1

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB1
	entry 1
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	2 entries
	
	SRB2_DRB1

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB2
	entry 1
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions AM and DRB1
	entry 2
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	2 entries
	
	SRB2_DRB2

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB2
	entry 1
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions AM and DRB2
	entry 2
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1 entry
	
	DRBn, NR-DC_SCG

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions AM and DRBn
	entry 1

DRBn is allocated according to internal TTCN mapping
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	3 entries
	
	PCell_change

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions SRB1 and Re-establish_RLC
	entry 1
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions SRB2 and Re-establish_RLC
	entry 2
	

	    RLC-BearerConfig[3]
	RLC-BearerConfig with conditions AM, DRB1 and Re-establish_RLC
	entry 3
	

	  }
	
	
	

	  rlc-BearerToAddModList
	Not present
	
	

	  rlc-BearerToReleaseList
	Not present
	
	

	  mac-CellGroupConfig
	MAC-CellGroupConfig
	
	

	
	Not present
	
	SRB2_DRB1, MEAS, SRB2_DRB2, SCell_add

	  physicalCellGroupConfig
	PhysicalCellGroupConfig
	
	

	
	Not present
	
	SRB2_DRB1, MEAS, SRB2_DRB2, SCell_add

	  spCellConfig
	Not present
	
	SRB2_DRB1, SRB2_DRB2, SCell_add

	  spCellConfig SEQUENCE {
	
	
	

	    servCellIndex
	Not present
	
	

	
	ServCellIndex
	
	EN-DC, EN-DC AND MEAS

	
	ServCellIndex with condition NR-DC_SCG
	
	NR-DC_SCG

	    reconfigurationWithSync
	Not present
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	EN-DC, PCell_change, PSCell_change, NR-DC_SCG

	      spCellConfigCommon
	ServingCellConfigCommon
	
	

	      newUE-Identity
	RNTI-Value
	
	

	
	RNTI-Value with condition NR-DC_SCG
	
	NR-DC_SCG

	      t304
	ms1000
	
	

	      rach-ConfigDedicated
	Not present
	
	

	      rach-ConfigDedicated CHOICE {
	
	
	CFRA

	        uplink
	RACH-ConfigDedicated
	
	

	        supplementaryUplink
	RACH-ConfigDedicated
	
	SUL AND SIG

	      }
	
	
	

	    }
	
	
	

	    rlf-TimersAndConstants CHOICE {
	
	
	

	      setup
	RLF-TimersAndConstants
	
	

	    }
	
	
	

	    rlf-TimersAndConstants
	Not present
	
	MEAS

	    rlmInSyncOutOfSyncThreshold
	Not present
	
	

	    spCellConfigDedicated
	ServingCellConfig
	
	EN-DC, SRB1, PCell_change, PSCell_change, NR-DC_SCG

	
	Not present
	
	

	
	ServingCellConfig with condition MEAS
	
	MEAS

	  }
	
	
	

	  sCellToAddModList 
	Not present
	
	

	  sCellToAddModList SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellConfig {
	1 entry
	
	SCell_add

	    SCellConfig[1] SEQUENCE {
	
	entry 1
	

	      sCellIndex
	SCellIndex
	
	

	      sCellConfigCommon
	ServingCellConfigCommon with condition No_UL
	
	

	      sCellConfigDedicated
	ServingCellConfig with condition No_UL
	
	

	    }
	
	
	

	  }
	
	
	

	  sCellToReleaseList
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	CFRA
	This condition applies when CFRA is configured

	SUL
	Supplementary Uplink

	SRB1
	Establishment of SRB1

	SRB2_DRB1
	Establishment of SRB2 and DRB1

	SRB2_DRB2
	Establishment of SRB2 and DRB2

	DRBn
	Establishment of DRBn

	PCell_change
	Intra-NR PCell change (standalone NR) 

	PSCell_change
	NR PSCell change (EN-DC)

	SCell_add
	Add SCell

	MEAS
	A NR or EN-DC measurement is configured

	NR-DC_SCG
	Add SCG (NR-DC)


<TEXT SKIPPED>
–
RNTI-Value
Table 4.6.3-151: RNTI-Value

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RNTI-Value
	SS arbitrarily selects a value between ‘0001’H and ‘FFEF’H
	
	

	
	SS arbitrarily selects a value between ‘0001’H and ‘FFEF’H different from the MCG RNTI-Value.
	
	NR-DC_SCG


	Condition
	Explanation

	NR-DC_SCG
	Add SCG (NR-DC)
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