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1.
Introduction
Since RAN4 has identified that the NR UE receiver ACS test requirements for PDCCH/DCI could be tighter than PDSCH due to that the PDCCH/DCI may not occupy the entire channel bandwidth where the signal power is lower than that of PDSCH as defined in ACS core specifications, two solutions were proposed to mitigate this potential issue in LS R4-2005205 [1].  
This paper is to discuss the possibility of implementation of these solutions in RAN5. 


2.
Discussion
There were two solutions suggested by RAN4 to avoid potential risks. We show our views on these solutions in the sub-clauses below.

2.1 
Solution1： Maximize the PDCCH Aggregation Level (AL) as long as it fits into the channel BW, such as for FR1 AL = 4 for 5MHz, AL = 8 for 10MHz and 15MHz, and AL = 16 for > 15MHz. The same approach also applies for FR2.
Currently Aggregation Level 4 is used through the RF NR SA testing protocol. For CBW where NRB is larger than 24RBs, the actual transmitted bandwidth for PDCCH will be less than PDSCH. It will cause the signal power of PDCCH will be lower than PDSCH which occupied the entire channel bandwidth in ACS testing. Maximizing the PDCCH Aggregation Level (AL) properly will mitigate this potential issue to a certain extent. 
The DL reference measurement channel is common for all UE RF receiver requirements. Although the solution is aimed to mitigate potential issues for ACS test case, maximizing occupied bandwidth for PDCCH will bring benefits to other Rx receiver test cases.
Observation 1: Maximize the PDCCH Aggregation Level (AL) properly is practical.
The requirement is to increase the bandwidth occupied by the PDCCH during testing. Therefore, adding configurations of PDCCH Aggregation Level in the C.3-Connection is more reasonable than modifying that in C.2-Set up in TS 38.521-1 [2] and TS 38.521-2 [3].
Observation 2: Adding PDCCH Aggregation Level configuration in Annex C.3-Connection to maximize PDCCH occupied bandwidth. PDCCH Aggregation Level configuration in Annex C.2-Set up remains AL=4.
For FR1 in TS 38.521-1 [2], the maximum transmission bandwidth configuration NRB is as follows:

 Table 5.3.2-1: Maximum transmission bandwidth configuration NRB
	SCS (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB

	15
	25
	52
	79
	106
	133
	160
	216
	270
	N/A
	N/A
	N/A
	N/A
	N/A

	30
	11
	24
	38
	51
	65
	78
	106
	133
	162
	189
	217
	245
	273

	60
	N/A
	11
	18
	24
	31
	38
	51
	65
	79
	93
	107
	121
	135


UE channel bandwidth per operating band is as below:
Table 5.3.5-1 Channel bandwidths for each NR band

	
	
	NR band / SCS / UE Channel bandwidth

	NR Band
	SCS

kHz
	5 MHz
	10 MHz
	15 MHz
	20MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	n1
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	n2
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n12
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n14
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n18
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n25
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	n26
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	n28
	15
	Yes
	Yes
	Yes
	Yes7
	
	Yes7
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes7
	
	Yes7
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n29
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n30
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n34
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	n38
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	n39
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	n40
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	Yes
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	Yes
	
	

	n41
	15
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes

	n48
	15
	Yes5
	Yes
	Yes
	Yes
	
	
	Yes
	Yes6
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes6
	Yes6
	
	Yes6
	Yes6,4
	Yes6

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes6
	Yes6
	
	Yes6
	Yes6,4
	Yes6

	n50
	15
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	
	Yes3
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	
	Yes3
	
	

	n51
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n53
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	
	
	
	
	
	
	
	
	
	
	

	n65
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	n66
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	n70
	15
	Yes
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	
	

	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	n75
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	n76
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes4
	Yes
	Yes4
	Yes

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes4
	Yes
	Yes4
	Yes

	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes4
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes4
	Yes
	Yes
	Yes

	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	

	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes

	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes

	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n81
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n82
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n83
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n84
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	n86
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	n89
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n90
	15
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes

	n91
	15
	Yes
	Yes8
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n92
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n93
	15
	Yes
	Yes8
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n94
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n95
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	NOTE 1:
Void.
NOTE 2:
Void.

NOTE 3:
This UE channel bandwidth is applicable only to downlink.

NOTE 4:
This UE channel bandwidth is optional in this release of the specification.

NOTE 5:
For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration.

NOTE 6:
For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an downlink SCell part of CA configuration.

NOTE 7:
For the 20 MHz bandwidth, the minimum requirements are specified for NR UL carrier frequencies confined to either 713-723 MHz or 728-738 MHz. For the 30MHz bandwidth, the minimum requirements are specified for NR UL transmission bandwidth configuration confined to either 703-733 or 718-748 MHz.

NOTE 8:
This UE channel bandwidth is applicable only to uplink.


Observation 3: In FR1, 5 MHz is the only valid channel bandwidth when SCS=15 kHz . 
Based on above observations, the proposed PDCCH AL for FR1 could be as table 2.1-1.
Proposal 1: For FR1, the PDCCH Aggregation Level in TS 38.521-1[2] C.3-Connection is configured as table 2.1-1.
Table 2.1-1: PDCCH Aggregation Level 
	Parameter
	Unit
	Value
	Comment

	Aggregation level
	CCE
	1
	CBW=10MHz when SCS=60kHz

	
	
	2
	CBW=15MHz when SCS=60kHz

	
	
	4
	CBW=5MHz when SCS=15kHz

CBW=10,15MHz when SCS=30kHz

CBW=20,25,30MHz when SCS=60kHz

	
	
	8
	CBW=10,15MHz when SCS=15kHz

CBW=20,25,30MHz when SCS=30kHz

CBW=40,50,60,70MHz when SCS=60kHz

	
	
	16
	CBW>15 MHz when SCS=15kHz

CBW>30 MHz when SCS=30kHz CBW>70 MHz when SCS=60kHz


The same rules also apply for FR2. In TS 38.521-2 [3], the maximum transmission bandwidth configuration NRB is as follows:
Table 5.3.2-1: Maximum transmission bandwidth configuration NRB
	SCS (kHz)
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	
	NRB
	NRB
	NRB
	NRB

	60
	66
	132
	264
	N.A

	120
	32
	66
	132
	264


UE channel bandwidth per operating band is as below:
Table 5.3.5-1: Channel bandwidths for each NR band

	Operating band / SCS / UE channel bandwidth

	Operating band
	SCS

kHz
	50 MHz
	100 MHz
	200

MHz
	4001 MHz

	n257
	60
	Yes
	Yes
	Yes
	

	
	120
	Yes
	Yes
	Yes
	Yes

	n258
	60
	Yes
	Yes
	Yes
	

	
	120
	Yes
	Yes
	Yes
	Yes

	n260
	60
	Yes
	Yes
	Yes
	

	
	120
	Yes
	Yes
	Yes
	Yes

	n261
	60
	Yes
	Yes
	Yes
	

	
	120
	Yes
	Yes
	Yes
	Yes

	NOTE 1:
This UE channel bandwidth is optional in this release of the specification.


Based on above analyses, the proposed PDCCH AL for FR2 could be as table 2.1-2.

Proposal 2: For FR2, the PDCCH Aggregation Level in TS 38.521-2[3] C.3-Connection configured as table 2.1-2.
Table 2.1-2: PDCCH Aggregation Level
	Parameter
	Unit
	Value
	Comment

	Aggregation level
	CCE
	4
	CBW=50MHz when SCS=120kHz

	
	
	8
	CBW=50MHz when SCS=60kHz

CBW=100MHz when SCS=120kHz

	
	
	16
	CBW>100 MHz when SCS=60kHz

CBW>100 MHz when SCS=120kHz


As mentioned in the LS, the definition of nrofcandidates for AL = 8 and AL = 16 in TS 38.508-1 [4] needs to be revisited. 
Currently AL=4 is used since this setting supports simultaneous UL/DL scheduling in one slot where there are two candidates configured in TS 38.508-1 [4] table 4.6.3-162. The number of candidates for AL other than 4 is reasonable to change to no less than 2. In this case, nrofcandidates for AL could be modified as shown in Proposal 3.
[image: image1.png]



Figure 2.1-1: PDCCH mapping image in R4-2003326

Proposal 3: Modify the nrofcandidates of SearchSpace in TS 38.508-1 [4] for AL=1, AL=8 and AL=16 to n2.
Table 4.6.3-162: SearchSpace

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	
	n2
	
	RF

	    aggregationLevel2
	n4
	
	FR1

	
	n3
	
	FR2

	    aggregationLevel4
	n2
	
	

	    aggregationLevel8
	n1 
	
	

	
	n2
	
	RF

	    aggregationLevel16
	n0 
	
	

	
	n2
	
	RF

	  }
	
	
	


The modification of nrofcandidates for AL=8 and AL=16 requires more frequency resources.  Thus the frequencyDomainResources should modified correspondingly.
Proposal 4: Modify frequencyDomainResources in TS 38.508-1 [4] to align with candidates for AL=8 and AL=16.
Table 4.6.3-28: ControlResourceSet
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSet ::= SEQUENCE {
	
	
	

	  controlResourceSetId
	ControlResourceSetId
	
	

	  frequencyDomainResources
	11110000 00000000 00000000 00000000 00000000 00000
	CORESET to use the least significant 24 RBs of the BWP
	

	
	11111111 00000000 00000000 00000000 00000000 00000
	CORESET to use the least significant 48 RBs of the BWP
	RF

PDCCH Aggregation Level = 8

	
	11111111 11111111 00000000 00000000 00000000 00000
	CORESET to use the least significant 96 RBs of the BWP
	RF

PDCCH Aggregation Level = 16


2.2 
Solution2：
CORESET size is defined by removing both edge PDCCH allocations from full bandwidth, such as shown below.


[image: image2.emf]Channel Bandwidth

Slot #1 Slot #2 Slot #3 Slot #4

PDCCH/DCI

PDSCH


For CORESET in a DL BWP other than CORESET#0, the starting position in frequency domain is 0 or multiple of 6RBs from the lower edge of channel bandwidth. As a result of removing edge PDCCH, the lowest 6RBs and highest 6RBs of channel bandwidth can’t be used for CORESET. This conflicts with the intention of solution1 which aims to maximize PDCCH allocation. Take CBW=5MHz, SCS=15kHz as an example where NRB = 25 RBs and AL=4. The size of CORESET is 24 RBs. In this case solution 2 cannot be implemented.  
Proposal 5: Removing both edge PDCCH allocations from full bandwidth isn’t implemented.


3. Conclusion
In this contribution we introduced our views to the proposed solutions in LS R4-2005205. The conclusions are listed below.
Proposal 1: For FR1, the PDCCH Aggregation Level in TS 38.521-1[2] C.3-Connection is configured as table 2.1-1.
Proposal 2: For FR2, the PDCCH Aggregation Level in TS 38.521-2[3] C.3-Connection is configured as table 2.1-2.
Proposal 3: Modify the nrofcandidates of SearchSpace in TS 38.508-1 [4] for AL=1, AL=8 and AL=16 to n2.
Proposal 4: Modify frequencyDomainResources in TS 38.508-1 [4] to align with candidates for AL=8 and AL=16.
Proposal 5: Removing both edge PDCCH allocations from full bandwidth isn’t implemented.
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