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<< Beginning of changes>>
5.4.2
Radio resource control information elements for Demodulation Performance and CSI reporting tests

As defined in clause 4.6.3 with the following exceptions:

Table 5.4.2-1: Void
Table 5.4.2-2: Void
Table 5.4.2-3a: Void
Table 5.4.2-3: Void
Table 5.4.2-4: Void
Table 5.4.2-4A: Void
Table 5.4.2-5 to -16: Void
PDSCH Configuration

Table 5.4.2-17: Void

PDSCH-Config

Table 5.4.2-18: PDSCH-Config

	Derivation Path: Table 4.6.3-100

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  rbg-Size
	config2
	The UE ignores this field if resourceAllocation is set to resourceAllocationType1 (see TS 38.214 [21], clause 5.1.2.2.1).
	

	  ZP-CSI-RS-ResourceToAddModList SEQUENCE {
	1 entry
	
	

	    ZP-CSI-RS-Resource
	ZP-CSI-RS-Resource
	
	

	}
	
	
	

	  p-ZP-CSI-RS-ResourceSet SEQUENCE {
	1 entry
	
	

	  p-ZP-CSI-RS-ResourceSet [1]
	p-ZP-CSI-RS-ResourceSet
	
	

	}
	
	
	

	 zp-CSI-RS-ResourceToAddModList SEQUENCE (SIZE (1..maxNrofZP-CSI-RS-Resources)) OF ZP-CSI-RS-Resource {
	1 entry
	
	

	    ZP-CSI-RS-Resource[1]
	ZP-CSI-RS-Resource
	entry 1
	

	    }
	
	
	

	  p-ZP-CSI-RS-ResourceSet
	p-ZP-CSI-RS-ResourceSet
	
	

	}
	
	
	


<< End of changes>>
