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<< Beginning of changes>>
9.1.1.5
Applicability of requirements for UEs supporting coverage enhancement

For 2Rx capable UEs supporting coverage enhancement mode A (ce-ModeA in UE-EUTRA-Capability [5]), all the tests for CE Mode A specified in 9.8.1 and 9.8.2 are tested on any of the 2Rx supported RF bands by connecting all 2Rx with data source from system simulator. The SNR requirements should be applied with 3dB less than the number specified with UE DL Category M1.
For 4Rx capable UEs supporting coverage enhancement mode A (ce-ModeA in UE-EUTRA-Capability [5]), all the tests for CE Mode A specified in 9.8.1 and 9.8.2 are tested on any of the 4Rx supported RF bands by connecting all 4Rx with data source from system simulator. The SNR requirements should be applied with 6dB less than the number specified with UE DL Category M1.
<< Clauses skipped here>>
9.8
CSI reporting (UE supporting coverage enhancement)
The number of receiver antennas NRX assumed for the minimum performance requirement in this clause is 1.
The requirements of UE DL Category M1 in 9.8.1 and 9.8.2  are applicable for UE DL Category M2 and UE DL Category 0.
The requirements of UE DL Category M1 in 9.8.3 and 9.8.4 are applicable for UE DL Category M2.
<< End of changes>>
