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	Reason for change:
	Issues in regard to multi PDUs/PDNs are described in details in discussion paper in R5-201486. The general solution concept suggested there aiming at solving all the issues however was not adopted. To solve some of the problems described in the paper without the suggested solution the definition of a number of PICS is required

There is redundant information in some of the existing PICS (same information repeated in 2 different columns). Some spelling errors. A mnemonic name is ambiguous.

	
	

	Summary of change:
	Definition of new ICS questions and relevant mnemonics have been added.
Redundant text removed. Spelling errors corrected. The mnemonic pc_noOf_PDU has been corrected to pc_noOf_PDUsSameConnection to reflect its meaning.
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	Other comments:
	The present CR is a resubmission with modifications of R5-202541 which was 'not pursued' at RAN5#87e considered as being part of the multiple PDU/PDN discussion. For convenience of identifying the modifications when applicable they are made with a different User name and more important changes are highlighted:
- 2 newly suggested PICS were removed due to the introduction of the concept of timer and not number of transferred PDUs (not visible on the CR).
The content of the present CR was used by MCC TF160 for the draft test delivery of NR5GC_IRAT announced at the beginning of August.
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A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of ICMP or ICMP IPv6
	RFC 792 OR RFC 4443, RFC 4884
	NA
	pc_IP_Ping
	UE supports ICMP or ICMPv6 protocol to enable IP Ping Operation 

	2
	Support of IMS
	24.229, Annex U
	Rel-15
	pc_IMS_5GS
	


Table A.4.4-2: Definition of UE implementation capabilities

	Item
	Definition of UE implementation capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	UE-requested PDU session establishment for IMS after REGISTRATION
	24.501
	Rel-15
	pc_PDU_IMS
	Configured to initiate PDU session establishment for IMS after REGISTRATION.

	2
	UE-requested PDU session establishment for Internet after REGISTRATION
	24.501
	Rel-15
	pc_PDU_Internet
	Configured to initiate PDU session establishment for Internet after REGISTRATION during the same signalling connection as the REGISTRATION procedure.

	3
	Number of UE-requested PDU session establishments after REGISTRATION during the same signalling connection
	24.501
	Rel-15
	pc_noOf_PDUsSameConnection
	

	4
	Number of UE-requested PDU session establishments after REGISTRATION in a new signalling connection
	24.501
	Rel-15
	pc_noOf_PDUsNewConnection
	

	5
	Number of UE-requested PDN connection establishments after ATTACH during the same signalling connection
	24.301
	Rel-15
	pc_noOf_PDNsSameConnection
	

	6
	Number of UE-requested PDN connection establishments after ATTACH in a new signalling connection
	24.301
	Rel-15
	pc_noOf_PDNsNewConnection
	

	7
	IMS DNN configured as default DNN
	24.501
	Rel-15
	pc_IMS_DNN_default
	


