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[Start of modification]
6.4.1.2.3.2
Test procedure sequence

Table 6.4.1.2.3.2-1 for FR1 and Table 6.4.1.2.3.2-2 for FR2 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1", "T2" and "T3" are to be applied subsequently in the Main behaviour. The exact instants on which these values shall be applied are described in the texts in this clause. 

Table 6.4.1.2.3.2-1: Cell configuration changes over time for FR1

	 
	Parameter
	Unit
	NR Cell 1
	NR Cell 12
	NR Cell 13
	Remarks

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	-99
	-88
	-78
	

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	“Off”
	“Off”
	“Off”
	Power level “Off” is defined in TS 38.508-1 [4] Table 6.2.2.1-3


Table 6.4.1.2.3.2-2: Cell configuration changes over time for FR2

	 
	Parameter
	Unit
	NR Cell 1
	NR Cell 12
	NR Cell 13
	Remarks

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	FFS
	FFS
	FFS
	

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	“Off”
	“Off”
	“Off”
	Power level “Off” is defined in TS 38.508-1 [4] Table 6.2.2.2-2


 [End of modification]
