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Recommended Test Case Applicability

<<< TEXT SKIPPED >>>

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	<<< ROWS SKIPPED >>>

	23
	CIoT
	
	
	
	
	
	
	

	23.1.1
	CIoT / Control Plane MO and MT IP and non-IP Data Transfer / Serving PLMN Rate Control / APN Rate Control
	Rel-13
	C284
	UEs supporting E-UTRA and Control Plane CIoT in WB-S1 mode
	pc_eFDD, pc_IPv4_Link_MTU_Parameter, pc_APN_RateControl
	
	Note 19
	

	
	
	
	
	
	pc_eTDD, pc_IPv4_Link_MTU_Parameter, pc_APN_RateControl
	
	
	

	23.1.2
	CIoT Optimization / Control Plane / MT and MO SMS Data Transfer
	Rel-13
	C284
	UEs supporting E-UTRA and Control Plane CIoT in WB-S1 mode
	pc_eFDD
	
	Note 19
	

	
	
	
	
	
	pc_eTDD
	
	
	

	23.1.3
	CIoT Optimization / Control Plane / EDT
	Rel-15
	C376
	UEs supporting E-UTRA and Control Plane CIoT and Control Plane EDT
	pc_eFDD
	
	Note 19
	

	
	
	
	
	
	pc_eTDD
	
	
	

	23.2.1
	CIoT Optimization / User Plane
	Rel-13
	C285
	UEs supporting E-UTRA and User Plane CIoT optimisation in WB-S1 mode
	pc_eFDD
	
	Note 19
	

	
	
	
	
	
	pc_eTDD
	
	
	

	23.2.2
	CIoT / RRC connection suspend-resume / Success / different cell
	Rel-13
	C285
	UEs supporting E-UTRA and User Plane CIoT optimisation in WB-S1 mode
	pc_eFDD
	
	Note 19
	

	
	
	
	
	
	pc_eTDD
	
	
	

	23.2.3
	CIoT / RRC connection suspend-resume / Network reject / different cell
	Rel-13
	C285
	UEs supporting E-UTRA and User Plane CIoT optimisation in WB-S1 mode
	pc_eFDD
	
	Note 19
	

	
	
	
	
	
	pc_eTDD
	
	
	

	23.2.4
	CIoT Optimization / User Plane / EDT
	Rel-15
	C387
	UEs supporting E-UTRA and User Plane CIoT optimisation in WB-S1 mode and User Plane EDT
	pc_eFDD
	
	Note 19
	

	
	
	
	
	
	pc_eTDD
	
	
	

	24
	V2X Sidelink Communication
	
	
	
	
	
	
	

	24.1.1
	V2X Sidelink Communication / Pre-configured authorisation / UE in RRC_IDLE on an E-UTRAN cell operating on the carrier frequency provisioned for V2X / Utilisation of the resources of (serving) cells/PLMNs / Transmission
	Rel-14
	C309
	UEs supporting E-UTRA and V2X sidelink communication and transmitting PSCCH/PSSCH using UE autonomous resource selection mode with full sensing 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	24.1.2
	V2X Sidelink Communication / Pre-configured authorisation / Utilisation of the pre-configured resources / Transmission
	Rel-14
	C303
	UEs supporting V2X sidelink communication and transmitting PSCCH/PSSCH using UE autonomous resource selection mode with full sensing 
	
	
	
	

	24.1.3
	V2X Sidelink Communication/ Pre-configured authorisation / UE in RRC_IDLE on an E-UTRAN cell operating on the anchor carrier frequency provisioned for V2X configuration / Utilisation of the resources of (serving) cells/PLMNs / Reception
	Rel-14
	C307
	UEs supporting E-UTRA and V2X sidelink communication
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	<<< ROWS SKIPPED >>>


Table 4-1a: Applicability of tests Conditions

	C01
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	<<< ROWS SKIPPED >>>

	C374
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3.3.1-1/1 OR A.4.3.3.1-1/2) AND A.4.4-1/197 THEN R ELSE N/A 

	C374
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3.3.1-1/1 OR A.4.3.3.1-1/2) AND A.4.4-1/197 THEN R ELSE N/A 

	C375
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3.3.1-1/1 OR A.4.3.3.1-1/2) AND A.4.4-1/198 THEN R ELSE N/A 

	C376
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/143 AND A.4.4-1/200 THEN R ELSE N/A

	C387
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/143 AND A.4.4-1/201 THEN R ELSE N/A


