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<<< START OF CHANGE >>>

A.4.3.9
Additional capabilities for UE declared capability

Table A.4.3.9-1: UE declared capabilities

	Item
	UE declared capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Enhanced Type X Receiver for NR
	38.101-4, 5
	Rel-15
	pc_nr_enh_typeX_receiver
	Support for Enhanced Type X Receiver

	2
	Vehicular UE
	38.101-1, 3
	Rel-15
	pc_nr_vehicular_ue
	


Table A.4.3.9-2: UE declared multi-band peak EIRP relaxation factors for FR2 power class 3

	Item
	Supported FR2 bands set
	Ref.
	Release
	peak EIRP relaxation factor per band, MBp (dB)

(Note 1)
	Maximum sum of MBp, ∑MBP (dB)

(Note 2)
	Comments

	
	
	
	
	n257
	n258
	n260
	n261
	
	

	1
	n257, n258
	38.101-2, 6.2.1.3
	Rel-15
	
	
	N/A
	N/A
	1.3
	

	2
	n257, n260
	
	
	
	N/A
	
	N/A
	1.0
	

	3
	n258, n260
	
	
	N/A
	
	
	N/A
	1.0
	

	4
	n258, n261
	
	
	N/A
	
	N/A
	
	1.0
	

	5
	n260, n261
	
	
	N/A
	N/A
	N/A
	N/A
	0.0
	No relaxation factor allowed

	6
	n257, n258, n260
	
	
	
	
	
	N/A
	1.7
	

	7
	n257, n258, n261
	
	
	
	
	N/A
	
	1.7
	

	8
	n257, n260, n261
	
	
	
	N/A
	
	
	0.5
	

	9
	n258, n260, n261
	
	
	N/A
	
	
	
	1.5
	

	10
	n257, n258, n260, n261
	
	
	
	
	
	
	1.7
	

	Note 1:
UE vendor to fill in the needed relaxation factor per band that is ≥0. One row to be filled in, the one matching the supported FR2 bands of the UE as declared in Table A.4.3.1-3. 

Note 2:
Max allowed sum of MBp over all supported FR2 bands as defined in TS 38.521-2 clause 6.2.1.1.3.3


Table A.4.3.9-3: UE declared multi-band peak EIRP Spherical coverage relaxation factors for FR2 power class 3

	Item
	Supported FR2 bands set
	Ref.
	Release
	EIRP Spherical coverage relaxation factor per band, MBs (dB)

(Note 1)
	Maximum sum of MBs, ∑MBs (dB)

(Note 2)
	Comments

	
	
	
	
	n257
	n258
	n260
	n261
	
	

	1
	n257, n258
	38.101-2, 6.2.1.3
	Rel-15
	
	
	N/A
	N/A
	1.25
	

	2
	n257, n260
	
	
	
	N/A
	
	N/A
	0.75
	Maximum 0.4 dB relaxation allowed for n260

	3
	n258, n260
	
	
	N/A
	
	
	N/A
	0.75
	Maximum 0.4 dB relaxation allowed for n260

	4
	n258, n261
	
	
	N/A
	
	N/A
	
	1.25
	

	5
	n260, n261
	
	
	N/A
	N/A
	
	
	0.75
	No relaxation allowed for n260

	6
	n257, n258, n260
	
	
	
	
	
	N/A
	1.75
	Maximum 0.4 dB relaxation allowed for n260

	7
	n257, n258, n261
	
	
	
	
	N/A
	
	1.75
	

	8
	n257, n260, n261
	
	
	
	N/A
	
	
	1.25
	Maximum 0.4 dB relaxation allowed for n260

	9
	n258, n260, n261
	
	
	N/A
	
	
	
	1.25
	Maximum 0.4 dB relaxation allowed for n260

	10
	n257, n258, n260, n261
	
	
	
	
	
	
	1.75
	Maximum 0.4 dB relaxation allowed for n260

	Note 1:
UE vendor to fill in the needed relaxation factor per band that is ≥0. One row to be filled in, the one matching the supported FR2 bands of the UE as declared in Table A.4.3.1-3

Note 2:
Max allowed sum of MBs over all supported FR2 bands as defined in TS 38.521-2 clause 6.2.1.1.3.3


Table A.4.3.9-4: 4 Rx antenna ports Capabilities

	Item
	Band
	Ref.
	Release
	Comments

	1
	FDD Band n1
	38.101-1, 7.2
	Rel-15
	

	2
	FDD Band n2
	38.101-1, 7.2
	Rel-15
	

	3
	FDD Band n3
	38.101-1, 7.2
	Rel-15
	

	…
	
	
	
	

	7
	FDD Band n7
	38.101-1, 7.2
	Rel-15
	Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-1

	...
	
	
	
	

	34
	TDD Band n34
	38.101-1, 7.2
	Rel-15
	

	...
	
	
	
	

	38
	TDD Band n38
	38.101-1, 7.2
	Rel-15
	Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2

	39
	TDD Band n39
	38.101-1, 7.2
	Rel-15
	

	...
	
	
	
	

	40
	TDD Band n40
	38.101-1, 7.2
	Rel-15
	

	41
	TDD Band n41
	38.101-1, 7.2
	Rel-15
	Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2

	...
	
	
	
	

	48
	TDD Band n48
	38.101-1, 7.2
	Rel-15
	

	...
	
	
	
	

	66
	FDD Band n66
	38.101-1, 7.2
	Rel-15
	

	…
	
	
	
	

	70
	TDD Band n70
	38.101-1, 7.2
	Rel-15
	

	…
	
	
	
	

	77
	TDD Band n77
	38.101-1, 7.2
	Rel-15
	Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2

	78
	TDD Band n78
	38.101-1, 7.2
	Rel-15
	Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2

	79
	TDD Band n79
	38.101-1, 7.2
	Rel-15
	Mandatory for non-vehicular UE if band support is indicated in Table A.4.3.1-2


Table A.4.3.9-5: Beam Peak Search Vendor Declarations with respect to test frequency range for single CC
	Item
	Band
	Intent
	Ref.
	Release
	Comments

	1
	n257
	n257 single CC beam peak is leveraged from mid to low and high channels
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	2
	n258
	n258 single CC beam peak is leveraged from mid to low and high channels
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1.

	3
	n260
	n260 single CC beam peak is leveraged from mid to low and high channels
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	4
	n261
	n261 single CC beam peak is leveraged from mid to low and high channels
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	5
	n261
	n261 single CC beam peak is leveraged from n257 single CC mid channel to n261 low, mid and high channels
	38.521-2, K.1.1 & K.1.2
	Rel-15
	NOTE 2

	NOTE 1: The beam peak searches shall be performed for every test frequency range by default unless the device manufacturer explicitly declares that the beam peak at the mid test frequency range is applicable for the remaining (low, high) test frequency ranges.

NOTE 2: Beam peak search results can be re-used from bands that completely contain the target bands if explicitly declared by the manufacturer.


Table A.4.3.9-6: Beam Peak Search Vendor Declarations with respect to test frequency range for different CA BW classes
	Item
	Bands
	NR CA bandwidth class
	Intent
	Ref.
	Release
	Comments

	1
	n257, n258, n260, n261
	A, B, C, D, E, F, G, H, I, J, K, L, M, N, O, P, Q
	The beam peak is leveraged from a reference (frequency band, CBW) or (frequency band combination, CA BW class) to a group of other intra-band contiguous combinations and CA BW classes
	38.521-2, K.1.1 & K.1.2
	Rel-15
	A beam peak search shall be performed for every intra-band contiguous combination and CA BW class by default unless the device manufacturer explicitly declares that the beam peak for a reference (frequency band, CBW) or (frequency band combination, CA BW class)  is applicable for a group of other intra-band contiguous combinations and CA BW classes.


Table A.4.3.9-7: Beam Peak Search Vendor Declarations with respect to modulation for single CC

	Item
	Band
	Intent
	Ref.
	Release
	Comments

	1
	n257
	n257 single CC beam peak is leveraged from QPSK modulation to 16QAM and 64QAM
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	2
	n258
	n258 single CC beam peak is leveraged from QPSK modulation to 16QAM and 64QAM
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	3
	n260
	n260 single CC beam peak is leveraged from QPSK modulation to 16QAM and 64QAM
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	4
	n261
	n261 single CC beam peak is leveraged from QPSK modulation to 16QAM and 64QAM
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	NOTE 1: The beam peak searches shall be performed for every modulation by default unless the device manufacturer explicitly declares that the beam peak at the QPSK modulation is applicable for the remaining 16QAM and 64QAM modulations.


Table A.4.3.9-8: Beam Peak Search Vendor Declarations with respect to waveform for single CC

	Item
	Band
	Intent
	Reference Waveform
	Ref.
	Release
	Comments

	1
	n257
	n257 single CC beam peak is leveraged from the reference waveform to the other waveform 
	CP-OFDM or DFT-s-OFDM
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	2
	n258
	n258 single CC beam peak is leveraged from the reference waveform to the other waveform
	CP-OFDM or DFT-s-OFDM
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	3
	n260
	n260 single CC beam peak is leveraged from the reference waveform to the other waveform
	CP-OFDM or DFT-s-OFDM
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	4
	n261
	n261 single CC beam peak is leveraged from the reference waveform to the other waveform
	CP-OFDM or DFT-s-OFDM
	38.521-2, K.1.1 & K.1.2 
	Rel-15
	NOTE 1

	NOTE 1: The beam peak searches shall be performed for every waveform by default unless the device manufacturer explicitly declares that the beam peak from one waveform is applicable for the other waveform.


<<< Skip unchanged sections >>>
<<< END OF CHANGES >>>
