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9.2.3.1.4
Normal tracking area update / List of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message

9.2.3.1.4.1
Test Purpose (TP)

(1)

with { UE in EMM-TRACKING-AREA-UPDATING-INITIATED state }

ensure that {

  when { the UE receives TRACKING AREA UPDATE ACCEPT message including a list of equivalent PLMNs }

   then { the UE stores correctly the list and considers a forbidden PLMN if the forbidden PLMN is included in the equivalent list }

}

(2)

with { UE in EMM-TRACKING-AREA-UPDATING-INITIATED state }

ensure that {

  when { the UE receives TRACKING AREA UPDATE ACCEPT message without a list of equivalent PLMNs }

   then { the UE deletes the stored list and applies a normal PLMN selection process }

}

9.2.3.1.4.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.3.2.4.

[TS 24.301, clause 5.5.3.2.4]

The MME may also include of list of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message. Each entry in the list contains a PLMN code (MCC+MNC). The UE shall store the list as provided by the network, after having removed from the list any PLMN code that is already in the list of forbidden PLMNs. In addition, the UE shall add to the stored list the PLMN code of the registered PLMN that sent the list. The UE shall replace the stored list on each receipt of the TRACKING AREA UPDATE ACCEPT message. If the TRACKING AREA UPDATE ACCEPT message does not contain a list, then the UE shall delete the stored list.

9.2.3.1.4.3
Test description

9.2.3.1.4.3.1
Pre-test conditions

System Simulator:

-
cell A (belongs to TAI-1, PLMN1);
-
cell B (belongs to TAI-2, PLMN1);
-
cell C (belongs to TAI-3, PLMN2);
-
cell D (belongs to TAI-4, PLMN3);
- system information combination 2 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cell B and C.
UE: 

-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE last attempted to register on cell D and received reject cause "forbidden PLMN" (so the "forbidden PLMN list" contains PLMN3).
Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell A according to TS 36.508[18].

9.2.3.1.4.3.2
Test procedure sequence

Table 9.2.3.1.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''.
Set the cell type of cell B to the ''Serving cell''.

Set the cell type of cell C to the '' Non-Suitable off cell''.
Set the cell type of cell D to the '' Non-Suitable off cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST message. 
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	Void
	-
	-
	-
	-

	4
	Void
	-
	-
	-
	-

	5
	SS responds with a TRACKING AREA UPDATE ACCEPT message including PLMN2 and PLMN3 in the list of equivalent PLMNs. 
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	6
	The UE transmits a TRACKING AREA UPDATE COMPLETE message
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	6A
	SS Releases the RRC Connection.
	-
	-
	-
	-

	7
	Set the cell type of cell A to the ''Non-Suitable off cell''. 

Set the cell type of cell B to the ''Non-Suitable cell''.
Set the cell type of cell C to the '' Suitable cell''.
	-
	-
	-
	-

	8
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on cell C (PLMN2)?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	9
	Void
	-
	-
	-
	-

	10
	Void
	-
	-
	-
	-

	11
	The SS transmits a TRACKING AREA UPDATE ACCEPT message including PLMN1 and PLMN3 in the list of equivalent PLMNs.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	12
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	12A
	SS Releases the RRC Connection.
	-
	-
	-
	-

	
	EXCEPTION: Step 12a1 describes optional behaviour that depends on the UE capability.
	-
	-
	-
	-

	12Aa1
	The UE may attempt the generic test procedure for IMS Re-registration on EPS VPLMN as specified in TS 36.508 [18] subclause 4.5A.30.
	-
	-
	-
	-

	13
	Set the cell type of cell C to the ''Non-Suitable cell''.
Set the cell type of cell D to the '' Serving cell''.
Note: Cell D (PLMN3) belongs to the forbidden PLMN.
	-
	-
	-
	-

	14
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on cell D (PLMN3) in next 30 seconds?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	F

	15
	The UE is switched to manual PLMN selection mode and is made to select PLMN3 in order to remove PLMN3 in the forbidden PLMN list in the UE.
	-
	-
	-
	-

	16
	The UE transmits a TRACKING AREA UPDATE REQUEST message on cell D (PLMN3).
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	17
	Void
	-
	-
	-
	-

	18
	Void
	-
	-
	-
	-

	19
	The SS transmits a TRACKING AREA UPDATE ACCEPT message without the list of equivalent PLMNs.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	20
	Check: Does the UE transmit a TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	1
	P

	20A
	SS releases the RRC connection
	-
	-
	-
	-

	21
	The UE is switched back to automatic PLMN selection mode.
	-
	-
	-
	-

	21A
	SS waits for 5 minutes to allow UE to complete automatic PLMN search
	
	
	
	

	22
	Set the cell type of cell D to ''Non-Suitable cell''.
Set the cell type of cell B to ”Serving cell”.

Set the cell type of cell C to ”Suitable neighbour intra-frequency cell”.
	-
	-
	-
	-

	23
	Void
	-
	-
	-
	-

	24
	Void
	-
	-
	-
	-

	24A
	Void
	-
	-
	-
	-

	25
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on Cell B (PLMN1)?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	26
	 Void
	-
	-
	-
	-

	27
	SS responds with TRACKING AREA UPDATE ACCEPT message
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	28
	The UE transmits a TRACKING AREA UPDATE COMPLETE message
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	29
	SS Releases the RRC Connection.
	-
	-
	-
	-

	
	EXCEPTION: Step 29a1 describes optional behaviour that depends on the UE capability.
	-
	-
	-
	-

	29a1
	The UE may attempt the generic test procedure for IMS Re-registration on EPS HPLMN as specified in TS 36.508 [18] subclause 4.5A.30.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA Idle ( E1) according to TS 36.508.
	-
	-
	-
	-


9.2.3.1.4.3.3
Specific message contents

Table 9.2.3.1.4.3.3-1: Void
Table 9.2.3.1.4.3.3-2: Void
Table 9.2.3.1.4.3.3-3: Message TRACKING AREA UPDATE ACCEPT (step 5, Table 9.2.3.1.4.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	-
	Includes MCC and MNC digits for PLMN2 and PLMN3. 
	


Table 9.2.3.1.4.3.3-4: Message TRACKING AREA UPDATE ACCEPT (step 11, Table 9.2.3.1.4.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	-
	Includes MCC and MNC digits for PLMN1 and PLMN3. 
	


Table 9.2.3.1.4.3.3-5: Void
Table 9.2.3.1.4.3.3-6: Void
9.2.3.2.13
Combined tracking area update / Rejected / Roaming not allowed in this tracking area

9.2.3.2.13.1
Test Purpose (TP)

(1)

with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

ensure that {

  when { the UE receives TRACKING AREA UPDATE REJECT message with the reject cause set to "roaming not allowed in this tracking area" }

    then { the UE sets the EPS update status to EU3 ROAMING NOT ALLOWED and the UE deletes the last visited registered TAI and the UE enters the state EMM-REGISTERED.PLMN-SEARCH and the UE stores the current TAI in the list of "forbidden tracking areas for roaming" }

            }

(2)

with { the UE is in EMM-REGISTERED.PLMN-SEARCH state and the current TAI in the list of "forbidden tracking areas for roaming"}

ensure that {

  when { the serving cell belongs to TAI where UE was rejected }

    then { the UE does not attempt to send TRACKING AREA UPDATE REQUEST message }

            }

(3)

with { the UE is in EMM-REGISTERED.PLMN-SEARCH state and the TAI of the current cell belongs to the list of "forbidden tracking areas for roaming"}

ensure that {

  when { the UE enters a cell belonging to same PLMN and TAI not in the list of "forbidden tracking areas for roaming"}

    then { the UE sends TRACKING AREA UPDATE REQUEST message with EPS update type set to "combined TA/LA updating with IMSI attach"}

            }

(4)

with { the UE is in EMM-REGISTERED.PLMN-SEARCH state and the TAI of the current cell belongs to the list of "forbidden tracking areas for roaming"}

ensure that {

  when { the UE enters a cell belonging to another PLMN }

    then { the UE sends TRACKING AREA UPDATE REQUEST message with EPS update type set to "combined TA/LA updating with IMSI attach" }

            }

(5)

with { the UE, which A/Gb mode or Iu mode is supported by the UE, in EMM-DEREGISTERED.PLMN-SEARCH state and the list of "forbidden tracking areas for roaming" contains more than one TAI }

ensure that {

  when { the UE move to UTRAN or GERAN cell }

    then { the UE sends ROUTING AREA UPDATE REQUEST message }
9.2.3.2.13.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.3.5 
[TS 24.301, clause 5.5.3.3.5]

If the combined tracking area updating cannot be accepted by the network, the MME shall send a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.
Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, enter state MM IDLE, and take the following actions depending on the EMM cause value received.

...

#13
(Roaming not allowed in this tracking area);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete the list of equivalent PLMNs. The UE shall reset the tracking area updating attempt counter and shall change to state EMM-REGISTERED.PLMN-SEARCH.


The UE shall store the current TAI in the list of "forbidden tracking areas for roaming" and shall remove the current TAI from the stored TAI list if present.


The UE shall perform a PLMN selection according to 3GPP TS 23.122 [6].


The UE shall indicate the Update type IE "combined TA/LA updating with IMSI attach" when performing the tracking area updating procedure following the PLMN selection.


If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the MM parameters update status and the location update attempt counter, and the GMM parameters GMM state, GPRS update status and routing area updating attempt counter as specified in 3GPP TS 24.008 [13] for the case when the combined routing area updating procedure is rejected with the GMM cause with the same value.

…

9.2.3.2.13.3
Test description

9.2.3.2.13.3.1
Pre-test conditions

System Simulator:

-
cell E (belongs to TAI-12, visited PLMN) is set to ''Serving cell'';

-
cell I (belongs to TAI-9, same visited PLMN) is set to ''Non-suitable cell'';

-
cell B (belongs to TAI-2, another visited PLMN) is set to ''Non-suitable off cell'';
-
the cells are configured according to Table 6.3.2.2-1 and Table 6.3.2.2-3 in36.508[18], except that cell E and cell I are on different frequencies;
-
if pc_UTRA AND px_RATComb_Tested = EUTRA_UTRA,  cell 9 (belongs to RAI-8, visited PLMN) is set to "Non-suitable cell"; 
-
if pc_GERAN AND px_RATComb_Tested = EUTRA_GERAN, cell 24 (belongs to RAI-8, visited PLMN) is set to "Non-suitable cell"; 
-
system information indicate that NMO 1 is used.
-
System information combination 10 a as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.

NOTE:
Setting px_RATComb_Tested = EUTRA_Only is not allowed.
UE:

-
The UE is configured to initiate combined EPS/IMSI attach.

Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell E according to TS 36.508 [18].

9.2.3.2.13.3.2
Test procedure sequence

Table 9.2.3.2.13.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell E to the ''Suitable cell''. 

Set the cell type of Cell I to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits TRACKING AREA UPDATE REQUEST on Cell I.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''Roaming not allowed in this tracking area'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	
	
	
	

	5
	Void
	-
	-
	-
	-

	6
	Void
	-
	-
	-
	-

	7
	Check: Does the UE transmit TRACKING AREA UPDATE REQUEST message on cell E?
	-->
	TRACKING AREA UPDATE REQUEST
	1, 3
	P

	8
	The SS transmits TRACKING AREA UPDATE REJECT message with EMM cause = ''Roaming not allowed in this tracking area'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	9
	The SS releases the RRC connection.
	
	
	
	

	10
	Set the cell type of Cell E and Cell B to the ''Non-Suitable cell”, set the cell type of cell I to the ''Non-Suitable "off" cell''.

Set the cell type of cell 9 or 24 to the ''Serving cell''.

Note: Cell E and Cell 9 or 24 are in the same PLMN.
	-
	-
	-
	-

	
	EXCEPTION: Steps 11a1 to 11a3 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	
	
	
	

	11a1
	Check: Does the UE transmit ROUTING AREA UPDATE  REQUEST message on  cell 9 or 24?
	-->
	ROUTING AREA UPDATE REQUEST
	5
	P

	11a2
	The SS transmits a ROUTING AREA UPDATE REJECT message with cause = '' Roaming not allowed in this routing area '' as specified.
	<--
	ROUTING AREA UPDATE REJECT
	-
	-

	11a3
	The SS releases the RRC connection.
	
	
	
	

	12
	Set the cell type of  cell 9 or 24 to the '' Non-Suitable cell''.

Set the cell type of cell B to the ''Serving cell''.

Note: cell 9 or 24 and cell B are in different PLMNs.
	-
	-
	-
	-

	13
	Check: Does the UE transmit TRACKING AREA REQUEST message on cell B?
	-->
	TRACKING AREA UPDATE REQUEST
	1, 4
	P

	14
	The SS sends TRACKING AREA ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	15
	The UE transmits TRACKING AREA COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	16
	SS Releases the RRC Connection.
	-
	-
	-
	-

	16a1
	The UE may attempt the generic test procedure for IMS Re-registration on EPS HPLMN as specified in TS 36.508 [18] subclause 4.5A.30.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected ( E1) according to TS 36.508.
	-
	-
	-
	-


9.2.3.2.13.3.3
Specific message contents

Table 9.2.3.2.13.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, Table 9.2.3.2.13.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI 
	GUTI-7
	
	


Table 9.2.3.2.13.3.3-2: TRACKING AREA UPDATE REJECT (step 3 and 8, Table 9.2.3.2.13.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-26

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1101'B
	Roaming not allowed in this tracking area
	


Table 9.2.3.2.13.3.3-3: Message TRACKING AREA UPDATE REQUEST (step 7 and 13, Table 9.2.3.2.13.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type value
	'010'B
	Combined TA/LA updating with IMSI attach
	


Table 9.2.3.2.13.3.3-4: Message ROUTING AREA UPDATE REQUEST (step 11a1, Table 9.2.3.2.13.3.2-1)

	Derivation Path: 36.508, Table 4.7B.2-1

	Information Element
	Value/remark
	Comment
	Condition

	Update type
	‘010’B
	Combined RA/LA updating with IMSI attach
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