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5.4.1.1
GNSS Assistance Data Elements

Table 5.4.1.1-1 defines the GNSS assistance data elements which shall be provided to the UE in the tests in LPP Provide Assistance Data messages in the absence of a corresponding LPP Request Assistance Data message. The GNSS assistance data provided depends on the mode being used in the test case, the assistance data supported by the UE and the GNSSs supported by the UE. GNSS assistance data IEs not supported by the UE shall not be sent. GNSS assistance data IEs supported by the UE but not listed in Table 5.4.1.1-1 shall not be sent. The content of the assistance data elements is defined in 37.571-5 [12] clause 7.

Table 5.4.1.1-1: GNSS assistance data to be provided to the UE

	GNSS Assistance Data IE supported by UE
	Mode used in test case

	
	UE-based
	UE-assisted,

GNSS-AcquisitionAssistance supported by UE
	UE-assisted,

GNSS-AcquisitionAssistance not supported by UE

	GNSS-Reference Time
	Yes
	Yes
	Yes

	GNSS-ReferenceLocation
	Yes
	No
	Yes

	GNSS-IonosphericModel
	Yes
	No
	No

	GNSS-TimeModelList
	Yes(1)
	No
	Yes(1)

	GNSS-NavigationModel
	Yes
	No
	Yes

	GNSS-AcquisitionAssistance
	No
	Yes
	No

	GNSS-Almanac
	No
	No
	Yes

	GNSS-UTC-Model
	Yes(3)
	Yes(3)
	Yes(3)

	GNSS-AuxiliaryInformation
	Yes(2)
	Yes(2)
	Yes(2)

	NOTE 1: Only if more than one GNSS supported by the UE .

NOTE 2: Only if GLONASS supported by the UE, and/or if the UE supports multiple signals per GNSS, and/or if BDS B1C signal type supported by the UE.
NOTE 3: Only if GLONASS and at least one other GNSS supported by the UE.


< Unchanged sections omitted >
Table 7.3.4.2.3.3-11: A-GNSS Request Location Information (step 3, Table 7.3.4.2.3.2-1)

	Derivation Path: Table 5.4-4

	Information Element
	Value/remark
	Comment
	Condition

	As defined in Table 5.4-4 with the following exceptions:

	multiFreqMeasReq
	TRUE, if UE supports multi frequency GNSS
	
	MultiFreqAGNSS


	Condition
	Description

	MultiFreqAGNSS
	The UE supports at least one of pc_A_GPS_L2C, pc_A_GPS_L5, pc_QZSS_QZS_L1C, pc_QZSS_QZS_L2C, pc_QZSS_QZS_L5, pc_GLONASS_G2, pc_GLONASS_G3, pc_GALILEO_E5a, pc_GALILEO_E5b, pc_GALILEO_E6, pc_GALILEO_E5aE5b or  pc_BDS_B1C


< Unchanged sections omitted >
Table 7.3.4.4.3.3-6: A-GNSS Request Location Information (step 2, Table 7.3.4.4.3.2-1)

	Derivation Path: Table 5.4-4

	Information Element
	Value/remark
	Comment
	Condition

	As defined in Table 5.4-4 with the following exceptions:

	assistanceAvailability
	TRUE
	
	

	multiFreqMeasReq
	TRUE, if UE supports multi frequency GNSS
	
	MultiFreqAGNSS


	Condition
	Description

	MultiFreqAGNSS
	The UE supports at least one of pc_A_GPS_L2C, pc_A_GPS_L5, pc_QZSS_QZS_L1C, pc_QZSS_QZS_L2C, pc_QZSS_QZS_L5, pc_GLONASS_G2, pc_GLONASS_G3, pc_GALILEO_E5a, pc_GALILEO_E5b, pc_GALILEO_E6,  pc_GALILEO_E5aE5b or   pc_BDS_B1C


