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 [Start of changes]
4.1.1.1
A-MPR test cases for single carrier

This section contains information on test point selection for test case 6.2.3 in [2], Additional Maximum Power Reduction (A-MPR).

Selection of test points should include some possible worst combinations based on the A-MPR characteristics specified for each NS value and these shall be selected so that they match with corresponding spectrum emission requirements test points. The number of test points should be realistic.

Table 4.1.1.1-1: NS value specific test points for A-MPR single carrier
	NS label
	Number of test points
	Justification
	Comments

	NS_03
	80
40 for SUL tesing
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_03.zip”
	RAN5#85

	NS_04
	6.2.3: 220

6.2D.3: 112

6.5D.3.3:112
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_04_v2.zip”
	RAN5#5-5G-NR Adhoc

	NS_05, NS_05U
	288
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_05_v2.zip”
	RAN5#86

	NS_18
	108
	“38.521-1_TPanalysis_6.2.3_AMPR_6.5.3.3_ASE_NS_18_v2.zip”
	RAN5#88-e

	NS_21
	180
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_21.zip”
	RAN5#89-e

	NS_24
	300
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_24.zip”
	RAN5#87

	NS_27
	252
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_27.zip”
	RAN5#87

	NS_35
	144 for singular transmission test

72 for UL-MIMO transmission test
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_35_v2.zip”
	RAN5#5-5G-NR-Adhoc

	NS_37
	48
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_37.zip”
	RAN5#86

	NS_38
	96
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_38.zip”
	RAN5#86

	NS_39
	54
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_39.zip”
	RAN5#86

	NS_40
	24
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_40.zip”
	RAN5#87

	NS_41
	72
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_41.zip”
	RAN5#87

	NS_42
	108
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_42.zip”
	RAN5#87

	NS_43
	28
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_43_v2.zip”
	RAN5#86

	NS_43U
	72
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_43U.zip”
	RAN5#85

	NS_47
	70
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_47.zip”
	RAN5#87

	NS_48
	192
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_48.zip”
	RAN5#88-e

	NS_100
	72
	“38.521-1_TPanalysis_6.2.3_AMPR_NS_100.zip”
	RAN5#85


[End of changes]

Add the following attached zip file to TR 38.905:

38.521-1_TPanalysis_6.2.3_AMPR_NS_21.zip
