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1 Introduction

At the RAN#88-e meeting a Rel-16 RAN5 work item for UE Conformance Test Aspects for CLI handling for NR (NR_CLI-UEConTest) was approved [1]. 

The purpose of present document is to provide a work plan for the RAN5 work item. The work plan is updated after each RAN5 meeting to give the status of the work item. 

Section 2 gives an overview of the work item status; section 3 lists the planned NR test scenarios and the detailed status.

2 Work item status

The current completeness of the work item is as follows:
	Test specification
	Testing area
	Completeness
	3 month Target
	6 month Target
	Comments
	History

	TS 38.508-1
	Definition of common environment for Rel-16 CLI Handling
	0%
	10%
	30%
	
	…

	TS 38.508-2
	Introduction of common implementation conformance statements for Rel-16 CLI Handling.
	0%
	10%
	30%
	
	…

	TS 38.533
	Introduction of the RRM test cases for R16 CLI Handling
	0%
	10%
	30%
	
	

	TS 38.522
	Introduction of test applicability for RRM test cases impacted by R16 CLI Handling.
	0%
	10%
	30%
	
	


Estimation of WI overall completeness:
The estimate of the overall WI completeness is based on the number of work plan items per area.
	Overall completeness
	5%
	


Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


3 Test case Work Plan
	Area
	TS
	Subclause/Clause
	New test case?

See NOTE
	Release
	Title
	Test purpose / Description / Core reference(s)
	Company
	Target
	Status
	TDOC
	Comments

	38.508-1 - Common test environment

	Common Test environments
	38.508-1
	4
	
	Rel-16
	Default NG-RAN RRC message and information elements contents for Rel-16 CLI Handling for NR

	ASN.1 update (RRC messages carrying CLI related IE’s).


	
	
	
	
	

	38.508-2 – ICS proforma

	Common Implementation Conformance Statement (ICS) proforma
	38.508-2
	
	
	Rel-16
	Introduction of common implementation conformance statements for Rel-16 CLI Handling.
	CAG PICS
Resolve Applicability for CLI
	
	
	
	
	

	38.533 – RRM Tests for Rel-16 CLI Handling 

	EN-DC with all NR Cells in FR1
	38.533
	4.6.5.1
	Y
	Rel-16
	EN-DC FR1 SRS-RSRP measurement in non-DRX
	· To verify that the UE makes correct reporting of SRS-RSRP measurement.
· This test will verify the SRS-RSRP measurement requirements in clause 9.7.2.5, from 38.133.
	
	
	
	
	

	
	38.533
	4.6.5.2
	Y
	Rel-16
	EN-DC FR1 CLI-RSSI measurement in non-DRX
	· To verify that the UE makes correct reporting of CLI-RSSI measurement.
· This test will verify the CLI-RSSI measurement requirements in clause 9.7.3.5, from 38.133.
	
	
	
	
	

	
	38.533
	4.7.6.1
	Y
	Rel-16
	EN-DC FR1 SRS-RSRP measurement accuracy
	· To verify that the SRS-RSRP measurement accuracy is within the specified limits.
· This test will verify the requirements in Clauses 10.1.22.1.1, from 38.133.
	
	
	
	
	

	
	38.533
	4.7.6.2
	Y
	Rel-16
	EN-DC FR1 CLI-RSSI measurement accuracy
	· To verify that the CLI-RSSI measurement accuracy is within the specified limits.
· This test will verify the requirements in Clauses 10.1.22.2.1, from 38.133.
	
	
	
	
	

	EN-DC with all NR Cells in FR2
	38.533
	5.6.4.1
	Y
	Rel-16
	EN-DC FR2 SRS-RSRP measurement in non-DRX
	· To verify that the UE makes correct reporting of SRS-RSRP measurement.
· This test will verify the SRS-RSRP measurement requirements in clause 9.7.2.5, from 38.133.
	
	
	
	
	

	
	38.533
	5.6.4.2
	Y
	Rel-16
	EN-DC FR2 CLI-RSSI measurement in non-DRX
	· To verify that the UE makes correct reporting of CLI-RSSI measurement.
· This test will verify the CLI-RSSI measurement requirements in clause 9.7.3.5, from 38.133.
	
	
	
	
	

	
	38.533
	5.7.5.1
	Y
	Rel-16
	EN-DC FR2 SRS-RSRP measurement accuracy
	· To verify that the SRS-RSRP measurement accuracy is within the specified limits.
· This test will verify the requirements in Clauses 10.1.22.1.1, from 38.133.
	
	
	
	
	

	
	38.533
	5.7.5.2
	Y
	Rel-16
	EN-DC FR2 CLI-RSSI measurement accuracy
	· To verify that the CLI-RSSI measurement accuracy is within the specified limits.
· This test will verify the requirements in Clauses 10.1.22.2.1, from 38.133.
	
	
	
	
	

	NR standalone tests with all NR cells in FR1
	38.533
	6.6.6.1
	Y
	Rel-16
	NR SA FR1 SRS-RSRP measurement in non-DRX
	· To verify that the UE makes correct reporting of SRS-RSRP measurement.
· This test will verify the SRS-RSRP measurement requirements in clause 9.7.2.5, from 38.133.
	
	
	
	
	

	
	38.533
	6.6.6.2
	Y
	Rel-16
	NR SA FR1 CLI-RSSI measurement in non-DRX
	· To verify that the UE makes correct reporting of CLI-RSSI measurement.
· This test will verify the CLI-RSSI measurement requirements in clause 9.7.3.5, from 38.133.
	
	
	
	
	

	
	38.533
	6.7.8.1
	Y
	Rel-16
	NR SA FR1 SRS-RSRP measurement accuracy
	· To verify that the SRS-RSRP measurement accuracy is within the specified limits.
· This test will verify the requirements in Clauses 10.1.22.1.1, from 38.133.
	
	
	
	
	

	
	38.533
	6.7.8.2
	Y
	Rel-16
	NR SA FR1 CLI-RSSI measurement accuracy
	· To verify that the CLI-RSSI measurement accuracy is within the specified limits.
· This test will verify the requirements in Clauses 10.1.22.2.1, from 38.133.
	
	
	
	
	

	NR standalone tests with one or more NR cells in FR2
	38.533
	7.6.4.1
	Y
	Rel-16
	NR SA FR2 SRS-RSRP measurement in non-DRX
	· To verify that the UE makes correct reporting of SRS-RSRP measurement.
· This test will verify the SRS-RSRP measurement requirements in clause 9.7.2.5, from 38.133.
	
	
	
	
	

	
	38.533
	7.6.4.2
	Y
	Rel-16
	NR SA FR2 CLI-RSSI measurement in non-DRX
	· To verify that the UE makes correct reporting of CLI-RSSI measurement.
· This test will verify the CLI-RSSI measurement requirements in clause 9.7.3.5, from 38.133.
	
	
	
	
	

	
	38.533
	7.7.5.1
	Y
	Rel-16
	NR SA FR2 SRS-RSRP measurement accuracy
	· To verify that the SRS-RSRP measurement accuracy is within the specified limits.
· This test will verify the requirements in Clauses 10.1.22.1.1, from 38.133.
	
	
	
	
	

	
	38.533
	7.7.5.2
	Y
	Rel-16
	NR SA FR2 CLI-RSSI measurement accuracy
	· To verify that the CLI-RSSI measurement accuracy is within the specified limits.
· This test will verify the requirements in Clauses 10.1.22.2.1, from 38.133.
	
	
	
	
	

	38.522 - Test applicability for RRM test cases impacted by R16 CLI Handling.

	Introduction of test applicability for RRM test cases impacted by R16 CLI Handling.
	38.522
	
	
	Rel-16
	Introduction of test applicability for RRM test cases impacted by R16 CLI Handling.
	· To add test applicability for RRM tests getting introduced or getting impacted due to CLI Handling.
	
	
	
	
	


NOTE:
New test and subclause specific to this WI (Y/N).

4 Introduction

[1] RP-201940
New WID on UE Conformance Test Aspects for CLI handling for NR – Qualcomm (Supporting companies: Anritsu, Apple, AT&T, Bureau Veritas, Lenovo, LG Electronics, Motorola Mobility, Rohde & Schwarz, ZTE)
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