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[Start of changes]
Table 6.1.2.18.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS re-adjusts the SS/PBCH EPRE levels according to row "T1" in table 6.1.2.18.3.2-1/2.
	-
	-
	-
	-

	2
	Wait for 34 seconds to allow UE to recognise the change.
	-
	-
	-
	-

	3
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4-1 indicate that the UE is camped on NR Cell 2?
	-
	-
	1
	P

	4
	The SS re-adjusts the SSS levels according to row "T2" in table 6.1.2.18.3.2-1/2.
	-
	-
	-
	-

	5
	Wait for 34 seconds to allow UE to recognise the change.
	-
	-
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4-1 indicate that the UE is camped on NR Cell 3?
	-
	-
	2
	P

	7
	The SS notifies the UE of change of System Information on NR Cell 3 by sending Short Message on PDCCH using P-RNTI.
	<--
	NR RRC: Paging
	-
	-

	8
	The SS changes the SnonIntraSearch for NR Cell 3 according to row "T3" in table 6.1.2.18.3.2-1/2, The ValueTag of SIB2 in the SI-SchedulingInfo of SIB1 is increased on NR Cell 3.
	-
	-
	-
	-

	9
	Wait for 2.1* modification period to allow the new system information to take effect.
	-
	-
	-
	

	10
	The SS re-adjusts the SSS levels according to row "T4" in table 6.1.2.18.3.2-1/2. 
	-
	-
	-
	-

	11
	Wait for 120 seconds to allow UE to recognise the change.
	-
	-
	-
	-

	12
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4-1 indicate that the UE is camped on NR Cell 1?
	-
	-
	3
	P


[End of changes]
